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EXECUTIVE SUMMARY

On May 14, 2001, the Southern California Public Power Authority filed an Application for
Certification (AFC) for the Magnolia Power Plant Project seeking approval from the
California Energy Commission to construct and operate a 250 megawatt (MW) natural
gas-fired, combined cycle power generating facility. On September 25, 2001, the
California Energy Commission found the AFC to be data adequate and initiated an
expedited 6-month review of the project.

The applicant intends to locate the project on a 16-acre site at the existing Magnolia
Power Station in Burbank, California, an incorporated city in Los Angeles County, at 164
West Magnolia Boulevard. The site is bound by Magnolia Blvd. on the north, Lake
Avenue on the west, Olive Avenue on the south, and the Western Burbank Flood
Control Channel, railway switching yards and Interstate 5 to the east of the proposed
project.

The Burbank Water and Power Department currently operates and maintains existing
gas-fired combustion turbine units and gas-fired steam units on this 16-acre site. No
new transmission lines, natural gas, water supply or wastewater pipelines are required.
See Project Description Figure 1.

The project is estimated to have a capital cost of approximately $225 million. The
applicant plans to complete construction and start operation of the combined-cycle unit
in the second quarter of 2004. During construction, up to approximately 330
construction jobs will be created over the 24-month construction schedule. A
permanent professional workforce of approximately 33 employees will operate the plant.

The new plant will be operated and maintained by employees of the City of Burbank. A
new service building will be included to support the project. It will include a control
room, kitchen, maintenance area, and locker rooms.

The Magnolia Power Project (MPP) and related facilities are under the Energy
Commission’s jurisdiction (Public Resources Code (PRC) 88 25500 et seq.). When
issuing a license, the Energy Commission it the lead state agency (PRC § 25519(c))
under the California Environmental Quality Act (PRC 88 21000 et seq.), and its process
is functionally equivalent to the preparation of an environmental impact report (PRC §
21080.5).

The primary responsibility of the Energy Commission staff is to provide an independent
assessment of the project's potentially significant effects on the environment, the
public's health and safety, conformance with all applicable laws, ordinances, regulations
and standards (LORS), and measures to mitigate any identified significant effects. The
SA is a document of the Energy Commission staff so, by its very nature, the conclusions
and recommendations presented are considered staff's testimony. The final decision of
the Energy Commissioners will be based on the evidence presented at upcoming
hearings.
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The South Coast Air Quality Management District provided its preliminary Determination
of Compliance with District rules and regulations, and staff has incorporated it into the
Air Quality section of the Staff Assessment. Energy Commission staff has completed
this Staff Assessment (SA) and after workshops and hearings on this document, a
Presiding Member’s Proposed Decision (PMPD) prepared. The SA is staff's
independent assessment and recommendation to the Commissioners of the California
Energy Commission, who are the decision-makers in this proceeding.

During evidentiary hearings, the Energy Commission Committee assigned to the MPP
proceedings will consider and weigh the testimony and recommendations of all
interested patrties, including Energy Commission staff, the applicant, intervenors, public,
City of Burbank, and other local, state and federal agencies, before making the
proposed decision for consideration by the full commission. The analyses contained in
this document were prepared in accordance with Public Resources Code (PRC 88
25550 et seq.); the California Code of Regulations (CCR) Title 20, 88 12001 et seq.;
and the California Environmental Quality Act (PRC 88 21000 et seq.) and its guidelines
(CCR title 14 88 15000 et seq.).

PUBLIC AND AGENCY COORDINATION

The Magnolia Power Project is proposed on land currently zoned for a power plant. On
November 13" and 15", 2001, staff conducted publicly noticed workshops on air quality,
water resources, biological resources, cultural resources, noise, visual resources, traffic
and transportation and other issues.

In addition to these workshops, extensive coordination has occurred with the numerous
local, state and federal agencies that have an interest in the project. Particularly,
Energy Commission staff has worked with the City of Burbank, County of Los Angeles,
California Independent System Operator (Cal-ISO), South Coast Air Quality
Management District, California Air Resources Board, Federal Aviation Administration,
U.S. Environmental Protection Agency and the Regional Water Quality Control Board to
identify and resolve issues of concern. In addition, Commission staff has coordinated
the review and analysis of the project with U.S. Fish and Wildlife Service, California
Department of Fish and Game, and California Department of Parks and Recreation,
U.S. Army Corp of Engineers, intervenors, and the interested residents of the
community.

A series of publicly noticed workshops and hearings will be conducted on this document
during January 2002. Information gathered during these workshops and hearings will
be used to prepare the Presiding Member’'s Proposed Decision.

The Energy Commission Public Adviser and the staff environmental justice specialist
conducted an Environmental Justice Outreach workshop on October 15, 2001, to
explain the Energy Commission’s siting process. Prior to the workshop, the Public
Advisor had sent over 10,000 flyers that were distributed to students and teachers at 12
Burbank schools and bilingual flyers in English, Spanish and Armenian to 10 local
churches.
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CONCLUSIONS AND RECOMMENDATIONS

Each technical area assessment in the SA includes a discussion of the project and the
existing environmental setting; the project's conformance with laws, ordinances,
regulations and standards (LORS); whether the facility can be constructed and operated
safely and reliably; project specific and cumulative impacts; the environmental
consequences of the project using the proposed mitigation measures; conclusions and
recommendations; and any proposed conditions of certification under which the project
should be constructed, operated, and closed should it be approved.

In summary this SA finds that:

The project is in conformance with all Laws, Ordinances, Regulations and Standards
(LORS) with the exception of Air Quality.

The Applicant does not currently have a complete air quality offset package that
satisfies routine South Coast Air Quality Management District permitting
requirements. The Applicant has proposed a plan to the District to secure all
necessary offsets which was agreed to by the District. The District will complete
their Final Determination of Compliance (FDOC) after the statutory comment
periods. The District cannot issue the Title V Permit until the Applicant provides a
complete offset package and after the Commission certifies the project. The
Applicant’s offset package cannot be completed until the revenue bonds are issued
by the Southern California Public Power Authority. Currently, the Applicant has not
identified sufficient NOx Reclaim Trading Credits. The Applicant will be purchasing
Priority Reserve Carbon Monoxide, Sulfur Dioxide, and PMio offsets from the
District. Staff recommends certification of the Magnolia Power Project only if the
Applicant meets its offset obligations and the District completes their FDOC.

With the proposed conditions of certification included in the various technical areas,
the project’s demolition, construction and operation impacts can be mitigated to a
level less than significant.

The project will not disproportionately impact minority or low-income populations.
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INTRODUCTION
James W. Reede, Jr., MPPA

PURPOSE OF THIS REPORT

On May 14, 2001, the Southern California Public Power Authority filed an Application for
Certification (AFC) for the Magnolia Power Plant Project seeking approval from the
California Energy Commission to construct and operate a 250 megawatt (MW) natural
gas-fired, combined cycle power generating facility. On September 25, 2001, the
California Energy Commission found the AFC to be data adequate. The finding of data
adequacy by the Commission began staff’'s analysis of the project.

The Staff Assessment (SA) is the Energy Commission staff’'s independent analysis of
the Magnolia Power Project (MPP) AFC. The SA is a staff document. It is neither a
Committee document, nor a draft decision or proposed decision. The SA describes the
following:

the proposed project;
the existing environment;

whether the facilities can be constructed and operated safely and reliably in
accordance with applicable laws, ordinances, regulations and standards (LORS);

the environmental consequences of the project including potential public health and
safety impacts;

cumulative analysis of the potential impacts of the project, along with potential
impacts from other existing and known planned developments;

mitigation measures proposed by the applicant, staff, interested agencies and
intervenors which may lessen or eliminate potential impacts;

the proposed conditions under which the project should be constructed and
operated, if it is certified;

project alternatives.

The analyses contained in this SA are based upon information from the: 1) AFC,

2) subsequent amendments, 3) responses to data requests, 4) supplementary
information from local and state agencies and interested individuals, 5) existing
documents and publications, 6) independent field studies and research, and 7)
comments at workshops. The analyses for most technical areas include discussions of
proposed conditions of certification. Each proposed condition of certification is followed
by a proposed means of “verification.” The verification is not part of the proposed
condition, but is the Energy Commission Compliance Unit's method of ensuring post-
certification compliance with adopted requirements. The SA presents conclusions and
proposed conditions that apply to the design, construction, operation and closure of the
proposed facility.

The Energy Commission staff’'s analyses were prepared in accordance with Public
Resources Code 825500 et seq. and Title 20, California Code of Regulation 81701 et
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seq., and the California Environmental Quality Act (CEQA) (Pub. Resources Code,
815000 et seq.).

ORGANIZATION OF THE STAFF ASSESSMENT

The INTRODUCTION section of this SA explains the purpose of the SA and its
relationship to the Energy Commission’s siting process. The PROJECT DESCRIPTION
section provides a brief overview of the project including its purpose, location and major
project components.

The ENVIRONMENTAL and ENGINEERING evaluations of the proposed project follow
the PROJECT DESCRIPTION. Inthe ENVIRONMENTAL analyses, the project’s
environmental setting is described, environmental impacts are identified and their
significance assessed, and the project’s compliance with applicable laws is reviewed.
The mitigation measures proposed by the applicant are reviewed for adequacy and
conformance with applicable laws; if any remaining unmitigated impacts are identified,
staff proposes additional mitigation measures and project alternatives. Staff's
conclusions and recommendations are discussed, and proposed conditions of
certification are included, if applicable. In the ENGINEERING analyses, the project is
evaluated in each technical area with respect to applicable laws and performance
objectives. Each technical section ends with a discussion of conclusions and
recommendations. Proposed conditions of certification are included, if applicable.

ENERGY COMMISSION SITING PROCESS

The California Energy Commission has the exclusive authority to certify the
construction, modification and operation of thermal electric power plants 50 megawatts
(MW) or larger. The Energy Commission certification is in lieu of any permit required by
state, regional, or local agencies, and federal agencies to the extent permitted by
federal law (Pub. Resources Code, 825500). The Energy Commission must review
power plant AFCs to assess potential environmental impacts including potential impacts
to public health and safety, potential measures to mitigate those impacts (Pub.
Resources Code, 825519), and compliance with applicable governmental laws or
standards (Pub. Resources Code, 825523 (d)).

The Energy Commission’s siting regulations require staff to independently review the
AFC and assess whether the list of environmental impacts contained is complete, and
whether additional or more effective mitigation measures are necessary, feasible and
available (Cal. Code Regs., tit. 20, 881742 and 1742.5(a)). Staff's independent review
shall be presented in a report (Cal. Code Regs., tit. 20, 81742.5).

In addition, staff must assess the completeness and adequacy of the health and safety
standards, and the reliability of power plant operations (Cal. Code Regs., tit. 20,
81743(b)). Staffis required to develop a compliance plan (coordinated with other
agencies) to ensure that applicable laws, ordinances, regulations and standards are met
(Cal. Code Regs., tit. 20, §1744(b)).
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Staff conducts its environmental analysis in accordance with the requirements of the
California Environmental Quality Act. No Environmental Impact Report (EIR) is required
because the Energy Commission’s site certification program has been certified by the
Resources Agency (Pub. Resources Code, 821080.5 and Cal. Code Regs., tit. 14,
815251 (Kk)).

The staff prepares a Staff Assessment (SA) and presents for the applicant, intervenors,
agencies, other interested parties and members of the public, the staff’'s analysis,
conclusions, and recommendations. Where staff believes it is appropriate, the SA
incorporates comments received from agencies, the public and parties to the siting
case, and comments made at the workshops. The SA serves as staff's only written
testimony proposal.

Staff will provide a comment period to resolve issues between the parties and to narrow
the scope of adjudicated issues in the evidentiary hearings. During the period after the
publishing the SA, staff will conduct workshops to discuss its findings, proposed
mitigation, and proposed compliance-monitoring requirements. Based on the
workshops and written comments, staff may refine its analysis, correct errors, and
finalize conditions of certification to reflect areas where we agreements have been
reached with the parties.

The staff's assessment is only one piece of evidence that will be considered by the
Committee (two Commissioners who have been assigned to this project) in reaching a
decision on whether or not to recommend that the full Energy Commission approve the
proposed project. At the public hearings, all parties will be afforded an opportunity to
present evidence and to rebut the testimony of other parties, thereby creating a hearing
record on which a decision on the project can be based. The hearing before the
Committee also allows all parties to argue their positions on disputed matters, if any,
and it provides a forum for the Committee to receive comments from the public and
other governmental agencies.

Following the hearings, the Committee’s recommendation to the full Energy
Commission on whether or not to approve the proposed project will be contained in a
document entitled the Presiding Members’ Proposed Decision (PMPD). Following
publication, the PMPD is circulated in order to receive written public comments. At the
conclusion of the comment period, the Committee may prepare a revised PMPD. A
revised PMPD shall be circulated for a 15-day comment period. At the close of the
comment period for the revised PMPD, the PMPD is submitted to the full Energy
Commission for a decision. Within 30 days of the Energy Commission decision, any
party may appeal the decision to the Energy Commission.

A COMPLIANCE MONITORING PLAN AND GENERAL CONDITIONS will be
assembled from conditions contained in the SA and other evidence presented at the
hearings. The Compliance Monitoring Plan and General Conditions will be presented in
the PMPD. The Energy Commission staff's implementation of the plan ensures that a
certified facility is constructed, operated, and closed in compliance with the conditions
adopted by the Energy Commission. The proposed COMPLIANCE MONITORING
PLAN AND GENERAL CONDITIONS are included at the end of the SA.
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PUBLIC AND AGENCY COORDINATION

The Magnolia Power Project is proposed on land currently zoned for a power plant.
Publicly noticed workshops on air quality, water resources, biological resources, cultural
resources, noise, visual resources, traffic and transportation and other issues have
been held in Burbank. These workshops have been highly productive.

In addition to these workshops, extensive coordination has occurred with the numerous
local, state and federal agencies that have an interest in the project. Particularly,
Energy Commission staff has worked with the City of Burbank, County of Los Angeles,
California Independent System Operator (Cal-ISO), South Coast Air Quality
Management District, California Air Resources Board, FAA, U.S. Environmental
Protection Agency and the Regional Water Quality Control Board to identify and resolve
issues of concern. In addition, Commission staff has coordinated the review and
analysis of the project with U.S. Fish and Wildlife Service, California Departments of
Fish and Game, and Parks and Recreation, U.S. Army Corp of Engineers, intervenors,
and the interested residents of the community.
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PROJECT DESCRIPTION
James W. Reede, Jr., MPPA

On May 14, 2001, the Southern California Public Power Authority filed an Application for
Certification (AFC) for the Magnolia Power Plant Project seeking approval from the
California Energy Commission to construct and operate a 250 megawatt (MW) natural
gas-fired, combined cycle power generating facility.

PROJECT LOCATION

The applicant intends to locate the project on a 16-acre site in Burbank, California, an
incorporated city in Los Angeles County, at 164 West Magnolia Boulevard. The site is
bound by Magnolia Blvd. on the north, Lake Avenue on the west, Olive Avenue on the
south, and the Western Burbank Flood Control Channel, railway switching yards and
Interstate 5 to the east of the proposed project.

The proposed plant will be constructed at the existing Magnolia Power Station that is
owned and operated by the City of Burbank Water and Power Department. Burbank

Water and Power currently operates and maintains existing gas fired combustion
turbine units and gas fired steam units on this 16-acre site. See Project Description

Figure 1.

POWER PLANT

The proposed Magnolia Power Plant Project would be a nominal 250-megawatt (MW),
natural gas-fired combined cycle power plant. Site improvements would include
demolition of some of the older power generating and fuel storage facilities.

The proposed plant would incorporate one General Electric (GE) 7FA dual-shaft, 1-on-
1, combined-cycle combustion turbine electric generator (CTG), one heat recovery
steam generator (HRSG) with supplemental duct firing, and one steam turbine electric
generator (STG). Hot exhaust gas from the CTG would flow through the HRSG, that
would when built, extract heat from the exhaust to produce steam that powers the STG.

The new facility would provide a range of 238 MW to 277 MW base load capacity,
depending on ambient conditions and the final configuration. Additional peaking
capacity of up to 68 MW is under consideration, and this peaking capacity can be
incorporated using steam injection and duct firing enhancements to the base unit.
Estimated heat rates for the units range up to 6900 Btu/kwWh (HHV) at full load,
depending on ambient conditions and the final configuration. The plant is expected to
have an overall availability up to 95 percent. The CTG and STG would produce
approximately 160 MW and 90 MW (gross), respectively. The overall combined cycle
thermal efficiency would be about 54%.

To control Nitrogen Oxide (NOy) and Carbon Monoxide (CO) emissions, Selective
Catalytic Reduction (SCR) and a Carbon Monoxide catalyst will be incorporated into the
project. NOx emissions from the CTG will be controlled by dry low NOx combustors and
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a post-combustion emission control system that will be a SCR to meet current Best
Available Control / Lowest Achieveable Emission Rate (BACT/LAER) limits for NOx and
CO.

An aerial view of the plant layout Project Description Figure 2 shows the existing
power plant site and electrical substation. Project Description Figure 3 provides a
view of how the plant will look on the site. Project Description Figure 4 shows
elevations of the power plant facilities.

TRANSMISSION LINE FACILITIES

Electrical output will be delivered to the existing transmission grid via the existing facility
substation. The new combined cycle unit will be connected to the grid by an
underground connection with the existing Olive 69 Kilovolt (kV) switchyard with
overhead transmission to the Los Angeles Department of Water and Power (LADWP)
system at Receiving Station E.

No new transmission lines are required for the project. Two new generator step-up
transformers will be installed and connected to the existing 69 kV switchyard. The
connections to the switchyard will be made via new 69 kV underground lead lines on-
site, 69kV high-voltage circuit breakers and new associated switchgear.

OTHER LINEAR FACILITIES

Most of the auxiliary facilities for the project, such as water supply and disposal
systems, site access, fuel supply, and facilities to connect electrical output to the grid
are already in place with the existing facilities.

The existing 12” underground gas line will be adequate to supply fuel to the proposed
unit. Southern California Gas Company (Sempra) will deliver the fuel. The maximum
demand for fuel gas will be approximately 2,500 MMBtu/hr at a pressure of 350 pounds
per square gas (psig). The project will include a natural gas compressor to increase the
gas pressure up into the range of 450 to 700 psig needed for the CTG. A new metering
station will also be added.

WATER SUPPLY AND WASTE WATER TREATMENT

Water requirements for the project are estimated at a maximum of 6.546 million gallons
per day at full operation and will be supplied from a combination of sources. The new
units will use reclaimed water to the maximum extent feasible with potable water
augmentation only in cases of emergency.

The project applicant will be constructing a 2.2 million gallon reclaim water storage tank
to manage diurnal fluctuations in the available volume of reclaimed water. A cooling
tower blowdown tank will also be constructed to minimize the impacts of City of Burbank
Reclamation Plant upsets that may occur.
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The City of Burbank (COB), through purchases from the Metropolitan Water District, will
supply potable water. The plant will be using approximately 2,000 gallons per day for
domestic uses and fire protection.

The COB Reclamation Plant will supply up to 6,546,000 gallons of reclaimed water per
day for cooling water makeup, cycle makeup, evaporative cooling and other plant
processes.

Wastewater discharge will be into the Burbank Western Channel via an existing 36-inch
discharge outfall.

CONSTRUCTION AND OPERATIONS

The project is estimated to have a capital cost of approximately $225 million. The
applicant plans to complete construction and start operation of the combined-cycle unit
in the second quarter of 2004. During construction, up to approximately 330
construction jobs will be created over the 24-month construction schedule. A
permanent professional workforce of approximately 33 people will operate the plant.

The new plant will be operated and maintained by employees of the City of Burbank. A

new service building will be included to support the project. It will include a control
room, kitchen, maintenance area, and locker rooms.
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ENVIRONMENTAL
ASSESSMENT



AIR QUALITY

Testimony of Brewster Birdsall, Lisa Blewitt and William Walters

INTRODUCTION

This analysis evaluates the expected air quality impacts of the emissions of criteria air
pollutants due to the planned power island and other systems associated with the Magnolia
Power Project (MPP) at the City of Burbank (COB) power plant, as proposed by the
Southern California Public Power Authority (SCPPA). Criteria air pollutants are those for
which a federal or state ambient air quality standard has been established to protect public
health. They include ozone (O3), nitrogen dioxide (NO,), carbon monoxide (CO), sulfur
dioxide (SO,), volatile organic compounds (VOC), and particulate matter less than 10
microns in diameter (PMyo).

In carrying out the analysis, the California Energy Commission staff evaluated the following
major points:

whether the proposed Magnolia Power Project is likely to conform with applicable
Federal, State and South Coast Air Quality Management District (SCAQMD) air quality
laws, ordinances, regulations and standards, as required by Title 20, California Code of
Regulations, section 1742.5 (b);

whether the Magnolia Power Project is likely to cause significant air quality impacts,
including new violations of ambient air quality standards or contributions to existing
violations of those standards, as required by Title 20, California Code of Regulations,
section 1742 (b); and

whether the mitigation proposed for the Magnolia Power Project is adequate to lessen
the potential impacts to a level of insignificance, as required by Title 20, California
Code of Regulations, section 1744 (b).

LAWS, ORDINANCES, REGULATIONS AND STANDARDS

FEDERAL

The federal Clean Air Act requires any new major stationary sources of air pollution and
any major modifications to existing major stationary sources to obtain a construction permit
before commencing construction. This process is known as New Source Review (NSR). Its
requirements differ depending on the attainment status of the area where the major facility
is to be located. Prevention of Significant Deterioration (PSD) requirements apply in areas
that are in attainment of the national ambient air quality standards. The non-attainment area
NSR requirements apply to areas that have not been able to demonstrate compliance with
national ambient air quality standards. The entire program, including both PSD and Non-
attainment NSR permit reviews, is referred to as the federal NSR program.

The U.S. Environmental Protection Agency (EPA) has reviewed and approved the South
Coast Air Quality Management District's (SCAQMD’s) regulations and has delegated to
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the District the implementation of the federal PSD, Non-attainment NSR, Title IV, and Title
V programs. The SCAQMD implements these programs through its own rules and
regulations, which are, at a minimum, as stringent as the federal regulations.

Title V of the federal Clean Air Act requires states to implement and administer an
operating permit program to ensure that large sources operate in compliance with the
requirements included in the Code of Federal Regulations, Title 40, Part 70. A Title V
permit contains all of the requirements specified in different air quality regulations that
affect an individual project. The Title V program is administered by SCAQMD under
Regulation XXX. As described in Section 5.2.3.2 of the AFC (MPP 2001a), installation of
the gas turbine by SCPPA will be a major new source and thus will require a Title V permit.

The Magnolia Power Project is also subject to the federal New Source Performance
Standards (NSPS). Enforcement of NSPS has been delegated to the SCAQMD and the
corresponding regulations are incorporated into the District's Regulation IX. The power-
island must comply with the requirements of NSPS Subparts Da and GG. Local emission
limitation rules or BACT requirements are, however, more restrictive than the NSPS
requirements. For example, Section 5.2.1.4 of the AFC (MPP 2001a) indicates that the
BACT level for NO, emissions will be no more than 2 parts per million by volume dry
(ppmvd) at 15 percent excess oxygen (ppmvd @ 15%0,), significantly less than the NSPS
allowable limit of 75 ppmvd @ 15%0,. The NSPS requirements also include a SO,
emissions concentration of no more than 150 ppm @15%0..

The U.S. EPA has delegated its Prevention of Significant Deterioration (PSD) and Non-
attainment New Source Review (NSR) requirements to the SCAQMD. This delegation is
only done for air districts that are able to demonstrate to the satisfaction of U.S. EPA that
their regulatory programs are at least as stringent as the federal PSD and Non-attainment
NSR programs. The SCAQMD will issue an Authority to Construct only after this project
secures a license from the California Energy Commission. This permit will be the
equivalent to a federal PSD and federal Non-attainment NSR permits. In addition, the U.S.
EPA has also delegated to the SCAQMD the authority to implement the federal Clean Air
Act Title V permitting program. This operating permit is issued only after a facility is in
operation and it would be the same as the SCAQMD’s Permit to Operate.

Title IV of the federal Clean Air Act provides for the issuance of acid rain permits and

requires subject facilities to obtain emission allowances for SO, emissions. The Title IV
program is administered by SCAQMD under Regulation XXXI.

AIR QUALITY 3.1-2 January 9, 2002



STATE

California State Health and Safety Code, Section 41700, requires that: “no person shall
discharge from any source whatsoever such quantities of air contaminants or other
material which cause injury, detriment, nuisance, or annoyance to any considerate number
of persons or to the public, or which endanger the comfort, repose, health, or safety of any
such persons or the public, or which cause, or have a natural tendency to cause, injury or
damage to business or property.”

LOCAL

As part of the Energy Commission’s licensing process, in lieu of issuing a construction
permit to the applicant for the Magnolia Power Project, the SCAQMD will prepare and
present to the Commission a Determination of Compliance/Permit to Construct
(DOC/PTC). The DOC will evaluate whether and under what conditions the proposed
project will comply with the District’'s applicable rules and regulations, as described below.

The project is subject to the specific District rules and regulations that are briefly described
below:

Requlation Il — Permits

This regulation sets forth the regulatory framework of the application for and issuance of
construction and operation permits for new, altered and existing equipment.

Rule 202 — Temporary Permit to Operate

This rule states that any new equipment that has been issued a Permit to
Construct (PTC) shall be allowed to use that PTC as a temporary Permit to
Operate (PTO) upon notification to the Air Pollution Control Officer (APCO).

Rule 203 — Permit to Operate

This rule prohibits the use of any equipment that may emit air contaminants or control the
emission of air contaminants, without first obtaining a PTO except as provided in Rule 202.

Rule 217 — Provisions for Sampling and Testing

The Executive Officer (EO) may require the applicant to provide and maintain facilities
necessary for sampling and testing. The EO will inform the applicant of the need for testing
ports, platforms and utilities.
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Rule 218 — Continuous Emission Monitoring

This rule describes the installation, QA/QC and reporting requirements for all sampling
interfaces, analyzers and data acquisition systems used to continuously determine the
concentration or mass emission of an emission source. However, this rule does not apply
to the CEMS required for NOx monitoring under RECLAIM (Regulation XX).

Requlation IV — Prohibitions

This regulation sets forth the restrictions for visible emissions, odor nuisance, fugitive dust,
various air emissions, fuel contaminants, startup/shutdown exemptions and breakdown
events.

Rule 401 — Visible Emissions

Generally this rule restricts visible emissions from a single source for more than three
minutes in any one hour from being as dark or darker than that designated on the No. 1
Ringelmann Chart (US Bureau of Mines).

Rule 402 — Nuisance

This rule restricts the discharge of any contaminant in quantities that cause or have a
natural ability to cause injury, damage, nuisance or annoyance to businesses, property or
the public.

Rule 403 — Fuqitive Dust

This rule requires that the applicant prevent, reduce or mitigate fugitive dust emissions
from the project site. Rule 403 restricts visible fugitive dust to the project property line,
restricts the net PM;, emissions (between up and down wind measurements) to less than
50 ig/m * and restricts the tracking out of bulk materials onto public roads. Additionally, the
applicant must utilize one or more of the best available control measures (identified in the
tables within the rule). Mitigation measures may include, adding freeboard to haul vehicles,
covering loose material on haul vehicles, watering, using chemical stabilizers and/or
ceasing all activities. Finally, a contingency plan maybe required if so determined by the
US EPA.

Rule 407 — Liquid and Gaseous Air Contaminants

This rule limits CO emissions to 2,000 ppm and SO, emissions to 500 ppm, averaged
over 15 minutes. Equipment that complies with Rule 431.1 are exempt from the SO, limit.
The applicant will be required to comply with Rule 431.1 and thus the sulfur limit of Rule 407
will not apply.

Rule 408 — Circumvention

This rule prohibits the use of equipment that conceals emissions without reducing
emissions, except in cases where the only violation involved is of Section 48700 of the
Health and Safety Code or District Rule 402.

Rule 409 — Combustion Contaminants

This rule restricts the discharge of contaminants from the combustion of fuel to 0.23 grams
per cubic meter of gas, calculated to 12% CO,, averaged over 15 minutes. This rule does
not apply to IC engines or jet engine test stands.
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Rule 431.1 — Sulfur Content of Gaseous Fuels

This rule restricts the sale or use of gaseous fuels that exceed a sulfur content limit. The
sulfur content limit for natural gas is 16 ppmv calculated as H,S. This rule also establishes
monitoring and reporting requirements, as well as test methods to be used.

Rule 431.2 — Sulfur Content of Liquid Fuels

This rule establishes a sulfur content limit for diesel fuel of 0.05% by weight, as well as,
record keeping requirements and test methods.

Rule 475 — Electric Power Generating Equipment

This rule limits combustion contaminants (PM,o) from electric power generating equipment,
with a maximum rating of more than 10 net megawatts, to 11 pounds per hour and 23
milligrams per cubic meter @ 3%0, (averaging time subject to Executive Officer decision).

Reqgulation VIl — Emergencies

Rule 701 — Air Pollution Emergency Contingency Actions

This rule requires that facilities employing 100 or more people or emitting 100 or more tons
of pollutants (NOy, SO, or VOC) per year, upon declaration or prediction of a Stage 2 or 3
episode, reduce NOy, SO, and VOC emissions by at least 20% of normal workday
operations. This rule also requires that upon declaration of a state of emergency by the
Governor, the facility comply with the Governor’s requirements. A power plant facility may
be exempt from Rule 701 if they are determined by the District to be an essential service
responding to a public emergency or utility outage.

Reqgulation IX — Standards of Performance for New Stationary
Sources

Regulation IX incorporates provisions of Part 60, Chapter I, Title 40 of the Code of Federal
Regulations (CFR) and is applicable to all new, modified or reconstructed sources of air
pollution. Sections of this regulation apply to electric utility steam generators (Subpart Da)
and stationary gas turbines (Subpart GG). These subparts establish limits of particulate
matter, SO,, and NO, emissions from the facility as well as monitoring and test method
requirements.

Requlation XI — Source Specific Standards

Rule 1110.1 — Emissions from Stationary Internal Combustion
Engines

This rule generally applies to engines larger that 50 brake horsepower (bhp) and places
restriction on rich-burn or lean-burn engines. These restrictions are in the form of NO, and
CO emission limits and the required submittal of a control plan to demonstrate compliance.
Emergency standby engines, operating less than 200 hours per year are exempt from Rule
1110.1.

Rule 1110.2 — Emissions from Gas and Liguid Fueled Engines

This rule establishes NOy, VOC and CO emissions limits for stationary and portable
engines over 50 bhp in rated capacity. Emergency standby engines, operating less than
200 hours per year are exempt from Rule 1110.2.
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Requlation XlIl — New Source Review

This regulation sets forth the pre-construction review requirements for new, modified or
relocated facilities to ensure that these facilities do not interfere with progress in attainment
of the national ambient air quality standards and that future economic growth in the
SCAQMD is not unnecessarily restricted. This regulation limits the emissions of non-
attainment contaminants and their precursors as well as 0zone depleting compounds
(ODC) and ammonia by requiring the use of Best Available Control Technologies (BACT).
This regulation specifies that emissions for VOC, NOy, SOy, PM;o, and CO above 4 tons
per year shall be offset by either ERCs or by allocations from the Priority Reserve (SO,
PM;o and CO only). However, this regulation does not apply to the NO4 emissions for the
MPP, which are regulated by Regulation XX (RECLAIM).

Rule 1309.1 — Priority Reserve

The Priority Reserve is established to provide credits for PM,o, SO, and CO to specific
priority sources. To be eligible, electric generating facilities must submit a complete
application for certification to the California Energy Commission (CEC) or a permit to
construct between 2000 and 2003; be in compliance with all applicable District rules,
variances, orders, and settlement agreements; pay a non-refundable mitigation fee for
each pound per day of PM;,, SO, and CO obtained from the Priority Reserve; show due
diligence effort to secure available ERCs; be fully and legally operational within 3 years;
and enter into a long-term (at least 1-year) contract with the state of California to sell at
least 50% of the portion of the power generated using Priority Reserve credits. Municipal
utilities and joint power authorities, such as SCPPA, are exempt from the contract
requirements of this regulation.
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Requlation XVII — Prevention of Significant Deterioration

This regulation sets forth the pre-construction requirement for stationary sources to ensure
that the air quality in clean air areas does not significantly deteriorate while maintaining a
margin for future industrial growth. This regulation establishes maximum allowable
increases over ambient baseline concentrations for each pollutant. Because the MPP
would not qualify as a major new source of any PSD pollutant, and because SCPPA is
permitting the MPP independent of the existing COB power generating facility, the PSD
pre-construction requirement would not apply to the project.

Reqgulation XX — Regional Clean Air Incentives Market (RECLAIM)

The Regional Clean Air Incentives Market (RECLAIM) is designed to allow facilities
flexibility in achieving emission reduction requirements for NO, and SOy through controls,
equipment modifications, reformulated products, operational changes, shutdowns, other
reasonable mitigation measures or the purchase of excess emission reductions. The
RECLAIM program establishes an initial allocation (beginning in 1994) and an ending
allocation (to be attained by the year 2003) for each facility within the program (Rule 2002).
Each facility then reduces their allocation annually on a straight line from the initial to the
ending. The RECLAIM program supercedes other district rules, where there are conflicts.
As a result, the RECLAIM program has its own rules for permitting, reporting, monitoring
(including CEM), record keeping, variances, breakdowns and the New Source Review
program, which incorporates BACT requirements (Rules 2004, 2005, 2006 and 2012).
RECLAIM also has its own banking rule, RECLAIM Trading Credits (RTCs), which is
established in Rule 2007. The MPP is exempt from the SO, RECLAIM program (Rule
2011) because it uses natural gas exclusively (per Rule 2001). However, it will be a NOy
RECLAIM project and therefore subject to the rules of RECLAIM for NO, emissions.

Requlation XXX — Title V Permits

The Title V federal program is the air pollution control permit system required by the federal
Clean Air Act as amended in 1990. Regulation XXX defines the permit application and
issuance as well as compliance requirements associated with the program. Any new or
modified major source which qualifies as a Title V facility must obtain a Title V permit prior
to construction, operation or modification of that source. Regulation XXX also integrates
the Title V permit with the RECLAIM program such that a project cannot proceed without
the other. The MPP will be a major new source and thus will require a Title V permit.
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Requlation XXXl — Acid Rain Permits

Title IV of the federal Clean Air Act provides for the issuance of acid rain permits for
qualifying facilities. Regulation XXXI integrates the Title V program with the RECLAIM
program. Regulation XXXI requires a subject facility to obtain emission allowances for SOy
emissions as well as monitoring SOy, NO, and CO, emissions from the facility.

SETTING

METEOROLOGICAL CONDITIONS

The general climate of California is typically dominated by the eastern Pacific high
pressure system centered off the coast of California. In the summer, this system results in
low inversion layers and clear skies inland and typically early morning fog by the coast. In
winter, this system promotes wind and rainstorms originating in the Gulf of Alaska and
striking Northern California.

The large scale wind flow patterns in the South Coast air basin are a diurnal cycle driven by
the differences in temperature between the land and the ocean as well as the mountainous
terrain surrounding the basin. The Tehachapi and Temblor Mountains separate the South
Coast and San Joaquin Valley air basins. The San Bernardino, San Gabriel and Santa
Rosa Mountains generally make up the eastern mountain range of the South Coast air
basin. The Santa Monica and Santa Ana Mountains make up the northern and southern
(respectively) coastal mountain ranges of the South Coast air basin.

The project area is in the San Fernando Valley portion of the Los Angeles Air Basin, with
typical warm dry summers and mild, rainy winters with modest transitions in temperatures.
In the dry season, a semi-permanent high pressure area in the eastern Pacific dominates
the weather over much of Southern California. Warm and very dry air descending from this
Pacific high, caps ocean-cooled air under a strong inversion, producing a marine layer of
clouds and fog. This marine layer is the prominent weather feature for the coastal areas in
Los Angeles Basin for much of the year, especially from late spring through early fall.
During the winter, Pacific storms push cold fronts across California from northwest to
southeast. These storms and frontal systems generate the bulk of the annual rainfall.

The daytime sea breeze and surrounding topography affect the wind patterns in the project
area. The sea breeze normally builds in strength from sunrise, peaking during the mid-
afternoon. The project site is located north of the eastern end of the Santa Monica
Mountains. In this area, the westerly sea breeze from the Santa Monica Bay turns to the
north to travel up the San Fernando Valley. Atthe Burbank Meteorological Station,
approximately 50 percent of all winds come from the mouth of the San Fernando Valley to
the south and east. In the winter, “Santa Ana” conditions also occur, typically accompanied
by easterly winds that bring warm temperatures and low humidity from the desert areas to
the east.

The site is located on the flat terrain of the valley floor. Within two kilometers of the site are
the Santa Monica Mountains to the south and the Verdugo Mountains to the north,
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northeast and east. The closest elevated terrain that exceeds the proposed stack height is
located approximately 1.3 kilometers to the northeast of the project site.

Temperature and precipitation data, collected at the Burbank Valley Pump Plant
meteorological station, show that average summer temperatures (°F) range from average
lows in the low-60s to average highs in the high-80s. In winter, the average lows are in the
low-40s and the average highs are in the mid to upper-60s. Annual precipitation in the
project area is an average of 16.1 inches about 85 percent of which occurs between
November and March. Very little precipitation occurs during the summer months (about 0.7
inch per month between June and September) due to the strong high-pressure system that
blocks migrating storm systems.

EXISTING AIR QUALITY

The Environmental Protection Agency (EPA) and the California Air Resources Board
(CARB) both required the establishment of allowable maximum ambient concentrations of
air pollutants, called ambient air quality standards (AAQS). The state AAQS, established
by CARB, are typically more restrictive than the federal AAQS, which are established by
the EPA. The state and federal air quality standards are listed in AIR QUALITY Table 1.
As indicated in Table 1, the averaging times for the various air quality standards (the
duration over which they are measured) range from one-hour to an annual basis. The
standards are read as a concentration, in parts per million (ppm), or as a weighted mass of
material per a volume of air, in milligrams or micrograms of pollutant per cubic meter of air
(mg/m?® and pg/m?®, respectively).

In general, an area is designated as attainment for a specific pollutant if the concentrations
of that air contaminant do not exceed the standard. Likewise, an area is designated as
non-attainment for an air contaminant if that standard is violated. Where not enough
ambient data are available to support designation as either attainment or non-attainment,
the area would be designated as unclassified. Unclassified areas are normally treated the
same as attainment areas for regulatory purposes. An area can be attainment for one air
contaminant while non-attainment for another, or attainment for the federal standard and
non-attainment for the state standard for the same contaminant. The entire area within the
boundaries of a district or air basin is usually evaluated to determine the district’'s
attainment status. AIR QUALITY Table 2 shows the area designation status of the South
Coast Air Basin for each criteria pollutant for both the federal and state ambient air quality
standards. The federal classifications go from moderate to extreme.
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AIR QUALITY Table 1

Federal and State Ambient Air Quality Standards

Averaging _ .
Pollutant Time Federal Standard California Standard
Ozone 1 Hour 0.12 ppm (235 ug/m?) 0.09 ppm (180 ug/m?)
() 8 Hour 0.08 ppm (160 pg/m?) —
Carbon Monoxide 8 Hour 9 ppm (10 mg/m?) 9 ppm (10 mg/m®)
(CO) 1 Hour 35 ppm (40 mg/m?) 20 ppm (23 mg/m?)

Nitrogen Dioxide

Annual Average

0.053 ppm (100 pg/m?)

(NO)

1 Hour

0.25 ppm (470 pg/m?)

Annual Average

0.03 ppm (80 pg/m?

Sulfur Dioxide 24 Hour 0.14 ppm (365 pg/m?) 0.04 ppm (105 pg/m?)
(SO2) 3 Hour 0.5 ppm (1300 pg/m?) —
1 Hour — 0.25 ppm (655 ug/m?)
Annual 3
Respirable Geometric Mean B 30 Hg/m
Particulate Matter 24 Hour 150 pug/m?® 50 pg/m?®
(PMyp) Annual 3
Arithmetic Mean 50 pg/m o
Fine Annual — 15 pg/m?
Particulate Matter Arithmetic Mean
(PM,s)? 24 Hour — 65 pg/m®
Sulfates (SO,) 24 Hour — 25 pg/m?
30 Day Average — 1.5 pg/m?
Lead
Calendar Quarter 1.5 pg/m? —

Hydrogen Sulfide
(H.S)

1 Hour

0.03 ppm (42 pg/m?)

Vinyl Chloride
(chloroethene)

24 Hour

0.010 ppm (26 pg/m?)

Visibility Reducing
Particulates

1 Observation
(8 hour)

In sufficient amount to
produce an extinction
coefficient of 0.23 per
kilometer due to particles
when the relative humidity
is less than 70 percent.

Note(s):

a. Recent court decisions have delayed the implementation of the PM2.5 standards.
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AIR QUALITY Table 2

Federal and State Attainment Status for South Coast Air Basin

Pollutants Federal Classification State Classification
Ozone Extreme Non-Attainment Extreme Non-Attainment
PM;q Serious Non-Attainment Non-Attainment
CO Serious Non-Attainment Non-Attainment
NO, Attainment Attainment
SO, Attainment Attainment

AIR QUALITY Table 3 and AIR QUALITY Figure 1 summarize the historical air quality
data for the project location, recorded at the Burbank, West Palm Avenue air monitoring
station for ozone, NO,, CO, SO,, and PMo. AIR QUALITY Table 3 provides the
concentration of each pollutant, the averaging time over which the concentration is
measured and, where applicable, the number of days of each year (from 1995 to 2000) in
which the CAAQS or NAAQS was violated.

Ambient Air Quality Monitoring Data

AIR QUALITY Table 3

Burbank, West Palm Avenue

Most
Restrictive
Pollutant Standard 1995 | 1996 | 1997 | 1998 | 1999 | 2000 gm bient Ai
uality
Standard
Ozone D\"\f‘ef;g‘é”(‘pt}ﬂg 0.165 | 0.142 | 0.134 | 0.177 | 0.120 | 0.125 (CX'AO%S)
# of days exceeding CAAQS 58 31 15 33 13 16 —
X\f‘é(r'%g”(‘p%}gg 0.115 | 0.116 | 0.103 | 0.124 | 0.099 | 0.118 (Ngﬁgs)
# of days exceeding NAAQS 29 11 6 13 3 11 —
Maximum 24-hr 50.0
PMis | average (ug/im) 135 | 110 | 92 75 82 74 (CARQS)
# of days exceeding CAAQS* 87 87 102 54 126 84 —
Qgg‘éaéu%frﬁ%‘etr'c 37.18 | 3758 | - | 32.78 | 4059 | 36.1 e AQ’AOQS)
,\Aﬂr;g‘ﬁ]a('uzr/'tn?sgne“c 4260 | 41.34 | 4498 | 3615 | 4373 | 39.1 | ATQS)
NO, X\Zfarg‘;”(‘pm; 0.187 | 0.197 | 0.200 | 0.143 | 0.179 | 0.163 (C%/-Z\(SQS)
@,‘I’Oenf)‘ge annual concentration | o 55 | A | 0,042 | 0.041 | 0,045 | 0.041 (NOA'%Q?’S)
co Maximum 1-hr Average (ppm) | 125 | 116 | 88 | 81 | 92 | 7.7 (CAZAOQS)
Maximum 8-hr Average (ppm) | 11.80 | 9.23 7.26 7.33 8.93 6.24 (CA%QS)
S0, (“é',g’r‘];r)"“m 24-hr Average 0.005 | 0.006 | 0.006 | 0.007 | 0.003 | 0.004 (cg'/gés)
0.03
Annual Average (ppm) 0.001 | 0.001 | 0.002 | 0.001 | 0.000 | 0.001 (NAAQS)

Source: (CARB 2000)

* Days above the state standard (calculated): PMj, is generally monitored once every six days, so the
potential number of violation days is calculated by multiplying the actual number of days of violations by six.
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The maximum background concentrations used in the modeling analysis are the maximum
of the last three years of data for each pollutant recorded at the West Palm Avenue
monitoring station as shown in AIR QUALITY Table 3.

In AIR QUALITY Figure 1, the short term normalized concentrations are provided from
1980 to 1999 for ozone, CO, NO,, PM,, and SO, at the Burbank air monitoring station.
Normalized concentrations represent the ratio of the highest measured concentrations in a
given year to the most-stringent applicable national or state ambient air quality standard.
Therefore, normalized concentrations lower than one indicate that the measured
concentrations were lower than the most-stringent ambient air quality standard.

AIR QUALITY Figure 1
Normalized Maximum Short-Term Historical Air Pollutant Concentrations:

Burbank, West Palm Avenue, 1980-1999

5.00

4.50

4.00

ha

\

/\

3.50

3.00

\_ A

A / \ —+— Ozone, 1-hr

N

\J \ —m— PM10, 24-hr

2.50

2.00

’\ NO2, 1-hr
\—/N / \\ CO, 8-hr

i\w —%— 502, 24-hr

1.50

Normalized Concentrations

1.00

0.50

0.00
1975

1980

Year

1990 1995 2000

A Normalized Concentration is the ratio of the highest measured concentration to the applicable most stringent air quality
standard. For example, in 1999 the highest 1-hour average ozone concentration measured in Burbank was 0.12 ppm.
Since the most stringent ambient air quality standard is the state standard of 0.09 ppm, the 1999 normalized
concentration is 0.12/0.09 = 1.33.

Source: (CARB 2000).

Following is a more in-depth discussion of ambient air quality conditions in the project

area.
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Ozone

In the presence of ultraviolet radiation, both NO, and VOC go through a number of complex
chemical reactions to form ozone. AIR QUALITY Table 4 summarizes the best
representative ambient ozone data collected from three different monitoring stations close
to the project site. The table includes the maximum hourly concentration and the number of
days above the State standards. As indicated in this table, ozone formation is higher in
spring and summer and lower in the winter. The South Coast Air Basin is classified as an
extreme nonattainment area for ozone for both National Ambient Air Quality Standards
(NAAQS) and California Ambient Air Quality Standards (CAAQS).

AIR QUALITY Table 4
Ozone Air Quality Summary, 1992-2000

Year Burbank, Pasadena, Los Angeles,
West Palm Avenue South Wilson Avenue North Main Street
Max. Month Max. Month of Max. Month of
/-[\)be:)):/z 1-hr of Max. E;o 3(/2 1-hr Max. 1- ,Eb?))\//se 1-hr Max. 1-
Level 1-hr Level hr Level Level hr Level
CAAQS (ppm) Level CAAQS (ppm) CAAQS (ppm)

1992 115 0.220 Aug. 128 0.270 Apr. 57 0.200 Apr.
1993 45 0.180 Oct. 92 0.220 Jun. 34 0.160 May
1994 56 0.167 Sep. 106 0.259 Aug. 49 0.193 May
1995 58 0.165 Jul. 88 0.205 Jul. 38 0.167 Sep.
1996 31 0.142 Aug. 54 0.165 Aug. 24 0.144 Oct.
1997 15 0.134 Jul. 24 0.142 Aug 6 0.120 Aug.
1998 33 0.177 Jul. 31 0.171 Jul. 17 0.148 Apr.
1999 13 0.120 Jul. 15 0.120 Aug. 13 0.128 Apr.
2000 16 0.125 Sep. 19 0.157 May 8 0.136 May
California Ambient Air Quality Standard (CAAQS): 0.09 ppm
National Ambient Air Quality Standard: 0.12 ppm
Source: CARB web site, http://www.arb.ca.gov/adam/, Accessed June 2001.

Long-term trends in reduced emissions of ozone precursors have led to reduced ozone
formation in the project area. As shown in the preceding AIR QUALITY Figure 1, the long-
term trend of ozone levels at the Burbank air monitoring station shows that the area has
made significant strides toward attainment of the previous 1-hour federal ozone standard.
However, the air basin is still in violation of the State and Federal ozone standards.
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CARBON MONOXIDE (CQO)

As AIR QUALITY Table 5 shows, the maximum one-hour and eight-hour CO
concentrations are less than the California Ambient Air Quality Standards. CO is
considered a local pollutant as it is found in high concentrations only near the source of
emission. Automobiles and other mobile sources are the principal source of the CO
emissions. High levels of CO emissions can also be generated from fireplaces and wood-
burning stoves. Stationary sources, including all industrial sources, cause less than one
percent of the CO emissions in Los Angeles County. According to the data recorded at
the Burbank air monitoring station, there have been no violations of California Ambient Air
Quality Standards or National Ambient Air Quality Standards since 1995 for the one-hour
or the eight-hour CO standards (see AIR QUALITY Table 5).

The highest concentrations of CO occur when low wind speeds and a stable atmosphere
trap the pollution emitted at or near ground level in what is known as the stable boundary
layer. These conditions occur frequently in the wintertime late in the afternoon, persist
during the night and may extend one or two hours after sunrise. Since mobile sources
(motor venhicles) are the main cause of CO, ambient concentrations of CO are highly
dependent on motor vehicle activity. In fact, the peak CO concentrations occur during the
rush hour traffic in the morning and afternoon. Carbon monoxide concentrations in Los
Angeles County and the rest of the state have declined significantly due to two state-wide
programs: 1) the 1992 wintertime oxygenated gasoline program, and 2) Phases | and Il of
the reformulated gasoline program. New vehicles with oxygen sensors and fuel injection
systems have also contributed to the decline in CO levels in the state.

AIR QUALITY Table 5
CO Air Quality Summary, 1992-2000

Burbank, Pasadena, Los Angeles,
West Palm Avenue South Wilson Avenue North Main Street
Year Maximum Maximum Maximum Maximum Maximum Maximum
1-hr 8-hr 1-hr 8-hr 1-hr 8-hr
Average Average Average Average Average Average
(ppm) (ppm) (ppm) (ppm) (ppm) (ppm)
1992 13.0 10.50 11.0 7.25 12.0 9.50
1993 12.0 8.43 11.0 6.25 9.0 6.75
1994 12.9 10.81 12.4 8.76 10.7 8.61
1995 12.5 11.80 11.4 9.13 9.7 8.39
1996 11.6 9.23 10.7 7.14 10.3 8.38
1997 8.8 7.26 8.1 5.99 8.9 7.80
1998 8.1 7.33 8.4 6.30 8.2 6.18
1999 9.2 8.93 8.7 6.58 7.2 6.37
2000 7.3 6.24 9.0 7.51 7.0 5.98
California Ambient Air Quality Standard: 1-hr, 20 ppm; 8-hr, 9 ppm
National Ambient Air Quality Standard: 1-hr, 35 ppm; 8-hr, 9 ppm
Source: CARB Air Quality Data CD, 2000 and CARB web site, http://www.arb.ca.gov/adam/,
Accessed Jan. 2002.
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NITROGEN DIOXIDE (NO,)

As shown in AIR QUALITY Table 6 the maximum one-hour and annual concentrations of
NO; at the Burbank air monitoring station are lower than California Ambient Air Quality
Standards. Approximately 90 percent of the NO, emitted from combustion sources is NO,
while the balance is NO,. NO is oxidized in the atmosphere to NO, but some level of
photochemical activity is needed for this conversion. This is why the highest
concentrations of NO, occur during the fall and not in the winter when atmospheric
conditions favor the trapping of ground level releases but lack significant photochemical
activity (less sunlight). In the summer the conversion rates of NO to NO, are high but the
relatively high temperatures and windy conditions (atmospheric unstable conditions)
disperse pollutants, preventing the accumulation of NO, to levels approaching the 1-hour
ambient air quality standard. The formation of NO, in the summer with the help of the
ozone is according to the following reaction.

NO + O3 ® NOy+ O,

In urban areas, ozone concentration level is typically high. That level will drop substantially
at night as the above reaction takes place between ozone and NO. This reaction explains
why, in urban areas, ozone concentrations at ground level drop, while aloft and in downwind
rural areas (without sources of fresh NO, emissions) ozone concentrations can remain
relatively high.

AIR QUALITY Table 6
NO, Air Quality Summary, 1992-2000

Burbank, Pasadena, Los Angeles,
West Palm Avenue South Wilson Avenue North Main Street
Year Maximum Maximum Maximum Maximum Maximum Maximum
1-hr Annual 1-hr Annual 1-hr Annual
Average Average Average Average Average Average
(ppm) (ppm) (ppm) (ppm) (ppm) (ppm)
1992 0.19 0.050 0.22 0.042 0.30 0.040
1993 0.17 0.044 0.18 0.039 0.21 0.034
1994 0.18 0.050 0.18 0.042 0.22 0.047
1995 0.19 0.045 0.23 0.037 0.24 0.045
1996 0.20 NA 0.20 0.037 0.24 NA
1997 0.20 0.042 0.17 0.034 0.20 0.043
1998 0.14 0.041 0.17 0.035 0.17 0.039
1999 0.18 0.045 0.15 0.037 0.21 0.039
2000 0.163 0.041 0.173 0.029 0.152 0.040
California 1-hr Ambient Air Quality Standard: 0.25 ppm
National Annual Ambient Air Quality Standard: 0.053 ppm
Source: CARB Air Quality Data CD, 2000, and CARB web site, http://www.arb.ca.gov/adam/,
Accessed Dec. 2001.

INHALABLE PARTICULATE MATTER (PM,0)

As AIR QUALITY Table 7 indicates, the project area also annually experiences a number
of violations of the state 24-hour PM;, standard. The violations of the state 24-hour
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standard occur predominately between the months of October and February, with the
highest number of violations occurring from October through January.

PM;o can be emitted directly or it can be formed many miles downwind from emission
sources when various precursor pollutants interact in the atmosphere. Gaseous emissions
of pollutants like NO,, SO, and VOC from turbines, and ammonia from NOy control
equipment, given the right meteorological conditions, can form particulate matter in the
form of nitrates (NO3), sulfates (SO4), and organic particles. These pollutants are known
as secondary particulates, because they are not directly emitted but are formed through
complex chemical reactions in the atmosphere.

PM nitrate (mainly ammonium nitrate) is formed in the atmosphere from the reaction of
nitric acid and ammonia. Nitric acid in turn originates from NOy emissions from
combustion sources. The nitrate ion concentrations during the wintertime are a significant
portion of the total PM,, and should be even a higher contributor to particulate matter of
less than 2.5 microns (PM,s). The nitrate ion is only a portion of the PM nitrate, which can
be in the form of ammonium nitrate (ammonium plus nitrate ions) and some as sodium
nitrate. If the ammonium and the sodium ions associated with the nitrate ion are taken into
consideration, PM nitrate contributions to the total PM would even more significant.

The air agencies in California are now deploying PM, s ambient air quality monitors
throughout the state. PM, s ambient air quality attainment plans, if needed, are due to the
U.S. EPA by 2005.

The highest PM concentrations are measured in the winter. During wintertime high PM
episodes, the contribution of ground level releases to ambient PM concentrations is
disproportionately high. The contribution of wood-smoke particles to the PM, s
concentrations may be even higher, considering that most of the wood-smoke particles are
smaller than 2.5 microns.
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AIR QUALITY Table 7

PM;, Air Quality Summary, 1992-2000

Burbank, Los Angeles,
West Palm Avenue North Main Street
Days _ Days .
Year Above Ma[>)<;rﬁlum Month Above Ma[>)<érﬁ1um Month
State Averay e of Maximum State Averay e of Maximum
Standard* Daily Level Standard* Daily Level
(Hg/m®) (Hg/m?)
(calculated) (calculated)
1992 108 222.0 Jan. 132 137.0 Apr.
1993 111 93.0 Jan. 156 104.0 Nov.
1994 66 114.0 Jan. 120 122.0 Jan.
1995 87 135.0 Nov. 84 141.0 Nov.
1996 87 110.0 Jan. 66 138.0 Jan.
1997 102 92.0 Oct. 20 102.0 Oct.
1998 54 75.0 Jan. 66 80.0 Apr.
1999 126 82.0 Sep. 114 88.0 Jan.
2000 54 70.0 Jan. 60 61.0 Mar.

California Ambient Air Quality Daily Standard: 50 pg/m®
National Ambient Air Quality Daily Standard: 150 pg/m?®

Source: CARB web site, http://www.arb.ca.gov/adam/, Accessed June 2001.

* Days above the state standard (calculated): Because PMy, is monitored approximately once
every six days, the potential number of violation days is calculated by multiplying the actual
number of days of violations by six.

Fine Particulate Matter (PM,.)

As AIR QUALITY Table 8 indicates, the 98" percentile 24-hour average and annual
average PM, s concentration levels have generally been declining at the North Long Beach
and Azusa monitoring stations since prior to 1991. The 3-year 24-hour average
concentrations at these two stations have been below or just marginally above the
proposed standard of 65 ng/m® since 1994. The 3-year average of annual arithmetic
means (national annual average) measured at the these two monitoring station have
dropped substantially since 1991, but remain above the proposed NAAQS of 15 ng/m°.
The SCAB will be determined to be in nonattainment of the PM, s standards when they
take effect. The PM, s standards will not take effect until after the lawsuit filed against the
USEPA is settled.
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AIR QUALITY: Table 8
PM,,Air Quality Summary, 1991-1998 (mg/m?) *

Year North Long Beach
Max. og™ 3-Yr. Avg. 98" Annual 3-Yr. Annual
Daily Percentile of | Percentile of Max. Average Average
Average Max. Daily Daily Average
Average
1991 101 100.7 85.7 30.4 26.7
1992 45 44.7 76.6 21.1 25.1
1993 63 54 66.5 20.9 24.1
1994 65 60 52.9 20.2 20.7
1995 60 54 56 19.9 20.3
1996 81 81 65 20.1 20.1
1997 51 49 61.3 17.0 19.0
1998 42 39 56.3 16.0 17.7
Azusa
Max. 98" 3-Yr. Avg. 98" Annual 3-Yr. Annual
Daily Percentile of | Percentile of Max. Average Average
Average Max. Daily Daily Average
Average
1991 98 87.3 86.3 34.8 30.7
1992 81 60 77.0 24.6 28.1
1993 71 68 71.8 24.0 27.8
1994 87 58 62.0 23.2 23.9
1995 83 82 69.3 25.4 24.2
1996 52 48 62.7 21.2 23.2
1997 68 68 66.0 17.6 21.4
1998 57 37 51.0 15.5 18.1
Proposed National Ambient Air Quality Standards:
3-Year Average - 98" Percentile of 24-Hr Avg. Concentrations, 65 my/m?;
3-Year Average of Annual Arithmetic Mean (National Annual Average), 15 ng/m?®
Source: CARB web site, http://www.arb.ca.gov/adam/, Accessed Nov. 2001.
Note(s):
a. More recent data for this pollutant is not readily available.

SULFUR DIOXIDE (SO,)

Sulfur dioxide is typically emitted as a result of the combustion of a fuel that contains sulfur.
Fuels such as natural gas contain very little sulfur and consequently have very low SO,
emissions when combusted. By contrast fuels high in sulfur content such as lignite (a type
of coal) emit very large amounts of SO, when combusted.

Sources of SO, emissions within the South Coast Air District come from every economic
sector and include a wide variety of fuels, gaseous, liquid and solid. The South Coast air
basin is designated attainment for all the SO, state and federal ambient air quality
standards. AIR QUALITY Table 9 shows the historic 1-hour, 24-hour and annual average
SO, concentrations measured at the Burbank West Palm Avenue and Los Angeles North
Main Street monitoring stations. As AIR QUALITY Table 9 and AIR QUALITY Figure 1
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show, concentrations of SO, are far below the state and federal SO, ambient air quality

standards.
AIR QUALITY Table 9
SO, Air Quality Summary, 1992-1999
Burbank, Los Angeles,
West Palm Avenue North Main Street
Year Maximum Maximum Annual Maxi_mum Maximum Annual
A L-hr 24-hr Average L-hr 24-hr Average
verage Average Average Average
(PpM) (Ppm) (ppm) (Ppm) (Ppm) (ppm)
1992 0.030 0.009 0.0010 0.050 0.010 0.0015
1993 0.080 0.010 0.0012 0.010 0.007 0.0003
1994 0.030 0.009 0.0021 0.021 0.009 0.0017
1995 0.008 0.005 0.0007 0.013 0.008 0.0023
1996 0.010 0.006 0.0011 0.014 0.009 0.0024
1997 0.035 0.006 0.0016 0.020 0.011 0.0018
1998 0.010 0.007 0.0012 0.090 0.006 0.0014
1999 0.010 0.003 0.0004 0.053 0.010 0.0033
2000 0.009 0.004 0.001 0.075 0.007 0.001
California Hourly Ambient Air Quality Standard: 0.250 ppm
California 24-hr Ambient Air Quality Standard: 0.040 ppm
National Annual Ambient Air Quality Standard: 0.030 ppm
Source: CARB Air Quality Data CD, 2000 and CARB web site, http://www.arb.ca.gov/adam/,
Accessed Dec. 2001.

Visibility

The conditions of visibility in the region of the project site are dependent upon the relative
humidity natural to the area and the intensity of both particulate and gaseous pollution in the
atmosphere. The most straightforward characterization of visibility is probably the visual
range (the greatest distance that a large dark object can be seen). However, in order to
characterize visibility over a range of distances, it is more common to analyze the changes
in visibility in terms of the change in light-extinction that occurs over each additional
kilometer of distance (1/km). In the case of a greater light-extinction, the visual range will

decrease.

The South Coast Air Basin is currently designated as unclassified for visibility reducing

particles.
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Summary

In summary, staff recommends using the background ambient air concentrations in AIR
QUALITY Table 10 for modeling and evaluating potential ambient air quality impacts from
the proposed project.

AIR QUALITY Table 10
Staff Recommended Background Concentrations

Pollutant Averaging Time Concentration Concentration
(mg/m°) (ppm)
Ozone 1 Hour 354 0.177
Particulate Matter Annual Geometric 40.59
Mean
Annual Arithmetic 43.73
Mean
24 Hour 82
Carbon Monoxide 8 Hour 8,333 7.5
1 Hour 10,580 9.2
Nitrogen Dioxide Annual Average 84.9 0.045
1 Hour 336 0.179
Sulfur Dioxide Annual Average 3.1 0.0012
24 Hour 18.3 0.007
3 Hour 23.6 0.009
1 Hour 26.2 0.010

The last three years of complete monitoring data (1998 to 2000) for the Burbank
monitoring site was used as the basis for the recommended background concentrations.
Staff does not believe that the other monitoring stations the Applicant used to determine
worst-case background concentrations are pertinent due to the close proximity of the
Burbank monitoring station to the project site. For the 8-hour CO concentration the
average of the last three years was used while for the other pollutants the maximum value
of any of the last three years was used. The 3-hour SO, concentration was determined
based on multiplying the maximum 1-hour concentration by 0.9. The recommended
background concentrations were not adjusted (i.e. lowered) to consider SCAQMD
predicted reductions in future background concentrations; therefore, staff considers all of
these recommended background concentrations to be conservative.
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PROJECT DESCRIPTION AND EMISSIONS

This section describes the project construction and the operating design and criteria
pollutant control devices as described in the Magnolia Power Project AFC (MPP 2001a).

CONSTRUCTION

The proposed project construction schedule will require approximately 2 months for
demolition and removal of the existing boilers (Magnolia Units 1 and 2) and approximately
25 months for the site preparation, foundation work, equipment and structural facilities
installation, and startup and commissioning. During the construction period, air emissions
will be generated from the exhaust of the heavy equipment and fugitive dust from activity on
unpaved surfaces. Heavy equipment would include loaders and haul trucks to remove
demolished facilities, graders, cranes, lifts, and smaller equipment such as welders,
generators, and air compressors. Fugitive dust emissions will occur due to activity on
areas of the 3 acre site that are unpaved. AIR QUALITY Table 11 summarizes the
different levels of criteria pollutants that are estimated to be generated from the
construction activities at the Magnolia Power Project site (SCPPA, 2001).

Air Quality: Table 11
MPP Estimated On-Site Construction Emissions
(Maximum Hourly Emissions and Annual Tons)

NOy 6{0) VOC SO, PMyo

Ib/hr tpy Ib/hr tpy Ib/hr tpy Ib/hr tpy Ib/hr tpy
Construction | 21.8 | 17.66 | 14.9 | 11.28 | 2.5 2.05 1.8 1.49 1.3 1.08

Equipment
Fugitive Dust 1.7 1.77
Source: MPP Appendix H.3, Table H.3-1 and H.3-3, pg. H-76.

The construction vehicle emissions provided above were based on SCAQMD’s CEQA
Handbook (SCAQMD 1993) emission factors and load factors, and the estimated number
of operational hours for each piece of equipment throughout project construction outlined in
Appendix H.3 of the AFC (MPP 2001a). The emission estimates provided above do not
include the potential emission reductions that will occur based on the application of tailpipe
emission controls required in Condition of Certification AQ-C2, and use somewhat dated
emission factors that may overestimate the potential equipment emissions.

The Magnolia Power Project will use a new on-site underground electrical circuit and new
on-site fuel piping. Potable and reclaimed water supply and wastewater systems will be
through existing systems. Therefore, only on-site construction will be necessary for this
project.
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OPERATIONAL PHASE

Equipment Description
The major equipment proposed in the application includes the following:

One F-Class (General Electric GE 7FA) combined cycle combustion turbine
generator (CTG) nominally rated at 169 MW at 95°F and 26.6% relative humidity
(MPP 20014, pg. 1.3-2). The CTG includes dry low-NO, combustors for NOy
reduction. The heat recovery steam generator (HRSG) includes supplemental duct
burners, with a maximum total duct burner heat input of 630 MMbtu/hr (PDOC, pg.
10), and an integral SCR and oxidation catalyst pollution control system to control
NOy, CO and VOC emissions from the CTG. The steam turbine generator (STG)
system will be nominally rated at 85 MW without firing the duct burners in the HRSG
and 147 MW with full firing of the duct burners. Total net output is approximately 316
MW without power augmenting steam injection and up to approximately 328 MW
with steam injection.

Aqueous ammonia storage (12,000 gallon), vaporization, and injection system for
SCR.

Cooling system with a 6-cell conventional counter-flow mechanical draft evaporative
cooling tower with mist eliminators to minimize drift.

Auxiliary boiler rated at 27.0 MMBtu/hr for preheating pollution control systems prior
to startup.

A continuous emission monitoring (CEM) system.
Equipment Operation

The Magnolia Power Project will be located adjacent to the existing City of Burbank (COB)
Power Generating Facility. The existing COB power station has been operating since
1941 and currently provides a net plant output of 226 MW, generated by the existing Olive
and Magnolia units. Although the SCPPA is the Applicant for the MPP, the COB will
operate the MPP. The project will be located on approximately 3 acres, completely within
the boundaries of the existing 23-acre site.

The project will provide approximately 250 MW nominally. Duct firing and/or steam
injection will be included to achieve up to 328 MW during peaking. The SCPPA
members, including the Cities of Anaheim, Burbank, Colton, Glendale, and Pasadena, will
primarily use the output from the project, but during periods of low demand by the SCPPA
members the unneeded capacity and energy may be made available to the wholesale
power market.

Emission Controls

The CTG will be equipped with dry low-NO combustors controlling NOy to 25 ppmvd
@15%0, upstream of the HRSG. SCR and oxidation catalyst systems integral to the
HRSG will be used to further reduce NOy and reduce CO emissions. The SCR system will
use ammonia vapor in the presence of a catalyst to further reduce NO, exhaust
concentrations to 2.0 ppmvd @15%0, (1-hour average), excluding startup and shutdown
operations (MPP 2001k, page AQ-24). The SCR system will also reduce VOC emissions
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to less than 2 ppm @ 15%0, (1-hour average) under all operating conditions (MPP 20010,
page AQ-8). Good combustion practices and the oxidation catalyst will reduce CO
concentrations to no more than 2.0 ppmvd @15%0; (1-hr average) (MPP 2001k, page
AQ-24). Ammonia slip will be limited to 5 ppmvd @ 15%0, (3-hour average).

Continuous emission monitors (CEMs) are proposed by SCPPA to be installed on the
exhaust stack to monitor NO,, CO, oxygen, and carbon dioxide concentrations to assure
adherence with the proposed emission limits. The CEM system will generate reports of
emissions data in accordance with permit requirements and will send alarm signals to the
plant’s control room when the level of emissions approaches or exceeds pre-selected
limits.

The exclusive use of pipeline-quality natural gas, a relatively clean-burning fuel, will limit the
formation of PM;o and SO, emissions. Natural gas contains very little noncombustible gas
or solid residues and a small amount of reduced sulfur compounds including mercaptan,
thus resulting in relatively low emissions of the above mentioned pollutants.

The auxiliary boiler, which will be limited to 144 hours per year of operation, will have a low
NOx burner and will be fired exclusively with natural gas. The auxiliary boiler is itself a de
facto emission control device as its purpose is to preheat the SCR catalyst prior to turbine
startup, which reduces startup emission significantly.

The cooling tower PM10 emissions will be controlled using drift eliminators with an
efficiency of 0.0006 percent (MPP 20010, page AQ-2).

Project Operating Emissions

Air emissions will be generated from operating the major project components. AIR
QUALITY Tables 12 and 13 summarize the maximum (worst-case) estimated levels of
the different criteria pollutants associated with project operation. The assumptions used in
calculating the emissions in these tables include:

emission factors guaranteed by the manufacturer,

facility operation of 24 hours per day, available for 95 percent of the year, for a total
of 8,322 hours per year,

operating scenarios generating maximum annual emissions were based on the
following assumptions:

a. warm starts 52 times per year, hot starts 52 times per year, and 104 shutdowns per
year, amounting to approximately 240 annual hours.

b. no more than 1,000 hours per year of duct firing.

c. full-load operation of combustion turbine without duct firing for 7,083 annual hours.

d. auxiliary boiler operation of 144 hours per year.

e. cooling tower operation of 8,322 hours per year.

operating scenarios generating maximum daily emissions, based on the following
assumptions:

a. one warm start for two hours, 12 hours of duct firing, and full-load operation of the
combustion turbine without duct firing for the remaining 10 hours of the day.

b. auxiliary boiler operation of 4 hours per day.
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c. cooling tower operation of 24 hours per day.

operating scenarios generating maximum monthly emissions, based on the
following assumptions:

a. 6 hours of hot starts, 8.4 hours of warm starts and 4 hours of shutdown per month.

b. full-load operation of the combustion turbine without duct firing for 341.6 hours per
month and 360 hours per month with duct firing.

c. auxiliary boiler operation of 12 hours per month.

d. cooling tower operation of 720 hours per month.

The proposed project’s hourly emissions of criteria air pollutants are shown in AIR
QUALITY Table 12. As this Table shows, the highest NO, and CO emissions occur during
startup and shutdown periods, because the pollution control devices are not at optimal
operating conditions. It should be noted that PM,, startup emissions do not continue for a
full hour (MPP 2001k, page AQ-33). No duct burning was assumed during turbine startup
because duct burning cannot begin until the turbine reaches 100% load conditions. PM;,
shutdown emissions, however, assume the duct burners have been operating.

Additionally, NO, shutdown emissions do not take into consideration the efficiency of the
SCR. Thus, it was conservatively assumed that there will be no control during shutdown
(MPP 2001k, page AQ-34).
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AIR QUALITY: Table 12
MPP Maximum Hourly Emissions, Ib/hr

Operational Source (Condition) NO, CcO VOC SO, PMiq NH;
Combustion Turbine (Warm Start, 2.1 hr) 22.86 | 142.86 9.52 1.12 12.0 9.92
Combustion Turbine (Hot Start, 1.5 hr) 23.0 | 285.33 20.0 1.12 12.0 8.68
Combustion Turbine (Shutdown, 0.5 hr) 50.0 240.0 34.0 1.12 12.0 6.52
Combustion Turbine w/ Duct Firing (95°F) ? 18.1 10.99 5.19 1.47 18.0 11.95
Combustion Turbine w/o Duct Firing (41°F) ? 13.7 8.3 2.83 1.12 12.0 12.93
Cooling Tower ° 1.26
Aucxiliary Boiler © 0.224 | 0.221 0.146 0.016 0.20

Source: SCAQMD 2001b, pages 10-16.
Note(s):

a. Combustion turbine emissions based on Applicant (Table 5).

b. The Applicant has assumed a total of 0.48 Ibs/hr based on a study by Ecodyne Cooling
Products (MPP 20010, page AQ-2, Table AQ-2) that determines droplet size fraction
and deposition. Staff does not agree with the Applicant’'s methodology and has revised
the emission estimate to disregard the deposition assumption.

c. Auxiliary boiler emissions based on maximum heat input of 27.0 MMbtu/hr and natural
gas heat content of 1,020 btu/scf.

The Applicant’s cooling tower PM;, emission estimate includes the assumption that
38.02% (by weight) of the drift water droplet emissions are in small droplets that are
“atmospherically dispersable”, while 61.98% of the drift water emissions are comprised of
large water droplets that are deposited on-site. The maximum potential PM;, emissions
from the cooling tower assuming that none of the emissions are deposited on-site, or that
the deposited emissions are later re-entrained, is 1.26 lbs/hour. The Applicant’s
assumptions would cause the assumption that 61.98% of the particulate emissions, or as
much as 3.4 tons/year, is depositing on-site. Staff does not agree with this assumption
and has assumed that all of the particulate matter released by the cooling tower will be
PM;o emissions. Staff’s corrected cooling tower emission rate is reflected in all of the
emission estimates, all of the modeling analyses, and offset calculations presented in this
Staff Assessment.

AIR QUALITY Table 13 summarizes the maximum (worst case) daily, monthly and annual
estimated criteria pollutants emissions from the project, using the assumptions provided
above. Annual emissions are estimated based on the operating scenarios that provide for
100% load, including startup/shutdown emissions and 1,000 annual hours of duct firing.
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AIR QUALITY: Table 13
MPP Estimated Maximum Daily, Monthly and Annual Emissions
Pollutant NO, CcO VOC S0,? PMyo? NH;

Combustion Turbine Warm Start 48 300 20 1.14 12.59 20.83
(2.1 hr * 1 event = 2.1 hours)
Combustion Turbine w/ Duct Firing 217.2 131.9 62.3 17.6 216.0 143.4
(95°F) (12 hours)

Combustion Turbine w/o Duct 135.6 82.2 28.0 111 118.8 128.0
Firing (41°F) (9.9 hours)

Auxiliary Boiler (4 hours) 0.90 0.88 0.58 0.06 0.81
Cooling Tower (24 hours) 30.24
Total Daily Emissions 402 515 111 30 378 292
30-Day Avg. Daily Emissions °© 391 356 106 31 390 296
Monthly Emissions (Ib/month)

Combustion Turbine Warm Start 192.0 1,200 80.0 9.41 100.8 83.3
(2.1 hr * 4 events = 8.4 hours)

Combustion Turbine Hot Start (1.5 138.0 1,712 120.0 6.72 72.0 52.1
hr * 4 events = 6 hours)

Combustion Turbine Shutdown (0.5| 200.0 960.0 136.0 4.48 48.0 26.1

hr * 8 events = 4 hours)

Combustion Turbine w/ Duct Firing 6,516 3,956 1,868 529.2 6,480 4,302
(95°F) (360 hours)

Combustion Turbine w/o Duct 4,680 2,835 966.7 382.6 4,099 4,417
Firing (41°F) (341.6 hours)

Auxiliary Boiler (12 hours) 2.69 2.65 1.75 0.19 2.40
Cooling Tower (720 hours) 907.2
Total Monthly Emissions 11,729 10,666 3,172 932.6 11,709 8,881
Combustion Turbine Warm Start 2,496 15,600 1,040 122.1 1,310 1,081

(2.1 hr * 52 events = 109 hours)
Combustion Turbine Hot Start (1.5 1,794 22,256 1,560 87.4 936.0 677.0
hr * 52 events = 78 hours)
Combustion Turbine Shutdown (0.5 2,600 12,480 1,768 58.2 624.0 339.0
hr * 104 events = 52 hours)
Combustion Turbine w/ Duct Firing | 18,100 10,990 5,190 1,470 18,000 11,950
(95°F) (1,000 hours)

Combustion Turbine w/o Duct 97,037 58,789 20,045 | 7,933 84,996 91,583
Firing (41°F) (7,083 hours)

Auxiliary Boiler (144 hours) 32.3 31.8 21.0 2.30 29.0
Cooling Tower (8,322 hours) 10,486
Total Annual Emissions 122,059 | 120,147 | 29,623 | 9,673 116,381 | 105,630
Total Annual Emissions (tpy) 61.03 60.07 14.81 4.84 58.19 52.82
Source: SCAQMD 2001b, pages 10-17 and Appendices D and E.

Note(s):

a. Startup and shutdown PM;g and SO, emissions assumed to be equal to base load emissions without
duct firing.

b. Auxiliary boiler emissions based on maximum heat input of 27.0 MMbtu/hr and natural gas heat content
of 1,020 btu/scf.
c. 30-Day Average Emissions based on monthly emissions divided by 30 days.
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In order to assess the effects of the project’s impacts relative to the existing COB power
plant emissions, emissions data for the emission sources were provided. AIR QUALITY
Table 14 summarizes the maximum (worst case) hourly (for NO,) and annual emissions
from the existing units.

Air Quality: Table 14
Existing City Of Burbank Power Plant
Estimated Maximum Hourly and Annual Emissions

Unit NO, NO,* Co SO, PMyo

(tpy) | (b/hr) | (tpy) (tpy) (tpy)

Olive 1 26.5 45.4 22.2 0.16 2.0

Olive 2 33.8 71.2 0.2 27.2 2.5

Olive 3 15.9 - 4.8 0.03 0.4

Olive 4 9.1 158.9 2.8 0.02 0.2

Magnolia 5 5.5 112.7 1.7 0.01 0.1

Source: AFC (MPP 2001a), Table 5.2-36, pg. 5.2-52.

Note(s):
a. Hourly NO, data for Olive 3 was not provided.

The existing units that will continue to operate after installation of the Magnolia Power
Project and the installation of a proposed LM6000 peaker turbine to be owned and
operated by the COB, are natural-gas fired utility boilers Olive Units 1 and 2. These two
existing boilers are scheduled be retrofit with flue gas recirculation (FGR) and selective
catalytic reduction (SCR) by the time that the MPP begins operations in 1994. Historical
fuel use data for July 1998 through June 2000 was used by SCPPA in conjunction with
emission factors (from AP-42, U.S. EPA, 2000) to estimate existing worst-case emissions.

INITIAL COMMISSIONING

The initial commissioning of a power plant refers to the time frame between the completion
of the construction and the consistent production of electricity for sale on the market. For
most power plants, operating emission limits usually do not apply during the initial
commissioning procedures. Normally, during initial commissioning the post-combustion
control systems (i.e., the SCR and oxidation catalyst) are not operational.

Startup and commissioning for the MPP combustion turbine is considered part of the
construction phase of the project and is estimated to last seven weeks from first fire to full
load commercial operation.

The range of commissioning activities for each CTG includes the following: 1) first fire; 2)
install SCR catalyst; 3) full speed, no load and first sync testing; 4) emission/pulsation tune;
5) low load operation; 6) steam blows (with duct firing); 7) condenser bypass test (no duct
firing); 8) STG commissioning; 9) power train optimization and tuning; 10) full load
performance and CEMS certification (with duct firing); 11) full load rejection testing (with
duct firing); and 12) full load run back (with duct firing). Fuel consumption data and load
conditions for each commissioning event are provided in AIR QUALITY Table 15.
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AIR QUALITY: TABLE 15
Estimated Turbine Commissioning Emissions

Steady State Operation*
L Avg.
Total CT tart Total Total Heat

Cor_nr_n_lssmnlng otal CTG Starts ota otal Heat cTG NO, co VOC
Activities Per Task Operation | Consumed Load

Cold | Warm Hot (Hours) (MMBtu, (%) | (Ib/hr) | (Ib/hr) | (Ib/hr)

LHV)

First Fire 1 3 4,450 10 159.1 | 200.0 | 4.31
Install SCR Catalyst 1 0 1,970 0 10.65 6.41 1.89
Full Speed, No Load, 1 1 8 7,980 10 | 159.1 | 2000 | 4.31
and First Sync
Emission/Pulsation Tune 1 1 8 9,680 40 6.73 | 178.2 | 9.18
Low Load 1 1 4 5,470 20 192.1 | 77.77 | 13.64
Steam Blows 1 1 110 201,300 100 | 10.65 | 19.41 | 11.15
(with duct firing)
Condenser Bypass Test | 1 10 20,000 100 | 10.65 | 6.41 | 1.89
(no duct firing)
STG Commissioning 1 1 1 72 90,020 70 8.69 5.08 1.58
Power Train . 1 40 53,140 80 | 9.34 | 551 | 1.68
Optimization and Tuning
Full Load Performance
Test and CEMS 2 1 327 497,180 100 | 10.65 | 6.41 1.89
Certification
(with duct firing) 40 71,400 100 | 10.65 | 19.41 | 11.15
Full Load Rejection 1 1 3 7,580 100 | 10.65 | 6.41 | 1.89
Testing
(with duct firing) 1 3 6,450 100 | 10.65 | 19.41 | 11.15
Full Load Run Back 1 1 1 5 13,570 100 10.65 6.41 1.89
(with duct firing) 1 3 6,450 100 | 10.65 | 19.41 | 11.15

Source: MPP 20010, page AQ-7, Table AQ-4.

Note(s):

a. The emissions estimates shown include the effects of a CO catalyst reducing CO levels to 6 ppm and VOC levels by
30%, and SCR reducing NO, levels to 2 ppm. The SCR effects are assumed to begin taking effect when the CTG is at
40% of base load, and the CO catalyst at 11% CTG load. (MPP 2001a, Appendix H.12, page H-178)

b. The emission estimates are based on Black & Veatch estimate of GE 7FA gas turbine performance during transient
operation, on typical 1x1 combined cycle plant startup curves, and plant startup procedures for Black & Veatch projects.
The estimates cannot be guaranteed.

c. The first month of the commissioning phase is passed after Task 8.

d. Total startup emissions during transient operation are defined as uncontrolled emissions from zero load to the average
CTG load as indicated in the table for steady state operation.

e. Ambient temperature for steady state operation is assumed to be 95 °F.

f. Emissions estimates do not include cooling tower or emergency generator.

g. Numbers shown in BOLD were used in the commissioning modeling analysis.

* During each commissioning event, the plant is frequently operated at different loads and in transient states. The
standard deviation from the average load is expected to be up to 50%. Therefore, the stack emissions, exhaust flow and
temperatures are expected to vary significantly during each commissioning event and the accuracy of this estimate is to
be considered low.
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PROJECT IMPACTS

MODELING APPROACH

The Applicant performed an air dispersion modeling analysis to evaluate the project’s
potential impacts on the existing ambient air pollutant levels, both during construction and
operation. Air dispersion modeling provides estimates of the ground level concentrations
of the pollutants emitted by the proposed project.

The Applicant used the EPA-approved ISCST3 model to estimate the worst-case impacts
of the project’s estimated NO,, PM;,, CO and SO, emissions resulting from project
construction and operation. The ISC model is a steady-state Gaussian plume model,
appropriate for regulatory use that can be used to assess pollution concentrations from a
wide variety of sources associated with an industrial source complex. Modeled impacts
were added to the available highest ambient background concentrations measured during
1997 through 1999 at the Burbank — West Palm Avenue monitoring station, the Los
Angeles — North Main Boulevard monitoring station, or the Pasadena — South Wilson
Avenue monitoring station (MPP 2001a, Table 5.2-40, pg. 5.2-67). A summary of the
monitoring data is provided in the Setting section.

Staff compared the results of the modeling analysis with the ambient air quality standards
for each respective air contaminant to determine whether the project’'s emission impacts
would cause a new violation of the ambient air quality standards or significantly contribute
to an existing violation.

Inputs for the modeling include stack information (exhaust flow rate, temperature, and stack
dimensions), emission data and meteorological data, such as wind speed, atmospheric
conditions, and site elevation. For this project, the meteorological data used as inputs to
the model included hourly wind speeds and directions measured at the SCAQMD Burbank
station in 1981. The applicant was required to use this meteorological data set in their
SCAQMD permit application, and 1981 meteorological data is generally considered a
worst-case year for modeling purposes.

The Applicants modeling input and output files (MPP 2001b, 2001g) were reviewed by
staff, and staff remodeled the operational PM;, emissions to include a correction to the
cooling tower PM;, emission estimate.

CONSTRUCTION IMPACTS

The applicant modeled the emissions of the onsite construction activities, including the
demolition and removal of the existing boilers (Magnolia Units 1 and 2). This analysis was
completed using the ISCST3 model (Version 00101). A simplified approach of four point
source stacks for modeling construction equipment was employed. The following
information was also added to refine the construction emissions modeling analysis:
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Effective plume height of 3.05 meters was used for all equipment exhaust
emissions.

Assumed stack diameter of 0.15 meters, exit velocity of 40 m/s, and exhaust
temperature of 700°F.

Fugitive dust emissions were modeled as a single volume source with a release
height of 3.05 meters.

Approximate on-site fugitive dust source area was estimated to be 3.1 acres.

Receptors were placed approximately every 25 meters along the property boundary
at 25-meter increments to a distance of 500 meters, at 100-meter increments to a

distance of 1 kilometer, and at 250-meter increments to a distance of 10 kilometers.

The emissions were modeled from 7 am to 8 pm, which is the maximum daily
construction schedule.

The SCAQMD default ARM ratio of 0.71 was used to determine maximum annual
average NO; concentrations.

AIR QUALITY Table 16 provides the results of the Applicant modeling analysis.

AIR QUALITY Table 16

MPP Ambient Air Quality Impact

Applicant Construction Modeling Results

Pollutant | Averaging Project Background Total Limiting Type of Percent of
Period Impact Concentration Impact Standard | Standard Standard
(mg/m?®) (ng/m?) ° (mg/m’) (my/m?®) (%)
NO, 1-Hour 540 336 876 470 CAAQS 186
Annual ? 13.2 84.9 98.1 100 NAAQS 98
24-Hour 32.5 82 114.5 50 CAAQS 229
PMio Annual 7.1 40.59 47.69 30 CAAQS 159
Geo. Mean
co 1-Hour 370 10,580 10,950 23,000 CAAQS 48
8-Hour 252 8,333 8,585 10,000 CAAQS 86
1-Hour 45.7 26.2 71.9 655 CAAQS 11
SO, 24-Hour 7.2 18.3 25.5 105 CAAQS 24
Annual 1.1 3.1 4.2 80 NAAQS 5

Source: MPP 2001a, page H-77, Table H.3-4.

Note(s):

a. Results based on ambient ratio method (ARM) using SCAQMD default ratio of 0.71.
b. Background concentration values for this table and all other modeling result tables have been adjusted to the staff
recommended values shown in AIR QUALITY Table 10.

As can be seen from the modeling results provided in Table 16, with the exception of 24-

hour and annual PM,, impacts and 1-hour NO impacts, construction impacts are below the

state and national standards. However, the state 24-hour and annual PM,, standards are
exceeded in the absence of construction emissions from the MPP. It should be noted that
the ISCST3 model tends to over-predict PM;, construction emission impacts, and the
Applicant’'s modeling analysis was as rigorous as it could have been. Additionally, the use
of all of the proposed construction mitigation measures/emission controls were not
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reflected in the model inputs or impact results. Staff believes that a more detailed
modeling analysis would predict significantly lower offsite PM;, concentrations. The
highest PM,o impacts are forecast to occur during the initial site preparation phase, and
the PM;, emission impacts after that time are forecast to be significantly lower than the
maximum impacts shown in Table 16. Additionally, the highest PM,o impacts occur at the
fence line and drop sharply with distance from the site. Therefore, with the mitigation
proposed these short-term impacts are not considered to be significant, and are not
expected to impact area residences or other sensitive receptors.

The high modeled 1-hour NO, concentration shown in Table 16 is, to a large degree, an
artifact of the screening level modeling techniques used by the Applicant. The NOx
emission from construction are primarily from diesel engines which typically emit NO, at an
NO/NO; ratio of 0.1 or less. The NO reacts with ozone over time to convert to NO,. The
approved ISC-OLM (Ozone Limiting Method) modeling technique, using uses an ozone
concentration file that matches the meteorological file to identify maximum NO, conversion.
The Plume Volume Molar Ratio Method (PVMRM) modeling technique, which is under
review by EPA, goes one step further and it considers the actual amount of ozone that
mixes with and consumed by the NO in the plume to determine the maximum near field
NO, concentrations. Due to the high background concentration currently recommended by
staff the modeling results provided by the Applicant show that there is the potential for the
NO, standard to be exceeded out to an approximate 0.75 mile radius from the site. Staff is
recommending that the Applicant provide a rigorous modeling analysis and a Construction
NO, Impact Mitigation Plan that assure that the NO, standard will not be exceeded during
the project construction.

Staff is also concerned that there will be other construction activities occurring concurrently
onsite, such as the LM6000 turbine construction and the Magnolia Units 1 and 2 control
equipment retrofit, that were not included in the construction modeling analysis provided by
the Applicant. These concurrent construction activities have the potential to cause
significant cumulative construction impacts. Staff is recommending that the modeling of all
concurrent construction activities be included as part of the Construction NO, Impact
Mitigation Plan, so that the plan will both identify and be effective in mitigating any
cumulative construction impacts.

OPERATION IMPACTS

A screening model analysis, using the ISCST3 models, was performed to select the worst-
case turbine (Westinghouse 501F versus GE 7FA). A turbine stack diameter of 19 feet
(5.79 meters) and a stack height of 150 feet (45.72 meters) were assumed. Existing and
proposed buildings and structures were included in the screening model analysis. The
screening analysis showed that the Westinghouse turbine leads to the highest
concentrations during non-startup conditions for all pollutants. Therefore, Westinghouse
stack parameters and emissions were used in the refined modeling analysis. The
Westinghouse turbine showed higher impacts for both 24-hour and annual concentrations
of PM;, under duct burning conditions. Under non-duct burning conditions, the GE turbine
showed higher impacts. Both types of turbines were included in the refined PM;, 24-hour
and annual modeling analysis.

January 9, 2002 3.1-31 AIR QUALITY



Pollutant emissions were based on the following operating scenarios for the refined
modeling analysis (MPP 2001a, pg. 5.2-60 to 61):

Hourly concentrations of CO and NO, were estimated assuming startup operating
conditions. GE gas turbine exhaust parameters were used at a minimum operating
load point of 45% to characterize the turbine exhaust.

8-hour CO was estimated assuming a hot startup for 1.5 hours and duct burning for
the remaining 6.5 hours. Stack parameters were based on the Westinghouse
turbine.

1-hour SO, was estimated assuming duct burning conditions and Westinghouse
exhaust parameters.

24-hour SO, was estimated based on 12 hours of duct burning and 12 hours of non-
duct burning.

Annual SO, was estimated based on 1,000 hours of duct burning, 52 hot starts, 52
warm starts, 104 shutdowns, and 7,083 hours of operating at full load with no duct
burning.

24-hour and annual average PM,, estimates included analysis of both GE and
Westinghouse turbines, including duct burning and non-duct burning (100% load)
operations.

Annual NO, was estimated based on 1,000 hours of duct burning, 52 hot starts, 52
warm starts, 104 shutdowns, and 7,083 hours of operation at full load with no duct
burning.

It should be noted that all operations impact analyses were based on the emissions shown
in AIR QUALITY Table 12 through AIR QUALITY Table 13. When the District issues their
Final Determination of Compliance, the permit emission levels must be no greater than the
emissions presented in this analysis in order for the impact assessment presented to
remain valid.

Operational Modeling Analysis

The EPA approved ISCST3 model (Version 00101) was used to identify the potential
ambient air quality impacts from the project’s operation. The maximum hourly emissions,
as provided in AIR QUALITY Table 12, were modeled for each pollutant to determine the
short-term impacts (1-hour, 3-hour, 8-hour and 24-hour). For the determination of the
maximum short-term impacts, startup (warm and hot), shutdown, with duct firing and without
duct firing case emissions were modeled. The maximum daily and annual emissions, as
provided in AIR QUALITY Table 13, were modeled to determine the daily and annual
impacts. Additionally, the existing City of Burbank (COB) Power Plant was modeled to
determine maximum hourly and annual emissions, as provided in AIR QUALITY Table 14.

AIR QUALITY Table 17 presents the results of the modeling analysis of maximum ground
level impacts due to operation of the facility.
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AIR QUALITY Table 17

MPP Ambient Air Quality Impacts

Applicant Operation ISC Modeling Results
Pollutant | Averaging Project Background | Total Impact Limiting Type of | Percent of
Period Impact () | Concentration (my/mg) Standard | Standard | Standard
(ny/mé) (ny/m¥) (ny/mé) (%)
NO, 1-Hour 19.97 336 355.97 470 CAAQS 76
Annual 0.27 84.9 85.17 100 NAAQS 85
24-Hour 3.15 82 85.2 50 CAAQS 170
PMio(B) 1 Annual 0.29 40.59 40.88 30 CAAQS | 136
Geometric
co 1-Hour 24751 10,580 10,827.5 23,000 CAAQS 47
8-Hour 30.65 8,333 8,363.7 10,000 CAAQS 84
1-Hour 1.00 26.2 27.2 655 CAAQS 4
S0, 3-Hour 0.97 23.6 24.6 1300 NAAQS 2
24-Hour 0.20 18.3 18.5 105 CAAQS 18
Annual 0.02 3.1 3.12 80 NAAQS 4
Source: MPP 2001a, page 5.2-68, Table 5.2-41.
Note(s):

a. Proposed facility including combustion turbine and duct burner, auxiliary boiler (when appropriate) and cooling tower.
b. Modeling results reflect correction of cooling tower emissions as provided in AIR QUALITY Tables 12 and 13.

As shown in Table 17, the model results were compared to the most restrictive state and
national ambient air quality standards. Table 17 shows the project operation would not
cause any new violations of attainment pollutants, but would have the potential to
exacerbate existing violations of PM,, standards.

The project’s PM;o 24-hour concentration provided in AIR QUALITY Table 17 is the
maximum concentration found any time during the year and most likely does not
correspond to the same day as the maximum PM,, background concentration shown in the
table. Additionally, the ambient conditions that normally cause high PM,, concentrations
(high winds during dry periods or low inversion conditions during cold periods) are not the
same as the conditions under which maximum PM;, impacts from the project would occur.
Because the South Coast AQMD is classified as non-attainment for PM;, and violations of
the state and federal ambient air quality standards continue to occur, the project PMyq
emissions impacts are, without appropriate mitigation, significant.

The MPP operating impacts would not cause a new violation of any NO,, CO or SO,
ambient air quality standard. The PM,, impacts from the operation of the MPP would
cause a further exacerbation of violations of the state and federal PM,, standards. Offsets
will be provided for the net increase in PM;, emissions from the project.

Fumigation Impacts

There is the potential that higher short-term concentrations may occur during fumigation
conditions that are caused by the rapid mixing of the plume to ground level. Fumigation
conditions are generally only compared to 1-hour standards. The applicant analyzed the
air quality impacts during inversion breakup fumigation conditions from the project site.
Inversion breakup fumigation typically occurs at sunrise, when sunlight heats ground-level
air, resulting in vertical mixing with the stable, early morning air above it. Pollutant
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emissions that enter this vertically mixed volume of air can cause high concentrations of
pollutant at ground level. This phenomenon usually ceases 30 to 90 minutes after sunrise.

The EPA model SCREENS3 (Version 96043) was used by the Applicant to estimate
potential impacts due to inversion breakup fumigation conditions. The results of the
analysis, estimated for the worst-case operating conditions, are summarized in AIR
QUALITY Table 18.

AIR QUALITY Table 18
MPP Maximum Inversion Breakup Fumigation Impacts
Applicant SCREEN3 Modeling, 1- Hour Results

Pollutant Operating Maximum | Background Total Impact | Limiting Type of Percent
Condition Impact Concentration (nmg/m3) Standar Standard of
(ng/m3) (ng/m3) d Standard
(ng/m?3)
NO, Startup 5.124 336 341.1 470 | CAAQS 73
GE turbine
(45% Load, 41°F)
CO 63.49 10,580 10,643.5 | 23,000 CAAQS 46
Duct Burning SW
S0, ? . 9 0.336 23.6 23.9 1300 NAAQS 2
turbine

Source: MPP 2001a, page 5.2-62, Table 5.2-38. Modeling results for combustion turbine and duct burner only.
Note(s):

a. SO, results for 3-hour refined modeling scenario.

b. Operating conditions are based on either the General Electric 7FA (GE) or the Westinghouse 501F (SW) turbine.

As the above table indicates, the fumigation impacts would not exceed applicable 1-hour
California Ambient Air Quality Standards (CAAQS). Staff would also like to note that
fumigation impact modeling is generally performed for emission sources in rural settings
(inversion breakup fumigation) or sited next to large water bodies (shoreline fumigation).
No approved fumigation modeling techniques exist for urban settings and staff believes
that the analysis provided by the Applicant, which is typically used for rural sites, overstates
the potential short-term fumigation operational impacts.

Secondary Pollutant Impacts

The project’'s emissions of gaseous emissions, primarily NOy, SO,, VOC, and NH; can
contribute to the formation of secondary pollutants, namely ozone and PMy, particularly
ammonium nitrate and sulfate/bisulfate PM;.

There are air dispersion models that can be used to quantify ozone impacts, but they are
used for regional planning efforts where hundreds or even thousands of sources are input
into the model over an area of several hundred or thousand square miles to determine
ozone impacts. There are no regulatory agency models approved for assessing single
source ozone impacts. However, because of the known relationship of NO, and VOC
emissions to ozone formation, it can be said that the unmitigated emissions of NO, and
VOC from the MPP do have the potential to contribute in some minor unquantifiable way to
higher ozone levels in the region. However, the controlled NO, and VOC emission levels
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proposed by the Applicant are not expected to noticeably contribute to ozone
concentrations or deter the District’'s ozone attainment progress.

Concerning secondary PM;, (primarily ammonium nitrate) formation, the process of gas-
to-particulate conversion is complex and depends on many factors, including local humidity
and the presence of other compounds that participate in or aid the reactions that form
secondary particulate. Currently, there is not an agency (EPA or CARB) recommended
model or procedure for estimating secondary particulate formation.

Staff believes that the emissions of NOy, SOy, VOC, and NH; from MPP have the potential
to contribute (although not quantifiably) to higher secondary PM, (particularly of
ammonium nitrate) levels in the region. However, the controlled emission levels of the
MPP are so low, that any possible contribution to secondary PM;, formation would be
imperceptible and thus not expected to noticeably contribute to secondary PM;, formation
or affect the PM,, attainment status for the South Coast Air Basin.

Initial Commissioning

Maximum NO, and CO emissions from AIR QUALITY Table 15 were used in the
commissioning modeling analysis, which are more than 90% greater than during the
majority of the commissioning activities. PM;o, SO,, and VOC emissions are not expected
to differ from normal operation; therefore, they were not included in the dispersion
modeling analysis. Dispersion modeling parameters used in the analysis are based on the
GE turbine at 45% load operating conditions. The commissioning modeling results are
provided in AIR QUALITY Table 19.

AIR QUALITY: TABLE 19
Commissioning Modeling Analysis Results

Pollutant | Averaging | Project | Background Total Limiting Type of Percent
Period Impact (mg/m?) Impact | Standard | Standard of

(ng/m?) (mg/m3 |  (mg/m?) Standard
NO, 1-Hour 167 336 503 470 CAAQS 107
CO 1-Hour 174 10,580 10,754 23,000 CAAQS 47
8-Hour 85.1 8,333 8,418 10,000 CAAQS 84

Source: MPP ACF Appendix H.12, “Commissioning Emissions and Modeling Results”, pg. H-179.

As can be seen from the modeling results provided in Table 19, the modeled
commissioning 1-hour NO, impacts exceed the ambient air quality standard and are
therefore significant. However, this is due to the addition of the worst case emissions
impacts with the worst case background concentration, which is unlikely to occur.
Additionally, there are only a few hours operating during cold and warm starts in the first
few commissioning activities that have the potential to cause NO, concentrations high
enough to potential cause an exceedance of the 1-hour NO, standard. Therefore, in order
to be assured that the commissioning does not cause any new exceedances of the state 1-
hour NO, standard staff is proposing that the Applicant provide an initial commissioning
plan that will assure that when the high emission activities occur they will not occur when the
background concentrations are high enough to cause an exceedance of the standard (i.e.
mitigate to a less than significant impact).
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VISIBILITY IMPACTS

The Applicant provided a Level | and Level Il screening visibility impact analysis, which
showed that the project is not expected to exceed any significant visibility impairment
increment inside the San Gabriel Wilderness and the Cucamonga Wilderness PSD Class |
areas. The National Forest Service (NFS) and SCAQMD reviewed this screening
analysis. Both agencies found that the project will not affect visibility or other Air Quality
Related Values (AQRVSs) for these two Wilderness Areas (SCAQMD 2001b).

MITIGATION

Construction Mitigation

As described in the applicable LORS section, District Rule 403 limits fugitive dust during
the construction phase of a project. Staff will recommend that construction emission
impacts be mitigated to the greatest feasible extent include all feasible measures from the
LORS, as well as, other measures considered necessary by staff to fully mitigate the
construction emissions.

Applicant’s Proposed Mitigation

The Applicant has proposed to implement the following construction mitigation measures
(MPP 2001a, pages 5.2-84 to 85 and Appendix H.3, page H-75):

Heavy Equipment Maintenance

Limiting engine idling time to no more than five minutes and shutting down
equipment when not in use.

Regular preventive maintenance to prevent emission increases due to engine
problems.

Use of low-sulfur and low-aromatic fuel meeting California standards for motor
vehicle diesel fuel.

Use of low-emitting diesel engines meeting federal emissions standards for
construction equipment as applicable.

Project owner will install oxidizing soot filters on all suitable off-road construction
equipment used on the power plant construction site. Where the oxidizing soot filter
is determined to be unsuitable, the owner shall install and use an oxidation catalyst.

Equipment shall employ high pressure fuel injection (common rail) system or engine
timing retardation to control the emissions of oxides of nitrogen.

Fugitive Dust Mitigation Plan

Vacuum sweeping and/or water flushing of paved road surface to remove buildup of
loose material to control dust emissions from travel on the paved access road
(including adjacent public streets impacted by construction activities) and paved
parking areas.

Cover all trucks hauling soil, sand, and other loose materials, or require all trucks to
maintain at least two feet of freeboard.
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Limit traffic speeds on unpaved surfaces to 25 mph.
Install sandbags or other erosion control measures to prevent silt runoff to roadways.

As needed, use gravel pads along with wheel washers or wash tires of all trucks
exiting construction site that carry track-out dirt from unpaved surfaces.

Mitigate fugitive dust emissions from wind erosion of area disturbed from
construction activities (including storage piles) by application of either water or
chemical dust suppressant and/or use of wind breaks.

In addition to the above primary mitigation measures, the following additional mitigation
measures will be employed during the project construction phase (MPP 2001f, AQ-1):

Construction operations will be carried out in a stepwise manner. Not all of the
equipment shall operate at the same time wherever feasible and practical.

Construction management techniques to minimize emissions will be employed and
may include the following:
- Increasing the distance between the emission sources.
- Requiring a phased schedule for construction activities to even out emission
peaks.
- Utilizing existing power poles rather than temporary internal combustion engine
power generators.
- Using low sulfur fuel for stationary construction equipment.

The above mitigation measures are intended to minimize the air quality impacts
associated with construction equipment.

Staff Proposed Mitigation

Staff is recommending Conditions of Certification AQ-C1 through AQ-C3 that require all
feasible construction PM;o emission mitigation measures be used including those
proposed by the Applicant.

The construction modeling results provided by the Applicant show that the project’s
construction will cause new exceedances of the State’s 1-hour NO, standard. Staff is also
concerned that other construction projects may be occurring onsite concurrent to the MPP
project construction (i.e. LM6000 turbine construction and Olive 1 and 2 boiler emission
control retrofit), which were not included in the Applicant’s construction modeling.
Therefore, staff is recommending Condition of Certification AQ-C4, which requires the
Applicant provide a new more rigorous NO, modeling analysis, which will include all
concurrent onsite construction projects, and if necessary based on the results of the
revised modeling analysis, provide a Construction NO, Impact Mitigation Plan to ensure
that the 1-hour NO, Standard is not exceeded as a result of the project’s construction.
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Operations Mitigation

Applicant’s proposed mitigation

Emissions Controls

As discussed in the facility description section, the Applicant will apply air pollution control
equipment to limit the project’s emission levels. To reduce NO, emissions from the gas
turbine, the Applicant proposes to use dry low-NO, combustors, SCR with ammonia
injection, an oxidation catalyst, and operate exclusively on pipeline quality natural gas with
a maximum sulfur content of 0.21 grains/100 SCF (MPP 2001a, page 5.2-10) expressed
as H,S to limit the project’s emission levels. The following BACT emission rates during
normal operation, excluding turbine startup, shutdown and commissioning periods, are
guaranteed for each CTG (MPP 2001f, page AQ-5; MPP 2001k, page AQ-24; and MPP
20010, pages AQ-8 and AQ-9):

NO,: Emissions [1 2.0 ppmvd @ 15%0, (1-hr average)

CO: Emissions [ 2.0 ppmvd @ 15%0, (1-hr average)

VOC: Emissions [ 2.0 ppmvd @ 15%0, (1-hr average)

PM;o: Emissions [ 18 Ib/day (duct firing) and 12 Ib/day (without duct firing)
SO, Emissions O 0.33 Ib/hr

NHs: Emissions [0 5 ppmvd @ 15%0, (1-hour average)

Additionally, the auxiliary boiler will have to meet the following BACT emission rates
(SCAQMD 2001b, Condition 195-4 and MPP 2001a, AFC page 5.2-42):

NO: Emissions # 9 ppmvd @ 3%0, (1-hour average)
CO: Emissions # 50 ppmvd @ 3%0, (1-hour average)

The Applicant requires NO, emissions to be limited to the SCAQMD BACT level of 12
ppmvd @ 3%0, (MPP 2001a, AFC page 5.2-41), however the District PDOC requires a
NOx limit of 9 ppmvd @ 3%02 (1-hour average). The Applicant requires a CO limit of 50
ppm at 3%02 based on SCAQMD BACT guidelines, however the District PDOC only
requires a CO emissions limit of 100 ppmvd @ 3%0O, (1-hour average) (SCAQMD 2001b,
Condition 195-5)

The Applicant proposes to use drift eliminators with an efficiency of 0.0006 percent (MPP
20010, page AQ-2) for the cooling tower.

Emission Offsets

The Applicant is required by the District's New Source Review Rule, Regulation XIII, to
provide emission offsets for NOy, CO, SO,, PM;, and VOC emissions. To comply with the
NOx emissions offset requirement, the Applicant plans to purchase RECLAIM Trading
Credits (RTCs). To comply with CO and VOC emissions offset requirements, the
Applicant plans to purchase ERCs from the open market. To comply with SO, and PM;g
emissions offset requirements, the Applicant plans to purchase emission credits from the
District’s Priority Reserve in accordance with Rule 1309.1.
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Credits from the Priority Reserve are available to electrical generating facilities that submit
permit to construct applications to the District during calendar years 2000 to 2003
provided the facility meets the following requirements: 1) complies with BACT
requirements for pollutants received from the Priority Reserve for all existing sources under
common ownership with the District, 2) pays the specified mitigation fee for each pound
per day of pollutant received from the Priority Reserve, 3) conducts due diligence effort to
secure and/or generate ERCs for each requested Priority Reserve pollutant, 4) has the
new source fully and legally operational at the rated capacity within 3 years following the
issuance of the permit to construct, and 5) for non-municipal utilities enters into a long-term
contract with the State of California to sell at least 50% of the portion of power which it has
generated using the Priority Reserve credits (SCAQMD 2001b, pages 29-30).

AIR QUALITY Table 20 shows the estimate of the emission liabilities that need to be
mitigated.

AIR QUALITY: Table 20
MPP Emission Liability

Pollutant Emissions Offset Ratio Emission | Source of Offsets

Increase Reduction

Credits
Required

NO,, Ib/yr @ 127,487 1.0 127,487 RTCs
CO, Ib/day ° 356 1.2 427 ERCs
VOC, Ib/day ° 106 1.2 127 ERCs
PM,,, Ib/day ° 390 1.0 390 Priority Reserve
SO, Ib/day ° 31 1.0 31 Priority Reserve
Source: SCAQMD 2001b, Tables 9 and 10, Appendices E and F.
Note(s):

a. NOx RTC requirement is calculated for the first year of operation assuming the following: 636 hours
of commissioning, 52 hot starts (78 hr/year), 52 warm starts (109.2 hr/ year), 104 shutdowns (52
hr/year), 6,447 hours without duct firing, 1,000 hours with duct firing, and 144 hours of auxiliary
boiler operation.

b. Non-RECLAIM pollutant requirements are calculated assuming the following: 360 hr/month with duct
firing, 341.6 hr/month without duct firing, 6 hr/month of hot starts, 8.4 hr/month of warm starts, 4
hr/month of shutdowns, 12 hr/month of auxiliary boiler operation, and 720 hr/month of cooling tower
operation. PM;, and SO, emissions during startups and shutdowns are assumed to equal their
emissions during normal operation without duct firing. Daily requirements are estimated assuming 30
days per month. As per District policy, the daily emissions are 30-day average emissions. PM,,
emissions include the emissions from the cooling tower.

The Applicant is proposing several sources of offsets to mitigate the project’s potential
emissions. Calculations of the required ERCs are based on the distance of the project
from different sources of offsets. The District requires a 1.2:1 offsetting ratio for offsite
ERCs within 15 miles. For areas outside of the 15 miles, ERCs must be provided at a
ratio of 1.5:1. The District determines appropriate interpollutant offset ratios on a case-by-
case basis. RECLAIM Trading Credits and Priority Reserve offsets are provided at a ratio
of 1:1.
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NOx Emission Offsets

The Applicant has provided documentation that they are in the process of securing
sufficient NO, RECLAIM Trading Credits (RTCs) to offset their NOy liability of 127,487 Ib/yr
for the first year and 122,059 Ib/yr thereafter (SCAQMD 2001b, page 10-17). SCAPPA
has entered into a purchase agreement for the purchase of 90,000 Ib/yr Cycle 2 Zone
Coastal Vintage 2004 NO, RTCs and 32,000 Ib/yr Cycle 2 Zone Coastal Vintage 2005
NO4 RTCs (122,000 Ib/yr total for the first year of operation). Applicant shall provide the
balance of NOx RTCs prior to completion of staff analysis.

VOC Emission Offsets

AIR QUALITY Table 21 provides a summary of the total project VOC emissions and
identifies the project offset sources (MPP 2001k, page AQ-28). ERC AQ004002 was
generated from various locations in the SCAQMD. ERC AQ003730 was generated from
EM-One Power Station, LLC, a power production facility.

AIR QUALITY: Table 21
VOC Offsets for the Magnolia Power Project

Offset Source Location Type of Credit Total
Credit Number (Ib/day)

Various Locations in SCAQMD, Vernon ERCs AQ004002 185
Value @ 1.2:1 154.2

5440 Southern Avenue, South Gate ERCs AQO003730 123
Value @ 1.2:1 102.5
Total Provided 256.7

Total Required 106
Difference 150.7

From MPP 2001k, page AQ-27, Attachment DR 12-1.
* A zero balance means full mitigation, a negative balance indicates an offsets deficit,
and a positive balance indicates offsets are available in excess of required offset levels.
Please note that the offset balance is not the same as the ERC balance.

The Applicants current VOC emission reduction credits are sufficient to fully offset the MPP
VOC operating emissions.

CO Emission Offsets

AIR QUALITY Table 22 provides a summary of the total project CO emissions and
identifies the project offset sources (MPP 2001k, page AQ-27 to AQ-29). ERC
AQO003604 was generated from an independent oil and gas production company.

AIR QUALITY: Table 22

CO Offsets for the Magnolia Power Project
Offset Source Location Type of Credit Total
Credit Number (Ib/day)
20101 Goldenwest Street, Huntington Beach ERCs AQO003604 307

Value @ 1.2:1 255.8
Total Provided 255.8

AIR QUALITY 3.1-40 January 9, 2002



Total Required 356

Difference -100.2

From MPP 2001k, page AQ-27, Attachment DR 12-1.

* A zero balance means full mitigation, a negative balance indicates an offsets deficit,
and a positive balance indicates offsets are available in excess of required offset
levels. Please note that the offset balance is not the same as the ERC balance.

The Applicants current CO emission reduction credits not sufficient to fully offset the MPP
CO operating emissions. The Applicant can obtain additional emission reduction credits
through the traditional credit bank, or if they cannot find sufficient emission reduction
credits for sale they can obtain credits through the priority reserve at $12,000 Ib/day. The
Applicant will need to deposit sufficient funds to purchase the priority reserve credits prior
to the District issuing the Permit to Construct/Title V permit.

SO, Emission Offsets

SO, emissions from the MPP will be offset through the SCAQMD Priority Reserve (MPP
2001k, page AQ-30). The Priority Reserve for SO, is established by SCAQMD Rule
1309.1 and will be used to offset the 31 Ib/day required for the MPP. This regulation allows
750 Ibs/day to be used for power plants during the period of January 1, 2001 to December
31, 2003, where any unused portion of the 750 Ibs/day will be returned to the District's NSR
account. A non-refundable mitigation fee of $8,900 is required for each pound per day for
SOy obtained from the Priority Reserve. The quantity of SO, ERCs available through the
Priority Reserve is large enough to sufficiently accommodate the MPP emission offset
requirement. The Applicant will need to deposit sufficient funds to purchase the priority
reserve credits prior to the District issuing the Permit to Construct/Title V permit.

PM,o_ Emission Offsets

PM;, emissions from the MPP will be offset through the SCAQMD Priority Reserve (MPP
2001k, page AQ-28). The Priority Reserve for PMy, is established by SCAQMD Rule
1309.1 and will be used to offset the 390 Ibs/day required by the MPP. A non-refundable
mitigation fee of $25,000 is required for each pound per day for PM;, obtained from the
Priority Reserve. The quantity of PM;, ERCs available through the Priority Reserve is
large enough to sufficiently accommodate the MPP emission offset requirement. The
Applicant will need to deposit sufficient funds to purchase the priority reserve credits prior
to the District issuing the Permit to Construct/Title V permit.

Staff Proposed Mitigation

Staff concurs with the Applicant’s and the District’s determination that the project’s
proposed emission controls meet BACT requirements.

Staff concurs with the emission offset requirements specified by the District, with one
exception. Staff believes that all of the project’s operating emissions should be mitigated.
SCAQMD is not requiring that the project’s cooling tower be permitted, so the PM;,
emissions from the cooling tower are not included in the total PM;o burden for determining
the District’s offset requirements. Since the Applicant will be using priority reserve
emission reduction credits they will be using a 1:1 offset ratio. So, the District’s offset
requirement will not provide for a minimum 1:1 offset ratio for the project’'s PM;, emissions
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(i.e. 360/390 = 0.92 offset ratio). Therefore, staff is recommending in Condition of
Certification AQ-41 that the Applicant provide the additional 30 Ibs/day of emission offsets
to mitigate the cooling tower PM;, emissions. Additionally, staff is recommending
conditions AQ-39 and AQ-40 that require the Applicant to provide cooling tower water flow
and water quality data and PM;, emission estimates quarterly and that stipulate a cooling
tower PMyo emissions limit of 30 lbs/day.

Additionally, staff is concerned with the maximum modeled initial commissioning 1-hour
NO, impacts, which are shown to violate the California 1-hour NO, Standard. Staff is
recommending, in Condition of Certification AQ-43, that the project owner provide an Initial
Commissioning Mitigation Plan that will ensure that the project’s initial commissioning
activities will not cause violations of the 1-hour NO, standard.

ADEQUACY OF PROPOSED MITIGATION

The Applicant’s proposed mitigation measures, plus staff's additional proposed mitigation
measures and the District’s proposed conditions, as recommended in Conditions of
Certification AQ-C1 through AQ-C4 and AQ-1 through AQ-43 are considered to be
adequate to mitigate project impacts to less than significant.

The use of emission offsets to mitigate project emissions has been employed since the
1980’s. This method for emission mitigation creates a financial incentive that impels the
owners of stationary sources that do not otherwise have to control their emissions to add
emission controls. Additionally, the current offset regulatory system requires that all of the
emission reductions have occurred prior to the permitting and operation of the new
emission source. Only permitted stationary sources are regularly required to obtain
emission offsets. Other types of development project’s, such as large new housing
developments are not required to offset the emissions from the new activity that they
directly cause and do not attempt to fully mitigate their direct or secondary impacts. So
while the offset system is not perfect it has allowed major stationary source growth to occur
in the State of California while reducing overall major stationary source emissions.

The use of Priority Reserve credits will provide approximately $10,000,000 of funding for
SCAQMD emission reduction programs. Additionally, since the money will be available
two to two and a half years before the project is online the emission reductions should be
realized prior to the project beginning operation. However, the SCAQMD priority reserve
program does not specifically require that emission reductions be funded in same area as
the project that provides the funding. Therefore, staff would like to strongly suggest that, to
mitigate the project most effectively, that the SCAQMD diligently try to find and fund
Burbank area emission reduction targets, such as the Burbank Airport, with the funding
provided by the MPP.

CUMULATIVE IMPACTS

To evaluate the cumulative emission impacts of the Magnolia Power Project along with
other probable future emission sources, the CEC staff gathered and evaluated South
Coast Air Quality Management District records to determine other sources, which along
with the MPP, may cumulatively impact the site area (MPP 2001f, page AQ-29 to AQ-32).
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The following criteria were used to identify other stationary emission sources located within
six miles of the MPP site that may contribute to cumulative impacts:

Have received an Authority to Construct (ATC) permit and operation began after
1999.

Have received an Authority to Construct (ATC) permit but are not yet operational; or

Have submitted complete ATC applications to the District.

Emissions from existing projects operating prior to and during 1999 are reflected in the
background ambient air quality data. Therefore, it was not necessary to include them in the
atmospheric dispersion modeling analysis. Pollutant concentrations from the cumulative
impact analysis were added to the maximum measured background air quality levels to
account for these existing projects.

A list of projects within the study area with net emission increases greater than 10 Ib/day
for CO, NO, SOy, or PM;o was requested from the SCAQMD. The SCAQMD supplied a
list containing 84 potential sources. Of the 84 sources, 37 were identified as combustion
sources and were considered for further analysis. Non-combustion sources, cooling
towers, emergency equipment, and internal combustion engines were not included in the
cumulative analysis. Further source refinement was based on the following criteria:

Sources where no information was provided (type of source, emissions data) by the
SCAQMD.

Combustion sources where no emissions data and/or stack exhaust parameters
were provided by the SCAQMD.

Small combustion sources (£ 2 MM Btu/hr) exempt from the permitting process
under SCAQMD Rule 222.

Emergency equipment that was not expected to be in operation at the same time as
major combustion sources, and/or was only permitted for emergency operation in
the year 2001.

Based on the elimination process described above, a total for four facilities were included
in the cumulative impact analysis in addition to the proposed MPP.

Glendale Power Plant located approximately two and a half miles to the southeast of
the MPP has one new turbine.

Los Angeles Department of Water and Power (LADWP) located just over six miles
to the northwest of the MPP has one new turbine. Although additional sources have
been proposed at this location, specific source parameters and emissions were not
supplied by the SCAQMD; therefore these sources were not included in the
analysis.

Children’s Hospital of Los Angeles located approximately five and a half miles to
the southeast of the MPP has proposed the installation of two boilers.

City of Burbank (COB) has proposed the installation of a single LM6000 turbine on
the same property as the MPP, which will replace the existing Magnolia 5 peaker
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unit (MPP 2001k, page AQ-3). Existing sources at the site include Olive 1 and 2
utility boilers.

Magnolia Power Project sources include the proposed turbine with duct burners,
and the auxiliary boiler.

The ISCST3 model was used to evaluate cumulative localized air quality impacts.
Meteorological data from Burbank, CA were used in the modeling analysis (1981). Upper
air data used to calculate mixing heights were collected in Ontario, CA.

The MPP combustion turbine stack parameters used in modeling the impacts for each
pollutant and averaging period reflect the worst-case gas turbine operating conditions
identified in the screening analysis presented in the AFC. Specifically, the Westinghouse
501 F turbine exhaust parameters and emission rates for all pollutants except PM;, were
used (the emission rate for PM,, for the GE 7FA was used, as this showed the highest
impacts). The auxiliary boiler emissions were not included in the 1-hour, 8-hour, or 24-hour
operating scenarios, as this unit would only be operated to warm up the combustion turbine
during startup.

The results of the modeling analysis are summarized in AIR QUALITY Table 23.
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AIR QUALITY Table 23
MPP Cumulative Modeling Analysis Maximum Impacts

Pollutant | Averaging | Project Background Total Limiting Type of | Percent of
Period Impact | Concentration Impact Standard | Standard | Standard
(ny/m?) (ny/m?) (ny/n¥) (ny/m?) (%)
NO, 1-Hour 27.56 336 363.6 470 CAAQS 77
Annual 1.17 84.9 86.1 100 NAAQS 86
24-Hour 3.18 82 85.2 50 CAAQS 170
PMo | Amnual | 4 40.59 40.9 30 CAAQS 136
Geometric
co 1-Hour 107.44 10,580 10,687.4 23,000 CAAQS 46
8-Hour 37.72 8,333 8,370.7 10,000 CAAQS 84
1-Hour 1.24 26.2 27.4 655 CAAQS
S0, 3-Hour 1.23 23.6 24.8 1300 NAAQS 2
24-Hour 0.28 18.3 18.6 105 CAAQS 18
Annual 0.033 3.1 3.13 80 NAAQS 4

Source: MPP 2001f, AQ-6.1, Table 4, pg. AQ-36.

As can be seen from the modeling results provided in Table 23, with the exception of 24-
hour and annual PM,, impacts, cumulative impacts are expected to be below the state and
national standards. However, the state 24-hour and annual PM,, standards and the
national annual PM,, standard are exceeded in the absence of cumulative emissions from
the MPP. Also a comparison of AIR QUALITY Table 23 with AIR QUALITY Table 17 shows
that the cumulative PM,, impact, the impact above the project’s direct impacts, are
minimal. Because the South Coast AQMD is classified as non-attainment for PM,, and
violations of the state and federal ambient air quality standards continue to occur, the
project PM;o emissions impacts are, without appropriate mitigation, significant.

ENVIRONMENTAL JUSTICE

Staff has reviewed Census 2000 information that shows that the minority population is
marginally greater than fifty percent within a six-mile radius of the proposed Magnolia
Power Project (please refer to Socioeconomics Figure 1 in this Staff Analysis), while the
minority populations are less than fifty percent within one mile and two miles of the project
site. The census tract information indicates that there are no minority populations located
within two miles of the site; while at the census block level there are scattered small
pockets of minority populations located within one and two miles of the site.

Staff has found that there are no unmitigated significant impacts as a result of the
construction and operation of this project. Additionally, staff does not believe that there will
be any disproportionate air quality impacts resulting from the project. Due to the scattered
minority/non-minority block level populations there are both minority and non-minority
populations living close to the site where the highest construction impacts and 24-hour
PM;, operational impacts will occur, so no disproportionate impacts are expected from
construction emissions. Additionally, staff has found that the operational impacts of the
other pollutants/averaging times are highest in locations in elevated terrain, which are
primarily populated by non-minorities.
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COMPLIANCE WITH LORS

FEDERAL

The District is responsible for issuing the Federal Prevention of Significant Determination
(PSD) permit. Since the District has not yet issued a Final PSD permit as part of their
Determination of Compliance at this time, staff cannot make a final recommendation as to
whether the project is in compliance with all PSD requirements. Absent the District's
complete DOC, staff recommends the Commission, as a Condition of Certification, require
the Applicant receive their Final PSD permit prior to construction.

STATE

Staff believes that if and when the appropriate mitigation (offsets) are provided to
demonstrate compliance with the District rules, and demonstrate a minimum 1:1 emissions
offset ratio for all non-attainment pollutants and their precursors, the project will at that time
demonstrate compliance with California State Health and Safety Code, Section 41700.
Furthermore, with the additional staff recommended conditions for commissioning
activities, the project’s operating emissions should not cause exceedences of the state 1-
hour NO, AAQS.

LOCAL

The South Coast Air Quality Management District has submitted a Preliminary
Determination of Compliance of the District’'s Rules and Regulations. A complete offset
package has not been identified at this time; therefore, staff believes that at present, the
proposed project cannot be found in compliance with the District's Rules and Regulations.
However, the Applicant is working to obtain the necessary offsets and should be able to
complete the offset package shortly.

Compliance with specific substantive SCAQMD rules and regulations are discussed
below. For additional discussion of the compliance of the MPP with local regulations
please refer to the Determination of Compliance (SCAQMD 2001b).

Requlation Il — Permits

The applicant will be in substantial compliance of this regulation after it receives its FDOC.
The ATC will then be issued if the Commission grants the project a license.

Rule 218 — Continuous Emission Monitoring

The MPP will be required to install a CO CEMS to verify that emissions of CO meet the
hourly and daily emission limits. The CO CEMS will need to comply with the requirements
of Rule 218, and the facility will need to submit a CEMS application for District review and
approval prior to installing the CEMS. (Continuous monitoring for NO, emissions is
required under the RECLAIM and acid rain regulations, discussed further below.)

Requlation IV — Prohibitions

Rule 401 — Visible Emissions
Visible emissions are not expected under normal operating conditions of the turbines.
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Rule 402 — Nuisance

Nuisance problems are not expected under normal operating conditions of the turbines,
auxiliary boiler, cooling tower or ammonia storage system.

Rule 403 — Fugqitive Dust
The MPP will submit a fugitive dust plan to both the District and the Commission.
Rule 407 — Liquid and Gaseous Air Contaminants

This rule limits the CO emissions to 2000 ppm max, and the sulfur content of the exhaust to

500 ppm for equipment not subject to the emission concentration limits of 431.1. Since the

turbines are subject to the limits of Rule 431.1, only the 2000 ppm limit of this rule applies. It
is expected that the equipment will be able to meet the CO limit with the use of an oxidation
catalyst. Compliance will be verified through CEMS data.

Rule 409 — Combustion Contaminants

Limits PM emissions to 0.1 gr/scf. The equipment is expected to meet this limit based on
the calculations shown below:

Assumptions
CTG estimated exhaust gas flow is 50.5 MMscf/hr.

Boiler estimated exhaust gas flow is 0.25 MMscf/hr at full load.

CTG PM emissions are estimated to be 18 Ibs/hr when duct firing.
CTG PM emissions are estimated to be 12 Ibs/hr with no duct firing.
Boiler PM emissions are estimated to be 0.2 Ibs/hr at full load.

Calculations

CTG Duct Firing = 18 Ibs/hr * 7000 gr/lbs / 50.5 x 10° scf = 0.0025 gr/scf
CTG No Duct Firing = 12 Ibs/hr * 7000 gr/lbs / 50.5 x 10° scf = 0.0017 gr/scf
Boiler = 0.2 Ibs/hr * 7000 gr/lbs / 0.25 x 10° scf = 0.0056 gr/scf

Compliance will be verified through the initial performance test as well as periodic testing
as required by Title V. Limits PM emissions to 0.1 gr/scf. The equipment is expected to
meet this limit based on the calculations shown below:

Rule 431.1 — Sulfur Content of Gaseous Fuels

The rule requires that gas fired equipment meet a sulfur content limit of 40 ppm on a 4 hour
averaging time. The commercial grade natural gas to be burned in the turbine and boiler is
expected to meet this limit.

Rule 431.2 — Sulfur Content of Liquid Fuels

This rule establishes a sulfur content limit for diesel fuel of 0.05% by weight, as well as,
record keeping requirements and test methods. The MPP project is not proposing the use
of liquid fuels for its stationary equipment.

Rule 475 — Electric Power Generating Equipment

This rule applies to power generating equipment greater than 10 MW installed after May 7,
1976. Requirements are that the equipment meet a limit for combustion contaminants
(combustion contaminants are defined as particulate matter in AQMD Regulation I) of 11
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Ibs/hr or 0.01 gr/scf. Compliance is achieved if either the mass limit or the concentration
limit is met. Maximum PM10 emissions from the project turbines are estimated at 18 lbs/hr
when duct firing and 12 Ibs/hr with no duct firing. However, the expected grain loading is
less than 0.01 gr/scf (see calculations under Rule 409 discussion). Therefore, compliance
is expected. Compliance will be verified through the initial performance test as well as
periodic testing required by Title V.

Reqgulation IX — Standards of Performance for New Stationary
Sources

Regulation IX incorporates provisions of Part 60, Chapter I, Title 40, of the Code of Federal
Regulations (CFR) and is applicable to all new, modified or reconstructed sources of air
pollution. Sections of this regulation apply to electric utility steam generators (Subpart Da)
and stationary gas turbines (Subpart GG). These subparts establish limits of particulate
matter, SO, and NO, emissions from the facility as well as monitoring and test method
requirements. The MPP is expected to comply these emission limits with the controls
proposed.

Requlation XlIl — New Source Review

This regulation sets forth the pre-construction review requirements for new, modified or
relocated facilities to ensure that these facilities do not interfere with progress in attainment
of the national ambient air quality standards and that future economic growth in the
SCAQMD is not unnecessarily restricted. This regulation limits the emissions of non-
attainment contaminants and their precursors as well as ozone depleting compounds
(ODC) and ammonia by requiring the use of Best Available Control Technologies (BACT).
However, this regulation does not apply to NO, emissions from the MPP project, which are
regulated by Regulation XX (RECLAIM). The MPP has complied with all of the BACT
requirements of the Regulation. The Applicant is still in the process of obtaining all of its
required emission reduction credits.

Rule 1309.1 — Priority Reserve

The Applicant has stated that their due diligent attempt to obtain both PM;o and SO,
emission reduction credits has failed and that they plan to obtain emission reduction
credits from the Priority Reserve. The Applicant is also short CO emission reduction
credits and may use the Priority Reserve to obtain the necessary CO credits if attempt to
obtain traditional emission reduction credits fails. The Applicant is a municipal power
authority and is therefore exempt from the state contract requirements of this regulation.
The Applicant plans on being operational by the summer of 2004 and therefore is expected
to meet the requirement of being fully operation within 3 years of obtaining the Priority
Reserve credits. Notwithstanding any final revisions to the projects emissions estimates,
the Applicant will have to pay the SCAQMD the following non-refundable amounts to
secure the necessary Priority Reserve credits.

SCAQMD PM;,, Offsets 360 Ibs/day * $25,000 Ib/day = $9,000,000
Cooling Tower PM;, Burden 30 Ibs/day * $25,000 Ib/day = $750,000
SCAQMD SO, Offsets 31 Ibs/day * $8,900 Ib/day = $275,900

Total = $10,025,900
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The project is not yet fully funded and the Applicant has stated that they do not have the
ability to pay for these credits until after the Commission decision (assuming it is
favorable).

Requlation XVII — Prevention of Significant Deterioration

The PSD permit will be issued by the District as part of the Final Determination of
Compliance/Permit to Construct.

Reqgulation XX — Regional Clean Air Incentives Market (RECLAIM)

The MPP is in the process of obtaining all of its required RTCs and has complied with all
other aspects of the RECLAIM Regulation.

Requlation XXX — Title V Permits

The District will issue the Title V permit as part of the Permit to Construct after the
Commission has certified the project.

Requlation XXXl — Acid Rain Permits

The District will issue the Title IV Acid Rain permit as part of the Permit to Construct. Itis
expected that MPP will comply with the monitoring requirements of the acid rain provisions
with the use of gas meters in conjunction with gas analysis.

FACILITY CLOSURE

Eventually, the Magnolia Power Project will close, either as a result of the end of its useful
life, or through some unexpected situation, such as a natural disaster or catastrophic facility
breakdown. When the facility closes, then all sources of air emissions will cease and thus
all impacts associated with those emissions will no longer occur. The only other expected
emissions will be construction/demolition emissions from the dismantling activities. These
activities will be short term, nevertheless, staff recommends that a facility closure plan be
submitted to the Energy Commission Compliance Project Manager to demonstrate
compliance with applicable District Rules and Regulations during closure activities.

RESPONSE TO PUBLIC AND AGENCY COMMENTS

No written comments concerning air quality have been received from either the public or
from any public agency. The response to any comments received upon publication of this
Staff Assessment will be incorporated in an addendum to the Staff Assessment. Staff has
been working with SCAQMD staff during the permitting and licensing process in order to
both provide CEC staff concerns on the PDOC, and to incorporate relevant issues and
project technical details identified by SCAQMD staff in this Staff Assessment. Any
additional changes that result from SCAQMD or Applicant review of this document or
through identified revisions to the PDOC will be incorporated in an addendum to the Staff
Assessment.

CONCLUSIONS AND RECOMMENDATIONS
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The Applicant does not currently have a complete offset package that satisfies routine
SCAQMD permitting requirements. The Applicant has proposed to the District a plan to
secure all necessary offsets. The District will complete their Final Determination of
Compliance (FDOC) after the statutory comment periods. The District cannot issue the
Title V Permit until the Applicant provides a complete offset package and after the
Commission certifies the project. The Applicant’s offset package cannot be completed
until the bonds are issued by the Southern California Public Power Authority. Currently, the
Applicant has not identified sufficient NOy Reclaim Trading Credits. The Applicant will be
purchasing Priority Reserve Carbon Monoxide, Sulfur Dioxide, and PMio offset credits
from the District.

Staff recommends certification of the Magnolia Power Project only if the Applicant meets
its offset obligations and the District completes their FDOC. If those obligations are met,
then the staff recommends the following Conditions of Certification to address the impacts
associated with the construction and operation of the MPP.

As conditioned and with a District permit, the project is not expected to have any significant
air quality impacts.
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CONDITIONS OF CERTIFICATION

AIR QUALITY Table 24 correlates the District proposed conditions from the Preliminary
Determination of Compliance to the staff proposed Conditions of Certification. It is staff's
opinion that this table is necessary due to the complex nature of the District’s permitting
system. The table shows the staff conditions of certification in the left most column and the
corresponding District condition in the right most column. The middle column is a brief
description of the intent of each proposed condition.

AIR QUALITY Table 24
Commission Staff ~ District
Conditions of Certification

Commission | Notes | District
The following conditions concern the construction of the proposed project only.
AQ-C1 Construction fugitive dust mitigation plan requirement. NA
AQ-C2 Diesel construction equipment mitigation plan requirement. | NA
AQ-C3 Additional Applicant Specified Construction Mitigation NA
AQ-C4 Construction NO, Impact Mitigation Plan NA
The following conditions concern the gas turbines only
AQ-1 Ammonia injection monitoring. 12-1
AQ-2 SCR temperature monitoring. 12-2
AQ-3 SCR pressure monitoring. 12-3
AQ-4 Initial source testing requirement for the following pollutants: | 29-1
NO,, CO, SO,, ROG, PM,,, ammonia, acetaldehyde,
benzene, formaldehyde, and PAH.
AQ-5 Ongoing source testing requirement for ammonia. 29-2
Quarterly for first 12 months and annually thereafter.
AQ-6 Ongoing (every 3 years) source testing requirement for the 29-3
following pollutants: SO,, ROG and PM.
AQ-7 Source test requirements in addition to 29-1. 40-1
AQ-8 Vent gas to CO oxidation and SCR control. SCR must be 57-1
preheated prior to startup.
AQ-9 Monthly emissions limits. 63-1
AQ-10 Record keeping requirement for natural gas fuel use during | 67-1
commissioning.
AQ-11 Conditions for exemption of ammonia injection requirement. | 73-1
AQ-12 CEMS CO monitoring and reporting requirements 82-1
AQ-13 CEMS NO, monitoring and reporting requirements 82-2
AQ-14 CEMS NH; monitoring and reporting requirements 82-3
AQ-15 Exception for NO, limit (2.0 ppm) during commissioning, 99-1
startup, and shutdown periods. Limit on commissioning
(636 hours). Limit on startup (2.1 hours, 1 per day). Limit
on shutdown (30 minutes, 1 per day).
AQ-16 Exception for CO limit (2.0 ppm) during commissioning, 99-2
startup, and shutdown periods. Limit on commissioning
(636 hours). Limit on startup (2.1 hours, 1 per day). Limit
on shutdown (30 minutes, 1 per day).
AQ-17 Exception for NO, limit (122 lbs/MMCF) during 99-3
commissioning for no load and part load tests with turbine
operating at or below 60% load.
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Commission | Notes District
AQ-18 Exception for NO, limit (32.62 Ibs/MMCF) during 99-4
commissioning for mid load and full load tests with turbine
operating above 60% load, and during interim reporting
periods without duct firing. Limit on NO, CEMS certification
interim reporting period (12 months).
AQ-19 Exception for NO, limit (50.20 Ibs/MMCF) during interim 99-5
reporting periods with duct firing. Limit on NO, CEMS
certification interim reporting period (12 months).
AQ-20 Ammonia injection and SCR temperature monitoring 179-1
requirement.
AQ-21 SCR pressure monitoring requirement. 179-2
AQ-22 Equipment operation and maintenance requirement. 193-1
AQ-23 Hourly NO, limit (2.0 ppmvd @ 15% O,, 3 hour average) 195-1
AQ-24 Hourly CO limit (2.0 ppmvd @ 15% O,) 195-2
AQ-25 Hourly ammonia limit (5 ppmvd @ 15% O,) 195-3
AQ-37 Combustion contaminant emissions limitation. 327-1
The following conditions concern the auxiliary boiler
AQ-26 Fuel use limit (0.3 MMCF/month) 1-1
AQ-27 Requirement for non-resettable totalizing fuel meter 12-4
AQ-28 Initial source testing requirement for NO, and CO. 29-4
AQ-29 Ongoing (annually) source testing requirement for NO, and 29-5
CO.
AQ-30 Source testing report requirements 40-2
AQ-31 Hourly NO, limit (9.0 ppmvd @ 3% O,) 195-4
AQ-32 Hourly CO limit (50 ppmvd @ 3% O,) 195-5
The following conditions concern the ammonia storage tank only
AQ-33 Venting limitation. 144-1
AQ-34 Pressure relief valve setting (25 psig). 157-1
The following conditions apply to all devices subject to RECLAIM
AQ-35 Opacity limitation. F9-1
AQ-36 Requires MPP to retain adequate RTCs for operation of 296-1
turbines.
The following are conditions identified by CEC Staff to meet CEQA requirements
AQ-37 Requires that the project owner provide offset NA
documentation.
AQ-38 Requires cooling tower water testing to ensure emission NA
estimates for the cooling tower are not underestimated.
AQ-40 Specifies cooling tower PM,, emission limit (30 Ibs/day) NA
and requires cooling tower emissions to be estimated and
reported.
AQ-41 Requires MPP to obtain additional PMy, emission reduction | NA
credits to mitigate the cooling tower PM,, emissions.
AQ-42 Quarterly Reporting Requirement. NA
AQ-43 Requires MPP to prepare and implement an initial NA
commissioning plan to mitigate potential 1-hour NO,
violations.

NA — not applicable.

Staff is requesting that two modifications be made to the District Permit Conditions, and
these requests are reflected in the conditions provided in this assessment. The Applicant
provided an auxiliary boiler CO emission limit of 50 ppm, rather than the 100 ppm provided
in District condition 195-5 (Condition of Certification AQ-32). Additionally, the Applicant

AIR QUALITY 3.1-52 January 9, 2002



has stated that they are willing to meet the NOx emission limit of 2.0 ppm for the CTG on a
1-hour average basis, rather than the 3-hour average basis provided in District
Condition195-1 (Condition of Certification AQ-23).

STAFF CONSTRUCTION CONDITIONS

Prior to breaking ground at the project site, the project owner shall prepare a Construction
Fugitive Dust Mitigation Plan that will specifically identify fugitive dust mitigation measures
that will be employed for construction activities at the Magnolia Power Project site and
related facilities (MPP 2001a, page 5.2-84).

The Construction Fugitive Dust Mitigation Plan shall specifically identify measures to limit
fugitive dust emissions from construction of the project site and linear facilities. Measures
that should be addressed include the following:

identification of the employee parking area(s) and surface of the parking area(s);
frequency of watering of unpaved roads and disturbed areas;

application of chemical dust suppressants;

use of gravel in high traffic areas;

use of paved access aprons;

use of sandbags to prevent run off;

use of posted speed limit signs limiting speed to 10 MPH;

use of wheel washing areas prior to large trucks leaving the project site;

methods that will be used to clean tracked-out mud and dirt from the project site
onto public roads;

use of windbreaks at appropriate locations;
suspension of all earth moving activities under windy conditions; and,

use of on-site monitoring devices.

At least sixty (60) days prior to breaking ground at the project site, the project owner shall
provide the California Energy Commission Compliance Project Manager (CPM) with a
copy of the Construction Fugitive Dust Mitigation Plan for approval.

The project owner shall mitigate, to the extent practical, construction related emission
impacts from off-road, diesel-fired construction equipment. Available measures that may
be used to mitigate construction impacts include the following:

Catalyzed Diesel Particulate Filters (CDPF);
Ultra-Low-Sulfur Diesel fuel, with a sulfur content of 15 ppm or less (ULSD);

Diesel engines certified to EPA and CARB 1996 or newer off-road equipment
emission standards.
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Additionally, the project owner shall restrict idle time, to the extent practical, to no more than
5 minutes.

The use of each mitigation measure is to be determined in advance by a Construction
Mitigation Manager (CMM), who will be available at the project site(s). The CMM must be
approved by the CPM prior to the submission of any reports.

The CMM shall submit the following reports to the CPM for approval:
Construction Mitigation Plan

Reports of Change and Mitigation Implementation

Reports of Emergency Termination of Mitigation, as necessary

Diesel Construction Equipment Mitigation Plan:

The Construction Mitigation Plan shall be submitted to the CPM for approval prior to rough
grading on the project site, and must include the following:

1) A list of all diesel fueled, off-road, stationary or portable construction-related
equipment to be used either on the project construction site or the construction sites
of the related linear facilities. Equipment used less than a total of 10 consecutive
days need not be included in this list.

2) Each piece of construction equipment listed under item (1) must demonstrate
compliance with the following mitigation requirements:

Engine Size 1996 CARB or EPA
(BHP) Certified Engine Required Mitigation

<or =100 - _Yesor No - _ULSD

>100 - Yes - ULSD

>100 - No - ULSD and CDPF,
if suitable as
determined by the
CMM

If compliance can not be demonstrated as specified under item (2), then the project
owner may appeal for relief to the CPM. However, the owner must demonstrate that
they have made a good faith effort to comply as specified under item (2).

Report of Change and Mitigation Implementation

Following the initiation of construction activities, and if changes to mitigation measures are
necessary, the CMM shall submit a Report of Change and Mitigation Implementation to the
CPM for approval. This report must contain at a minimum the cause of any deviation from
the Construction Mitigation Plan, and verification of any Construction Mitigation Plan
measures that were implemented.
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The following is acceptable proof of compliance, other methods of proof of compliance
must be approved by the CPM.

1) EPA or CARB 1996 off-road equipment emission standards:
A copy of the certificate from EPA or CARB.
2) Purchase and use of ultra-low-sulfur fuel (15 ppm or less).

Receipt or other documentation indicating type and amount of fuel purchased, from
whom, where delivered and on what date; and

A copy of the text included in the contract agreement with all contractors and sub-
contractors for use of the ultra-low-sulfur fuel in diesel burning construction
equipment as identified in the Construction Mitigation Plan.

3) Installation of CDPF:

The suitability of the use of CDPFs is to be determined by a qualified mechanic or
engineer who must submit a report to the CPM for approval.

Installation is to be verified by a qualified mechanic or engineer.
4) Construction equipment engine idle time:

A copy of the text included in the contract agreement with all contractors and sub-
contractors to keep engine idle time to 5 minutes or less to the extent practical.

Report of Emergency Termination of Mitigation

If a specific mitigation measure is determined to be detrimental to a piece of construction
equipment or is determined to be causing significant delays in the construction schedule of
the project or the associated linear facilities, the mitigation measure may be terminated
immediately. However, notification containing an explanation for the cause of the
termination must be sent to the CPM for approval. All such causes are restricted to one of
the following justifications and must be identified in any Report of Emergency Termination
of Mitigation.

The measure is excessively reducing normal availability of the construction
equipment due to increased downtime for maintenance, and/or power output due to
an excessive increase in back pressure.

The measure is causing or is reasonably expected to cause significant engine
damage.

The measure is causing or is reasonably expected to cause a significant risk to
nearby workers or the public.

Any other seriously detrimental cause which has approval by the CPM prior to the
change being implemented.

The project owner will submit to the CPM for approval the qualifications of the CMM at least
45 days prior to the due date for the Diesel Construction Equipment Mitigation Plan. The
project owner will submit the Diesel Construction Equipment Mitigation Plan to the CPM for
approval 30 calendar days prior to rough grading on the project site or start of construction
on any associated linear facilities. The project owner will submit the Report of Change and
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Mitigation Implementation to the CPM for approval no later than 10 working days following
the use of the specific construction equipment on either the project site or the associated
linear facilities. The project owner will submit a Report of Emergency Termination of
Mitigation to the CPM for approval, as required, no later than 10 working days following the
termination of the identified mitigation measure. The CPM will monitor the approval of all
reports submitted by the project owner in consultation with CARB, limiting the review time
for any one report to no more than 20 working days.

AQ-C1 In addition to the above mitigation measures, the following additional mitigation
measures shall be employed, as practical, during construction:

Stepwise operation, with not all of the equipment operating at the same time
wherever feasible and practical

Construction management techniques to minimize emissions will be employed and
may include the following:

Increasing distance between emission sources;
Phased schedule for construction activities ;

Utilizing existing power poles rather than temporary internal combustion engine
power generators;

Equipment may employ high pressure fuel injection system or engine timing
retardation

The above mitigation measures are in addition to AQ-C1 and AQ-C2. These measures
should only be used when they do not conflict with the requirements of AQ-C1 and AQ-C2,
and/or to the extent that they provide additional emissions mitigation beyond that required
by AQ-C1 and AQ-C2.

The project owner/operator shall include a discussion of the implementation of these and
any other emission reduction methods not specified in AQ-C1 and AQ-C2 with the
Construction Fugitive Dust Mitigation Plan and the Diesel Construction Equipment
Mitigation Plan as appropriate (see Verification for AQ-C1 and AQ-C2).

AQ-C2  The project owner shall develop a Construction NO, Impact Mitigation Plan that
will assure that the 1-hour NO, standard will not be exceeded during the project
construction. This plan will first employ a revised and rigorous modeling analysis of the
construction NO, emissions using relevant updated NO, background concentrations
and updated NO, emission estimates as its basis to determine the location and timing
of potential 1-hour NO, violations. Additionally, other forecasted concurrent on-site
construction activities (i.e. LM6000 turbine construction) will be included in this
modeling analysis. Using this modeling analysis the mitigation plan can employ the
timing of high emission activities to coincide with low background concentrations,
timing of high emission impact activities with ambient conditions that will reduce the
impact from the construction emissions, or any other method that will assure that the 1-
hour NO, standard will not be exceeded during the project’s construction. The
project’'s CMM will be responsible for the implementation of the Construction NO,
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Impact Mitigation Plan. Please note that if the revised modeling analysis, as approved
by the CPM, does not predict any 1-hour NO2 standard exceedances then that
analysis completes the requirements of the Construction NO, Impact Mitigation Plan.

The project owner will submit to the CPM for approval the construction modeling protocol
30 days prior to conducting the revised construction modeling analysis. The project owner
shall then submit the modeling analysis and Construction NO, Impact Mitigation Plan for
approval 30 calendar days prior to initiating the construction activities.

DISTRICT PRELIMINARY DETERMINATION OF COMPLIANCE
CONDITIONS

1,908 MMBtu/hr Gas Turbine (ID No. D3) (A/N 386305) No. 1 GE Model PG7241FA
with Dry Low NOx combustors connected directly to a 181.1 MW Electric Generator
(ID No. B4) and Heat Recovery Steam Generator (ID No. B6) with 630 MMBTU/HR
Duct Burners (ID No. D5) connected to a 147 MW Steam Turbine (ID No. B7).
Selective Catalytic Reduction (ID No. C9) (A/N 386306) with 1,100 cubic feet of total
volume, 67 feet height, 1.33 feet long, 26 feet wide with an ammonia injection grid (ID
No. B10) and CO oxidation catalyst (ID No. C8) with 360 cubic feet of total volume
connected to an exhaust stack (ID No. S11) (A/N 386306) No. 1.

The District has not yet completed its FDOC, and conditions from the PDOC may be
revised or new conditions appended to the FDOC. Any changes to the PDOC conditions
reflected in the FDOC will be appended to the Conditions of Certification when they
become available.

AQ-1 The operator shall install and maintain a(n) flow meter to accurately indicate the
flow rate of the total hourly throughput of injected ammonia (NH3).

The operator shall also install and maintain a device to continuously record the
parameter being measured. The measuring device or gauge shall be accurate to
within plus or minus 5 percent. It shall be calibrated once every twelve months.

The project owner shall make the site available for inspection by representatives of the
District, California Air Resources Board (CARB), the United States Environmental
Protection Agency (EPA) and the California Energy Commission (Commission).

AQ-2 The operator shall install and maintain a(n) temperature gauge to accurately
indicate the temperature in the exhaust at the inlet to the SCR reactor. The operator
shall also install and maintain a device to continuously record the parameter being
measured. The measuring device or gauge shall be accurate to within plus or minus 5
percent. It shall be calibrated once every twelve months.

The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission.

AQ-3 The operator shall install and maintain a(n) pressure gauge to accurately indicate
the differential pressure across the SCR catalyst bed in inches water column. The
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operator shall also install and maintain a device to continuously record the parameter
being measured. The measuring device or gauge shall be accurate to within plus or
minus 5 percent. It shall be calibrated once every twelve months.

The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission.

AQ-4 The operator shall conduct source test(s) for the pollutant(s) identified below.

Pollutant Method Averaging Time

NOXx District Method 100.1 1 hour

CO District Method 100.1 1 hour

SOx District Approved Method District Approved Avg. Time
ROG District Approved Method 1 hour

PM District Approved Method District Approved Avg. Time
NH3 District Method 207.1 and 5.3 1 hour

or EPA Method 17

Acetaldehyde District Approved Method District Approved Avg. Time
Benzene District Approved Method District Approved Avg. Time
Formaldehyde District Approved Method District Approved Avg. Time
PAH District Approved Method District Approved Avg. Time

The test shall be conducted after District approval of the source test protocol, but no
later than 180 days after initial startup. The District shall be notified of the date and
time of the test at least 10 days prior to the test.

The test shall be conducted to determine the oxygen levels in the exhaust. In addition,
the tests shall measure the fuel flow rate (CFH), the flue gas flow rate, and the turbine
and steam turbine generating output in MW.

The test shall be conducted in accordance with a District approved source test
protocol. The protocol shall be submitted to the AQMD engineer no later than 45 days
before the proposed test date and shall be approved by the District before the test
commences. The test protocol shall include the proposed operating conditions of the
turbine during the tests, the identity of the testing lab, a statement from the testing lab
certifying that it meets the criteria of Rule 304, and a description of all sampling and
analytical procedures.

The test shall be conducted with and without duct firing when this equipment is
operating at loads of 100, 75, and 50 percent of maximum load for the NOx, CO, VOC
and ammonia tests. For all other pollutants, the test shall be conducted with and
without duct firing at 100% load only.

The project owner/operator shall submit the proposed protocol for the initial source
tests 45 days prior to the proposed source test date to the AQMD engineer, and also
to the California Energy Commission Compliance Project Manager (CPM) for
approval. The project owner shall notify the District and the CPM no later than 10 days
prior to the proposed initial source test date and time.
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AQ-5 The operator shall conduct source test(s) for the pollutant(s) identified below.

Pollutant Method Averaging Time
NH3 District Method 207.1 and 5.3 1 hour
or EPA Method 17

The test shall be conducted and the results submitted to the District within 60 days
after the test date. The AQMD shall be notified of the date and time of the test at least
7 days prior to the test.

The test shall be conducted at least quarterly during the first twelve months of operation
and at least annually thereafter. The NOx concentration, as determined by the certified
CEMS, shall be simultaneously recorded during the ammonia slip test. If the CEMS is
inoperable or not yet certified, a test shall be conducted to determine the NOx
emissions using District Method 100.1 measured over a 60 minute averaging time
period.

The test shall be conducted to demonstrate compliance with the Rule 1303
concentration limit.

The project owner/operator shall submit test results to the District and CPM no later
than 60 days following the source test date and notify the District and CPM no later
than 7 days prior to the source test date and time.

AQ-6 The operator shall conduct source test(s) for the pollutant(s) identified below.

Pollutant Method Averaging Time

SOx District Approved Method District Approved Avg. Time
ROG District Approved Method 1 hour

PM District Approved Method District Approved Avg. Time

The test(s) shall be conducted at least once every three years.

The test shall be conducted and the results submitted to the District within 60 days
after the test date. The AQMD shall be notified of the date and time of the test at least
10 days prior to the test.

The test shall be conducted with and without duct firing when this equipment is
operating at 100 percent load.

The test shall be conducted to demonstrate compliance with the Rule 1303
concentration and/or monthly emissions limit.

The project owner shall submit test results to the District and CPM no later than 60

days following the source test date and notify the District and CPM no later than 10
days prior to the source test date and time.
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AQ-7 The owner/operator shall provide to the District a source test report in accordance
with the following specifications:

Source test results shall be submitted to the District no later than 60 days after the
source test was conducted.

Emission data shall be expressed in terms of concentration (ppmv), corrected to 15
percent oxygen (dry basis), mass rate (lbs/hr), and lbs/MM cubic feet. In addition,
solid PM emissions, if required to be tested, shall also be reported in terms of
grains per DSCF.

All exhaust flow rate shall be expressed in terms of dry standard cubic feet per
minute (DSCFM) and dry actual cubic feet per minute (DACFM).

All moisture concentration shall be expressed in terms of percent corrected to 15
percent oxygen.

Source test results shall also include the oxygen levels in the exhaust, the fuel flow
rate (CFH), the flue gas temperature, and the generator power output (MW) under
which the test was conducted.

The project owner/operator shall submit test results to the District and CPM no later
than 60 days following the source test date.

AQ-8 The operator shall vent this equipment to the CO oxidation and SCR control
whenever this equipment is in operation. The turbine shall not begin startup until the
SCR catalyst has been preheated to a temperature of at least 450° Fahrenheit. This
condition shall not apply during the turbine commissioning period.

The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission.

AQ-9 The operator shall limit emissions from this equipment as follows:

Contaminant Emissions Limit

CO 10,664 LBS IN ANY 1 MONTH
PMy, 10,800 LBS IN ANY 1 MONTH
VOC 3,171 LBS IN ANY 1 MONTH
SO, 932 LBS IN ANY 1 MONTH

The operator shall calculate the emission limit(s) by using monthly fuel use data and
the following emission factors: PM10 with duct firing 7.29 Ibs/MMscf, PM10 without
duct firing 6.42 lbs/MMscf , VOC with duct firing 2.10 Ibs/MMscf, VOC without duct
firing 1.51 Ibs/MMscf, VOC startups 25 Ibs/event, VOC shutdowns 17 Ibs/event, SOx
0.60 Ibs/mmscf.

Duct burner fuel usage shall not exceed 222 MMscf per month and 618 MMscf per
year. Written records of duct burner operation and fuel usage shall be maintained and
made available upon request from AQMD.
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The operator shall calculate the emission limit(s) for CO, during the commissioning
period, using fuel use data and the following emission factors: 256 Ibs/MMscf during
the no load and part load tests when the turbine is operating at or below 60 percent
load, and 16 Ibs/MMscf during the mid load and full load tests when the turbine is
operating at greater than 60 percent load.

The operator shall calculate the emission limit(s) for CO, after the commissioning
period and prior to the CO CEMS certification, using fuel use data and the following
emission factors: 428 Ibs/event for hot startups, 300 Ibs/event for warm startups, 120
Ibs/event for shutdowns, and 4.45 Ibs/MMscf for all other operations.

The operator shall calculate the emission limit(s) for CO, after the CO CEMS
certification, based on readings from the certified CEMS. In the event the CO CEMS
iS not operating or the emissions exceed the valid upper range of the analyzer, the
emissions shall be calculated in accordance with the approved CEMS plan.

The project owner/operator shall submit the monthly fuel use data and emissions
calculations to the District and the CPM in the Quarterly Operation Reports (AQ-42).

AQ-10 The operator shall keep records, in a manner approved by the District, for the
following parameter(s) or item(s):

Natural gas fuel use during the commissioning period.

The project owner/operator shall report natural gas fuel use to the District and CPM no
later than 10 days following the termination of the initial commissioning activities.

AQ-11 The operator may, at his discretion, chose not to use ammonia injection if any of
the following requirement(s) are met:

The inlet exhaust temperature to the SCR is 450 degrees F or less, not to
exceed 2.1 hours during a warm startup, 1.5 hours during a hot startup, and 0.5 hours
during a shutdown.

The project owner/operator shall submit the ammonia injection data to the District and
the CPM in the Quarterly Operation Reports (AQ-42).

AQ-12 The operator shall install and maintain a CEMS to measure the following
parameters:

CO concentration in ppmv.
Concentrations shall be corrected to 15 percent oxygen on a dry basis.

The CEMS will convert the actual CO concentrations to mass emission rates (Ibs/hr)
and record the hourly emission rates on a continuous basis.
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The CEMS shall be installed and operated, in accordance with an approved AQMD
Rule 218 CEMS plan application. The operator shall not install the CEMS

prior to receiving initial approval from AQMD.

The CEMS shall be installed and operated to measure CO concentration over a 15
minute averaging time period.

The CEMS shall be installed and operating no later than 90 days after initial startup
of the turbine.

The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission.

AQ-13 The operator shall install and maintain a CEMS to measure the following
parameters:

NOx concentration in ppmv.
Concentrations shall be corrected to 15 percent oxygen on a dry basis.

The CEMS shall be installed and operating no later than 12 months after initial
startup of the turbine and shall comply with the requirements of Rule 2012. During
the interim period between the initial startup and the provisional certification date of
the CEMS, the operator shall comply with the monitoring requirements of Rule
2012(h)(2) and 2012(h)(3). Within two weeks of the turbine startup date, the
operator shall provide written notification to the District of the exact date of startup.

The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission. The operator
shall provide written notification of startup date to the District and CPM within 14
days of the turbine startup date.

AQ-14 The operator shall install and maintain a CEMS to measure the following
parameters:

NH3 concentration in ppmv.
Concentrations shall be corrected to 15 percent oxygen on a dry basis.

The CEMS shall be installed and operated to measure NH3 concentration over a
15 minute averaging time period.

The CEMS shall be installed and operating no later than 90 days after initial startup
of the turbine.

The CEMS shall be installed and operated, in accordance with an AQMD
approved CEMS plan application. The operator shall not install the CEMS prior to
receiving initial approval from AQMD.

The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission.
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AQ-15 The 2.0 PPM NOx emission limit(s) shall not apply during turbine commissioning,
startup, and shutdown periods. Startup time shall not exceed 2.1 hours per startup and
the number of startups shall not exceed one per day. Shutdown time shall not exceed
30 minutes per shutdown and the number of shutdowns shall not exceed one per day.
The commissioning period shall not exceed 636 operating hours from the date of initial
startup. The operator shall provide the AQMD with written notification of the startup
date. Written records of commissioning, startups, and shutdowns shall be maintained
and made available upon request from AQMD.

The project owner/operator shall maintain records of NO, emission limits during
commissioning, startups, and shutdowns for inspection by representatives of the
District, CARB, EPA and the Commission. The project owner shall provide written
notification of startup date to the District and CPM within 14 days of the turbine startup
date.

AQ-16 The 2.0 PPM CO emission limit(s) shall not apply during turbine commissioning,
startup, and shutdown periods. Startup time shall not exceed 2.1 hours per startup and
the number of startups shall not exceed one per day. Shutdown time shall not exceed
30 minutes per shutdown and the number of shutdowns shall not exceed one per day.
The commissioning period shall not exceed 636 operating hours from the date of initial
startup. The operator shall provide the AQMD with written notification of the initial
startup date. Written records of commissioning, startups, and shutdowns shall be
maintained and made available upon request from AQMD.

The project owner/operator shall maintain records of CO emission limits during
commissioning, startups, and shutdowns for inspection by representatives of the
District, CARB, EPA and the Commission. The project owner shall provide written
notification of startup date to the District and CPM within 14 days of the turbine startup
date.

AQ-17 The 122 LBS/MMCF NOx emission limit(s) shall only apply during the turbine
commissioning period during the no load and part load tests when the turbine is
operating at or below 60% load to report RECLAIM emissions.

The project owner/operator shall report the turbine loading conditions (as a percent of
maximum), duration of loading conditions (hours), and total NO, emissions during
loading conditions (Ibs) from initial commissioning to the District and CPM no later
than 10 days following the termination of initial commissioning period. The project
owner/operator shall submit total NOx emissions reports to the District and CPM as
part of the Quarterly Operational Reports as described in Conditions AQ-42.

AQ-18 The 32.62 LBS/MMCF NOx emission limit(s) shall only apply during the turbine
commissioning period during the mid load and full load tests when the turbine is
operating above 60% load, and during the interim reporting period when the turbine is
operating without duct firing to report RECLAIM emissions. The interim reporting
period shall not exceed 12 months from the initial startup date.
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The project owner/operator shall report the turbine loading conditions (as a percent of
maximum), duration of loading conditions (hours), and total NO, emissions during
loading conditions (Ibs) from initial commissioning to the District and CPM no later
than 10 days following the termination of initial commissioning period. The project
owner/operator shall submit total NOx emissions reports to the District and CPM as
part of the Quarterly Operational Reports as described in Conditions AQ-42.

AQ-19 The 50.20 LBS/MMCF NOx emission limit(s) shall only apply during the interim
reporting period when the turbine is operating with duct firing to report RECLAIM
emissions. The interim reporting period shall not exceed 12 months from the initial
startup date.

The project owner/operator shall submit total NOx emissions reports to the District and
CPM as part of the Quarterly Operational Reports as described in Conditions AQ-42.

AQ-20 For the purpose of the following condition number(s) continuously record shall be
defined as recording at least once every hour and shall be calculated based upon the
average of the continuous monitoring for that hour.

Condition AQ-1
Condition AQ-2

The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission.

AQ-21 For the purpose of the following condition number(s) continuously record shall be
defined as recording at least once every hour and shall be calculated based upon the
average of the continuous monitoring for that month.

Condition AQ-3

The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission.

AQ-22 The operator shall upon completion of construction, operate and maintain this
equipment according to the following specifications:

In accordance with all mitigation measures stipulated in the Final Energy Commission
Decision for AFCO1-AFC-6.

The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission.

AQ-23 The 2.0 PPMV NOx emission limit(s) are averaged over 1-hour at 15 percent
oxygen, dry.
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The project owner/operator shall submit to the District and CPM emissions calculations to
demonstrate compliance for the NOy limits in the Quarterly Operational Reports (see AQ-
42)

AQ-24 The 2.0 PPMV CO emission limit(s) are averaged over 1 hour at 15 percent
oxygen, dry.

The project owner/operator shall submit to the District and CPM emissions
calculations to demonstrate compliance for the CO limits in the Quarterly Operational
Reports (see AQ-42)

AQ-25 The 5 PPMV NH3 emissions limit(s) are averaged over 1 hour at 15 percent
oxygen, dry.

The project owner/operator shall submit to the District and CPM emissions
calculations to demonstrate compliance for the NH; limits in the Quarterly Operational
Reports (see AQ-42)

The following Conditions of Certification pertain to the following equipment: 25.2
MMBtu/hr Auxiliary boiler (ID No. D2)(A/N 386308) Universal Boiler Works, Model BF
600S1

AQ-26 The operator shall limit the fuel usage to no more than 0.3 MM cubic feet per
month.

The project owner/operator shall submit to the District and CPM natural gas fuel
consumption per month as part the Quarterly Operational Reports (see AQ-42)

The operator shall install and maintain a(n) non-resettable totalizing fuel meter to
accurately indicate the fuel flow to the boiler.

The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission.

AQ-27 The operator shall conduct source test(s) for the pollutant(s) identified below.

Pollutant Method Averaging Time
NOXx District Method 100.1 | 1 hour
CcO District Method 100.1 | 1 hour

The test shall be conducted after District approval of the source test protocol, but no
later than 180 days after initial startup. The District shall be notified of the date and
time of the test at least 10 days prior to the test.

The test shall be conducted to determine the oxygen levels in the exhaust. In addition,
the tests shall measure the fuel flow rate (CFH) and the flue gas flow rate.
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The test shall be conducted in accordance with a District approved source test
protocol. The protocol shall be submitted to the AQMD engineer no later than 45 days
before the proposed test date and shall be approved by the District before the test
commences. The test protocol shall include the proposed operating conditions of the
boiler during the tests, the identity of the testing lab, a statement from the testing lab
certifying that it meets the criteria of Rule 304, and a description of all sampling and
analytical procedures.

The test shall be conducted when this equipment is operating at maximum, minimum,
and normal operation. Normal operation shall include periods at all loads normally
encountered.

The project owner/operator shall submit the proposed protocol for the initial source
tests 45 days prior to the proposed source test date to the AQMD engineer, and also
to the CPM for approval. The project owner shall notify the District and CPM no later
than 10 days prior to the proposed initial source test date and time.

AQ-28 The operator shall conduct source test(s) for the pollutant(s) identified below.

Pollutant Method Averaging Time
NOXx District Method 100.1 | 1 hour
CcO District Method 100.1 | 1 hour

The test(s) shall be conducted at least once every calendar year.

The test shall be conducted and the results submitted to the District within 60 days
after the test date. The AQMD shall be notified of the date and time of the test at least
7 days prior to the test.

The test shall be conducted to demonstrate compliance with the Rule 1303 and 2005
concentration limits.

The project owner/operator shall submit test results to the District and CPM no later
than 60 days following the source test date and notify the District and CPM no later
than 10 days prior to the source test date and time.

AQ-29 The operator shall provide to the District a source test report in accordance with
the following specifications:

Source test results shall be submitted to the District no later than 60 days after the
source test was conducted.

Emission data shall be expressed in terms of concentration (ppmv), corrected to 3
percent oxygen (dry basis) and mass rate (lbs/hr).

All exhaust flow rate shall be expressed in terms of dry standard cubic feet per
minute (DSCFM) and dry actual cubic feet per minute (DACFM).

All moisture concentration shall be expressed in terms of percent corrected to 15
percent oxygen.
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Source test results shall also include the fuel flow rate (CFH) and the flue gas
temperature under which the test was conducted.

The project owner/operator shall submit test results to the District and CPM no later
than 60 days following the source test date.

AQ-30 The 9.0 PPMV NOx emission limit(s) are averaged over 1 hour at 3 percent
oxygen, dry.

The project owner/operator shall submit to the District and CPM emissions
calculations to demonstrate compliance for the NOy limits in the Quarterly Operational
Reports (see AQ-42).

AQ-31 The 50 PPMV CO emission limit(s) are averaged over 1 hour at 3 percent oxygen,
dry.

The project owner/operator shall submit to the District and CPM emissions
calculations to demonstrate compliance for the CO limits in the Quarterly Operational
Reports (see AQ-42).

The following Conditions of Certification pertain to the following equipment:12,000
gallon Ammonia Storage Tank (ID No. D1) (A/N 386307)

AQ-32 The operator shall vent this equipment, during filling, only to the vessel from which it
is being filled.

The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission.

AQ-33 The operator shall install and maintain a pressure relief valve set at 25 psig.

The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission.

The following Conditions of Certification pertain to all devices with produce
criteria air emissions (NOy, SOy, CO and PMyy):

AQ-34 Except for open abrasive blasting operations, the operator shall not discharge into
the atmosphere from any single source of emissions whatsoever any air contaminant
for a period or periods aggregating more than three minutes in any one hour which is:

As dark or darker in shade as that designated No.1 on the Ringelmann Chart, as
published by the United States Bureau of Mines; or

Of such opacity as to obscure an observer’s view to a degree equal to or greater
than does smoke described in subparagraph (a) of this condition.
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The project owner/operator shall make the site available for inspection by
representatives of the District, CARB, EPA and the Commission.

AQ-35 This equipment shall not be operated unless the operator demonstrates to the
Executive Officer that the facility holds sufficient RTCs to offset the prorated annual
emissions increase for the first compliance year of operation. In addition, this
equipment shall not be operated unless the operator demonstrates to the Executive
Officer that, at the commencement of each compliance year after the first compliance
year of operation, the facility holds sufficient RTCs in an amount equal to the annual
emissions increase.

The project owner/operator shall submit to the District and CPM records of all RTCs
held for the Magnolia Power Project facility prior to first fire and then annually in the
fourth Quarterly Operational Report (see AQ-42).

AQ-36 For the purpose of determining compliance with District Rule 475, combustion
contaminant emissions may exceed the concentration limit or the mass emission limit
listed, but not both limits at the same time.

The project owner/operator shall to the District and CPM submit combustion
contaminant emissions (concentration and mass rate) as part the Quarterly
Operational Reports (see AQ-42)

STAFF OPERATION CONDITIONS

AQ-37 The project owner shall provide emission reduction credits to offset turbine and
auxiliary boiler CO, VOC, SO, and PM,, emissions as specified by the District.

The project owner/operator shall submit to the CPM records showing that the project’s
District regulated emission reduction credit requirements have been met 30 days prior
to turbine first fire.

AQ-38 The project owner shall perform quarterly cooling tower recirculating water quality
testing for total solids content (total dissolved and undissolved solids). The project
owner shall also provide a flow meter to determine the daily cooling tower circulating
water flow.

The project owner/operator shall submit to the CPM cooling tower recirculating water
quality tests and daily recirculating water flow as part the Quarterly Operational Reports
(see AQ-42)

AQ-39 The cooling tower daily PM;o emissions shall be limited to 30 Ibs/day. The project
owner shall estimate daily PM,, emissions from the cooling tower using the water
quality testing data and recirculating water flow data as required in AQ-39.

The project owner/operator shall submit to the CPM daily cooling tower PM;, emission
estimates as part the Quarterly Operational Reports (see AQ-42).
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AQ-40 The project owner shall provide, for CEQA mitigation, PM;, emission offsets, in the
quantity of 30 Ibs/day to mitigate the cooling tower PM;, emissions. These emission
offsets may come from the Priority Reserve, if allowed by the District, or through the
use of traditional PM,, emission reduction credits. Optionally, this requirement can be
met by showing that an equivalent of 390 Ibs/day of total emission reduction credits
have been surrendered for the project as a whole.

The project owner shall provide documentation that they have surrendered the required
PM;o emission offsets to the CPM 30 days prior to the start of construction.

AQ-41 The project owner shall compile quarterly operating reports containing the
operating and emission estimation data as required in Conditions AQ-1 through AQ-
43.

The project owner will submit to the District and the CPM the quarterly operating
reports within 30 calendar days of the end of each calendar quarter.

AQ-42 The project owner shall develop an Initial Commissioning Mitigation Plan that will
assure that the 1-hour NO, standard will not be exceeded during initial commissioning.
This plan will use updated NO, background concentrations and updated NO, emission
estimates as its basis. The plan can employ the timing of high emission impact
activities to coincide with low background concentrations, timing of high emission
impact activities with ambient conditions that will reduce the impact from the
commissioning emission, or any other method that will assure that the 1-hour NO,
standard will not be exceeded during initial commissioning.

The project owner will submit to the CPM for approval the Initial Commissioning
Mitigation Plan 30 calendar days prior to initiating the initial commissioning activities.
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BIOLOGICAL RESOURCES

Testimony of Julie Colyer and Natasha Nelson

INTRODUCTION

This section provides the Energy Commission staff’s (staff's) analysis of potential
impacts to biological resources from the Southern California Public Power Authority’s
(SCPPA) proposal for the construction and operation of a new combined cycle plant at
the City of Burbank (COB) power plant complex that has been in operation since 1941.
This analysis is primarily directed toward impacts to state and federally listed species,
species of special concern, wetlands, and other areas of critical biological concern.
This analysis presents information regarding the affected biotic community, the potential
environmental impacts associated with the construction and operation of the proposed
project, and where necessary, specifies mitigation planning and compensation
measures to reduce potential impacts to non-significant levels. This analysis also
determines compliance with applicable laws, ordinances, regulations and standards
(LORS), and specifies conditions of certification.

This analysis is based, in part, on information provided from Southern California Public
Power Authority’s Application For Certification (AFC) for the Magnolia Power Project
(MPP) (MPP 2001a, AFC Section 5.6 and Appendix L), supplemental AFC material
submitted September 4, 2001 (MPP 2001f), staff’'s October 29, 2001 site visit, and Data
Request Responses (MPP 2001Kk).

LAWS, ORDINANCES, REGULATIONS, AND STANDARDS (LORS)

The applicant will need to abide by the following laws, ordinances, regulations, and
standards during project construction and operation.

FEDERAL

Endangered Species Act of 1973

Title 16, United States Code, section 1531 et seq., and Title 50, Code of Federal
Regulations, part 17.1 et seq., designate and provide for protection of threatened and
endangered plant and animal species, and their critical habitat.

Migratory Bird Treaty Act

Title 16, United States Code, sections 703 through 711 make it unlawful to take or
possess any migratory nongame bird as designated in the Migratory Bird Treaty Act or
any part of such migratory nongame bird.

Clean Water Act of 1977

Title 33, United States Code, sections 1251-1376, and Code of Federal Regulations,
part 30, section 330.5(a)(26), requires the permitting and monitoring of all discharges to
surface water bodies. Section 404 requires permits from the U.S. Army Corps of
Engineers for discharges from dredged or fill materials into waters of the U.S., including
wetlands, and Section 401 requires permits from the state’s water quality control boards
for the discharge of pollutants are issued under the authority of this Act.
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STATE
California Endangered Species Act of 1984

Fish and Game Code, sections 2050 through 2098, protect California’s rare, threatened,
and endangered species.

California Code of Requlations

California Code of Regulations Title 14, Division 1, Subdivision 3, Chapter 3 sections
670.2 and 670.5, list the plants and animals of California that are declared as rare,
threatened, or endangered.

Fully Protected Species

Fish and Game Code, sections 3511, 4700, 5050, and 5515, designate certain species
as fully protected and prohibits the take of such species or their habitat unless for
scientific purposes (see also California Code of Regulations Title 14, Division 1,
Subdivision 3, Chapter 3, section 670.7).

Nest or EqQs

Fish and Game Code section 3503 protects California’s birds by making it unlawful to
take, possess, or needlessly destroy the nest or eggs of any bird.

Migratory Birds

Fish and Game Code section 3513 protects California’s migratory birds by making it
unlawful to take or possess any migratory nongame bird as designated in the Migratory
Bird Treaty Act or any part of such migratory nongame bird.

Significant Natural Areas

Fish and Game Code section 1930 et seq. designates certain areas such as refuges,
natural sloughs, riparian areas, and vernal pools as significant wildlife habitat.

Native Plant Protection Act of 1977

Fish and Game Code section 1900 et seq. designates state rare, threatened, and
endangered plants.

LOCAL

City of Burbank General Plan

The City of Burbank General Plan includes an Open Space and Conservation Element
that focuses on the open space potential of the Verdugo Mountains.

Los Angeles County Significant Ecological Areas

Los Angeles County originally designated 61 Significant Ecological Areas (SEAS) as
part of a background study for the 1973 County General Plan (as amended in 1980).
The underlying objective of the SEA program is the preservation of biotic diversity. A
conditional use permit is required for development in SEAs in order to protect resources
contained in SEAs from incompatible development, which may result in or have
potential for environmental degradation. Los Angeles County Department of Regional
Planning has recently (November 2000) proposed boundary and policy changes to the
SEAs as part of its General Plan Update (County of Los Angeles 2000).
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City of Glendale General Plan

The City of Glendale General Plan recognizes the Verdugo Mountains as part of its
Open Space and Conservation Element.

City of Los Angeles General Plan

Los Angeles Planning and Zoning Code, section 12.04.05, restricts the types of uses
that can be permitted in an Open Space zone. Several SEAs are classified as Open
Space under the Los Angeles municipal code, including Griffith Park and Verdugo
Mountains.

Southern California Association of Governments (SCAGQG)

SCAG reviews, pursuant to Public Resources Code Sections 21083 and 21087,
Environmental Impact Reports of projects of regional significance for consistency with
regional plans. The Growth Management Chapter of the Regional Comprehensive Plan
and Guide contains the following policies that are applicable to biological resources:

3.13 Encourage local jurisdictions' plans that maximize the use of existing urbanized
areas accessible to transit through infill and redevelopment.

3.18 Encourage planned development in locations least likely to cause environmental
impact.

3.20 Support the protection of vital resources such as wetlands, groundwater recharge
areas, woodlands, production lands, and land containing unique and endangered plants
and animals.

3.23 Encourage mitigation measures that reduce noise in certain locations, measures
aimed at preservation of biological and ecological resources, measures that would
reduce exposure to seismic hazards, minimize earthquake damage, and to develop
emergency response and recovery plans.

SETTING

REGIONAL

Various-sized remnants of native habitats, such as hillside and canyon areas, wetland
habitats, beaches and marine habitats, exist in many areas of Los Angeles County.
Although these areas may have been modified from their natural conditions, they are
still important habitats for wildlife. Habitat values are generally highest in areas with
relatively large acreage and those adjacent to outlying areas with similar or compatible
habitat systems. Los Angeles County protects important biotic communities as open
space under a program known as the Los Angeles County SEA. Two areas near the
proposed power plant are currently designated as SEAs: Griffith Park (SEA #37; 1.75
miles to the south) and Verdugo Mountains (SEA #40; 1.5 miles to the northeast).
Griffith Park is a combination of natural areas and landscaped park facilities and
supports coastal scrub, chaparral, riparian and oak woodland habitats. The Department
of Recreation and Parks manages a portion of the Park as a bird sanctuary. The
Verdugo Mountains feature rolling hills with chaparral and southern coast live oak
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riparian forest within the canyons. The majority of the Verdugo Mountains are
undeveloped, but the City of Glendale has proposed a large residential development on
the southeast face of the mountain.

The Los Angeles River meanders just outside the southern limits of Burbank in parallel
with Highway 134. The majority of the Los Angeles river is a concrete-lined conveyance
channel, but retains a few areas of natural and landscaped vegetation in “spreading
basins” such as the one found south of the project (1.75 miles) near Mount Sinai
Memorial Park. A five-mile stretch of the river from Griffith Park to the Golden State (I-
5) and Pasadena (SR-11) Freeway interchange contains a natural bottom.

Most of the wildlife in the Los Angeles Basin is restricted to species that can tolerate
and exploit the urban environment (Biological Resources Table 1). Some small
mammals and birds have come to depend on the nesting sites and food that an urban
environment can provide, and are actually flourishing under these conditions [e.qg.,
house sparrow (Passer domesticus)]. Very few commercial or recreational species
remain in the Los Angeles Basin except at parks where fish are stocked in artificial
lakes and basins. Sensitive species and habitat were not recorded within one-mile of
the site, but were recorded in the Verdugo Mountains and Griffith Park in the 1980s
(Biological Resources Table 2). Most of the sensitive species occurrences from around
the early 1900’s have likely been extirpated due to urban development.
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Biological Resources Table 1: Regionally Occurring Wildlife and Plant Species
that were Observed During Reconnaissance Surveys Conducted on the Project
Area and Surrounding Area*.

Plant Species
Black mustard
Cudweed everlasting

(Brassica nigra)
(Gnaphlium luteo-album)

Horseweed (Conyza canadensis)
Lambsquarter (Chenopodium album)
Nightshade (Solanum sp.)

Wildlife Species
House sparrow
Pigeon

Western Gull

(Passer domesticus)
(Columba livia)
(Larus occidentallis)

* List does not include the many species of plants that are part of a xeriscape demonstration garden
facing Magnolia Boulevard.

Biological Resources Table 2: Regionally Occurring Special Status Plant and
Animal Species with the Potential to Occur within a 1-Mile Radius of the Project

Area.

Status
(Federal/State/
Plant Species CNPS)* Habitat Occurrence
Davidson’s bush mallow Last seen in 1987
(Malacothamnus davidsonii) —/_/18B Sandy washes galﬁ\;/vc?r: Cabrini
Occurring i.n sandy Last seen in 1986
. . . gravelly soil on at Griffith Park on
Nevin's barberry (Berberis nevinii) FE/SE/1B north chaparral Vista del Valle
slopes or in sandy Road
washes
Parish’s brittlescale (Atriplex #(;]:(;eédvstr)rrﬂilz(-)ns La_st_seen north of
- FSC/_/1B . Griffith Park; date
parishii) in playa and vernal- unknown
pool habitats
San Fernando Valley spineflower Oceurring in sand !_atsr: seen I.? 18f90
(Chorizanthe parryi var. FC/SC/1B curmng Yy ~Inthe vicinity 0 )
fernandina) soil in coastal scrub West. Hollywood,
possibly extirpated
Occurring in .
Slender-horned spineflower alluvial-fan habitats il;latst:; (\a/?c?r:irt] 1§fll?a
P FE/SE/1B on flood deposited Y

(Dodecahema leptoceras)

Wildlife
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Status

(Federal/State/
Plant Species CNPS)* Habitat Occurrence
Coastal sage scrub Last seen in 1991
Coastal California gnatcatcher FT/CSC below 2 50% feetlijn at Verdugo
(Polioptila californica) o Mountain Park in
elevation
Sun Valley
Permanent or Last seen in 1987
nearly permanent in Los Angeles,
Southwestern pond turtle __Icsc bodies of water possibly extirpated,;

(Clemmys marmorata pallida)

below 6,000 feetin  location
elevation suppressed

*Status

Federal

FE = Federally listed as Endangered

FT = Federally listed as Threatened

FC = Federal Candidate Species

FSC = Federal Special Concern species

State

SE = State-listed as Endangered

SC = State candidate for listing

CsC California Special Concern species

No Status

CNPS (California Native Plant Society)
1A: Extinct

1B: Rare or endangered in California and
elsewhere

LOCAL

The City of Burbank is a mixture of industrial, residential, and commercial districts. The
city is bisected by I-5 which traverses from northwest to southeast. The proposed
power plant is sited on the western edge of I-5, north of Magnolia Boulevard, and is
completely surrounded with industrial and residential uses. The eastern edge of I-5 at
Magnolia Boulevard is dominated by the Media Center (a large retail and tourism
development). Ornamental plantings line streets and buildings, and form freeway
windrows. Isolated ruderal (weedy) patches on roadsides are common throughout the
study area.

The entire power plant complex measures approximately 23 acres and contains six
operating generation units (Magnolia Units 4 and 5, and Olive Units 1,2,3, and 4) and
three abandoned or non-operating units (Magnolia Units 1,2, and 3). The power plant
complex does maintain a xeriscape demonstration garden near the administration
building (facing Magnolia Boulevard), but this is the limit of native vegetation. On the
remainder of the site there is no vegetation, other than an occasional scattered ruderal
plant (seen during biological surveys). Personnel from the power complex routinely use
herbicides to control vegetation growth.
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The proposed MPP combined cycle plant would use 3 acres of the power plant
complex. The 3-acre site is almost entirely asphalt and concrete surfaces with several
buildings and an abandoned power plant. A few ruderal species occur where cracks in
the pavement or gravel occur, but weeds are very limited. The expansion of the
substation would also occur over an asphalt surface. The current substation uses
gravel for a ground cover. Two of the three fuel tanks which would be removed use soil
as a ground cover. Overall, there would be no net increase in impervious surfaces and
no loss of native vegetation as a result of project construction.

The West Burbank Flood Control Channel (Burbank Western Channel) runs along the
northeast edge of the site. This channel is approximately 20 feet deep and 40 feet
wide, has a concrete bottom and sides, and empties into the Los Angeles River at a
point near Riverside Drive (1.5 miles to the south). Burbank Water Reclamation Plant
and the existing Steam Power Plant discharge wastewater and stormwater into the
Burbank Western Channel at approximately 4.33 million gallons per day (MPP 2001a).
This channel does not provide habitat for sensitive biological resources and water
occurrence is intermittent.

The potential parking and staging areas are located in previously paved lots devoid of
native vegetation. The parking sites are on Old Front Street near I-5 and on Ontario
Street near Fredric Street. The staging area is a 2.4-acre parcel between the railroad
tracks and Victory Place, north of Fredric Street. These sites are surrounded with
commercial, industrial, and residential uses which offer little or no value to biological
resources.

ANALYSIS

Direct impacts result at the same time and place as the project. Indirect impacts are
cause by the project, but can occur later in time or farther removed distance, but are still
reasonably foreseeable and related to the project. Both of these types of impacts will
be covered in this section.

STAFF'S CRITERIA FOR DETERMINING IMPACT SIGNIFICANCE

The determination of whether a project has a significant effect on biological resources is
based on the best scientific and factual data that staff could review on the project. The
significance of the activity is in large part dependant on the setting and the existing
LORS for the particular site. For example, disturbance during construction in an urban
area may not be significant, but this same activity in a rural setting may be significant
because of the higher likelihood of biological resources in the area. The City of Los
Angeles (which completely surrounds Burbank) has published a draft version of its
California Environmental Quality Act (CEQA) thresholds for biological resources impacts
(City of Los Angeles 1998) and staff selected these thresholds as an appropriate criteria
to evaluate the proposed project. Because the project is located in an area not
identified by the City of Los Angeles as “natural open space areas”, with the potential to
support biological resources, significance is based on responses to the following
guestions:
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Do known individuals or populations of a sensitive species use or inhabit the site
during one or more seasons of the year according to readily available published
accounts, the project proponent and/or property owner?

Is the project site immediately adjacent to undeveloped natural open space

containing native species or does the site appear to serve as a buffer between
existing development and/or more natural habitat areas? Could it be part of a
movement corridor for wildlife species or a habitat linkage system?

Is a natural water source, such as a lake, river, vernal pool, ephemeral stream,
marsh or the ocean present on or adjacent to the site?

A "yes" response to any of the preceding questions indicates a potential for significant
impacts to biological resources. A "no" response to all of the preceding questions
indicates that there would normally be no significant impact on biological resources from

the proposed project.

ENVIRONMENTAL CHECKLIST

Potentially
Significant
Impact

Less than
Significant
With
Mitigation
Incorporated

Less Than
Significant
Impact

No Impact

BIOLOGICAL RESOURCES -- Would the project or related faciliti

IeS.

a) Have an adverse effect, either directly,
indirectly, or cumulatively, on any
species identified as a candidate,
sensitive, or special status species in
federal, state, local or regional plans,
policies, or regulations (including those
by the California Department of Fish
and Game, National Marine Fisheries
Service, U.S. Bureau of Land
Management, U.S. Forest Service, or
U.S. Fish and Wildlife Service) or
habitat used by the above?

b) Have an indirect or direct adverse effect
on any riparian habitat or other
sensitive natural community identified in
federal, state, local or regional plans,
policies, and regulations (including
those by the California Department of
Fish and Game or U. S. Fish and
Wildlife Service)?
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Potentially
Significant
Impact

Less than
Significant
With
Mitigation
Incorporated

Less Than
Significant
Impact

No Impact

BIOLOGICAL RESOURCES -- Would the project or related facilities:

c) Have an adverse effect on surface or
ocean waters (including those
considered by National Marine
Fisheries Service as essential fish
habitat), or on local aquatic resources,
or on federally protected wetlands as
defined by Section 404 of the Clean
Water Act (including, but not limited to,
tidal and freshwater marshes, vernal
pools, etc.) either through direct
removal, filling, hydrological
interruption, pollution (thermal,
particulate, or chemical) or other
means?

d) Interfere with the movement of any
native fish or wildlife species (resident
or migratory) or with established native
(resident or migratory) wildlife corridors,
or limit or impede the use of native
wildlife nursery sites?

e) Conflict with any local policies or
ordinances protecting biological
resources, such as 1) a tree
preservation policy or ordinance, or 2) a
native landscape requirement?

f) Conflict with the provisions of an
adopted Habitat Conservation Plan,
Natural Community Conservation Plan,
or other approved local, regional or
state habitat conservation plan?

g) Create an adverse change in
commercial or recreational species’
distribution or population size, or
harvesting opportunities for these
species?

h) Facilitate the introduction, population
growth, or spread of weedy plant
species that are difficult to control (such
as those classified by the California
Department of Agriculture as List A, List
B, or Red Alert species) or other
invasive or non-native aquatic or
terrestrial wildlife species (such as nest
parasites)?
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A) IMPACT TO SPECIES

Projects in developed areas typically have less of an impact on sensitive biological
resources because of the lack of suitable habitat on site. However, such projects are
evaluated for the impacts they could have on surrounding areas that remain in natural
conditions and support biological resources.

Power Plant

SCPPA is proposing to dismantle and remove the remaining infrastructure of Magnolia
Units 1 and 2 (these units were retired in 1982 and 1983) to use this space for the new
combined cycle plant.

Power Plant Exhaust Stacks Impacts

Tall structures such as radio and television antennas, power plant and refinery exhaust
stacks, and even tall building can pose a threat to birds that might collide with them.
The proposed power plant project intends to construct one 150-foot heat recovery
steam generation exhaust stack. Although this stack will be higher than the rest of the
existing structures, it will be the same height as existing structures (Magnolia Units 3
and 4, 150 feet). There is no information to suggest that the existing MPP tall structures
pose a significant collision threat to local or migratory bird populations. When compared
to the other existing stacks at the MPP site, the new 150-foot exhaust stack is not
expected to be a prominent obstacle for bird species that might collide with them.
Therefore, staff concludes that the proposed facilities will not pose a significant bird
collision threat to bird populations.

Wastewater Impacts

The Los Angeles Regional Water Quality Control Board (RWQCB) has authorized the
City of Burbank Water Reclamation Plant and Steam Power Plant to discharge MPP’s
wastewater (blow down from the cooling tower) and stormwater into the Burbank
Western Channel in conjunction with existing discharges. This flood control channel,
contributes to the Los Angeles River.

The beneficial uses identified for this stretch of the Los Angeles River include, (but are
not limited to), warm freshwater habitat, wildlife habitat, and wetland habitat. The
National Pollution Discharge Elimination System (NPDES) permit issued by the
RWQCB limits the types and amounts of pollution into the Los Angeles River to protect
aqguatic life and avoid toxic conditions to wildlife. The proposed project will combine its
wastewater discharge with the current discharges and is not expected to exceed the
current pollution limits under the existing NPDES permit. The applicant states that
“MPP will manage the water resources sufficiently to maintain compliance with the
discharge limitations” (MPP 2001k). However, the applicant would like to use more
reclaimed water as part of the makeup for the cooling towers, which in turn would
increase the concentrations of some pollutants in the wastewater. If discharge
limitations are relaxed and exceed the limitations of the NPDES permit, there could be
potential impacts to biological resources in the Los Angeles River. Please see Soil and
Water Resources for more information on wastewater discharge.
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Air Quality Impacts

The operation of the proposed facility will generate air pollutants from the combustion of
natural gas. Modeling of nitrogen deposition from the proposed project estimates that
the site will receive 0.102 kg/ha/month (1.224 kg/halyear), and that deposition levels
generally decline with distance away from the site. For example, the nitrogen
deposition at 0.8 mile to the northwest is approximately 0.06 kg/ha/month (0.72
kg/halyr) (MPP 2001a). The nitrogen deposition rate considered sufficient to affect
ecosystem structure and diversity is 3 to 10 kg/ha/yr depending on vegetation type, and
Los Angeles valley has a measured nitrogen deposition rate of 25-to 30 kg/halyr (Weiss
1999). Therefore, the proposed plant’s nitrogen deposition levels are not expected to
create a measurable impact. In addition, the nitrogen deposition from the proposed
power plant would occur over an urban landscape, and would not reach any areas that
remain in natural conditions or support sensitive biological resources. Therefore, staff
concludes that the air pollutants from the proposed MPP would not cause a significant
impact to biological resources.

Light

A slight increase in light and glare at the MPP site is expected to occur as a result of the
construction and operation of the MPP facilities. This is expected since the facility will
operate continuously and lighting is needed to address worker and public safety
concerns. Under certain circumstances lights can disorient migratory birds flying at
night, or attract wildlife such as insects and insect-eaters. Surveys conducted by the
applicant’s biologists did not detect any sensitive wildlife species flying in the area that
might be threatened by an increase of lighting at the MPP for the construction and
operation of the MPP facilities. Therefore, staff concludes that there will be no
significant impacts to sensitive wildlife species from the additional lighting or glare
associated with the proposed MPP facility.

Noise

The COBs existing 23-acre site currently generates noise within the area proposed for
construction and operation of the MPP facilities. The proposed facility will generate
additional noise, especially during construction. The potential impact from this
additional noise is considered to be insignificant because the proposed project will be
located within an existing developed area, and no sensitive species that would be
impacted by additional noise are known to occur in the immediate vicinity.

Other Impacts

The electrical interconnection for the MPP requires the expansion of the existing Olive
69 kV switchyard. The expanded area will measure approximately 118 feet by 93 feet
(MPP 2001a). The expansion of the switchyard is wholly within the boundaries of the
power plant complex and would occur over an existing asphalt surface. Thus,
construction of the substation would not cause biological impacts. During operation, the
substation would remain fenced and no biological impacts are expected.
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Linear Facilities

The majority of ancillary facilities are already present on the 3-acre project site from the
retired Magnolia Units 1 and 2, including water supply and disposal systems, and fuel
supply. Electrical lines would need to be installed to connect the proposed combined
cycle plant to the electrical grid. The applicant has proposed an underground
connection from the steam turbine generator and the combustion turbine generator to
the expanded Olive 69 kV switchyard. Both lines would be placed underground in PVC
conduit encased in concrete duct banks and all construction occurs within the
boundaries of the existing power plant complex. Disturbance to install these lines will
occur within an already developed area with no vegetation. Therefore the linear
facilities are not expected to impact biological resources.

Worker Parking and Staging Areas

Parking and equipment staging areas required during the site preparation and
construction periods would be located on previously disturbed sites with no known
biological resources. These sites are surrounded with urban infrastructure and are
unlikely to cause harm to peripheral biological resources. Therefore, these sites avoid
impacts to biological resources and no mitigation is necessary.

B) RIPARIAN HABITAT

The proposed MPP will not be immediately adjacent to any riparian habitat or sensitive
natural communities that exist in the region. The Burbank Western Channel is the
closest body of water and does not contain riparian vegetation or riparian wildlife
species.

C) WETLANDS

There are no federally protected wetlands, including vernal pools and/or marsh habitat,
within or immediately adjacent to the proposed MPP area that may be affected by the
project. For a discussion of impacts to the Burbank Western Channel, please refer to
the wastewater impacts in Biological Resources Section A.

D) WILDLIFE CORRIDOR

MPP is in a developed area and does not act as a significant wildlife corridor. Please
refer to Biological Resources Section A regarding potential migratory bird exhaust stack
collisions.

The neighboring Burbank Channel is also developed and acts as a flood control channel
and therefore does not contain water on a regular basis. This channel does not provide
significant habitat for native or sensitive wildlife species. Therefore, the proposed MPP
will not interfere with the movement of any native fish or wildlife species (resident or
migratory).

E) LOCAL POLICIES OR ORDINANCES

The proposed MPP does not conflict with any local policies or ordinances protecting
biological resources. There are no ordinance or heritage trees on the proposed MPP
project site and there are no native landscape requirements for industrial zoned sites.
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F) HABITAT CONSERVATION PLAN

The proposed MPP does not conflict with the provisions of an adopted Habitat
Conservation Plan (HCP), Natural Community Conservation Plan (NCCP), or other
approved local, regional, or state habitat conservation plan because there are no HCPs
or NCCPs for this area.

G) BIOLOGICAL RESOURCES OF COMMERCIAL OR
RECREATIONAL VALUE

There are no biological resources of commercial or recreational value on the MPP
project site and there are no recreational fish species in the Burbank Western Channel
since the water occurrence is only intermittent. Therefore, the proposed MPP will not
create an adverse change in commercial or recreational species’ distribution or
population size, or harvesting opportunities for these species.

H) NATIVE VEGETATION

Native vegetation has been cleared from COB’s 23-acre parcel, including the area
proposed for the project. Since there is no suitable habitat for vegetation onsite or in
the immediate surrounding area (other than the xeriscape demonstration garden), non-
native weedy species will not occur. Therefore non-native species will not spread and
impact natural areas. All construction traffic will be using paved roads and will not be
spreading weeds as they travel from the staging areas to the site.

CUMULATIVE IMPACTS

Cumulative impacts are those that result from the incremental impacts of an action
added to other past, present, and reasonably foreseeable future actions, regardless of
who is responsible for such actions. Cumulative impacts can result from individually
minor but collectively significant actions taking place over a period of time.

The location of other power plants under development or with applications near
completion in the vicinity of the proposed project include Huntington Beach (recently
approved) and El Segundo (proposed). Both projects are greater than 20 miles away
from MPP. These two projects do not use the same water supply or discharge facility
and are geographically isolated from the proposed plant, but do contribute air pollutants
to the same air basin. In reviewing the projects above, staff does not expect any
overlapping, or additive, biological impacts from water pollution, traffic, noise, air
pollution, or lighting.

Proposed and current construction in the City of Burbank include the airport plaza office
building, Burbank Empire Center, and the Extended Stay Hotel (Graciela). None of
these construction projects are proposed in the immediate vicinity of the MPP, so no
cumulative impacts to biological resources from construction noise and light is
expected. Many of these projects are in areas of high urban development, and do not
result in incremental losses to habitat or potential taking of species. The projects, when
constructed in conjunction with MPP will not cause a significant cumulative impact.
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MITIGATION

The applicant has not proposed mitigation for biological resources because of the lack
of sensitive biological resources at the site, offsite parking and staging areas, and in the
immediate vicinity of these areas. Staff concurs that mitigation is not necessary since
there are no biological resources on site and the project would have less than significant
indirect or cumulative impacts.

COMPLIANCE WITH LORS

The lack of biological resources and the long-term industrial use of the site precludes
the need for consultation with resource agencies.

While sited near two existing SEAs (within 2 miles), the proposed power plant is not
causing a change of or a violation of use under the Los Angeles County’s adopted
General Plan. The proposed 2000 update of the County’s General Plan, if approved,
would leave permitted uses of the two SEAs up to the cities (Cities of Burbank,
Glendale, and Los Angeles for Verdugo Mountains, and City of Los Angeles for Griffith
Park). The Cities’ General Plans currently designate the SEAs as Open Space with
limited permitted uses. The proposed power plant would not cause a change to or
violation of approved uses under the three General Plans.

As previously mentioned, the RWQCB has authorized the City of Burbank Water
Reclamation Plant and Steam Power Plant to discharge wastewater and stormwater
into the Burbank Western Channel. “MPP will manage the water resources sufficiently
to maintain compliance with the discharge limitations” (MPP 2001m). However, the
applicant would like to use more reclaimed water as part of the makeup for the cooling
towers, which in turn would increase the concentrations of some pollutants in the
wastewater. This could potentially impact biological resources in the Los Angeles River.
If permit conditions are altered, staff feels the RWQCB has sufficient regulatory
authority and oversight (e.g, periodic testing and monitoring) to ensure the applicant will
stay within the regionally developed pollutant thresholds and designated beneficial uses
for that stretch of the river.

Assuming the project owner will comply with all terms and conditions in the NPDES
permit, staff concludes that the project will be consistent with all state, federal, and local
laws, ordinances, regulations, and standards related to biological resources during
construction and operation.

FACILITY CLOSURE

The region surrounding the proposed project is industrial and is expected to remain
industrial in the future. The closure of the power plant and ancillary features (either
temporary or permanent) would not have an impact to biological resources, and no
measures are necessary unless surrounding land uses were to change significantly in
the future.
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CONCLUSIONS AND RECOMMENDATIONS

The Applicant has successfully avoided all construction related impacts to biological
resources by siting the proposed combined cycle plant on a site that currently contains
no biological resources and is sited more than a mile away from any natural
communities. Similarly, the proposed project’s parking and staging areas are devoid of
biological resources. Staff concludes that impacts to biological resources during
operation are undetectable, and mitigation would not be required. Staff finds no
significant impacts from the project when compared to the County of Los Angeles
CEQA thresholds for significance.

However, the applicant would like to use more reclaimed water as part of the makeup
for the cooling towers. This would increase the concentrations of some pollutants in the
wastewater. If discharges exceed the limitations of the NPDES permit, there could be
potential impacts to biological resources in the Los Angeles River. However, if NPDES
limits are met, no significant adverse impacts will result.

PROPOSED CONDITIONS OF CERTIFICATION

As of this staff analysis, no biological resource Conditions of Certification are
recommended.
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CULTURAL RESOURCES
Testimony of Mary L. Maniery

INTRODUCTION

The cultural resources section discusses potential impacts of the proposed Magnolia
Power Plant (MPP) regarding cultural resources, which are defined under state law in
the Laws Ordinances Regulations and Standards (LORS) section of this staff
assessment. A brief cultural overview of the project is provided, as is analysis regarding
selected CEQA checklist items used to assess potential project related impacts. If
cultural resources are identified, staff determines whether there may be a project related
impact to identified resources. If the resource is eligible for the California Register of
Historic Resources (CRHR), staff then recommends mitigation that will reduce the
impact to the historical resource to a less than significant level.

There is also a potential that a project may impact a previously unidentified resource or
impact an historical resource in an unanticipated manner. Staff also recommends
procedures in the conditions of certification that mitigate these potential impacts to a
less than significant level.

LAWS, ORDINANCES, REGULATIONS, AND STANDARDS (LORS)

FEDERAL

36 Code of Federal Regulations, Section 61, Federal Guidelines for Historic
Preservation Projects: The US Secretary of the Interior has published a set of
Standards and Guidelines for Archaeology and Historic Preservation. These are
considered to be the appropriate professional methods and techniques for the
preservation of archaeological and historic properties. The State Historic
Preservation Office refers to these standards in its requirements for selection of
gualified personnel and in the mitigation of potential impacts to cultural resources on
public lands in California.

STATE

The term "cultural resource” is used broadly to include the following categories of
resources that are identified pursuant to California Code of Regulations, Title 14,
Chapter 11.5, Section 4852. A list of categories of potential resources appears
below.

(a) Types of resources eligible for nomination:

(1) Building. A resource, such as a house, barn, church, factory, hotel, or
similar structure created principally to shelter or assist in carrying out any
form of human activity. ‘Building’ may also be used to refer to an
historically and functionally related unit, such as a courthouse and jail or a
house and barn;

(2) Site. A site is the location of a significant event, a prehistoric or historic
occupation or activity, or a building or structure, whether standing, ruined,
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or vanished where the location itself possesses historical, cultural, or
archeological value regardless of the values of any existing building,
structure, or object. A site need not be marked by physical remains if it is
the location of a prehistoric or historic event, and if no buildings, structures,
or objects marked it at that time. Examples of such sites are trails,
designed landscapes, battlefields, habitation sites, Native American
ceremonial areas, petroglyphs, and pictographs;

(3) Structure. The term ‘structure’ is used to describe a construction made for
a functional purpose rather than creating human shelter. Examples of
structures included mines, bridges and tunnels;

(4) Object. The term ‘object’ is used to describe those constructions that are
primarily artistic in nature or are relatively small in scale and simply
constructed, as opposed to a building or a structure. Although it may be
movable by nature or design, an object is associated with a specific setting
or environment. Objects should be in a setting appropriate to their
significant historic use, role, or character. Objects that are relocated to a
museum are not eligible for listing in the California Register. Examples of
objects include fountains, monuments, maritime resources , sculptures,
and boundary markers; and

(5) Historic district. Historic districts are unified geographic entities which
contain a concentration of historic buildings, structures, objects, or sites
united historical, culturally, or architecturally. Historic districts are defined
by precise geographic boundaries. Therefore, districts with unusual
boundaries require a description of what lies immediately outside the area
in order to define the edge of the district and to explain the exclusion of
adjoining areas. The district must meet at least one of the criteria for
significance discussed in Section 4852 (b)(1)-(4) of this chapter.

When a cultural resource is determined to be historically significant or significant in the
architectural, engineering, scientific, economic, agricultural, educational, social, political,
military, or cultural annals of California, it may be considered to be an “historical
resource” and eligible for inclusion in the California Register of Historic Resources
(CRHR).

If the archaeological resource does not meet the criteria for an historical resource, it
may be assessed to determine whether it meets the criteria of a unique resource as
defined in the Public Resources Code.

Public Resources Code, Section 5020.1 defines several terms, including the
following: (j) “Historical resource” and (q) “Substantial adverse change” means
demolition, destruction, relocation, or alteration such that the significance of an
historical resource would be impaired.

Public Resources Code, Section 5024.1 establishes a California Register of Historic
Resources (CRHR). The implementing regulations are Title 14, California Code of
Regulations, Chapter 11.5, Section 4850 et seq.
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The California Environmental Quality Act (CEQA) (Public Resources Code, Section
21000 et seq.; Title 14, California Code of Regulations, Section 15000 et seq.)
requires analysis of potential environmental impacts of proposed projects and
requires application of feasible mitigation measures.

Public Resources Code Section 21083.2 states that the lead agency determines
whether a project may have a significant effect on “unique” archaeological
resources; if so, an EIR shall address these resources. If a potential for damage to
unique archaeological resources can be demonstrated, the lead agency may require
reasonable steps to preserve the resource in place. Otherwise, mitigation measures
shall be required as prescribed in this section. The section discusses excavation as
mitigation; limits the Applicant’s cost of mitigation; sets time frames for excavation;
defines “unique and non-unique archaeological resources”; and provides for
mitigation of unexpected resources.

Public Resources Code Section 21084.1 indicates that a project may have a
significant effect on the environment if it causes a substantial adverse change in the
significance of a historic resource; the section further defines a “historic resource”
and describes what constitutes a “significant” historic resource.

Title 14, California Code of Regulations, Section 15126.4(b) prescribes the manner
of maintenance, repair, stabilization, restoration, conservation, or reconstruction as
mitigation of a project’s impact on a historical resource; discusses documentation as
a mitigation measure; and discusses mitigation through avoidance of damaging
effects on any historical resource of an archaeological nature, preferably by
preservation in place, or by data recovery through excavation if avoidance or
preservation in place is not feasible. Data recovery must be conducted in
accordance with an adopted data recovery plan.

Title 14, California Code of Regulations, Section 15064.5 defines the term “historical
resources,” explains when a project may have a significant effect on historic
resources, describes CEQA's applicability to archaeological sites, and specifies the
relationship between “historical resources” and “unique archaeological resources.”

Penal Code, Section 622 1/2 states that anyone who willfully damages an object or
thing of archaeological or historic interest is guilty of a misdemeanor.

California Health and Safety Code, Section 7050.5 states that if human remains are
discovered during construction, the project owner is required to contact the county
coroner.

Public Resources Code, Section 5097.98 defines procedures for notification of
discovery of Native American artifacts or remains and for the disposition of such
materials. This section also prohibits obtaining or possessing Native American
artifacts or human remains taken from a grave or cairn and sets penalties for these
actions.

Public Resources Code Section 5097.99 provides restrictions on the possession of
human remains or grave related artifacts. Part (b) specifies exceptions and states a
person in violation of this section is guilty of a felony. Part (c) expands the section to
say that any person, not under authority of law, who removes Native American
artifacts or human remains with an intent to sell or vandalize them is guilty of a
felony.
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SETTING

The proposed Magnolia Power Plant (MPP) site is located near the southeastern end of
the San Fernando Valley in the City of Burbank, Los Angeles County, California. Three
temporary off-site laydown/parking areas will also be located in Burbank within two
miles of the MPP site. The proposed project area is in an urban industrial environment.
The MPP site is developed and is a total built environment. Two of the three proposed
use areas are also paved lots. The third is unpaved and may represent fill. No ground
disturbance is planned for the laydown/parking areas.

The MPP site is situated near the eastern margin of the San Fernando Valley, on
alluvial deposits on the plain near the base of the Verdugo Mountains, a mass that
borders the east side of the valley. The Los Angeles plain and ringing coastline has
supported continuous cultural occupation for at least the past 8,000 yeas. An Archaic
occupation has been identified in the archaeological record that reflects the early
emergence of non-agricultural village-based groups in the Los Angeles Basin. Current
archaeological evidence suggests that a relatively small population existed in the basin
until approximately 2,000 years before present. After that time, populations appear to
have expanded considerably into resource-rich coastal and near-shore estuarine
environments. Early European visitors to the region reported that some of the large
coastal villages had hundreds of occupants. By the late 18th century the Los Angeles
environs supported only a small, well-established hunter/gatherer culture (MPP
2001a:5.7-5).

The project area is located within the ethnographic boundaries of the Gabrielino. The
group spoke a Shoshonean-based language from the eastern California deserts and
probably arrived in the Los Angeles Basin during the late prehistoric period. At the time
of Spanish contact as many as 5,000 Gabrielino lived in the San Fernando Valley and
the Los Angeles basin as far east as San Bernardino (MPP 2001a:5.7-9 to 5.7-11).

Virtually all settlements of the Gabrielino were situated near watercourses or springs.
Primary village sites supported large groups of people who most likely moved into
smaller, seasonal camps to better exploit local food resources. The MPP site, located
within an original prairie environment, might have supported acorn, deer, sage, yucca,
and a variety of marsh animals, plants and birds. Studies of archival and Mission
records by King indicate that a village possibly known as Tobpet may have been located
in the Burbank vicinity (MPP 2001a:5.7-10). In 1771, Mission San Gabriel Archangel
was founded about 20 miles north of the MPP site at the northeast end of the /San
Fernando Village. In 1797, Mission San Fernando Rey del Espana was founded 20
miles south of the MPP site. These two missions collectively absorbed the local
Gabrielino population and by 1832 no there is no evidence of that remaining Native
Americans lived on the Los Angeles plain (MPP 2001a:5.7-9 to 5.7-11).

The City of Burbank originally was part of two separate Spanish land grants; the
Rancho San Rafael grant to the north and the Rancho la Providencia to the south.
American settlers purchased much of the former rancho lands around what was to
become Burbank in the 1850s and 1860s. By the late 1860s, the town site of Burbank,
surrounded by ranches, vineyards and orchards, had been laid out, partially in response
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to the new Santa Fe Railroad line that passed through the town site (MPP 2001a:5.7-
12).

Growth in the new village was slow; when Burbank incorporated as a City in 1911, its
populating was only 500. The development of municipal water and electrical facilities
(aided by the completion of Hoover Dam), establishment of the movie industry and the
building of the Lockheed Aircraft facility spurred development of the city, and by 1930
the population stood at 16,662. In 1941, the City of Burbank constructed a power plant
adjacent to the MPP site to distribute power from Hoover Dam and other sources
throughout the community (MPP 2001h:14).

A 1928 aerial photograph of the MPP site shows a major network of paved roads,
including Magnolia Boulevard and Olive Avenue. Half of the project area was under
cultivation with a few scattered buildings. A residence and outbuilding were located in
the northeast part of the project, and a partially channelized stream meandered through
the site (MPP 2001m).

The City of Burbank acquired a 16-acre parcel that includes the proposed project site in
the 1930s for use as a corporation yard. In 1936, the Work Projects Administration
(WPA) built the first structure, a warehouse, for City use. Build up of the site
accelerated in 1941 with the construction of the Magnolia steam-operated power plant.
Development of the City’s power station has continued at a consistent pace into the
present. Major projects included expansion of the Magnolia Unit in the late 1940s and
early 1950s, construction of a central administration building in 1949, development of
the Olive Unit in the late 1950s, expansion of the Olive unitin 1972 and 1982, and
shutting down and dismantling Magnolia Units 1 and 2 in the 1980s and Magnolia Units
3 and 4 (shut down only) in 1996. Today, 15 of the 38 buildings and structures on the
parcel were built in 1952 or before; the remaining 23 buildings are less than 50 years of
age (MPP 2001h).

ENVIRONMENTAL CHECKLIST

Potentially Less Than Less Than No Impact
Significant Significant Significant
Impact With Mitigation Impact

Incorporation

CULTURAL RESOURCES — Would the project:

a) Cause a substantial adverse change in X
the significance of a historical resource
as defined in § 15064.5?

b) Cause a substantial adverse change in X
the significance of an archaeological
resource pursuant to § 15064.5?

c) Disturb any human remains, including X
those interred outside of formal
cemeteries?
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DISCUSSION OF IMPACTS

A.) HISTORIC BUILDINGS

1. A cultural resources records search and check of historic maps and aerial
photographs indicated that one National Register-listed structure is present within
1/4-mile of the plant site. It is separated from the proposed site by an elevated
freeway (MPP 2001a:5.7-16).

2. The Applicant performed a field survey of the power plant site, and use areas (MPP
2001h). The City of Burbank’s power plant site was identified as containing
numerous structures and buildings of historic age. The Applicant has evaluated the
power station as not eligible for the California Register of Historic Resources
(CRHR) (MPP 2001h). Staff concurs with the Applicant’s evaluation. Since the
plant does not meet the criteria for listing on the CRHR, no mitigation is necessary.

3. An archaeological survey of the power plant site resulted in the identification of
remnants of a wall built in 1940 by the Works Progress Administration. The
Applicant, evaluated the wall as not eligible for the CRHR (MPP 2001m:12). Staff
concurs with the Applicant’s evaluation. Since the wall does not meet the criteria for
listing on the CRHR, no mitigation is necessary.

B.) BELOW GROUND ARCHAEOLOGY

1. A cultural resources records search indicated that no below-ground archaeological
resources have been identified within 1000 feet of the power plant site or project use
areas (MPP 2001a:5.7-16).

2. The Applicant carried out a pedestrian survey of the proposed power plant site, and
temporary laydown/parking areas 1, 2, and 3. Soil surfaces were available for
inspection only in use area 2; the power plant parcel and other use areas are paved.
The Applicant identified the remains of a WPA wall and noted that workers at the site
uncovered a small deposit of bottles and tree stumps during previous excavations in
the northeast quadrant of the power plant parcel. No other archaeological resources
were identified as a result of the literature search or survey over the project site and
use areas (MPP 2001a:5.7). However, there is a potential for buried archaeological
resources to be located near the banks of the stream channel, previously located in
the vicinity of the proposed project.

3. The proposed project will not impact any known archaeological resource. However,
buried archaeological resources could be encountered during project construction.
The Applicant recommended worker training to increase the likelihood that workers
will recognize buried cultural material during construction. They also recommended
monitoring of subsurface construction activities by an archaeologist for any grading
or sub-surface excavation within the project area (MPP 2001m:2). Commission staff
agrees that monitoring by an archaeologist is necessary to ensure that any cultural
resources that might be encountered during construction will be identified and
evaluated before significant impacts could occur (Cul-6). Staff recommends
archaeological monitoring, at the discretion of the Cultural Resource Specialist
during initial grading. Staff also recommends monitoring full time in the northeast
guadrant of the project site, during ground disturbance. In other areas of the project
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site, staff recommends full time monitoring in areas where excavation levels will
exceed the level of previous fill.

4. Inthe event of an unanticipated discovery, the Proposed Conditions of Certification
CUL-1 through CUL-6 shall apply. Implementation of the proposed Conditions of
Certification CUL-1 through CUL-6 will reduce impacts to any archaeological
resource identified during construction to a level of insignificance.

C. INTERRED HUMAN REMAINS

1. There is no record of interred human remains that would be disturbed by the
proposed project. In the event that interred human remains are encountered during
project construction, the proposed Conditions of Certification CUL-1 through CUL-6
and state law shall apply.

CUMULATIVE IMPACTS

Staff concludes that there are no known cumulative impacts because the project will not
affect any known cultural or historical resources. Should any cultural resources be
identified during construction, implementation of the proposed Conditions of Certification
CUL-1 through CUL-6 will reduce cumulative impacts to a level of insignificance.

RESPONSE TO PUBLIC AND AGENCY COMMENTS

In the technical area of cultural resources, staff has identified only a potential for
impacts to previously undiscovered archaeological resources. No comments have been
received from the public or agencies regarding cultural resources.

CONCLUSIONS

Based on the discussion above, it appears that the project will not cause significant
impacts to cultural resources provided the following conditions of certification are
implemented.

PROPOSED CONDITIONS OF CERTIFICATION

CUL-1 Prior to the start of ground disturbance, the project owner shall provide the
California Energy Commission Compliance Project Manager (CPM) with the
name and resume of its Cultural Resources Specialist (CRS), and one alternate
CRS, if an alternate is proposed, who will be responsible for implementation of all
cultural resources conditions of certification.

Protocol:

(1) The resume for the CRS and alternate, if an alternate is proposed, shall
include information that demonstrates that the CRS meets the minimum
qualifications specified in the U.S. Secretary of Interior Guidelines, as
published in the Code of Federal Regulations, 36 CFR Part 61.
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The technical specialty of the CRS shall be appropriate to the needs of this
project and shall include a background in anthropology, archaeology, history,
architectural history or a related field.

The background of the CRS shall include at least three years of
archaeological or historic, as appropriate, resource mitigation and field
experience in California;

(2) The resume shall include the names and phone numbers of contacts
familiar with the CRS’s work on referenced projects. The resume shall also
demonstrate to the satisfaction of the CPM, the appropriate education and
experience to accomplish the cultural resource tasks that must be addressed
during project ground disturbance, construction and operation.

(3) The CRS may obtain qualified cultural resource monitors to monitor as
necessary on the project. Cultural resource monitors shall meet the
following qualifications.

A BS or BA degree in anthropology, archaeology, historic archaeology or a
related field and one year experience monitoring in California; or

An AS or AA in anthropology, archaeology, historic archaeology or a related
field and four years experience monitoring in California; or

Enrollment in upper division classes pursuing a degree in the fields of
anthropology, archaeology, historic archaeology or a related field and two
years of monitoring experience in California.

(4) The project owner shall ensure that the CRS completes any monitoring,
mitigation and curation activities necessary to this project and fulfills all the
requirements of these conditions of certification. The project owner shall
also ensure that the CRS obtains additional technical specialists, or
additional monitors, if needed, for this project. The project owner shall also
ensure that the CRS evaluates any cultural resources that are newly
discovered or that may be affected in an unanticipated manner for eligibility
to the California Register of Historic Resources (CRHR).

Verification: (1) Atleast 45 days prior to the start of ground disturbance, the
project owner shall submit the name and statement of qualifications of its CRS and
alternate CRS, if an alternate is proposed, to the CPM for review and approval. (2)
If the CPM determines the proposed CRS to be unacceptable, the project owner
shall submit another individual's name and resume for consideration.

At least 10 days prior to the termination or release of the CRS, the project owner
shall submit the resume of the proposed new CRS to the CPM for review and
approval.

(3) At least 20 days prior to ground disturbance, the CRS shall provide a letter
naming anticipated monitors for the project and stating that the identified monitors
meet the minimum qualifications for cultural resource monitoring required by this
condition. If additional monitors are obtained during the project, the CRS shall
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provide additional letters to the CPM, identifying the monitor and attesting to the
monitor’s qualifications. The letter shall be provided one week prior to the monitor
beginning on-site duties.

(4) Atleast 10 days, prior to the start of ground disturbance, the project owner shall
confirm in writing to the CPM that the approved CRS will be available for onsite
work and is prepared to implement the cultural resources conditions of certification.

CUL-2 Prior to the start of ground disturbance, the project owner shall provide the CRS
and the CPM with maps and drawings showing the footprint of the power plant
and all linear facilities. Maps will include the appropriate USGS quadrangles and
a map at an appropriate scale (e.g., 1:2000 or 1” = 200’) for plotting individual
artifacts. If the footprint of the power plant or linear facilities changes, the project
owner shall provide maps and drawings reflecting these changes, to the CRS
and the CPM. Maps shall identify all areas of the project where ground
disturbance is anticipated.

Protocol: (1) If construction of this project will proceed in phases, maps
and drawings may be submitted in phases. A letter identifying the proposed
schedule of each project phase shall be provided to the CPM. (3) Prior to
implementation of additional phases of the project, current maps and
drawings shall be submitted to the CPM.

Protocol: (2) At a minimum, the CRS shall consult weekly with the project
superintendent or construction field manager to confirm area(s) to be worked
during the next week, until ground disturbance is completed. A current
schedule of anticipated project activity shall be provided to the CRS on a
weekly basis during ground disturbance and provided to the CPM in each
Monthly Compliance Report (MCR).

Verification: At least 40 days prior to the start of ground disturbance, the project
owner shall provide the designated cultural resources specialist and the CPM with
the maps and drawings.

If this is to be a phased project, a letter identifying the proposed schedule of the
ground disturbance or construction phases of the project shall also be
submitted.

At least 30 days prior to the start of ground disturbance on each phase of the
project, following initial ground disturbance, copies of maps and drawings
reflecting additional phases of the project, shall be provided to the CPM for
review and approval.

(4) If there are changes to the scheduling of the construction phases of the project,
a letter shall be submitted to the CPM within 5 days of identifying the changes.

A copy of the current schedule of anticipated project activity and a copy of current
maps shall be submitted in each MCR.

CUL- 3Prior to the start of ground disturbance; the designated cultural resources
specialist shall prepare, and the project owner shall submit to the CPM for review
and approval, a Cultural Resources Monitoring and Mitigation Plan (CRMMP),
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identifying general and specific measures to minimize potential impacts to
sensitive cultural resources. Approval of the CRMMP, by the CPM, shall occur
prior to any ground disturbance.

Protocol:  The Cultural Resources Monitoring and Mitigation Plan shall
include, but not be limited to, the following elements and measures.

a. A brief proposed general research design that includes a discussion of
guestions that may be answered by the mapping, data and artifact
recovery conducted during monitoring and mitigation activities, and by the
post-construction analysis of recovered data and materials.

b. A discussion of the requirement that all cultural resources encountered
will be recorded on a DPR form 523 and mapped (may include photos). In
addition all archaeological materials collected as a result of the
archaeological investigations shall be curated in accordance with The
State Historical Resources Commission’s “Guidelines for the Curation of
Archaeological Collections,” into a retrievable storage collection in a
public repository or museum. The public repository or museum must
meet the standards and requirements for the curation of cultural
resources set forth at Title 36 of the Federal Code of Regulations, Part
79.

Discussion of any requirements, specifications, or funding needed for
curation of the materials to be delivered for curation and how
requirements, specifications and funding will be met. Also the name and
phone number of the contact person at the institution shall be included. In
addition, include information indicating that the project owner will pay all
curation fees and that any agreements concerning curation will be
retained and available for audit for the life of the project.

c. Adiscussion of the proposed Cultural Resource Report which shall be

prepared according to Archaeological Resource Management Report
(ARMR) Guidelines. The CRR shall include all cultural resource
information obtained as a result of this project. All survey reports,
monitoring records and additional research reports not previously
submitted to the CHRIS shall be included as an appendix to the CRR. A
report that includes the area monitored (with maps), a general description
of soils and construction activities, and a discussion of cultural resources
encountered, may be submitted in lieu of monitoring records. This report
shall be submitted to the CPM after the conclusion of ground disturbance
(including landscaping). The report shall be considered final upon
approval by the CPM.

Verification: At least 30 days prior to the start of ground disturbance, the project
owner shall provide the Cultural Resources Monitoring and Mitigation Plan,
prepared by the designated cultural resource specialist, to the CPM for review and
written approval.
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At least 30 days prior to ground disturbance the project owner shall submit a letter
to the CPM indicating that they will pay any curation fees for curation of any
collected archaeological artifacts.

The CRR shall be submitted to the CPM within 90 days after completion of ground
disturbance (including landscaping) for review and approval. Within 10 days after
CPM approval, the project owner shall provide documentation to the CPM that
copies of the CRR have been provided to the curating institution (if archaeological
materials were collected), the SHPO and the CHRIS.

CUL-4 Worker Environmental Awareness Training for all new employees shall be
conducted prior to and during periods of ground disturbance. New employees
shall receive training prior to starting work at the project site or linears. The
training may be presented in the form of a video. The training shall include a
discussion of applicable laws and penalties under the law. Training shall also
include samples or visuals of artifacts that might be found in the project vicinity
and the information that the CRS, alternate CRS or monitor has the authority to
halt construction in the event of a discovery or unanticipated impact to a cultural
resource. The training shall also instruct employees to halt or redirect work in the
vicinity of a find and to contact their supervisor and the CRS or monitor. An
informational brochure shall be provided that identifies reporting procedures in
the event of a discovery. Workers shall sign an acknowledgement form that they
have received training which included a discussion of applicable law.

Verification. Copies of acknowledgement forms signed by trainees shall be provided in

the MCR.

CUL-5 The CRS, alternate CRS and the Cultural Resources Monitor(s) shall have the
authority to halt or redirect construction if previously unknown cultural resource
sites or materials are encountered or if known resources may be impacted in a
previously unanticipated manner.

If such resources are found, the halting or redirection of construction shall remain in
effect until all of the following have occurred:

a. the CRS has notified the CPM and the project owner of the find and the work
stoppage;

b. the CRS, the project owner, and the CPM have conferred and determined
what, if any, data recovery or other mitigation is needed; and

C. any necessary data recovery and mitigation has been completed.
If data recovery or other mitigation measures are required, the CRS and/or the alternate
CRS and cultural resource monitor(s), including Native American monitor(s), shall

monitor these data recovery and mitigation measures, as needed.

For any cultural resource encountered, the project owner shall notify the CPM within 24
hours after the find.
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All required data recovery and mitigation shall be completed expeditiously unless all
parties agree to additional time.

Verification: At least 30 days prior to the start of ground disturbance, the project
owner shall provide the CPM with a letter confirming that the CRS, alternate CRS
and cultural resources monitor(s) have the authority to halt construction activities in
the vicinity of a cultural resource find and stating that the CRS will notify the CPM
and project owner within 24 hours after a find.

CUL-6 (1) The CRS, alternate CRS, or monitors shall monitor ground disturbance full
time in areas where excavation has to potential to exceed previous fill and in the
northeast quadrant of the project site. Monitoring shall occur at the discretion of
the CRS during initial grading.to ensure there are no impacts to undiscovered
resources. In the event that the CRS determines that full-time monitoring is not
necessary in the identified locations, a letter providing a detailed justification for
that decision to reduce the level of monitoring shall be provided to the CPM for
review and approval prior to any reduction in monitoring.

(2) Monitors shall keep a daily log of any monitoring or cultural resource
activities and the CRS shall prepare a weekly summary report on the progress or
status of cultural resources-related activities. The CRS may informally discuss
cultural resource monitoring and mitigation activities with Energy Commission
technical staff.

(3) The CRS shall notify the project owner and the CPM, by telephone, of any
incidents of non-compliance with any cultural resources conditions of certification
within 24hrs. of becoming aware of the situation. The CRS shall also
recommend corrective action to resolve the problem or achieve compliance with
the conditions of certification.

(4) A Native American monitor shall be obtained to monitor ground disturbance
in areas where Native American artifacts may be discovered. Informational lists
of concerned Native Americans and Guidelines for monitoring shall be obtained
from the Native American Heritage Commission. Preference in selecting a
monitor shall be given to Native Americans with traditional ties to the area that
will be monitored.

Verification: (1) During the ground disturbance phases of the project, if the
CRS wishes to reduce the level of monitoring occurring at the project, a letter
identifying the area(s) where the CRS recommends the reduction and justifying the
reductions in monitoring shall be submitted to the CPM for review and approval.

(2) During the ground disturbance phases of the project, the project owner shall
include in the MCR to the CPM copies of the weekly summary reports prepared by
the CRS regarding project-related cultural resources monitoring. Copies of daily
logs shall be retained and made available for audit by the CPM as needed.

(3) Within 24 hours of recognition of a non-compliance issue, the CRS shall notify
the CPM by telephone of the problem and of steps being taken to resolve the
problem. The telephone call shall be followed by an e-mail or fax detailing the non-
compliance issue and the measures necessary to achieve resolution of the issue.
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Daily logs shall include forms detailing any instances of non-compliance with
conditions of certification. In the event of a non-compliance issue, a report written
no sooner than two weeks after resolution of the issue that describes the issue,
resolution of the issue and the effectiveness or the resolution measures, shall be
provided in the next MCR.

(4) One week prior to ground disturbance in areas where there is a potential to
discover Native American artifacts, the project owner shall send notification to the
CPM identifying the person(s) retained to conduct Native American monitoring. If
efforts to obtain the services of a qualified Native American monitor are
unsuccessful, the project owner shall immediately inform the CPM who will initiate a
resolution process.
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HAZARDOUS MATERIALS MANAGEMENT
Testimony of Alvin J. Greenberg, Ph.D. and Rick Tyler

INTRODUCTION

The purpose of this staff analysis is to determine if the proposed Magnolia Power
Project (MPP, 01-AFC-6) complies with applicable laws, ordinances, and regulations
(LORS), and has the potential to cause significant impact on the public as a result of the
use, handling or storage of hazardous materials at the proposed facility. If significant
adverse impacts on the public are identified, Energy Commission staff must also
evaluate the potential for facility design alternatives and additional mitigation measures
to reduce impacts to the extent feasible.

This analysis does not address potential exposure of workers to hazardous materials
used at the proposed facility. Staff's Worker Safety and Fire Protection analysis
describes the requirements applicable to the protection of workers from such risks.

The only hazardous material stored at the Magnolia Power Project in quantities
exceeding the reportable amounts defined in the California Health and Safety Code,
section 25532 (j), is aqueous ammonia (19 percent ammonia in aqueous solution). The
use of agqueous ammonia significantly reduces the risk that would otherwise be
associated with use of the more economical anhydrous form of ammonia. Use of the
agueous form eliminates the high internal energy associated with the more hazardous
anhydrous form, which is stored as a liquefied gas at elevated pressure. The high
internal energy associated with the anhydrous form of ammonia can act as a driving
force in an accidental release, which can rapidly introduce large quantities of the
material to the ambient air and result in high down-wind concentrations. Spills
associated with the aqueous form are much easier to contain and emissions are limited
by the slow mass transfer from the surface of the spilled material.

Other hazardous materials stored in smaller quantities, such as mineral and lubricating
oils, corrosion inhibitors and water conditioners, will be present at the proposed facility.
However, these materials pose no significant potential for off-site impacts as a result of
the quantities on-site, their relative toxicity, and/or their environmental mobility.
Although no natural gas is stored, the project will also involve the construction and
operation of a natural gas pipeline and handling of large amounts of natural gas.
Natural gas poses some risk of both fire and explosion; however, the gas line will not be
lengthy and will be attached to an existing on-site main. Thus, off-site gas pipeline
construction will not be required and the on-site pipeline design is addressed in staff's
Facility Design analysis.

The Magnolia Power Project will also require the transportation of aqueous ammonia to
the facility.
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LAWS, ORDINANCES, REGULATIONS, STANDARDS AND POLICIES

The following federal, state, and local laws and policies apply to the protection of public
health and hazardous materials management. Staff's analysis examines the project’s
compliance with these requirements.

FEDERAL

The Superfund Amendments and Reauthorization Act of 1986 (Pub. L. 99-499,
§301,100 Stat. 1614 [1986]), also known as SARA Title Ill, contains the Emergency
Planning and Community Right To Know Act (EPCRA) as codified in 42 U.S.C. 811001
et seq. This Act requires that certain information about any release to the air, solil, or
water of an extremely hazardous material must be reported to state and local agencies.

The Clean Air Act (CAA) of 1990 (42 U.S.C. 87401 et seq. as amended) established a
nationwide emergency planning and response program and imposed reporting
requirements for businesses which store, handle, or produce significant quantities of
extremely hazardous materials. The CAA section on Risk Management Plans - codified
in 42 U.S.C. 8112(r) - requires the states to implement a comprehensive system to
inform local agencies and the public when a significant quantity of such materials is
stored or handled at a facility. The requirements of the CAA are reflected in the
California Health and Safety Code, section 25531 et seq.

Currently, due to the high volume of petroleum-containing hazardous materials already
in place on this site, the applicant is required to have a Spill Prevention Control and
Countermeasure Plan (SPCC) in place (Hazardous Waste Contingency Plan Title 40
C.F.R.,, Part112.7).

STATE

The California Accidental Release Prevention Program (Cal-ARP) - Health and Safety
Code, section 25531 - directs facility owners storing or handling acutely hazardous
materials in reportable quantities, to develop a Risk Management Plan (RMP) and
submit it to appropriate local authorities, the United States Environmental Protection
Agency (EPA), and the designated local Administering Agency for review and approval.
The plan must include an evaluation of the potential impacts associated with an
accidental release, the likelihood of an accidental release occurring, the magnitude of
potential human exposure, any preexisting evaluations or studies of the material, the
likelihood of the substance being handled in the manner indicated, and the accident
history of the material. This program supersedes the California Risk Management and
Prevention Plan (RMPP).

Section 25503.5 of the California Health and Safety Code requires facilities which store
or use hazardous materials to prepare and file a Business Plan with the local Certified
Unified Program Authority (CUPA), in this case the Los Angeles County Fire
Department, Hazardous Materials Division. This Business Plan is required to contain
information on the business activity, the owner, a hazardous materials inventory, facility
maps, an Emergency Response Contingency Plan, an Employee Training Plan, and
other recordkeeping forms.
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Title 8, California Code of Regulations, section 5189, requires facility owners to develop
and implement effective safety management plans to ensure that large quantities of
hazardous materials are handled safely. While such requirements primarily provide for
the protection of workers, they also indirectly improve public safety and are coordinated
with the RMPP process.

Title 8, California Code of Regulations, section 458 and sections 500 — 515, set forth
requirements for design, construction and operation of vessels and equipment used to
store and transfer anhydrous ammonia. These sections generally codify the
requirements of several industry codes, including the ASME Pressure Vessel Code,
ANSI K61.1 and the National Boiler and Pressure Vessel Inspection Code. While these
codes apply to anhydrous ammonia, they may also be used to design storage facilities
for agueous ammonia.

California Health and Safety Code, section 41700, requires that “No person shall
discharge from any source whatsoever such quantities of air contaminants or other
material which causes injury, detriment, nuisance, or annoyance to any considerable
number of persons or to the public, or which endanger the comfort, repose, health, or
safety of any such persons or the public, or which cause, or have a natural tendency to
cause injury or damage to business or property.”

LOCAL AND REGIONAL

The Uniform Fire Code (UFC 1997) contains provisions regarding the storage and
handling of hazardous materials in Articles 4 and 79. The most recent version of the
UFC was adopted in 1997. The City of Burbank Municipal Code section 15.1-800
Unified Hazardous Waste and Hazardous Materials Management Regulatory Program
address the enforcement of CCR title 23 standards on petroleum underground storage
tank cleanup. The Los Angeles County Fire Department, Hazardous Materials Division
regulates hazardous waste generator permits, handling, and storage requirements.

The California Building Code contains requirements regarding the storage and handling
of hazardous materials. The Chief Building Official must inspect and verify compliance
with these requirements prior to issuance of an occupancy permit. A further discussion
of these requirements is provided in the Facility Design portion of this document.

SETTING

The proposed MPP project is proposed to be located at the existing site of the City of
Burbank (COB) generating plant site that is owned and operated by the City of Burbank
Water and Power Department. This site is located within the City of Burbank at 164
Magnolia Boulevard. The area around the project is zoned for Commercial/Industrial
uses. No residential development is anticipated in the project vicinity. See Project
Description for more detalils.

Several factors associated with the area in which a project is to be located affect its
potential to cause public health impacts from an accidental release of a hazardous
material. These include:

local meteorology;
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terrain characteristics; and

location of population centers and sensitive receptors relative to the project.

METEOROLOGICAL CONDITIONS

Meteorological conditions, including wind speed, wind direction and air temperature,
affect the extent to which accidentally released hazardous materials would be dispersed
into the air and the direction in which they would be transported. This affects the level
of public exposure to such materials and the associated health risks. When wind
speeds are low and stable, dispersion is severely reduced and can lead to increased
localized public exposure in the event of an accidental release.

Recorded wind speeds and ambient air temperatures are described in the Air Quality
Section of the AFC (section 5.2). This data indicates that wind speeds below one meter
per second and temperatures exceeding 80°F occur in the project area, owing to the
temperate nature of the California Coast microclimate. Therefore, staff agrees with the
applicant that use of F stability (stagnated air, very little mixing), 1.5 meter/second wind
speed, and an ambient temperature of 110°F in its modeling analysis of an accidental
release of aqueous ammonia is an extremely conservative scenario and reflects worst
case atmospheric conditions.

TERRAIN CHARACTERISTICS

The location of elevated terrain (terrain above the power plant stack height) is often an
important factor to be considered in assessing potential exposure. An emission plume
resulting from an accidental release may impact high elevations before impacting lower
elevations. Modeling of an accidental release of aqueous ammonia at the proposed
facility indicates that significant concentrations would be confined to the facility property
and that off-site concentrations — even at elevated locations — would be so low as to
pose no hazard to the public. The project site and immediate vicinity is mostly level
terrain. Because modeling results show impacts are insignificant at the fenceline,
elevated terrain is not an important factor affecting the modeled results of accidental
releases of agueous ammonia at this site.

LOCATION OF EXPOSED POPULATIONS AND SENSITIVE
RECEPTORS

The general population includes many sensitive subgroups that may be at greater risk
from exposure to emitted pollutants. These sensitive subgroups include the very young,
the elderly, and those with existing illnesses. In addition, the location of the population
in the area surrounding a project site may have a large bearing on health risk. The
locations of both populated areas and sensitive receptors in the project vicinity are
described in Section 5.16 of the AFC. The fence closest to the aqueous ammonia
storage tank area is 30 meters from the ammonia storage tanks. The nearest public
receptor is a school about .4 miles for the facility.
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ENVIRONMENTAL IMPACTS

Staff thoroughly reviewed and assessed the potential for the handling, and use of
hazardous materials to impact the surrounding community. All chemicals and natural
gas were evaluated.

METHODOLOGY

In order to assess the potential for released hazardous materials to travel off-site, and
impact on the public, staff analyzed several aspects of the proposed use of these
materials at the facility. Staff recognizes that some chemicals must be used that are
toxic. Therefore, staff conducted its analysis by examining the need for hazardous
materials, the choice of chemical to be used and its amount, the manner in which the
applicant will use the chemical, the manner it will be transported to the facility and
transferred to facility storage tanks, and the way the applicant chooses to store the
material on-site. Staff reviewed the applicant’s proposed engineering controls and
administrative controls concerning hazardous materials usage. Engineering controls
are those physical or mechanical systems (such as storage tanks or automatic shut-off
valves) which can prevent a spill of hazardous material from occurring or which can limit
the spill to a small amount or confine it to a small area. Administrative controls are
those rules and procedures that workers at the facility must follow that will help to
prevent accidents or keep them small if they do occur. Both engineering and
administrative controls can act as methods of prevention or as methods of response
and minimization. In both cases, the goal is to prevent a spill from moving off-site and
causing harm to people.

Staff conducted a thorough review and evaluation of the applicant’s proposed use of
hazardous materials as described by the applicant in the AFC (Section 5.15). Staff's
assessment followed the five steps listed below:

Step 1: Staff reviewed the chemicals and the amounts proposed for use as listed in
Table 5.15-1 of the AFC and determined the need and appropriateness of their use.

Step 2: Those chemicals, proposed for use in small amounts or whose physical state
is such that there is virtually no chance that a spill would migrate off the site and
impact the public, were removed from further assessment.

Step 3: Measures proposed by the applicant to prevent spills were reviewed and
evaluated. These included engineering controls such as automatic shut-off valves
and different size transfer-hose couplings and administrative controls such as worker
training and safety management programs.

Step 4: Measures proposed by the applicant to respond to accidents were reviewed
and evaluated. These measures also included engineering controls such as
catchment basins and methods to keep vapors from spreading and administrative
controls such as training emergency response crews.

Step 5: Staff then analyzed the theoretical impacts on the public worst-case spill of
hazardous materials even with the mitigation measures proposed by the Applicant.
If the mitigation methods proposed by the applicant were found to be sufficient, no
further mitigation would be required. If the proposed mitigation proposed by the
Applicant were found to be insufficient to reduce the potential for adverse impacts to
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an insignificant level, staff would then propose additional prevention and response
controls until the potential for causing harm to the public was reduced to an
insignificant level. Itis only at this point that staff can recommend that the facility be
allowed to use hazardous materials.

PROJECT IMPACTS

As proposed, the facility will cause no significant risk of off-site impacts. Thus, the
direct impacts of the project will not add to any existing accidental release risks.

Small Quantity Hazardous Materials

In conducting the analysis, staff determined in Steps 1 and 2 that some materials,
although present at the proposed facility, pose a minimal potential for off-site impacts as
they will be stored in a solid form or in smaller quantities or have very low toxicity.
These hazardous materials were thus removed from further assessment. For example,
small quantities of solvents, amines (for controlling boiler feedwater pH), and chemicals
for controlling feedwater oxygen will be present in small quantities. Staff has determined
that the potential for impacts on the public are insignificant if the applicant uses those
scale inhibitors and corrosion controllers that contain only the active ingredients on the
list (see proposed condition of certification HAZ-1). See Appendix B for a list of
chemicals that will be used at the power plant.

During the construction phase of the project, the only hazardous materials proposed for
use include gasoline, fuel oil, lubricants, solvents, adhesives, and paint. Any impact of
spills or other releases of these materials will be limited to the site due to the small
guantities involved and thus no further analysis of construction phase activities appears
warranted.

After removing from consideration those chemicals that fit into Steps 1 and 2, staff
continued with Steps 4 and 5 to review the only remaining hazardous materials: sodium
hypochlorite, petroleum fuels, natural gas, and aqueous ammonia.

Large Quantity Hazardous Material

According to the Table 5.15-1, 7,500 gallons of an aqueous mixture of sodium
hypochlorite will be stored at the site. Sodium hypochlorite has a low potential to affect
the off-site public because its vapor pressure is also low and the concentration of
hypochlorite is low (12.5 percent). In fact, hypochlorite is used at many such facilities
as a substitute for chlorine gas, which is much more toxic and much more likely to
migrate off-site because it is a gas and is stored in concentrated form. Thus, the use of
a water solution of sodium hypochlorite is much safer to use than the alternative
chlorine gas. The chances for accidental spills during transfer from delivery vehicles to
the storage tanks should be reduced as much as possible. Thus, measures to prevent
transfer spills are extremely important and will be required as an additional section
within the required Safety Management Plan for delivery of aqueous sodium
hypochlorite (see Condition of Certification HAZ-3).

Large quantities of petroleum-containing hazardous materials will be used on this site.

Diesel fuel (2,000 gallons) is of very low volatility and impacts of spills are expected to
remain on-site.
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Natural Gas

Natural gas poses a fire and/or explosion risk as a result of its flammability. Natural gas
is composed of mostly methane but also contains ethane, propane, nitrogen, butane,
isobutane and isopentane. It is colorless, odorless, and tasteless and is lighter than air.
Natural gas can cause asphyxiation when methane is ninety percent in concentration.
Methane is flammable when mixed in air at concentrations of 5 to 14 percent, which is
also the detonation range. Natural gas, therefore, poses a risk of fire and/or explosions
if a release were to occur. . In particular, gas explosions can occur in the Heat
Recovery Steam Generator However, it should be noted that, due to its tendency to
disperse rapidly (Lees 1983), natural gas is less likely to cause explosions than many
other fuel gases, such as propane or liquefied petroleum gas. While natural gas will be
used in significant quantities, it will not be stored on-site. The risk of a fire and/or
explosion on-site can be reduced to insignificant levels through adherence to applicable
codes and development and implementation of effective safety management practices
(HRSG) and during start-up.

The National Fire Protection Association (NFPA 85A) has est. controls for gas fired
equipment, includingl) the use of double block and bleed valves for gas shut-off; 2)
automated combustion controls; and 3) burner management systems. These measures
will significantly reduce the likelihood of an explosion in gas-fired equipment.
Additionally, start-up procedures will require air purging of the gas turbines prior to start-
up, thus precluding the presence of an explosive mixture. The safety management plan
proposed by the applicant will address the handling and use of natural gas and
significantly reduce the potential for equipment failure due to improper maintenance or
human error. Since the proposed facility will not require the installation of any new gas
pipelines off-site, impacts from a break in the pipeline are limited to the existing
pipelines already in use in the area or in the new pipeline to be installed on-site. The
design of the natural gas pipeline is governed by laws and regulations discussed in
staff's Facility Design analysis. Thus, the only new gas pipelines installed for the
proposed project will be placed on-site where the risk of natural gas accidents can be
better controlled and minimized. Therefore, the use of natural gas at the proposed
facility will not result in adverse off-site impacts.

Agueous Ammonia

Aqueous ammonia will be used in controlling the emission of oxides of nitrogen (NOx)
from the combustion of natural gas in the facility. The accidental release of aqueous
ammonia without proper mitigation can result in hazardous down-wind concentrations of
ammonia gas. One 12,000-gallon double walled tank will be used to store the 19
percent aqueous ammonia.

Based on the screening analysis discussed above, aqueous ammonia is one of the
hazardous materials that may pose a risk of off-site impacts. The use of aqueous
ammonia can result in the formation and release of toxic gases in the event of a spill
even without interaction with other chemicals. This is a result of its moderate vapor
pressure and the large amounts of aqueous ammonia, which will be used and stored
on-site. However, as with aqueous hypochlorite, the use of aqueous ammonia instead
of the much more hazardous anhydrous ammonia (i.e. ammonia that is not diluted with
water) poses far less risk.
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To assess the potential impacts associated with an accidental release of ammonia, staff
typically evaluates where four “bench mark” exposure levels of ammonia gas occur off-
site. These include: 1) the lowest concentration posing a risk of lethality, 2,000 ppm; 2)
the Immediately Dangerous to Life and Health (IDLH) level of 300 ppm; 3) the
Emergency Response Planning Guideline (ERPG) level 2 of 150 ppm (recently changed
from the 200 ppm value), which is also the RMP level 1 criterion used by EPA and
California; and 4) the level considered by the Energy Commission staff to be without
serious adverse effects on the public for a one-time exposure of 75 ppm. (A detailed
discussion of the exposure criteria considered by staff and their applicability to different
populations and exposure-specific conditions is provided in Appendix A of this analysis.)
If the potential exposure associated with a potential release exceeds 75 ppm at any
public receptor, staff will presume that the potential release poses a risk of significant
impact. However, staff will also assess the probability of occurrence of the release
and/or the nature of the potentially exposed population in determining whether, the
likelihood and extent of potential exposure are sufficient to support a finding of
potentially significant impact.

The AFC (section 5.15) provided the results of modeling for a worst case accidental
release of aqueous ammonia. The analysis assumed winds of 1.5 meters per second
and atmospheric stability category F would exist at the time of the accidental release.
An air temperature of 110° F was assumed. The US EPA approved SCREEN air
dispersion model was used to estimate airborne concentrations of ammonia. These
analyses were designed to predict the maximum possible impacts based on distance
from the storage tank without regard to specific direction of transport.

The worst case event assumed an accidental release of 8,000 gallons of aqueous
ammonia from the delivery tanker truck during transfer to the storage tanks. The spilled
ammonia would flow to the same covered collection sump as in the worst-case
scenarios but more realistic meteorological conditions were used as inputs to the
dispersion model.

The results indicated that concentrations exceeding 75 PPM would be confined within
the project site (20 meters from the storage tanks for the worst-case). Therefore, the
release of anhydrous ammonia used for the project will not cause a significant impact.

Seismic Issues

Hazardous materials spill could also occur during an earthquake, which would cause
the failure of a hazardous materials storage tank. The quake could also cause the
failure of the secondary containment system (berms and dikes) as well as electrically
controlled valves, pumps, and neutralization systems. The failure of all these preventive
control measures might then result in a vapor cloud of hazardous materials moving off-
site and impacting the residents and workers in the surrounding community. This
concern over earthquake safety is heightened by the Loma Prieta earthquake of 1989,
the Northridge earthquake of 1994, and the earthquake in Kobe, Japan in January
1995.

Information obtained after the January 1994 Northridge earthquake showed that some
damage was caused to several large storage tanks and smaller tanks associated with
the water treatment system of a cogeneration facility. Those tanks with the greatest
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damage - including seam leakage - were older tanks while the newer tanks sustained
displacements and failures of attached lines. Therefore, staff conducted an analysis of
the codes and standards, which should be followed in adequately designing and
building storage tanks and containment areas to withstand a large earthquake. Staff
also reviewed the impacts of the February 2001 Nisqually earthquake near Olympia,
Washington, a state with similar seismic design codes as California. No hazardous
materials storage tanks were impacted by this quake. Referring to the sections on
GEOLOGIC HAZARDS and FACILITY DESIGN in the AFC, staff notes that the
proposed facility will be designed and constructed to the applicable standards of the
California Building Code for Seismic Zone 4 (AFC page 6.3-20), the most stringent code
level. Therefore, on the basis of what occurred in Northridge with older tanks and the
lack of failures during the Nisqually earthquake with newer tanks, staff determined that
tank failures during seismic events are not probable and do not represent a significant
risk to the public.

Transportation of Hazardous Materials

The transportation of hazardous materials to the facility is usually of great concern to
the residents and workers in the surrounding community. Hazardous materials,
including agueous ammonia, sodium hypochlorite, and others will be transported to the
facility via tanker truck. While many types of hazardous materials will be transported to
the site it is staff’'s belief that transport of agueous ammonia poses the predominance of
risk associated with such transport.

Aqueous ammonia would be delivered to the facility by tanker truck and thus it is
possible that ammonia can be released during a transportation accident. The extent of
impact in the event of such a release would depend on the location and on the rate of
dispersion of ammonia vapor from the surface of the aqueous ammonia pool. The
likelihood of an accidental release during transport is dependent on three factors:

1. the skill of the tanker truck driver,
2. the type of vehicle used for transport, and on
3. accident rates.

Staff believes that it is appropriate to rely on the extensive regulatory program that
applies to shipment of hazardous materials on California Highways to ensure safe
handling in general transportation (see The Federal Hazardous Materials Transportation
Law 49 USC 85101 et seq, The US Department of Transportation Regulations 49 CFR
Subpart H, 8172-700, and California DMV Regulations on Hazardous Cargo). These
regulations also address the issue of driver competence. (See AFC section 7.4.11 for
additional information on regulations governing the transportation of hazardous
materials.)

To address the issue of tank truck safety, aqueous ammonia will be delivered to the
proposed facility in Department of Transportation (DOT) certified vehicles with design
capacity of 8000 gallons. These vehicles will be designed to DOT Code MC-307.
These are high integrity vehicles designed for hauling of caustic materials such as
ammonia. Staff has therefore proposed a Condition of Certification (HAZ-5) to ensure
that regardless of which vendor supplies the aqueous ammonia, delivery will be made in
a tanker, which meets or exceeds the specifications described by these regulations.
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To address the issue of accident rates, staff reviewed the technical and scientific
literature on hazardous materials transportation (including tanker trucks) accident rates
in the United States and California.

Staff relied on the following references to determine the approach to preparing a
hazardous materials transportation accident risk analysis:

Rhyne, W.R. 1994. Hazardous Materials Transportation Risk Analysis. Quantitative
Approaches for Truck and Train.

Chapter 2: Transportation Quantitative Risk Analysis

Chapter 3: Databases

Davies, P.A. and Lees, F.P. 1992. “The Assessment of Major Hazards: The Road Transport
Environment for Conveyance of Hazardous Materials in Great Britain.” Journal of Hazardous
Materials, 32: 41-79.

Harwood, D.W., Viner, J.G., and E.R. Russell. 1990. "Truck Accident Rate Model for
Hazardous Materials Routing." Transportation Research Record. 1264: 12-23.

Harwood, D.W., Viner, J.G., and E.R. Russell. 1993. "Procedure for Developing Truck Accident
and Release Rates for Hazmat Routing." Journal of Transportation Engineering. 119(2): 189-
199.

Vilchez, J.A., Sevilla, S., Montiel, H. and J. Casal. 1995. "Historical Analysis of Accidents in
Chemical Plants and in the Transportation of Hazardous Materials." J. Loss Prev. Process Ind.
8(2): 87-96

Pet-Armacost, J.J., Sepulveda, J. and M. Sakude. 1999. "Monte Carlo Sensitivity Analysis of
Unknown Parameters in Hazardous Materials Transportation Risk Assessment." Risk Analysis.
19(6): 1173-1184.

National Response Center
Chemical Incident Reports Center, U.S. Chemical Safety Board
National Transportation Safety Board

Staff used this information to determine that the frequency of release for transportation
of hazardous materials in the U.S. is between 0.06 and 0.19 releases per million miles
traveled on well designed roads and highways. The maximum usage of aqueous
ammonia each year of operation of the proposed Magnolia Power Project will at this risk
level result in a negligible risk to those residing in the project area.

Data from the U.S. DOT show that the actual risk of a fatality over the past five years
from all modes of hazardous material transportation (rail, air, boat, and truck) was
approximately 0.1 in one million.

Staff therefore believes the risk of exposure to significant concentrations of aqueous
ammonia during transportation to the facility are insignificant because of the remote
possibility of accidental release of a sufficient quantity to present a danger to the public.
The transportation of similar volumes of hazardous materials on the nation’s highways
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is not unique nor an infrequent occurrence. Staff's analysis of the transportation of
agqueous ammonia to the proposed facility (along with data from the U.S. DOT)
demonstrates that the risk of accident and exposure is less than significant.

CUMULATIVE IMPACTS

Staff reviewed the potential for the operation of the MPP combined with existing light
industrial facilities to result in cumulative impacts on the population within the area.
Projects that could potentially contribute to cumulative impacts are those located or
which will be located in the same geographic area of influence defined as within a 1-
mile radius of the proposed power plant. Because there already exists a power
generation facility on this site, the risks and hazards surrounding the use of hazardous
materials has already been addressed for the existing facility and for the surrounding
industries. Staff finds that the new power generating facilities at this site would not add
significant cumulative impacts to those already encountered and addressed. Staff finds
that the facility, as proposed by the Applicant and with the additional mitigation
measures proposed by the Staff, poses a minimal risk of accidental release, which
could result in off-site impacts.

APPLICANT’'S PROPOSED MITIGATION

The potential for accidents resulting in the release of hazardous materials is greatly
reduced by the implementation of a safety management program, which includes the
use of both engineering and administrative controls. Administrative controls include the
development and implementation of a Safety Management Plan. Elements of facility
controls and the safety management plan are summarized below.

ENGINEERING CONTROLS

Engineering controls help to prevent accidents and releases (spills) from moving off-site
and impacting the community by incorporating engineering safety design criteria into the
design of the facility. The engineered safety features proposed by the applicant for use
at this facility include:

construction of curbs, berms, and/or catchment basins in the hazardous materials
storage areas to contain accidental releases that might happen during storage or
delivery;

physical separation of stored chemicals in separate containment areas in order to
prevent accidental mixing of incompatible materials which may result in the evolution
and release of toxic gases or fumes;

double walled containment of the 12,000 gallon agueous ammonia storage tank;

a sloped containment pad for the agueous ammonia tanker truck delivery area that
will drain into the same subsurface covered sump placed beneath the storage tanks;
and

process protective systems including automatic shut-off valves, double-wall piping,
and fire protection systems.
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ADMINISTRATIVE CONTROLS

Administrative controls also help to prevent accidents and releases (spills) from moving
off-site and impacting the community by establishing worker training programs and
process safety management programs and by complying with all applicable health and
safety laws, ordinances and standards.

The worker health and safety program proposed by the Applicant for use at this facility
will include (but is not limited to) the following elements:

worker training regarding chemical hazards, health and safety issues, and hazard
communication;

the proper use of personal protective equipment;

safety operating procedures for operation and maintenance of systems utilizing
hazardous materials;

fire safety and prevention; and emergency response actions including facility
evacuation, hazardous material spill cleanup, and fire prevention.

At the facility, the project owner will designate an individual who has the responsibility
and authority to ensure a safe and healthful workplace. The project health and safety
professional oversees the health and safety program and has the authority to halt any
action or modify any work practice in order to protect the workers, facility, and the

surrounding community or in the event that the health and safety program is violated.

The facility Safety Management Program will include regular inspection and
maintenance of equipment, valves, piping, and appurtenances. Additionally, the safety
management program requires that only trained facility personnel are assigned to the
transfer and handling of hazardous chemicals.

The facility will also prepare a Hazardous Materials Business Plan and a Risk
Management Plan (RMP).

In order to address the issue of spill response, the facility will prepare and implement an
Emergency Response Plan which includes information on: hazardous materials
contingency and emergency response procedures, spill containment and prevention
systems, personnel training, spill notification, on-site spill containment, prevention
equipment and capabilities, etc. Emergency procedures will be established which
include evacuation; spill cleanup, hazard prevention, and emergency response.

STAFF MITIGATION

The worst-case accidental release scenario evaluated in the AFC assumed that
accidental spills of aqueous ammonia would occur from the from a tanker truck into the
same catchment system. Staff believes that the most likely event resulting in a spill
would be during transfer from the delivery tanker to the storage tank. Staff therefore
proposes a condition (HAZ-3) requiring development of a safety management plan for
the delivery of aqueous ammonia. The development of a safety Management Plan
addressing delivery of ammonia will further reduce the risk of any accidental release not
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addressed by the proposed spill prevention mitigation measures and the required Risk
Management Plan (RMP).

FACILITY CLOSURE

The requirements for the handling of hazardous materials remain in effect until such
materials are removed from the site regardless of facility closure. Therefore, the facility
owners are responsible for continuing to handle such materials in a safe manner, as
required by applicable laws. In the event that the facility owner abandons the facility in
a manner, which poses a risk to surrounding populations, staff will coordinate with the
California Office of Emergency Services, City of Burbank Fire Department, and the
California Department of Toxic Substances Control (DTSC) to ensure that any
unacceptable risk to the public is eliminated. Funding for such emergency action can
be provided by federal, state or local agencies until the cost can be recovered from the
responsible parties (O.E.S. 1990).

PROPOSED CONDITIONS OF CERTIFICATION

HAZ-1 The project owner shall not use any hazardous material at the MPP not listed or
in greater quantities or strengths than those identified by chemical name in
Appendix B, below, unless approved in advance by the CPM.

Verification: The project owner shall provide to the Compliance Project
Manager (CPM), in the Annual Compliance Report, a list of hazardous materials
contained at the facility in reportable quantities.

HAZ-2 The project owner shall provide a Risk Management Plan to City of Burbank, Los
Angeles County Fire Department, Hazardous Materials Division and the CPM for
review at the time the plans are first submitted to the U.S. Environmental
Protection Agency (EPA). The project owner shall include all recommendations
of City of Burbank, Los Angeles County Fire Department, Hazardous Materials
Division and the CPM in the final document. A copy of the final plans, including
all comments, shall be provided to the City of Burbank and the Los Angeles
County Fire Department, Hazardous Materials Division, once approved by the
CPM.

Verification: At least 60 days prior to the delivery of agueous ammonia to the
proposed storage facility, the project owner shall provide the final plans listed above
and accepted by the City of Burbank to the CPM for approval.

HAZ-3 The project owner shall develop and implement a Safety Management Plan for
delivery of aqueous ammonia and aqueous sodium hypochlorite. The plan shall
include procedures, protective equipment requirements, training and a checklist.
It shall also include a section describing all measures to be implemented to
prevent mixing of these chemicals with incompatible hazardous materials.

Verification: At least sixty days prior to the delivery of aqueous ammonia or
agueous sodium hypochlorite to their storage tanks, the project owner shall provide
a safety management plan as described above to the CPM for review and approval.
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HAZ-4 The aqueous ammonia storage facility shall be designed to either the ASME
Pressure Vessel Code and ANSI K61.6 or to API 620. In either case, the storage
tank shall be protected by a secondary containment basin capable of holding

150% of the storage volume plus the volume associated with 24 hours of rain
assuming the 25-year storm.

Verification: At least sixty days prior to delivery of aqueous ammonia to the
storage tanks, the project owner shall submit final design drawings and
specifications for the ammonia storage tank and secondary containment basin to
the CPM for review and approval.

HAZ-5 The project owner shall direct all vendors delivering aqueous ammonia to the
site to use only transport vehicles, which meet or exceed the specifications of
DOT Code MC-307.

Verification: At least 60 days prior to receipt of agueous ammonia on site, the
project owner shall submit copies of the notification letter to supply vendors
indicating the transport vehicle specifications to the CPM for review and approval.
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APPENDIX A

HAZARDOUS MATERIAL MANAGEMENT

BASIS FOR STAFF'S USE OF 75 PPM AMMONIA EXPOSURE CRITERIA

Staff uses a health-based airborne concentration of 75 ppm to evaluate the significance
of impacts associated with potential accidental releases of ammonia. While this level is
not consistent with the 200-ppm level used by EPA and Cal/EPA in evaluating such
releases pursuant the Federal Risk Management Program and State Accidental
Release Program, it is appropriate for use in staff's CEQA analysis. The Federal Risk
Management Program and the State Accidental Release Program are administrative
programs designed to address emergency planning and ensure that appropriate safety
management practices and actions are implemented in response to accidental releases.
However, the regulations implementing these programs do not provide clear authority to
require design changes or other major changes to a proposed facility. The preface to
the Emergency Response Planning Guidelines (ERPGSs) states that “these values have
been derived as planning and emergency response guidelines, not exposure
guidelines, they do not contain the safety factors normally incorporated into exposure
guidelines. Instead they are estimates, by the committee, of the thresholds above
which there would be an unacceptable likelihood of observing the defined effects.” Itis
staff’'s contention that these values apply to healthy adult individuals and are levels that
should not be used to evaluate the acceptability of avoidable exposures for the entire
population. While these guidelines are useful in decision making in the event that a
release has already occurred (for example, prioritizing evacuations), they are not
appropriate for and are not binding on discretionary decisions involving proposed
facilities where many options for mitigation are feasible. CEQA requires permitting
agencies making discretionary decisions to identify and mitigate potentially significant
impacts through changes to the proposed project.

Staff has chosen to use the National Research Council’s 30 minute Short Term Public
Emergency Limit (STPEL) for ammonia to determine the potential for significant impact.
This limit is designed to apply to accidental unanticipated releases and subsequent
public exposure. Exposure at this level should not result in serious effects but would
result in “strong odor, lacrimation, and irritation of the upper respiratory tract (nose and
throat), but no incapacitation or prevention of self-rescue.” It is staff's opinion that
exposures to concentrations above these levels pose significant risk of adverse health
impacts on sensitive members of the general public. Itis also staff's position that these
exposure limits are the best available criteria to use in gauging the significance of public
exposures associated with potential accidental releases. It is, further, staff’'s opinion
that these limits constitute an appropriate balance between public protection and
mitigation of unlikely events, and are useful in focusing mitigation efforts on those
release scenarios that pose real potential for serious impacts on the public. Table 1
provides a comparison of the intended use and limitations associated with each of the
various criteria that staff considered in arriving at the decision to use the 75-ppm
STPEL. Appendix B provides a summary of adverse effects, which might be expected
to occur at various airborne concentrations of ammonia.
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HAZARDOUS MATERIAL MANAGEMENT

APPENDIX A TABLE 1

Acute Ammonia Exposure Guidelines

Guideline Responsible Applicable Exposed Group Allowable Allowable* Potential Toxicity at Guideline Level/Intended
Authority Exposure Duration of Purpose of Guideline
Level Exposures
IDLH? NIOSH Workplace standard used to identify 300 ppm 30 min. Exposure above this level requires
appropriate respiratory protection. the use of “highly reliable”
respiratory protection and poses the
risk of death, serious irreversible
injury or impairment of the ability to
escape.
IDLH/10" EPA, NIOSH Work place standard adjusted for general 30 ppm 30 min. Protects nearly all segments of general
population factor of 10 for variation in population from irreversible effects
sensitivity
STEL? NIOSH Adult healthy male workers 35 ppm 15 min. 4 times No toxicity, including avoidance of irritation
per 8 hr day
EEGL® NRC Adult healthy workers, military personnel 100 ppm Generally less Significant irritation but no impact on
than 60 min. personnel in performance of emergency work;
no irreversible health effects in healthy adults.
Emergency conditions one time exposure
STPEL* NRC Most members of general population 50 ppm 60 min. Significant irritation but protects nearly all
75 ppm 30 min. segments of general population from
100 ppm 10 min. irreversible acute or late effects. One time
accidental exposure
TWA? NIOSH Adult healthy male workers 25 ppm 8 hr. No toxicity or irritation on continuous exposure
for repeated 8 hr. work shifts
ERPG-2° AIHA Applicable only to emergency response 200 ppm 60 min. Exposures above this level entail**
planning for the general population unacceptable risk of irreversible effects in
(evacuation) (not intended as exposure healthy adult members of the general
criteria) (see preface attached) population (no safety margin)
1) (EPA 1987) 2) (NIOSH 1994) 3) (NRC 1985) 4) (NRC 1972) 5) (AIHA 1989)

*The (NRC 1979), (WHO 1986), and (Henderson and Haggard 1943) all conclude that available data confirm the direct relationship to increases in effect with both
increased exposure and increased exposure duration.
** The (NRC 1979) describes a study involving young animals, which suggests greater sensitivity to acute exposure in young animals. The (WHO 1986) warns that the

young, elderly, asthmatics, those with bronchitis and those that exercise should also be considered at increased risk based on their demonstrated greater susceptibility to
other non-specific irritants.
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References for Appendix A, Table 1

AIHA. 1989. American Industrial Hygienists Association, Emergency Response Planning Guideline,
Ammonia, (and Preface) AIHA, Akron, OH.

EPA. 1987. U.S. Environmental Protection Agency, Technical Guidance for Hazards Analysis, EPA,
Washington, D.C.
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Guidance Levels (EEGL), short-term Public Emergency Guidance Level (SPEGL), and Continuous
Exposure Guidance Level (CEGL) Documents, NRC, Washington, D.C.

NRC. 1972. Guideline for short-term Exposure of The Public To Air Pollutants. V. Guide for Ammonia,
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U.S. Department of Health and Human Services, Washington D.C., Publication nhumbers 94-116.
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Abbreviations for Appendix A, Table 1

ACGIH, American Conference of Governmental and Industrial Hygienists
AIHA, American Industrial Hygienists Association

EEGL, Emergency Exposure Guidance Level

EPA, Environmental Protection Agency

ERPG, Emergency Response Planning Guidelines

IDLH, Immediately Dangerous to Life and Health Level
NIOSH, National Institute of Occupational Safety and Health
NRC, National Research Council

STEL, Short Term Exposure Limit

STPEL, Short Term Public Emergency Limit

TLV, Threshold Limit Value

WHO, World Health Organization
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LAND USE

Testimony of David Flores

INTRODUCTION

The land use analysis of the proposed Magnolia Power Project (MPP) focuses on the
project's compatibility with existing and planned land uses, and the project’s consistency
with local land use plans, ordinances, and policies. The project has the potential to
create impacts that could result in various types of land use incompatibilities, including
impacts in the areas of noise, dust, public health, traffic, and visual resources. These
individual resource topics are discussed in separate sections of this Staff Assessment
(SA).

LAWS, ORDINANCES, REGULATIONS AND STANDARDS (LORS)

The project site is located within the City of Burbank in Los Angeles County, which is
situated in the eastern portion of the San Fernando Valley. Land use LORS applicable
to the proposed project are contained in the City of Burbank’s General Plan and Zoning
Ordinance. In addition, the project is within the South San Fernando Redevelopment
Project area. The goals and objectives of the redevelopment project area are
addressed in this analysis.

CITY OF BURBANK GENERAL PLAN

Land uses are controlled and regulated through a series of goals and policies contained
in plans adopted by the local jurisdiction that has land use authority over the area (in
this case, the City of Burbank). Local agencies with land use authority (i.e., cities and
counties) are required to adopt a General Plan for the area within their jurisdiction that
sets forth policies regarding land use and other planning topics. The General Plan is
the broadest planning document applicable to the site, expressing broad goals and
policies to guide local decisions on future growth, development, and conservation.
Other local plans, as well as the zoning ordinance that regulates land use, must be
consistent with the goals and policies expressed in the General Plan.

The City of Burbank General Plan was adopted in 1988 and has been selectively
amended since. In its preface, the Burbank General Plan is described as an official
policy document adopted as a guide for making decisions concerning the development
of the community according to desired goals. When adopted in 1988, it was intended to
shape the future physical development of the city for the next 20 years. The City of
Burbank's General Plan Land Use Element designates the project site as General
Manufacturing. In addition, the existing power plant is designated Public Facility in the
Land Use Element. The project's Industrial land use designation promotes the City of
Burbank's role as a regional industrial area and as a significant employment center
within the Los Angeles region.

The Land Use Element of the General Plan designates the general location and extent

of the uses of the land for housing, business, industry, open space, natural resources,
recreation and enjoyment of scenic beauty, and other categories of public and private
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uses of land. The Land Use Element designates 1,173 acres for industrial purposes. It
is the intent of the Land Use Element that industrial sites be attractive, convenient, safe,
and that they be located so as to benefit both industry and the community.

The Public Facilities land use designation indicates and provides land for a variety of
public and quasi-public facilities. The objective of the Land Use Element in designating
Public Facilities sites is to preserve public amenities and necessary public facilities for
which alternative sites would be difficult to procure. The City of Burbank is developed to
the point where acquisition of additional land for public facilities is not practical. As a
result, existing public facility sites will not be relinquished unless it can be demonstrated
that they will no longer be necessary to the public. As provided in the AFC (MPP
2001a, Pg. 5.9-4, Sec. 5.9.1.3), it is the intent of the land use element that public
facilities be located in areas of compatible land use and that their location reflect the
policy of distributing service facilities equitably throughout the community.

The City of Burbank is currently in the process of preparing a comprehensive revision to
its General Plan. As part of the General Plan revision process, the City staff has
prepared a series of community events in the coming months for public involvement. It
is not anticipated that there will be any changes affecting the proposed project site.

Redevelopment Plan

The Redevelopment Agency implements the goals adopted in the Redevelopment
Plans for each project area. These include rehabilitating and revitalizing blighted and
deteriorated areas via various methods of Redevelopment Agency participation, such as
land assemblage, infrastructure upgrades and certain on-site improvements. Removal
of blight, creation and retention of jobs, and improvement and preservation of affordable
housing are the three primary areas of focus for the Agency.

The City of Burbank adopted a Redevelopment Plan for the South San Fernando
Redevelopment Project in June 1997. This area includes the existing City of Burbank
power facility, which is owned by the City of Burbank. The MPP will provide economic
development in the form of power for the participating municipal utility members [i.e., a
number of Southern California cities, including the City of Burbank have formed a
municipal utility consortium, the Southern California Public Power Association (SCPPA)]
to either use or sell to other utilities in the area. New employment will be generated by
the development of the MPP, and the proposed power facility will use a currently
underutilized property to provide a more efficient energy facility that will enhance
regional energy resources without introducing additional industrial development within
the urban area of the City of Burbank.

CITY OF BURBANK ZONING ORDINANCE

Zoning is the specific administrative tool used by a jurisdiction to regulate land use and
development, and is one of the primary tools for implementing the goals and policies of
the General Plan. Zoning is typically more specific than the General Plan and includes
detailed land use regulations and development standards. The City’s Zoning Ordinance

divides the land in the city into zones that permit different types of uses and imposes
development standards appropriate to the uses permitted in each zoning district. LAND

LAND USE 3.5-2 January 9, 2002



USE Figure 1 shows the zoning districts in the area of the proposed project site. The
MPP project site is located in the General Industrial (M-2) zoning district.

The purpose of the “M-2” District (Section 31-808 of the Burbank Zoning Ordinance) is
“intended for the development of manufacturing process, fabrication and assembly of
goods and materials.” The “M-2 ” District permits a broad array of industrial uses,
administrative and professional offices/services, automobile-related uses, personal
services, retail commercial uses, and service commercial uses. As indicated earlier in
this analysis, the site is designated "Public Facility" which is an allowed use in the M-2
Zoning District.

The Zoning Ordinance (Section 10-1.1645) also includes minimum design and
performance standards applicable to the construction of industrial and commercial
buildings in the “M-2" District. These include standards for architectural design, fences
and walls, landscaping, lighting, outdoor storage, signs, and other design features.

STATE
Warren-Alguist Act (Pub. Resources Code 8 25500 et seq.)

The Warren-Alquist Act is the enabling legislation for the California Energy Commission.

Section 25525 states

“The commission shall not certify any facility contained in the application when it finds
pursuant to subdivision (d) of Section 25523, that the facility does not conform with any
applicable state, local, or regional standards, ordinances, or laws, unless the
commission determines that such facility is required for public convenience and
necessity and that there are not more prudent and feasible means of achieving such
public convenience and necessity. In making this determination, the commission shall
consider the entire record of the proceeding, including, but not limited to, impacts of the
facility on the environment, consumer benefits, and electric system reliability. In no
event shall the commission make any finding in conflict with applicable federal law or
regulation. . . .”

SETTING

PROJECT LOCATION

The project site is located in the City of Burbank in Los Angeles County, which is in the
eastern portion of the San Fernando Valley. Burbank is bordered by the City of
Glendale to the south and east, and the City of Los Angeles to the north and west.
Burbank has a population of 100,316 (Census, 2000) and encompasses a land area of
approximately 17.155 square miles.

The proposed MPP project site is located in an industrial corridor of the city. This area
contains a diverse mix of both small and large light industrial, heavy industrial, and
office uses. Although some retail commercial uses and a few residences are
interspersed through the area, the vicinity of the project site is predominantly industrial
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in nature, characterized by manufacturing, processing, and fabricating facilities;
trucking, distribution, and warehouse facilities; contractor yards and construction supply;
and miscellaneous industrial and business park developments.

SITE AND VICINITY DESCRIPTION

Proposed Project Site

The proposed MPP site is approximately 23 acres in size and the project will require
approximately three of the 23 acres. The project will constructed adjacent to the existing
City of Burbank generating facility site, replacing several existing structures with a new
combined cycle power facility. Perimeter chain-link fences enclose the 23-acre parcel.

The primary off-site parking area is north of the MPP site on Front Street. Construction
personnel can walk to the MPP site from this lot. Approximately 300 parking spaces will
available at this site. This area is zoned Automobile Dealership and is paved. The
zoning designation does not allow for the site to be used for parking. The second
designated parking area is a paved area along San Fernando Boulevard between
Hollywood Way and Buena Vista Road along the railroad tracks. Workers will be
transported to the project site by shuttle. Approximately 100 parking spaces will be
available on this site. This site is zoned Railroad and the use of this site for parking
requires a Conditional Use Permit. The City of Burbank did not prepare Use Permit
findings to allow these two parking uses, therefore staff reviewed the City's "findings"
found in Chapter 31 of the Burbank Municipal Code. These items are presented in the
Conditional Use Permit Findings section of this report.

The project will also include one temporary offsite equipment laydown area located

along Victory Place adjacent to the railroad tracks, between Empire Avenue and Maria
Street. This 2.4-acre site is zoned Railroad and the use of this site for a
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LAND USE Figure 1
City of Burbank Zoning Map
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LAND USE Figure 2
General Plan Land Use Map
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temporary laydown area will also require a Conditional Use Permit. The City of Burbank
did not prepare Use Permit findings to allow this use, therefore staff reviewed the City's
"findings" found in Chapter 31 of the Burbank Municipal Code and are presented in the
Conditional Use Permit Findings section of this report.

Existing Adjacent Uses

LAND USE Figure 2 shows the existing general plan land uses in the project vicinity.

As indicated above, the proposed MPP site is located in a predominantly industrial area.
Land uses in the vicinity of the project site include:

North: Magnolia Boulevard with industrial uses;

East: Southern Pacific Railroad line, I-5, and mass transportation facilities;
South: Olive Avenue with mixed commercial; and

West: Victory Boulevard with mixed commercial uses.

RECREATIONAL FACILITIES

The following neighborhood parks exist in the project’s vicinity: George Izay Park and
Recreation Center, and Cambridge Park. George lzay Park is located approximately
.75 miles southwest of MPP on West Olive Avenue. Cambridge Park is located
approximately one mile northeast from MPP on Amherst Avenue.

ENVIRONMENTAL IMPACTS

ENVIRONMENTAL CHECKLIST

Potentially Less than Less Than No Impact
Significant Significant Significant
Impact With Impact
Mitigation
Incorporated
LAND USE AND PLANNING — Would the project:
a) Physically divide an established X
community?

b) Conflict with any applicable land use X

plan, policy, or regulation of an agency
with jurisdiction over the project
(including, but not limited to the general
plan, specific plan, local coastal
program, or zoning ordinance) adopted
for the purpose of avoiding or mitigating
an environmental effect?

c) Conflict with any applicable habitat X
conservation plan or natural community
conservation plan?
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Potentially Less than Less Than No Impact
Significant Significant Significant
Impact With Impact
Mitigation
Incorporated

LAND USE AND PLANNING — Would the project:
RECREATION
a) Would the project increase the use of X

existing neighborhood and regional
parks or other recreational facilities
such that substantial physical
deterioration of the facility would occur
or be accelerated?

b) Does the project include recreational X
facilities or require the construction or
expansion of recreational facilities that
might have an adverse physical effect
on the environment?

DISCUSSION OF IMPACTS

Land Use and Planning

A. Physical Division of an Existing Community - No Impact

The proposed MPP project has no potential to physically divide an existing community.
The site is located in an established industrial and mixed commercial area in the City of
Burbank. The power plant would be located entirely on private property and neither the
size nor nature of the project would result in a physical division of an established
community. No new physical barriers would be created by the project (public access
across the site is not currently allowed) and no existing roadways or pathways would be
blocked. No new transmission lines, off-site pipelines, or transmission towers
associated with the project would be constructed, therefore would not represent a new
physical barrier. Given its location, the project would not alter existing residential,
recreational, commercial, institutional, and other industrial land use patterns in the area.
Therefore, there would be no impact.

B. Conflict with any Applicable Land Use Plan, Policy, or Regulation — Less than
Significant with Mitigation Incorporated

The proposed MPP project would comply with the City of Burbank’s LORS. The
proposed project is appropriately sited in an area designated for industrial development
in the General Plan. The City’s General Plan policies concerning the Industrial Corridor
are generally supportive of new industrial projects for economic development reasons,
rather than restrictive or prohibitive. Staff has concluded that the proposed project does
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not conflict with the any of the relevant land use policies contained in the Burbank
General Plan.

Of the various zoning districts in the City’s Zoning Ordinance, the “M-2" District in which
the project site is located, is the most appropriate zoning district for a power plant.
Power plants are specifically listed as permitted in the “M-2” District, and this zoning
district is the City’s most intensive industrial zoning category, permitting a range of light
and heavy industrial uses, including public utility facilities. The project complies with all
of the applicable development standards (lot, and yard requirements) set forth in the
Zoning Ordinance for the “M-2” District.

The City of Burbank has determined that the proposed MPP project would be consistent
with the City’s General Plan and Zoning Ordinance (Burbank City Planning Staff, 2001).
This confirms staff’'s conclusion that the proposed project would comply with the City’s
LORS.

The proposed project also appears to comply with the minimum design and
performance standards applicable to the construction of industrial buildings in the “M-2”
District with the exception of the proposed new 150-foot stack which will require a
conditional use permit finding of consistency with the local LORS. The maximum height
limit is 70 feet in the M-2 Zone District. Some standards are subject to interpretation in
the M-2 Zone (e.g., “design elements that are harmonious and in proportion to one
another”) and others involve details not specifically presented in the AFC (e.g.,
container size of trees used in landscaping). The project presumably conforms to the
architectural design principles included in the “M-2" District’s design and performance
standards. A condition of certification (LAND-1) has been proposed to ensure the
project’s compliance with the City’s industrial design and performance standards for
those standards subject to interpretation. In addition, staff has prepared Conditional
Use permit findings for stack height allowance, worker parking areas, and a temporary

laydown area. For a discussion of the project’s effects on views and aesthetic
resources, please see the VISUAL RESOURCES section of this SA.

Given the proposed project’s consistency with the City of Burbank’s applicable land use
LORS, impacts will be less than significant if CONDITION OF CERTIFICATION LAND-

1 is implemented.
C. HABITAT /INATURAL COMMUNITY CONSERVATION PLANS — NO IMPACT

There are no sensitive natural resource areas in the general vicinity of the project site
(see the BIOLOGICAL RESOURCES section for more information). In addition there
are no adopted habitat conservation plans or natural community conservation plans in
the vicinity of the proposed project site. Therefore, the proposed project would not
conflict with any such plans.

Recreation

A. Increased Use of Recreational Facilities - No Impact

Physical impacts to public services and facilities such as recreational facilities are
usually associated with population migration and growth in an area, which increase the
demand for a particular service. An increase in population in any given area may result
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in the need to develop new, or alter existing government facilities in order to
accommodate increased demand.

As an electric generation project seeking to meet the current demand of MPP
customers, the proposed project is not expected to result in an increase in the
population of the area. As described in the MPP application, construction of the
generation station would require an average of 150 workers, and 318 workers during
peak construction (MPP 2001a, p.5.10-8). Given the availability of local workforce and
the temporary nature of construction activities, proposed project construction is not
expected to result in population growth. In addition, given the number of operational
personnel needed (maximum fifteen personnel), plant operation would only result in a
negligible contribution to the area’s population. Therefore, it is not expected that the
proposed project would increase the use of existing recreational facilities such that a
substantial physical deterioration of these facilities would occur.

Two recreation facilities are located within one mile of the MPP site (i.e., .75 mile from
George Izay Park and one mile from Cambridge Park). Given the facilities distance
from the site, and the existing industrial/commercial development which acts as a buffer,
the MPP will not affect users of these recreational facilities. The project will be
compatible with recreation uses in the area. No impacts would occur.

B. Construction of Recreational Facilities - No Impact

As a power generation project, the proposed project does not include recreational
facilities or require the construction or expansion of existing recreational facilities. As
described above, the proposed project would not result in an increase in the area’s
population that would require new or expanded recreational facilities whose construction
would in turn lead to an adverse physical effect on the environment. No impacts would
occur.

Conditional Use Permit Findings

The conditional use permit findings required for the stack height allowance from 70-feet
to 150-feet, off-site parking area, and off-site laydown area are to be made before
granting of the permit for the project. The City of Burbank did not prepare findings for
these provisions. Therefore, staff reviewed the City's "findings" found in Chapter 31 of
the Burbank Municipal Code and presents the following conclusions.

The supporting information (evidence) for the applicable "finding" prepared by staff has
been italicized and presented below each of the City's required "findings."

Stack Height Finding:

Is the structure greater than 500 feet from a residential zone district lot line (R-1, R-
1/R-E, R-1-H, R-2, R-3, R-4, R-5) and is the structure located in an adopted specific
planning or redevelopment planning area? (Must be found in the affirmative)

Finding: The proposed 150 foot high stack is more than 500 feet from a residential
zone district lot line, and is located in the South San Fernando Redevelopment
Project Area.
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Findings for Off-site worker parking along San Fernando Boulevard and Front Street;
and 2) Victory Boulevard off-site laydown area:

The use applied for at the location set forth in the application is properly one for
which a CUP is authorized by this chapter.

The use is not detrimental to existing uses or uses specifically permitted in the zone
in which the proposed use is to be located.

The use will be compatible with other uses on the same lot and in the general area
in which the use is proposed to be located.

The site for the proposed use is adequate in size and shape to accommodate the
use and all of the yards, setbacks, walls, fences, landscaping and other features
required to adjust the use to the existing or future uses permitted in the
neighborhood.

The site for the proposed use relates to streets and highways properly designed
and improved to carry the type and quantity of traffic generated or to be generated
by the proposed use.

The conditions imposed are necessary to protect the public health, convenience,
safety and welfare.

Findings: both off-site temporary parking areas (Old Front Street, zoned Automobile
Dealership and San Fernando Boulevard, zoned Railroad) are surrounded by areas
zoned Industrial. As a result, the use of these sites for parking and equipment storage
is compatible with other uses in the general area.

CUMULATIVE IMPACTS

The proposed project is consistent with the City of Burbank’s long-range land use
policies for the Industrial Corridor as expressed in the General Plan and the South San
Fernando Redevelopment Plan. Conformance with the General Plan and
Redevelopment Plan is the primary consideration in determining a project’s potential to
contribute to adverse cumulative land use impacts. The General Plan and
Redevelopment Plan sets forth the City’s long-range vision for the physical development
of the city and other plans for infrastructure and public services are based on this long-
range vision. Therefore, projects that are consistent with the City’s long-range land use
policies are not viewed as adverse from a cumulative impact perspective. Because the
project is consistent with the City’s long-range planning policies for industrial
development in this area, cumulative land use impacts are not considered significant.

ENVIRONMENTAL JUSTICE

Staff has reviewed Census 2000 information that indicates the minority population is not
greater than 50 percent within a six-mile radius of the proposed MPP (please refer to
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Socioeconomics Figure 1 in this Staff Analysis). The data for the population income
levels within six miles of the MPP indicates that the low income population is also less
than 50 percent. Staff's Land Use analysis did not result in any identified unmitigated
significant direct or cumulative impacts resulting from the construction or operation of
the project, and therefore there are no environmental justice issues related to this
project.

FACILITY CLOSURE

At some point in the future, the proposed facility would cease operation and close down.
At that time, it would be necessary to ensure that closure occurs in such a way that
public health and safety and the environment are protected from adverse impacts.

The planned lifetime of the MPP is estimated at 30 years. At least twelve months prior
to the initiation of decommissioning, the Applicant would prepare a Facility Closure Plan
for Energy Commission review and approval. This review and approval process would
be public and allow participation by interested parties and other regulatory agencies. At
the time of closure, all applicable LORS would be identified and the closure plan would
discuss conformance of decommissioning, restoration, and remediation activities with
these LORS. All of these activities would fall under the authority of the Energy
Commission.

There are at least two other circumstances under which a facility closure can occur,
unexpected temporary closure and unexpected permanent closure. Staff has not
identified any LORS from a land use perspective that the applicant would have to
comply with in the event of unexpected temporary closure or unexpected permanent
closure of the EAEC.

CONCLUSIONS

The project would not physically divide an established community, would not conflict
with any applicable land use plan, policy, or regulation, and would not conflict with any
applicable habitat conservation plan. Staff has concluded that the MPP will be a
compatible land use within the City of Burbank. The proposed use would be consistent
with the policies of the City of Burbank’s General Plan, and is considered a primary use
permitted in the “M-2" District of the Zoning Ordinance. The project appears to conform
to the development standards for the “M-2" District and such conformance can be
assured with the implementation of recommended condition of certification LAND-1.
Therefore, the project’s land use impacts are either less than significant or can be
readily mitigated to a less-than-significant level.

Condition of certification LAND-2 would require that MPP comply with the City of
Burbank's parking standards to ensure compliance with the Zoning Ordinance.
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PROPOSED CONDITIONS OF CERTIFICATION

LAND-1 The project owner shall comply with the minimum design and performance

standards for the Industrial (M-2) District set forth in the City of Burbank Zoning
Ordinance (Division 2, Sec.31-808).

Verification: At least 30 days prior to site mobilization of the MPP project,
the project owner shall submit written evidence to the Energy Commission
Compliance Project Manager (CPM) that the project conforms to all
applicable design and performance standards for the Industrial (M-2) District
set forth in the City of Burbank Zoning Ordinance (Section 31-808). The
submittal to the CPM shall include evidence of review by the City.

LAND-2The project owner shall comply with the parking standards established by the
City of Burbank Zoning Ordinance (Division 2, Sec. 21-808).

Verification: At least 30 days prior to site mobilization, the project owner
shall submit written evidence to the Energy Commission Compliance Project
Manager (CPM) that the project conforms to all applicable parking standards
as established by the City of Burbank zoning ordinance (Title 8, Chapter 82-
16). The submittal to the CPM shall include evidence of review by the City.

LAND-3 The project owner shall ensure that any signs erected (either permanent or for

construction only) comply with the outdoor advertising regulations established by
the City of Burbank zoning ordinance (Article 10, Sec.31-100).

Verification: At least 30 days prior to start of commercial operation, the
project owner shall submit written evidence to the CPM that both permanent
and temporary signs will conform to the City of Burbank zoning ordinance

(Article 10, Sec. 31-100). The submittal to the CPM shall include evidence of
review by the City.

LAND-4 The project owner shall ensure that any public art erected shall comply with the

Municipal Code, Chapter 31 regulations established by the City of Burbank
zoning ordinance (Section 31-1113.1).

Verification: Atleast 30 days prior to start of commercial operation, the
project owner shall submit written evidence to the CPM that the public art
display or the payment of an in lieu fee will conform to the City of Burbank

zoning ordinance. The submittal to the CPM shall include evidence of review
by the City.

REFERENCES

SCPPA (Southern California Public Power Authority). 2001a. Application for
Certification, Magnolia Power Project (01-AFC-06). Submitted to the California
Energy Commission May 14, 2001.

SCPPA (Southern California Public Power Authority), Energy Potrero LLC).
SCPPA2000Res1. Southern California Public Power Authority (SCPPA)

January 9, 2002 3.5-13 LAND USE



response to staff Data requests, Set 1, Magnolia Power Project (01-AFC-06).
Submitted to California Energy Commission November 5,2001.

City of Burbank. 1988 (as amended). General Plan Policies.
City of Burbank. 1997 South San Fernando Redevelopment Plan.

City of Burbank. 1988. Zoning Ordinance.

LAND USE 3.5-14 January 9, 2002



NOISE AND VIBRATION

Testimony of Fred Greve

INTRODUCTION

This section evaluates the potential noise and vibration effects associated with the
construction and operation of the Magnolia Power Project (MPP), which would be located
in the City of Burbank at 164 Magnolia Boulevard. As described in the AFC (01-AFC-6),
the proposed project would be to construct a 250-megawatt (MW) natural gas-fired,
combined cycle power generating facility. The project would be located on approximately
3 acres of the existing 23 acre Burbank Water and Power’s generating station complex.
Site improvements include demolition of some of the older power generating and fuel
storage facilities. The proposed project would interconnect on-site to gas, water, and to an
existing transformer station. No off-site linear facilities will be constructed.

LAWS, ORDINANCES, REGULATIONS AND STANDARDS

FEDERAL

Under the Occupational Safety and Health Act of 1970 (OSHA) (29 U.S.C. § 651 et seq.),
the Department of Labor, Occupational Safety and Health Administration (OSHA) has
adopted regulations (29 C.F.R. 8 1910.95) designed to protect workers against the effects
of occupational noise exposure. Table 1 lists permissible noise level exposure as a
function of the amount of time during which the worker is exposed. The regulations further
specify a hearing conservation program that involves monitoring the noise to which workers
are exposed; assuring that workers are made aware of overexposure to noise; and
periodically testing the workers’ hearing to detect any degradation. It should be noted that
there are no federal laws governing offsite (community) noise.

NOISE: Table 10SHA Worker Noise Exposure Standards

Duration of Noise A-Weighted Noise
(Hrs/day) Level (dBA)
8.0 90
6.0 92
4.0 95
3.0 97
2.0 100
1.5 102
1.0 105
0.5 110
0.25 115

Source: OSHA Regulation

The Federal Transit Administration (FTA) has published guidelines for assessing the
impacts of ground-borne vibration associated with construction of rail projects, which have
been applied by other jurisdictions to other types of projects. The FTA-recommended
vibration standards are expressed in terms of the “vibration level,” which is calculated from
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the peak particle velocity measured from ground-borne vibration. The FTA measure of the
threshold of perception is 65 VdB, which correlates to a peak particle velocity of about
0.002 inches per second (in/sec). The FTA measure of the threshold of architectural
damage for conventional sensitive structures is 100 VdB, which correlates to a peak
particle velocity of about 0.2 in/sec.

STATE

California Government Code Section 65302(f) encourages each local government entity to
perform noise studies and implement a noise element as part of its General Plan. In
addition, the California Office of Planning and Research has published guidelines for
preparing noise elements, which include recommendations for evaluating the compatibility
of various land uses as a function of community noise exposure.

The State of California, Office of Noise Control, prepared a Model Community Noise
Control Ordinance, which provides guidance for acceptable noise levels in the absence of
local noise standards. The Model also contains a definition of a “pure tone” which can be
used to determine whether a noise source contains significant annoying tonal components.
The Model Community Noise Control Ordinance further recommends that, when a pure
tone is present, the applicable noise standard should be lowered (made more stringent) by
5 dBA.

Other State LORS include the California Environmental Quality Act (CEQA) and the
California Occupational Safety and Health Administration (Cal-OSHA) regulations.

California Environmental Quality Act

CEQA requires that significant environmental impacts be identified, and that such impacts
be eliminated or mitigated to the extent feasible. Section Xl of Appendix G of CEQA
Guidelines (Cal. Code Regs., tit. 14, App. G) sets forth some characteristics that may
signify a potentially significant impact. Specifically, a significant effect from noise may
exist if a project would result in:

a) exposure of persons to or generation of noise levels in excess of standards established
in the local General Plan or noise ordinance, or applicable standards of other agencies;

b) exposure of persons to or generation of excessive ground borne vibration or ground
borne noise levels;

C) a substantial permanent increase in ambient noise levels in the project vicinity above
levels existing without the project; or

d) a substantial temporary or periodic increase in ambient noise levels in the project
vicinity above levels existing without the project....

The Energy Commission staff, in applying Item c) above to the analysis of this and other
projects, has concluded that a potential for a significant noise impact exists where the
noise of the project plus the background exceeds the background by 5 dBA Ly, Or more at
the nearest location where the sound is likely to be perceived.
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Noise due to construction activities is usually considered to be insignificant in terms of
CEQA compliance if:

1. The construction activity is temporary,

2. Use of heavy equipment and noisy activities is limited to daytime hours, and

3. All feasible noise abatement measures are implemented for noise-producing
equipment.

CAL-OSHA

Cal-OSHA has promulgated Occupational Noise Exposure Regulations (Cal. Code Regs.,
tit. 8, 8§ 5095-5099) that set employee noise exposure limits. These standards are
equivalent to the federal OSHA standards described above.

LOCAL

The City of Burbank’s General Plan recommends that exterior noise exposures at
residential locations should not exceed an Ldn of 60 dBA. Areas where the Ldn is
between 60 dBA and 70 dBA are considered “conditionally acceptable” for residential
properties. This means that any new construction or development of residential properties
in these areas must include sufficient noise insulation features to meet the acceptable
interior noise exposure level of 45 dBA Ldn.

Of more relevance to this project are the standards contained in the City of Burbank’s
Noise Ordinance (Municipal Code, Section 21 Environmental Protection — Article 2. Noise
Control, February 21, 1987). Project noise at the plant site boundaries must comply with
the Noise Ordinance standards established for residential, commercial and industrial land
uses. Burbank’s noise ordinance limits noise from an individual source by restricting the
amount to which that source increases the ambient noise level at any other property. The
ordinance permits an increase of up to five decibels above the “ambient base levels.”
Even if the measured ambient noise level is higher than the base noise level, it is the base
noise level that applies. Noise: Table 2 lists the ambient base noise levels contained in the
Burbank Noise Ordinance.

Noise: Table 2 — City of Burbank Ambient Base Noise Levels (dBA, Leq)

Base Noise Level Time Zone
45 dBA Nighttime Residential
55 dBA Daytime Residential
65 dBA Anytime Commercial
70 dBA Anytime All other zones

The properties adjacent to the project site consist of commercial and industrial uses. Per
the City’s noise ordinance the maximum permissible total noise (plant plus ambient) for
adjacent commercial uses would be 70 dBA (65 dBA ambient plus 5 dBA). Thus, the plant
could generate noise levels of 68 dBA Leq for the total noise level to remain under 70 dBA,
assuming that the ambient noise level is 65 dBA. Similarly, at industrial areas the MPP
noise level (Leq) could not exceed 73.3 dBA, and at residential areas the MPP noise could
not exceed 48.3 dBA, to be in compliance with the Burbank Noise Ordinance.
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Section 21-209 of the Noise Ordinance states that noise from construction activities is
prohibited during the nighttime (10:00 p.m. to 7:00 a.m.) in a residential zone or within a
radius of 500 feet from any residential zone. If necessity is shown, a permit can be
obtained from the Superintendent of the Building Department to perform construction
activities during the nighttime, stating the predetermined hours and days when the work is
to be performed.

SETTING

The MPP site is located at 164 Magnolia Boulevard in Burbank, California. The site is
located 500 feet southwest of the Interstate 5. The project will occupy approximately 3
acres on the roughly 23 acre Burbank Water and Power’s existing generating station
complex. The property is bordered by a Metrolink station and an industrial property to the
northeast, a car dealership to the southeast, industrial properties to the southwest, and
industrial/commercial properties to the northwest. The nearest residences are located on
Moss Street approximately 600 feet west of the proposed MPP. The next nearest
residences are located along Glenwood Place approximately 1,300 feet southwest of the
MPP site.

Sensitive Receptors

The nearest residences are located on Moss Street approximately 600 feet west of the
proposed MPP. These homes are a non-conforming land use in an industrially- zoned
area of the City of Burbank. The Applicant (Southern California Public Power Authority)
has indicated that it will be buying out these residences and converting them to an
industrial conforming use. The next nearest residences are located along Glenwood Place
approximately 1,300 feet southwest of the MPP site.

Ambient Noise Levels

The applicant monitored ambient noise levels on February 6 and 7, 2001 at two locations
for 25 hours, and conducted short-term measurements (generally 10 minutes) at an
additional six sites. Site LT-1 was at the existing nearest residential site at 421 N. Moss
Street. This is a residence in an industrially zoned area, and will be converted by the
applicant. Site LT-2 is representative of the closest homes that will remain along
Glenwood Place. The noise measurements were performed using acceptable sound
measurement equipment, and weather included generally clear skies, light breezes, and
mild. Noise levels recorded at these locations are listed in Noise: Table 3.
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Noise: Table 3 - Long-Term Noise Measurement Summary

Monitoring Location CNEL, dBA 25 Hour Average Lgo, dBA
LT-1 Moss Street 64 55
LT-2 Glenwood Place 63 52

Source: URS 2001.

ANALYSIS

Noise impacts associated with the project can be created by construction activities, and by
normal long-term operation of the power plant. Following is the environmental checklist that
identifies potential impacts in this issue area. Below the checklist is a discussion of each
impact, and an explanation of the impact conclusion.

ENVIRONMENTAL CHECKLIST

Potentially Less than Less Than No
Significant Significant Significant Impact
Impact with Impact
Mitigation

NOISE — Would the project:
a) Exposure of persons to or generation of
noise levels in excess of standards X
established in the local general plan or
noise ordinance, or applicable standards
of other agencies?
b) Exposure of persons to or generation of
excessive ground borne vibration noise X
levels?
c) A substantial permanent increase in
ambient noise levels in the project vicinity X
above levels existing without the project?
d) A substantial temporary or periodic
increase in ambient noise levels in the X
project vicinity above levels existing
without the project?
e) For a project located within an airport
land use plan or, where such a plan has X
not been adopted, within two miles of a
public airport or public use airport, would
the project expose people residing or
working in the area to excessive noise
levels?
f) For a project within the vicinity of a
private airstrip, would the project expose X
people residing or working in the area to
excessive noise levels?
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A. Noise in Excess of Standards or Ordinances: Less Than Significant with
Mitigation Incorporated

Construction Noise

Community Effects

Construction noise is a temporary phenomenon; the construction period for the MPP facility
is scheduled to last approximately 23 months (URS, 2001). Construction of an industrial
facility such as a power plant is typically and unavoidably noisier than what is usually
permissible under noise ordinances. In order to allow the construction of new facilities,
construction noise during certain hours is commonly exempt from enforcement by local
ordinances. The City of Burbank exempts construction from any noise limits as long as it is
more than 500 feet from any residential zone. Any construction within 500 feet of
residences is prohibited (without a City permit) during nighttime hours (10:00 p.m. to 7:00
a.m.). The nearest residence is located approximately 600 feet from the project site.
These residences will be converted prior to construction, and therefore, the nearest
residences during construction will be approximately 1,300 feet from the project site.
However, consistent with good community noise control practices, staff is recommending
construction noise standards of 65 dBA Leq during daytime hours, and 55 dBA Leq during
nighttime hours as measured at a residential receptor.

Construction and demolition are planned to typically take place between 7:00 a.m. and
7:00 p.m., Monday through Saturday. During the startup phase, some activities may be
performed 24 hours per day, seven days a week. The predicted worst-case hourly
construction noise level at the nearest remaining sensitive receptor is 55 dBA. Staff
recommends the measures described in the proposed Conditions of Certification NOISE-
1, NOISE-2 and NOISE-3 to mitigate any potential construction noise impacts to the
community.

Worker Effects

Average noise levels during the loudest stage of construction (i.e., finishing) would range
up to 89 dBA at a distance of 50 feet from the construction equipment. Therefore,
construction workers will be subjected to occasional noise levels above 85 dBA. The State
LORS require that, where employee noise exposures exceed 85 dBA, warning signs must
be posted, and a Hearing Conservation Program must be implemented. With proper
execution of the Hearing Conservation Program, as well as with the implementation of the
measures described in proposed Condition of Certification NOISE-4, no occupational noise
impacts are anticipated from construction noise.

Operational Noise

Community Effects

The applicant has prepared a detailed analysis of noise emissions expected from the
proposed facility. The analysis focuses on two key residential locations that are identified
as LT-1and LT-2. LT-1 represents two residences on Moss Street. These residences are
the closest residences to the plant, however, they are a non-conforming land use located in
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an industrially zoned area. The analysis indicates that compliance with the Burbank Noise
Ordinance at LT-1 would be very difficult, if not impossible. Subsequently, the applicant
has indicated (in writing as a response to data requests, and verbally at the data response
workshop) that these residences will be purchased or some agreement made to convert
these uses to a conforming (i.e., industrial) land use. Condition NOISE-5 insures that
these residences will be properly converted, and that the residential standards contained in
the Burbank Noise Ordinance will be moot for this location.

Based upon that analysis, the projected noise level from the MPP power plant at the LT-2
(i.e., residences along Glenwood Place) is 48.1 dBA (URS 2001). Based on the results of
the noise survey on February 6 and 7, 2001, this noise level would be below the existing
ambient noise level conditions, and would cause an increase in ambient noise levels (Lgo)
of less than 2 dBA. Therefore, the CEC criterion of not increasing the ambient noise levels
by more than 5 dBA would be met. The predicted noise levels are also in compliance with
the standards of the City of Burbank. As a result, noise levels associated with power plant
operations would be considered less than significant.

The noise analysis anticipated the following noise controls:

Stack silencer on the Heat Recovery Steam Generator (HRSG) exhaust stack
Enclosures for the combustion turbines and generator

Building enclosure for the gas compressor

Upgraded silencer for the combustion turbine inlets

Staff recommends the implementation of the measures described in proposed Condition
of Certification NOISE-6 to further reduce any potential impacts to the local community
associated with plant operations.

Worker Effects

The Applicant recognizes the need to protect plant operating and maintenance personnel
from noise hazards, and commits to comply with applicable LORS. A measure to be
implemented for noise-related impacts includes a Hearing Conservation Program. With
proper execution of the Hearing Conservation Program, as well as the implementation of
the measure described in proposed Condition of Certification NOISE-7, no occupational
safety impacts are anticipated from operational noise.

B. Excessive Vibration: No Impact

The primary source of vibration noise associated with a power plant is the operation of the
turbines. It is anticipated that the plant’s turbines will be maintained in optimal balance to
minimize excessive vibration that can cause damage or long term wear. Consequently, no
excessive vibration would be experienced by adjacent land uses.

Another potential source of significant vibration is pile driving during construction. Given

the relatively large distances to the nearest sensitive receptors, no vibration effects would
be likely if pile driving were to be required.
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C. Permanent Increase in Ambient Noise Level: Less Than Significant with
Mitigation Incorporated

Construction Noise

As described above, construction of the power plant is a temporary phenomenon; the
construction period for the MPP facility is scheduled to last approximately 23 months. As a
result, noise generated from construction would not cause a substantial permanent
increase in ambient noise levels.

Operational Noise

During the operating life, the MPP facility will represent essentially a steady, continuous
noise source when operating. The primary noise sources anticipated from the proposed
facility include the gas compressor, combustion turbine generator package steam turbine
and generator, six cooling tower cells, and the heat recovery steam generator (HSRG).
Secondary noise sources are anticipated to include auxiliary pumps, ventilation fans,
motors, step-up transformers, and valves. The noise emitted by the power plant during
normal operations is forecasted to be broadband and steady state in nature.

The noise level from the proposed power plant was modeled to evaluate whether the new
plant would contribute an incremental increase in noise levels at the nearest residential
receptor. All major pieces of equipment were assumed to operate continuously for the
purpose of the modeling analysis. The projected MPP noise level at the closest residential
receptor (i.e., LT-2) is 48 dBA Leq (URS, 2001). Based on the results of the noise survey
on February 6 and 7, 2001, this noise level would be below the existing ambient noise level
of 52 dBA (Lgo). The cumulative noise levels would increase by less than 2 dBA.

As a result, noise levels associated with power plant operations would be considered less
than significant. Staff recommends the implementation of the measures described in
Condition of Certification NOISE-5 and NOISE-6 to ensure mitigation of any potential
noise impacts to the local community associated with operations.

Linear Facilities

No off-site linear facilities are proposed as part of this project. Thus, there will be no noise
impacts associated with linear facilities.
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D. Substantial Temporary Increase in Noise Level: Less Than Significant with
Mitigation Incorporated

Construction Noise

Community Effects

Construction impacts are generally short-term in nature and usually result from the
operation of heavy-duty diesel- and gasoline-powered construction equipment (e.g.,
backhoes, boom trucks, delivery trucks, compressors). Noise levels were predicted for the
construction of the MPP facility using information from a standard reference (Bolt, Beranek,
and Newman, Inc., 1971). Staff is recommending construction noise standards of 65 dBA
Leq during daytime hours, and 55 dBA Leq during nighttime hours, as measured at a
sensitive receptor. The predicted worst-case hourly construction noise level at the nearest
sensitive receptor is 55 dBA. This noise level would be within the range of existing
ambient noise levels at the receptors. As a result, construction noise would be considered
less than significant. Staff recommends the implementation of the measures described in
proposed Conditions of Certification NOISE-1, NOISE-2, and NOISE-3 to ensure
mitigation of noise impacts to the local community associated with construction activities.

Steam Blows

The highest noise levels that would be generated during the construction of the MPP facility
would be associated with steam blows. After erection and assembly of the feedwater and
steam systems, the piping and tubing that comprises the steam path has accumulated dirt,
rust, scale and construction debris such as weld spatter, dropped welding rods, etc. If the
plant were started up without thoroughly cleaning out these systems, all this debris would
find its way into the steam path, and could adversely affect power plant equipment.

In order to prevent this, before the steam system is connected to the turbines, the steam
line will have to be temporarily routed to the atmosphere. High-pressure steam would then
be and allowed to escape to the atmosphere through the steam piping. This flushing
action, referred to as a steam blow, is quite effective at cleaning out the steam system. A
series of short steam blows, lasting two or three minutes each, is performed several times
daily over a period of two or three weeks. At the end of this procedure, the steam line is
connected to the steam turbine, which is then ready for operation.

These steam blows can produce noise as loud as 130 dBA at a distance of 100 feet. This
would attenuate to approximately 107 dBA, an exceedingly disturbing level, at the nearest
residence (i.e., LT-2), about 1,300 feet away. In order to minimize disturbance from steam
blows, the steam blow piping can be equipped with exhaust silencers that will reduce noise
levels by 20 dBA (or more), or to a level of 88 dBA at the nearest residence.

This is still an annoying noise level; staff proposes that any high pressure steam blows be
muffled with an appropriate silencer, and be performed only during restricted daytime
hours (see measures described in proposed Conditions of Certification NOISE-8 and
NOISE-9 below) to minimize annoyance to residents.
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Alternatively, the Applicant may elect to employ a new, quieter steam blow process,
variously referred to as QuietBlow™" or Silentsteam'". This method utilizes lower pressure
steam over a continuous period of approximately 36 hours. Resulting noise levels reach
only about 80 dBA at 100 feet; noise levels at the nearest residence would thus be 58 dBA,
within the range of daytime background noise levels.

Linear Facilities

Construction of linear facilities off-site are not necessary as part of this project. As a result,
noise levels associated with construction of the linear facilities would be considered less
than significant.

Operational Noise

As described above, the MPP facility will represent essentially a steady, continuous noise
source when operating. When the plant is shut down for lack of dispatch or from
maintenance, noise levels will decrease. It is not anticipated that the short-term changes in
noise levels would cause any significant impacts.

E. Airport Noise Impacts: No Impact

The MPP area is not influenced by aircraft noise associated with public local airports.
Therefore, this criterion is not applicable to the proposed project.

F. Private Airstrip Impacts: No Impact

In general, the MPP area is not influenced by aircraft noise associated with local airports.
Therefore, this criterion is not applicable to the proposed project.

CUMULATIVE IMPACTS

The nearest currently proposed project is the Olive Peaker Project located at the Burbank
Water and Power site. The Olive Peaker Project consists of a LM 6000 turbine generator
package with associated gas compressors, and a 75 MVA step-up transformer. The
Applicant (URS, page 5.12-15a of 01-AFC-6, 2001) indicates that an additional 3 dBA of
mitigation may be needed so that the combined noise levels of the two power plants will
comply with the Burbank Noise Ordinance. Staff recommends the implementation of the
measures described in proposed Conditions of Certification NOISE-10 to ensure
mitigation of cumulative noise impacts to the local community associated with cumulative
power generation activities. Staff concludes that cumulative impacts will be mitigated to a
level less than significant.

ENVIRONMENTAL JUSTICE

Because the project will not result in noise impacts, staff concludes that there will be no
significant direct or cumulative impacts related to noise on the minority population.
Therefore, there are no environmental justice issues.
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CONCLUSION

Staff concludes the request for certification will not significantly impact the public or
environment if the assumed mitigation measures and the proposed Conditions of
Certification are implemented.

PROPOSED CONDITIONS OF CERTIFICATION

The Applicant has developed an overall mitigation strategy to reduce noise impacts to less
than significant levels. Mitigation for construction would include making sure that all
equipment is fitted with original mufflers, silencers and enclosures, and that the equipment
is maintained in proper operating conditions. Other measures include the adoption of
noise control programs and the implementation of noise reducing facilities to cope with
construction and operational noise. In addition to the Applicant’s overall mitigation
strategy, staff proposes the following Conditions of Certification.

NOISE-1At least 15 days prior to the start of ground disturbance, the project owner shall
notify all residents and business owners within one-half mile of the site, by mail or
other effective means, of the commencement of project construction. At the
same time, the project owner shall establish a telephone number for use by the
public to report any undesirable noise conditions associated with the construction
and operation of the project. If the telephone is not staffed 24 hours per day, the
project owner shall include an automatic answering feature, with date and time
stamp recording, to answer calls when the phone is unattended. This telephone
number shall be posted at the project site during construction in a manner visible
to passersby. This telephone number shall be maintained until the project has
been operational for at least one year.

Verification: The project owner shall transmit to the Compliance Project Manager
(CPM) in the first Monthly Construction Report following the start of ground disturbance,
a statement, signed by the project manager, attesting that the above notification has
been performed, and describing the method of that notification. This statement shall
also attest that the telephone number has been established and posted at the site.

NOISE-2 Throughout the construction and operation of the project, the project owner shall
document, investigate, evaluate, and attempt to resolve all project-related noise
complaints.

Protocol:  The project owner or authorized agent shall:

use the Noise Complaint Resolution Form (see Exhibit 1 for example), or
functionally equivalent procedure acceptable to the CPM, to document and respond
to each noise complaint;

attempt to contact the person(s) making the noise complaint within 24 hours;

conduct an investigation to determine the source of noise related to the complaint;

January 9, 2002 3.6-11 NOISE



if the noise is project related, take all feasible measures to reduce the noise at its
source; and

submit a report documenting the complaint and the actions taken. The report shall
include: a complaint summary, including final results of noise reduction efforts; and if
obtainable, a signed statement by the complainant stating that the noise problem is
resolved to the complainant’s satisfaction.

Within 30 days of receiving a noise complaint, the project owner shall file a copy of the
Noise Complaint Resolution Form, or similar instrument, with the CPM and the City of
Burbank, documenting the resolution of the complaint. If mitigation is required to resolve a
complaint, and the complaint is not resolved within a 30-day period, the project owner shall
submit proposed schedule for mitigation, subject to the approval of the CPM.

NOISE-3 Construction noise levels as measured at any affected residence shall be

limited to 65 dBA Leq during daytime hours (7 a.m. to 10 p.m.) and 55 dBA Leq
during nighttime hours (10 p.m. to 7 a.m.).

Verification: The project owner shall transmit to the CPM in the first Monthly
Construction Report a statement acknowledging that the above restrictions will be
observed throughout the construction of the project.

NOISE-4 Prior to the start of ground disturbance, the project owner shall submit to the CPM
for review a noise control program. The noise control program shall be used to
reduce employee exposure to high noise levels during construction and also to
comply with applicable OSHA and Cal-OSHA standards.

Verification: At least 30 days, or a lesser period of time mutually agreed to by the
Compliance Project Manager and the project owner, prior to the start of project-related
ground disturbing activities, the project owner shall submit to the CPM the above
referenced program. The project owner shall make the program available to OSHA
upon request.

NOISE-5 The project owner shall be responsible for converting residences on Moss Street
to a use conforming with the industrial zoning of the area. The residential use
shall be discontinued prior to the initiation of construction.

Verification: Prior to the initiation of construction activities, the project owner shall
provide evidence to the CPM that the residences on Moss Street have been converted
to a land use consistent with the industrial zoning for the area. The evidence shall
consist of a letter from the City of Burbank identifying which addresses on Moss Street
are being used as residences. Additionally, the evidence should include either a
agreements with the landowners for these parcels which remove the residential use, or
copies of the title showing the project owner as the new owner of these parcels.
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NOISE-6 The project design and implementation shall include appropriate noise mitigation
measures adequate to ensure that operation of the Magnolia Power Plant will not
cause noise levels to exceed the noise standards of the City of Burbank, or to
exceed the existing ambient background noise level (Lyo) at residential receivers
by more than 5 dBA.

No new pure tone components may be produced by operation of the project. No

single piece of equipment shall be allowed to stand out as a source of noise that
draws legitimate complaints. Steam relief valves shall be adequately treated or

located to preclude noise that draws legitimate complaints.

Protocol:  Within 30 days of the project first achieving an output of 80 percent
or greater of rated capacity, the project owner shall conduct a 25-hour
community noise survey at Site LT-2 used for the ambient noise survey (i.e.,
housing along Glenwood Place). The survey shall also include the one-third
octave band pressure levels to ensure that no new pure-tone noise components
have been introduced. If the results from the survey indicate that the project
noise level at the residential location exceeds the standards and requirements
cited above, additional mitigation measures shall be implemented to reduce
noise to a level of compliance with these limits.

Verification: Within 30 days after completing the survey, the project owner shall
submit a summary report of the survey to the CPM and to the City of Burbank. Included
in the report shall be a description of any additional mitigation measures necessary to
achieve compliance with the above listed noise limits, and a schedule, subject to CPM
approval, for implementing these measures. If additional mitigation measures are
necessary within 30 days of completion of installation of these measures, the project
owner shall submit to the CPM a summary report of a new noise survey, performed as
described above and showing compliance with this condition.

NOISE-7 Within 30 days of the project first achieving an output of 80 percent or greater of
rated capacity, the project owner shall conduct an occupational noise survey to
identify the noise hazardous areas in the facility. The survey shall be conducted
by a qualified person in accordance with the provisions of Title 8, California Code
of Regulations, sections 5095-5099 (Article 105) and Title 29, Code of Federal
Regulations, section 1910.95. The survey results shall be used to determine the
magnitude of employee noise exposure. The project owner shall prepare a
report of the survey results and, if necessary, identify proposed mitigation
measures that will be employed to comply with the applicable California and
federal regulations.

Verification: Within 30 days after completing the survey, the project owner shall
submit the noise survey report to the CPM. The project owner shall make the report
available to OSHA and Cal-OSHA upon request.
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NOISE-8If a traditional, high-pressure steam blow process is employed, the project owner
shall equip steam blow piping with a temporary silencer that quiets the noise of
steam blows to no greater than 110 dBA measured at a distance of 100 feet.
The project owner shall conduct steam blows only during the hours of 8 a.m. to 5
p.m., unless the CPM agrees to longer hours based on a demonstration by the
project owner that off-site noise impacts will not cause annoyance. If a low-
pressure continuous steam blow process is employed, the project owner shall
submit a description of this process, with expected noise levels and projected
period of execution, to the CPM, who shall review the proposal with the objective
of ensuring that the resulting noise levels do not exceed 55 dBA Leq at the most-
affected residence. If the low-pressure process is approved by the CPM, the
project owner shall implement it in accordance with the requirements of the CPM.

Verification: At least 15 days prior to the first high-pressure steam blow, the project
owner shall submit to the CPM drawings or other information describing the temporary
steam blow silencer and the noise levels expected, and a description of the steam
blow schedule. At least 15 days prior to any low-pressure continuous steam blow, the
project owner shall submit to the CPM drawings or other information describing the
process, including the noise levels expected and the projected time schedule for
execution of the process.

NOISE-9If high pressure steam blows are used, at least 15 days prior to the first steam
blow(s), the project owner shall notify all residents or business owners within one-
half mile of the site of the planned steam blow activity, and shall make the
notification available to other area residents in an appropriate manner. The
notification may be in the form of letters to the area residences, telephone calls,
fliers or other effective means. The notification shall include a description of the
purpose and nature of the steam blow(s), the proposed schedule, the expected
sound levels, and the explanation that it is a one-time operation and not a part of
normal plant operations.

Verification: Within five (5) days of notifying these entities, the project owner shall
send a letter to the CPM and the City of Burbank confirming that they have been
notified of the planned steam blow activities, including a description of the method(s)
of that notification.

NOISE-10 The project design and implementation shall include appropriate noise
mitigation measures adequate to ensure that the combined operation of the
Magnolia Power Plant and the Olive Peaker Project will not cause noise levels to
exceed the noise standards of the City of Burbank, or to exceed the existing
ambient background noise level (Lgo) at residential receivers by more than 5
dBA.

Protocol:  Within 30 days of both projects first achieving an output of 80
percent or greater of rated capacity, the project owner shall conduct a 25-hour
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community noise survey at Site LT-2 used for the ambient noise survey (i.e.,
housing along Glenwood Place). The Magnolia Power Plant must be running
continuously during this period, and the Olive Peaker Project must be running at
least 12 hours during the sampling period. If the results from the survey indicate
that the combined noise level at the residential location exceeds the standards
and requirements cited above, additional mitigation measures shall be
implemented to reduce noise to a level of compliance with these limits.

Verification: Within 30 days after completing the survey, the project owner shall
submit a summary report of the survey to the CPM and to the City of Burbank. Included
in the report shall be a description of any additional mitigation measures necessary to
achieve compliance with the above listed noise limits, and a schedule, subject to CPM
approval, for implementing these measures. If additional mitigation measures are
necessary within 30 days of completion of installation of these measures, the project
owner shall submit to the CPM a summary report of a new noise survey, performed as
described above and showing compliance with this condition.
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EXHIBIT 1 - NOISE COMPLAINT RESOLUTION FORM

Magnolia Power Project
(01-AFC-6)

NOISE COMPLAINT LOG NUMBER

Complainant’s name and address:

Phone number:

Date complaint received:
Time complaint received:

Nature of noise complaint:

Definition of problem after investigation by plant personnel:

Date complainant first contacted:

Initial noise levels at 3 feet from noise source dBA Date:
Initial noise levels at complainant’s property: dBA Date:
Final noise levels at 3 feet from noise source: dBA Date:
Final noise levels at complainant’s property: dBA Date:
Description of corrective measures taken:

Complainant’s signature: Date:

Approximate installed cost of corrective measures: $

Date installation completed:

Date first letter sent to complainant: (copy attached)

Date final letter sent to complainant: (copy attached)

This information is certified to be correct:

Plant Manager’'s Signature:

(Attach additional pages and supporting documentation, as required).
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PUBLIC HEALTH
Testimony of Alvin Greenberg, Ph.D.

INTRODUCTION

The purpose of staff’s public health analysis is to determine if toxic emissions from the
proposed Magnolia Power Plant project (MPP) will have the potential to cause
significant adverse public health impacts or to violate standards for public health
protection. If potentially significant health impacts are identified, staff will evaluate
mitigation measures to reduce such impacts to insignificant levels.

Staff addresses potential impacts of regulated or criteria air pollutants in the Air Quality
section (please see Public Health Attachment A for a discussion of the health effects of
criteria pollutants). Impacts on public and worker health from accidental releases of
hazardous materials are examined in the Hazardous Materials Management section.
Health effects from electromagnetic fields are discussed in the Transmission Line
Safety and Nuisance section. Pollutants released from the project in wastewater
streams to the public sewer system are discussed in the Soils and Water Resources
section. Plant releases in the form of hazardous and non-hazardous wastes are
described in the Waste Management section.

METHOD OF ANALYSIS

Public health staff is concerned about toxic emissions to which the public could be
exposed during project demolition, construction and routine operation. Following the
release of toxic contaminants into the air or water, people may come into contact with
them through inhalation, dermal contact, or ingestion via contaminated food or water.

Air pollutants for which no air quality standards have been set are called noncriteria
pollutants. Unlike criteria pollutants such as ozone, carbon monoxide, sulfur dioxide, or
nitrogen dioxide, noncriteria pollutants have no ambient (outdoor) air quality standards
that specify levels considered safe for everyone.

Since noncriteria pollutants do not have such standards, a process known as health risk
assessment is used to determine if people might be exposed to those types of
pollutants at unhealthy levels. The risk assessment procedure consists of the following
steps:

1. Identify the types and amounts of hazardous substances that the MPP project could
emit to the environment;

2. Estimate worst-case concentrations of project emissions in the environment using
dispersion modeling;

3. Estimate amounts of pollutants to which people could be exposed through
inhalation, ingestion, and dermal contact; and

4. Characterize potential health risks by comparing worst-case exposure to safe

standards based on known health effects.
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Initially, a screening level risk assessment is performed using simplified assumptions
that are intentionally biased toward protection of public health. That is, an analysis is
designed that overestimates public health impacts from exposure to project emissions.
In reality, it is likely that the actual risks from the power plant will be much lower than the
risks which are estimated by the screening level assessment. This is accomplished by
examining conditions that would lead to the highest, or worst-case risks, and then using
those in the study. Such conditions include:

Using the highest levels of pollutants that could be emitted from the plant;

Assuming weather conditions that would lead to the maximum ambient
concentration of pollutants;

Using the type of air quality computer model which predicts the greatest plausible
impacts;

Calculating health risks at the location where the pollutant concentrations are
calculated to be the highest;

Using health-based standards designed to protect the most sensitive members of
the population (i.e., the young, elderly, and those with respiratory illnesses); and

Assuming that an individual’'s exposure to cancer-causing agents occurs for 70
years.

A screening level risk assessment will, at a minimum, include the potential health effects
from inhaling hazardous substances. Some facilities may also emit certain substances
which could present a health hazard from noninhalation pathways of exposure (see
CAPCOA 1993, Table IlI-5). When these substances are present in facility emissions,
the screening level analysis includes the following additional exposure pathways: soil
ingestion, dermal exposure, and mother’s milk (CAPCOA 1993, p. l11-19).

The risk assessment process addresses three categories of health impacts: acute
(short-term) health effects, chronic (long-term) noncancer effects, and cancer risk (also
long-term). Acute health effects result from short-term (1-hour) exposure to relatively
high concentrations of pollutants. Acute effects are temporary in nature, and include
symptoms such as irritation of the eyes, skin, and respiratory tract.

Chronic health effects are those which arise as a result of long term exposure to lower
concentrations of pollutants. The exposure period is considered to be approximately
from ten to one hundred percent of a lifetime (from seven to seventy years). Chronic
health effects include diseases such as reduced lung function and heart disease.

The analysis for noncancer health effects compares the maximum project contaminant
levels to safe levels called “reference exposure levels” or RELs. These are amounts of
toxic substances to which even sensitive people can be exposed and suffer no adverse
health effects (CAPCOA 1993, p. I1I-36). These exposure levels are designed to protect
the most sensitive individuals in the population, such as infants, the aged, and people
suffering from illness or disease which makes them more sensitive to the effects of toxic
substance exposure. The RELs are based on the most sensitive adverse health effect
reported in the medical and toxicological literature, and include margins of safety. The
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margin of safety addresses uncertainties associated with inconclusive scientific and
technical information available at the time of standard setting and is meant to provide a
reasonable degree of protection against hazards that research has not yet identified.
The margin of safety is designed to prevent pollution levels that have been
demonstrated to be harmful, as well as to prevent lower pollutant levels that may pose
an unacceptable risk of harm, even if the risk is not precisely identified as to nature or
degree. Health protection is achieved if the estimated worst-case exposure is below the
relevant reference exposure level. In such a case, an adequate margin of safety exists
between the predicted exposure and the estimated threshold dose for toxicity.

Exposure to multiple toxic substances may result in health effects that are equal to, less
than, or greater than effects resulting from exposure to the individual chemicals. Only a
small fraction of the thousands of potential combinations of chemicals have been tested
for the health effects of combined exposures. In conformance with CAPCOA
guidelines, the health risk assessment assumes that the effects of each substance are
additive for a given organ system (CAPCOA 1993, p. llI-37). In those cases where the
actions may be synergistic (where the effects are greater than the sum), this approach
may underestimate the health impact (1d).

For carcinogenic substances, the health assessment considers the risk of developing
cancer and assumes that continuous exposure to the cancer-causing substance occurs
over a 70-year lifetime. The risk that is calculated is not meant to project the actual
expected incidence of cancer, but rather a theoretical upper-bound number based on
worst-case assumptions. In reality, the risk is generally too small to actually be
measured. For example, the one in one million risk level represents a one in one million
increase in the normal risk of developing cancer over a lifetime, at whatever location is
estimated to have the worst-case risk.

Cancer risk is expressed in chances per million, and is a function of the maximum
expected pollutant concentration, the probability that a particular pollutant will cause
cancer (called “potency factors”, and established by the California Office of
Environmental Health Hazard Assessment), and the length of the exposure period.
Cancer risks for each carcinogen are added to yield total cancer risk. The conservative
nature of the screening assumptions used means that actual cancer risks are likely to
be lower or even considerably lower than those estimated.

The screening analysis is performed to assess worst-case risks to public health
associated with the proposed project. If the screening analysis predicts no significant
risks, then no further analysis is required. However, if risks are above the significance
level, then further analysis, using more realistic site-specific assumptions would be
performed to obtain a more accurate assessment of potential public health risks.

SIGNIFICANCE CRITERIA

Commission staff determines the health effects of exposure to toxic emissions based on
impacts to the maximum exposed individual. This is a person hypothetically exposed to
project emissions at a location where the highest ambient impacts were calculated
using worst-case assumptions, as described above.
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As described earlier, non-criteria pollutants are evaluated for short-term (acute) and
long-term (chronic) noncancer health effects, as well as cancer (long-term) health
effects. Significance of project health impacts is determined separately for each of the
three categories.

Acute and Chronic Noncancer Health Effects

Staff assesses the significance of non-cancer health effects by calculating a “hazard
index”. A hazard index is a ratio comparing exposure from facility emissions to the
reference (safe) exposure level. A ratio of less than one signifies that the worst-case
exposure is below the safe level. The hazard index for every toxic substance which has
the same type of health effect is added to yield a total hazard index. The total hazard
index is calculated separately for acute and chronic effects. A total hazard index of less
than one indicates that cumulative worst-case exposures are less than the reference
exposure levels (safe levels). Under these conditions, health protection is likely to be
achieved, even for sensitive members of the population. In such a case, staff presumes
that there would be no significant non-cancer project-related public health impacts.

Cancer Risk

Staff presumes that if worst-case toxic emissions from the Magnolia Power Plant project
increase anyone’s lifetime cancer risk by one chance in one million (1x10°®) or less, then
the added risk is de minimis, or one that is so small, that it is effectively “no risk”. The
Federal Food and Drug Administration (FDA) made a similar finding in the context of
cancer risks from food additives (FDA 1985, p. 51557). They emphasized that the risk
level did not mean that one in every one million people would contract cancer, but that
the level represented an additional one in one million chance over a person’s normal
risk of developing cancer in his or her lifetime. On average, for example, the lifetime risk
of someone developing cancer is around 250,000 in a million (about one of every four
people will have some type of cancer in their lifetime). At the one in one million risk
level, the FDA noted that “as far as can be determined, in all probability no one will
contract cancer.” (Id.)

Staff does not believe that mitigation measures to reduce risk to less than one in one
million are warranted, since at that level there is effectively no added cancer risk.
Similarly, the South Coast Air Quality Management District (SCAQMD) Risk
Management Policy states that a project with an incremental cancer risk of one in one
million or less is acceptable without further risk management consideration, and without
further toxics reduction measures. Further, a survey of 132 regulatory decisions found
that, with the exception of one decision, no action was taken to reduce risks below one
in a million (Travis et al., 1987).

Staff does not view project-related cancer risks as significant at the de minimus level
discussed above, since there is essentially no added risk. Therefore, staff must identify
an appropriate level of risk on which to base determinations of significance. Staff relied
upon regulations implementing the provisions of Proposition 65, the Safe Drinking
Water and Toxic Enforcement Act of 1986 (Health & Safety Code, 88§ 25249.5 et seq.)
for guidance to determine a risk significance level. Title 22, California Code of
Regulations, § 12703(b) states that “the risk level which represents no significant risk
shall be one which is calculated to result in one excess case of cancer in an exposed
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population of 100,000, assuming lifetime exposure.” This level of risk is equivalent to a
cancer risk of ten in one million, or 10x10°°. An important distinction is that the
Proposition 65 significance level applies separately to each cancer-causing substance,
whereas staff determines significance based on the total risk from all cancer-causing
chemicals. Thus, the manner in which the significance level is applied by staff is more
conservative (health-protective) than that which applies to Proposition 65.

The significant risk level of ten in one million is consistent with the level of significance
adopted by the SCAQMD pursuant to Health and Safety Code § 44362(b), which
requires notification of nearby residents when an air district determines that there is a
significant health risk from a facility. In addition, the SCAQMD Risk Management Policy
states that a project with an incremental cancer risk of between one and ten in a million
is acceptable if best available control technology has been applied to reduce risk. In
general, SCAQMD would not approve a project with a cancer risk exceeding ten in one
million.

As noted earlier, the initial risk analysis for a project is typically performed at a
screening level, which is designed to overstate actual risks, so that health protection
can be ensured. When a screening analysis shows cancer risks to be above the
significance level, refined assumptions would likely result in a lower, more realistic risk
estimate. If facility risk, based on refined assumptions, exceeds the significance level of
ten in one million, staff would require appropriate measures to reduce risk to less than
significant. If, after all risk reduction measures had been considered, a refined analysis
identifies a cancer risk greater than ten in one million, staff would deem such risk to be
significant, and would not recommend project approval.

LAWS, ORDINANCES, REGULATIONS, AND STANDARDS (LORS)

The following federal, state, and local LORS generally apply to the protection of public
health. These provisions have established the basis for Energy Commission staff's
determination regarding the significance and acceptability of project-related impacts on
public health.

FEDERAL
Clean Air Act section 112 (42 U.S. Code section 7412)

Section 112 requires new sources which emit more than ten tons per year of any
specified hazardous air pollutant (HAP) or more than 25 tons per year of any
combination of HAPs to apply Maximum Achievable Control Technology (MACT).

STATE

California Health and Safety Code sections 39650 et seq.

These sections mandate the Air Resources Board and the Department of Health
Services to establish safe exposure limits for toxic air pollutants and identify pertinent
best available control technologies. They also require that the new source review rule
for each air pollution control district include regulations that require new or modified

procedures for controlling the emission of toxic air contaminants.
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California Health and Safety Code section 41700

This section states that “no person shall discharge from any source whatsoever such
guantities of air contaminants or other material which cause injury, detriment, nuisance,
or annoyance to any considerable number of persons or to the public, or which
endanger the comfort, repose, health, or safety of any such persons or the public, or
which cause, or have a natural tendency to cause injury or damage to business or
property.”

LOCAL
South Coast Air Quality Management District Rule 1401

This rule requires a risk assessment or risk screening analysis to be performed for new
or modified facilities that emit one or more toxic air contaminants that exceed specified
amounts.
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SETTING

This section describes the environment in the vicinity of the proposed project site from
the public health perspective. Features of the natural environment, such as
meteorology and terrain, affect the project’s potential for causing impacts on public
health. An emissions plume from a facility may affect elevated areas before lower
terrain areas, due to a reduced opportunity for atmospheric mixing. Consequently,
areas of elevated terrain can often be subjected to increased pollutant impacts. Also,
the types of land use near a site influence the surrounding population distribution and
density which, in turn, affects public exposure to project emissions. Additional factors
affecting potential public health impact include existing air quality and environmental site
contamination.

SITE AND VICINITY DESCRIPTION

The proposed site is located in the San Fernando Valley, between the Verdugo
Mountains to the north and the Santa Monica Mountains to the south, on approximately
23 acres of land owned by the City of Burbank in Los Angeles County. The topography
of the site vicinity is relatively flat, and the elevation of the project site is about 560 feet
above mean sea level. The Los Angeles River is approximately 1.5 miles south of the
site and the Burbank Western channel runs along the northeast property boundary of
the site. Industrial properties border the site on all sides.

As mentioned above, the location of sensitive receptors near the proposed site is an
important factor in considering potential public health impacts. The nearest residence is
on Moss Street, about 600 feet northwest of the proposed site. The nearest sensitive
receptor is an elementary school located approximately 0.42 miles southwest of the site.
AFC Figures 5.16-2 shows the location of sensitive receptors near the facility site.

METEOROLOGY

Meteorological conditions, including wind speed, wind direction, and atmospheric
stability, affect the extent to which pollutants are dispersed into ambient air as well as
the direction of pollutant transport. This, in turn, affects the level of public exposure to
emitted pollutants and associated health risks. When wind speeds are low and the
atmosphere is stable, for example, dispersion is reduced and localized exposure may
be increased.

The climate at the project site is influenced by its proximity to the Verdugo Mountains
located less than two miles north of the MPP site. The project site is located in the
South Coast Air Basin (Basin), a coastal plain with connecting broad valleys and low
hills. The Pacific Ocean lies to the southwest with high mountains around the remaining
perimeter of the Basin. The region experiences a semi-permanent high-pressure zone,
typical of the eastern Pacific, causing its mild climate and cool sea breezes. Daytime
onshore breezes and nighttime offshore breezes characterize the regional wind pattern
in the Basin. Periods of extremely hot weather, winter storms, or Santa Ana winds
occasionally interrupt this mild climatological pattern. Due to light average wind speeds
(with little seasonal variation) the atmosphere has a very limited capacity to disperse air
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contaminants horizontally within the Basin. Strong, elevated inversions frequently occur
in the Basin, created by atmospheric subsidence, especially in late mornings and early
afternoons. These inversions severely limit vertical mixing and result in the buildup of air
pollutants by restricting their movement out of the Basin.

Atmospheric stability is a measure related to turbulence, or the ability of the atmosphere
to disperse pollutants due to convective air movement. Mixing heights (the height
above ground level through which the air is well mixed and in which pollutants can be
dispersed) are lower during mornings due to temperature inversions and increase
during the warmer afternoons. Staff's Air Quality section presents more detailed
meteorological data.

EXISTING AIR QUALITY

The proposed site is within the jurisdiction of South Coast Air Quality Management
District (SCAQMD), which includes all or portions of Los Angeles, Orange, Riverside
and San Bernardino counties.

In March 2000 SCAQMD published the results of the Multiple Air Toxics Exposure
Study Il (MATES II) study, a comprehensive study of air pollution in Southern California.
The background cancer risk calculated by SCAQMD for the Southland was reported to
be 1,400 in one million (SCAQMD 2000). The study showed that motor vehicles and
other mobile sources contributed about 90% of the cancer risk with industries and
stationary sources contributed 10%. Diesel particulate accounted for the majority (71%)
of the cancer risk while benzene, 1,3-butadiene, formaldehyde and acetaldehyde
accounted for 18%.

The use of reformulated gasoline in California, as well as other toxics reduction
measures, has led to a decrease of ambient levels of toxics and associated cancer risk
during the past few years. For example, in 1990 cancer risk was 1,000 in one million in
Burbank while in 1999 cancer risk was calculated to be 500 in a million in that city
(SCAQMD 1999).

SITE CONTAMINATION

Site disturbances will occur during facility demolition and construction from excavation,
grading, and earth moving. Such activities have the potential to adversely affect public
health through various mechanisms, such as the creation of airborne dust, material
being carried off-site through soil erosion, and uncovering buried hazardous
substances.

An Environmental Site Assessment (ESA) was conducted by URS Corporation, in
accordance with methods prescribed by the American Society for Testing and Materials
(ASTM). This report is included in Appendix O of the AFC. The purpose of an ESA is to
determine the potential for the presence or likely presence of any hazardous

substances or petroleum products under conditions that may indicate a release or threat
of a release from present or past activities. The results of the ESA are summarized in
staff's Waste Management section. Based on the results of the Phase | ESA, it was
recommended by URS Corporation that a Phase Il investigation of soil conditions be
conducted.
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IMPACTS

PROJECT SPECIFIC IMPACTS

Potential risks to public health may occur during project demolition, construction and
operation.

Demolition & Construction Impacts

Potential risks to public health during demolition and construction may be associated
with exposure to toxic substances in contaminated soil disturbed during site preparation,
as well as from heavy equipment operation. Criteria pollutant impacts from the
operation of heavy equipment and particulate matter from earth moving are examined in
staff's Air Quality analysis.

As described in the Waste Management section, a Phase | Environmental Site
Assessment (ESA) has been performed. Based on the results of the Phase | ESA,
further investigation is warranted, specifically a Phase Il investigation of soil conditions
at the site.

The operation of construction equipment will result in air emissions from diesel-fueled
engines. Although diesel exhaust contains criteria pollutants such as nitrogen oxides,
carbon monoxide, and sulfur oxides, it also includes a complex mixture of thousands of
gases and fine particles. These particles are primarily composed of aggregates of
spherical carbon particles coated with organic and inorganic substances. Diesel
exhaust contains over 40 substances that are listed by the U.S. EPA as hazardous air
pollutants and by the Air Resources Board (ARB) as toxic air contaminants. Because of
the many constituents in diesel exhaust as well as evidence that the particles
themselves may have intrinsic toxic and carcinogenic properties, many researchers
have used the particles to quantify exposure to whole diesel exhaust.

Exposure to diesel exhaust causes both short- and long-term adverse health effects.
Short-term effects can include increased cough, labored breathing, chest tightness,
wheezing, and eye and nasal irritation. Long-term effects can include increased
coughing, chronic bronchitis, reductions in lung function, and inflammation of the lung.
Epidemiological studies also strongly suggest a causal relationship between
occupational diesel exhaust exposure and lung cancer.

Based on a number of health effects studies, the Scientific Review Panel on Toxic Air
Contaminants (SRP) recommended a chronic REL (see REL discussion in Method of

Analysis section above) for diesel exhaust particulate matter of 5 mg/m? and a cancer
unit risk factor of 3x10™ (mg/m°)™* (SRP 1998, p. 6). The SRP did not recommend a
value for an acute REL, since available data in support of a value was deemed
insufficient. On August 27, 1998, the ARB listed particulate emissions from diesel-
fueled engines as a toxic air contaminant and approved SRP’s recommendations
regarding health effect levels.

Demolition of the existing Magnolia Units 1 and 2 is expected to take 4 - 6 months and
then construction of MPP is anticipated to take place over a period of 23 months. As
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noted earlier, assessment of chronic (long-term) health effects assumes continuous
exposure to toxic substances over a significantly longer time period, typically from
seven to seventy years.

AFC Appendix H.3 presents exhaust emissions from demolition and construction
activities. Diesel emissions are generated from sources such as trucks, graders,
cranes, welding machines, electric generators, air compressors, and water pumps.
Worst-case daily exhaust emissions of 10.58 Ib/day PM;o from construction equipment
and 13.6 Ib/day PM;, from fugitive dust are predicted during onsite construction (AFC
Table H.3-2). Modeling demolition and construction activities, which are assumed to
occur for eight hours per day, gives a 24-hour maximum concentration of 32.5 mg/m®
(AFC Table H.3-4).

In order to mitigate potential impacts from particulate emissions during the operation of
diesel-powered construction equipment, Air Quality staff recommends the use of ultra
low sulfur diesel fuel or the installation of soot filters on stationary diesel equipment.
The catalyzed diesel particulate filters are passive, self-regenerating filters that reduce
particulate matter, carbon monoxide, and hydrocarbon emissions through catalytic
oxidation and filtration. The degree of particulate matter reduction is comparable for
both mitigation measures in the range of approximately 85-92 percent. Such filters will
reduce diesel emissions during construction and reduce any potential for significant
health impacts.

Operation Impacts

Emissions Sources

The emissions sources at the proposed MPP project include one natural gas-fired
combustion turbine, one heat recovery steam generator equipped with a supplementary
duct burner, one auxiliary boiler and a cooling tower. During operation, potential public
health risks are related to natural gas combustion emissions from the gas turbine and
duct burner, and noncombustion emissions from the cooling tower.

As noted earlier, the first step in a health risk assessment is to identify potentially toxic
compounds that may be emitted from the facility. All sources have been evaluated in
the HRA modeling files dated November 2001, including 100% reclaimed water.

Table 5.16-1 of the AFC lists toxic air contaminants that may be emitted from MPP
project emission sources as combustion byproducts. Anticipated amounts or emission
rates emitted from combustion sources (turbine and boiler) are presented in Table 5.16-
2. Table 5.16-3 lists emission rates for cooling tower emissions. Emission factors are
obtained from the South Coast Air Quality Management District (SCAQMD) website.
Tables 5.16-5 of the AFC lists toxicity values used to characterize cancer and
noncancer health impacts from project pollutants. The toxicity values include reference
exposure levels, which are used to calculate short-term and long-term noncancer health
effects, and cancer unit risks, which are used to calculate the lifetime risk of developing
cancer, as published in the CAPCOA Guidelines (CAPCOA 1993).
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There are inconsistencies in toxicity values between those presented in Section 5.16 of
the AFC and those used in the ACE 2588 HRA model. Specifically the chronic
noncancer REL (reference exposure level) for cadmium listed in Section 5.16 is wrong
while the correct value, 0.02 ug/m?, is used in the HRA modeling. With the exception of
lead, current OEHHA unit risk and Rel values are used in the ACE 2588 modeling. A
chronic REL is listed in the AFC for lead and lead is mistakenly included in the ACE
2588 modeling. Additionally, incorrect target organs are evaluated for some substances
in the ACE 2588 modeling and, in some cases, not all OEHHA listed target organs are
included.

PUBLIC HEALTH Table 1 lists combustion-related toxic emissions and shows how
each contributes to the health risk analysis. For example, the first row shows that oral
exposure to acetaldehyde is not of concern, but if inhaled, may have cancer and chronic
(long-term) noncancer health effects, but not acute (short-term) effects.

PUBLIC HEALTH Table 1
Types of Health Impacts and Exposure Routes Attributed to Combustion-
Related Toxic Emissions

Substance Oral Oral Inhalation Noncan_cer Noncancer
Cancer Noncancer Cancer (Chronic) (Acute)

Acetaldehyde v v

Acrolein v 7

Ammonia v 7

Benzene v v v

Ethylbenzene v

Formaldehyde v v v

Hexane v

Napthalene v

PAHs v

Propylene v

Toluene v Vs

Xylene v /

Source: AFC Table 5.16-5 using reference exposure levels and cancer unit risks from CAPCOA Air
Toxics “Hot Spots” Program Revised 1992 Risk Assessment Guidelines, October 1993

Toxic air contaminant emissions from the cooling tower originate from contaminants in
the cooling source water that become entrained in liquid water droplets emitted as
cooling tower drift. MPP will use reclaimed water from the Burbank Water Reclamation
Plant, operated by the Public Works Department, as a makeup water source to the
facility’s evaporative cooling tower. AFC Table 5.16-4 lists constituents found in the
reclaimed water that could be emitted from the cooling tower. Emission rates are also
presented. PUBLIC HEALTH Table 2 lists these substances and shows how each
contributes to the health risk analysis.
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PUBLIC HEALTH Table 2
Types of Health Impacts and Exposure Routes
Attributed to Cooling Tower Emissions

Oral Oral Inhalation Chronic Acute

Substance Cancer Noncancer Cancer Noncancer Noncancer

v

Ammonia

v

Arsenic

BEHP

Cadmium

Chloroform

SRR

Chromium

Copper

1,4-dichlorobenzene

Ethylbenzene

Lead v

Manganese

Mercury

Methylene chloride

MTBE

\
NN R R R R R R R EEREERER

Nickel

PAH

PCB

NENENERER

Phenol

Selenium

Tetrachloroethylene v

NN

Toluene

<

Zinc

Source: AFC Appendix Table 5.16-5 using reference exposure levels and cancer unit risks from CAPCOA
Air Toxics “Hot Spots” Program Revised 1992 Risk Assessment Guidelines, October 1993

In addition to the substances identified in PUBLIC HEALTH Table 2, there has been
public concern that viruses and bacteria could remain in treated wastewater, and that
they could be released to the atmosphere in the cooling tower drift at levels that could
affect public health.

The California Department of Health Services (DHS) is proposing to regulate the use of
recycled water in cooling towers under Title 22 of the California Code of Regulations
(proposed section 60306). When recycled water is used in a cooling tower that creates
a mist, the regulations would require the following:

The recycled water used must be disinfected tertiary recycled water (DTRW).
A drift eliminator shall be used whenever the cooling system is in operation.
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A chlorine, or other biocide, shall be used to treat the recirculating water to minimize
the growth of Legionella and other micro-organisms.

Cooling Water Treatment

Reclaimed water supplied by the Burbank Water Reclamation Plant (BWRC) operated
by the City of Burbank Public Works Department will be used as a makeup water source
to the facility’s evaporative cooling tower. The MPP is designed to maximize the use of
reclaimed water for cooling although potable water will be used in the cooling tower as
necessary to meet discharge limitations contained in the City of Burbank’s current
discharge permit. The reclaimed water will be hyperchlorinated prior to direct use as
cooling tower makeup.

The proposed regulations define DTRW as a filtered and subsequently disinfected
wastewater and specify the degree of disinfection required or the final allowable
concentrations of pathogens (e.g., 99.999 percent reduction of virus and mean
concentration of coliform bacteria not exceeding 2.2 per 100 milliliters) (section
60301.230). Water meeting these standards is also allowed by the proposed
regulations to be used for irrigating food crops, parks and playgrounds, school yards,
and residential landscaping.

As noted above, the source for MPP cooling water will be reclaimed water from the
Burbank Water Reclamation Plant. Several studies have examined and confirmed the
effectiveness of treatment processes conforming to Title 22 requirements in reducing
pathogens to safe levels. The Monterey Wastewater Reclamation Study for Agriculture
(spanning eleven years from planning and design in 1975 to final project reporting in
1986) examined the safety of irrigating raw-eaten vegetables with recycled water
(Sheikh, et al. 1998a). That study found that aerosols generated from sprinkler
irrigation did not contain microorganisms of wastewater origin (Sheikh, et al. 1998a, p.
802). Further, during the five-year period of field studies, no in situ viruses were
recovered from the treated effluent comprising 114 samples with a volume of over
186,000 liters (Sheikh, et al. 1998a, p. 803).

A follow-up to the Monterey study was conducted in 1997 to determine if additional
water-borne pathogens capable of producing gastrointestinal diseases were present in
recycled water (Sheikh, et al. 1998b). This more recent study did not detect any of the
bacteria Salmonella, Cyclospora, E. coli, or Legionella; or the protozoans Giardia or
Cryptosporidium in the recycled water (Sheikh, et al. 1998b, Table 4, p. 6).

The County Sanitation Districts of Los Angeles County operate seven tertiary filtration
plants for water reuse. During a ten-year virus monitoring period from 1979 to 1989,
only one virus was isolated from samples testing more than 100,000 gallons of
disinfected tertiary effluent (Chen et al. 1998, p. 258).

As noted above, water from the BWRP is disinfected using chlorine to reduce
pathogenic organisms. Additional routine water treatment at MPP is required during
use to minimize bacterial growth, corrosion, and formation of mineral scale. The MPP
will employ a chemical feed system to supply conditioning chemicals (sulfuric acid,
sodium hypochlorite, a proprietary biocide to control algae) to the cooling water (AFC
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Section 3.4.7.3.2). Such routine water treatment also serves to minimize conditions
which are conducive to the growth of pathogenic organisms such as Legionella bacteria.
These include the presence of other microorganisms which contribute nutritional factors,
stagnant water or low flow conditions, the presence of corrosion, scale, and
accumulations of sludge and sediment.

Emissions Levels

Once potential emissions are identified, the next step is to quantify them by conducting
a “worst case” analysis. Maximum hourly emissions are required to calculate acute
(one hour) noncancer health effects, while estimates of maximum emissions on an
annual basis are required to calculate cancer and chronic (long-term) noncancer health
effects.

Maximum fuel use is combined with emission factors for each toxic air contaminant to
estimate hourly and maximum annual emissions from turbine and boiler (AFC Table
5.16-2). Emission factors are estimates of the amounts of toxic substances released
per unit of fuel burned and were obtained from the South Coast Air Quality Management
District website (http://agmd.gov/permit/comb.html).

The next step in the health risk assessment process is to estimate the ambient
concentrations of toxic substances. This is accomplished by using a screening air
dispersion model and assuming conditions that result in maximum impacts. Turbine
and Cooling Tower toxic air contaminant emissions used in dispersion modeling are
presented in AFC Table 5.16-3 and 5.16-4, respectively. The screening air dispersion
modeling analysis was performed using the U.S. EPA approved ISCST3 dispersion
modeling program (please see staff's Air Quality section for a detailed discussion of the
modeling methodology). Finally, ambient concentrations were used in conjunction with
RELs and cancer unit risk factors to estimate health effects which might occur from
exposure to facility emissions. Exposure pathways, or ways in which people might
come into contact with toxic substances, include inhalation, dermal (through the skin)
absorption, soil ingestion, consumption of locally grown plant foods, and ingestion of
mother’s milk.

The above method of assessing health effects is consistent with the California Air
Pollution Control Officers Association (CAPCOA) Air Toxics “Hot Spot” Program
Revised 1992 Risk Assessment Guidelines (October 1993) referred to earlier, and
results in the following health risk estimates.

Noncancer Hazard

Demolition and Construction

AFC Appendix H.3 presents exhaust emissions from demolition and construction
activities. Diesel emissions are generated from sources such as trucks, graders,
cranes, welding machines, electric generators, air compressors, and water pumps.
Worst-case daily exhaust emissions of 10.58 Ib/day PM;o from construction equipment
and 13.6 Ib/day PM;, from fugitive dust are predicted during onsite construction (AFC
Table H.3-2). Modeling demolition and construction activities, which are assumed to
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occur for eight hours per day, gives a 24-hour maximum concentration of 32.5 mg/m®
(AFC Table H.3-4).

Due to the relatively short period of demolition and construction, only acute (short-term)
health impacts are examined. Air dispersion modeling estimated the maximum 24-hour
PM;o concentration to be 32.5 mg/m?.

As noted earlier, the air dispersion modeling and assumptions that form the basis of
screening risk analysis are designed to overestimate public health impacts, and actual
risks are likely to be much lower than those calculated. Staff concludes that the
modeled value of 32.5 mg/m? at the point of maximum impact does not indicate a
potential for short-term health impacts strictly from diesel exhaust during demolition and
construction. However, as discussed in the Air Quality section, the area continues to
experience violations of the state 24-hour PM;o standard, between 9 and 30 times per
year. Therefore, Air Quality staff recommends the installation of soot filters on
stationary diesel equipment during construction. These catalyzed diesel particulate
filters are passive, self-regenerating filters that reduce particulate matter, carbon
monoxide, and hydrocarbon emissions through catalytic oxidation and filtration. The
degree of particulate matter reduction is in the range of approximately 85-92 percent.
Such filters will reduce diesel emissions during construction and further reduce any
potential for health impacts.

Operation

The point of maximum offsite impact for cancer risk and noncancer chronic hazard
index was located approximately 1.8 km northwest of the project site. This location has
an associated chronic hazard index of 0.0181 and a cancer risk of 1.07 in a million.

The screening health risk assessment for the project, including combustion and
noncombustion emissions, resulted in a maximum acute hazard index of 0.0688 at the
maximum impact location.

As PUBLIC HEALTH Table 4 shows, both acute and chronic hazard indices are under

the REL of 1.0, indicating that no short- or long-term adverse health effects are
expected.

PUBLIC HEALTH Table 4
Operation Hazard/Risk

Type of Hazard/Risk

Hazard Index/Risk

Significance Level

ACUTE NONCANCER 0.0688 1.0
CHRONIC NONCANCER 0.0181 1.0
INDIVIDUAL CANCER 1.07x10°® 1.0 x 10

Source: AFC Table 5.16-6.

Cancer Risk

As shown in PUBLIC HEALTH Table 4, total worst-case individual cancer risk is
estimated to be 1.07 in one million. As discussed earlier, this is the risk at the location
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where long-term pollutant concentrations are calculated to be the highest, and is at the
same location as the maximum chronic hazard, about 1.8 km northwest of the proposed
site.

MITIGATION

Excavation at the site could disturb contaminated soil that may require mitigation
measures to prevent potential public health impacts. Staff has proposed adoption of a
condition of certification in the Waste Management section that requires the project
owner to have an environmental professional on site to inspect locations where
potentially contaminated soil is found, determine the need for future action, and
potentially contact appropriate agencies for possible oversight.

CUMULATIVE IMPACTS

The maximum cancer risk for the MPP facility is 1.07 in one million, about 1.8 km
northwest of the proposed site.

In comparison, SCAQMD estimated the Los Angeles Basin average lifetime cancer risk
for inhalation of ambient air to be 1,400 in one million based on 1998-1999 ambient
average toxic concentration data (SCAQMD 2000).

The maximum impact location occurs where pollutant concentrations from MPP would
theoretically be the highest. Even at this location, staff does not expect any significant
change in lifetime risk to any person, and the increase does not represent any real
contribution to the ambient risk of 1,400 in one million. Modeled facility-related risks are
lower at all other locations, and actual risks are expected to be much lower, since worst-
case estimates are based on conservative assumptions, and overstate the true
magnitude of the risk expected. Therefore, staff does not consider the incremental
impact of the additional risk posed by the MPP project to be either significant or
cumulatively considerable

The worst-case long-term health impact from MPP (0.0181 hazard index) is well below
the significance level of 1.0 at the location of maximum impact. At this level, staff does
not expect any cumulative health impacts to be significant. As with cancer risk, long-
term hazard would be lower at all other locations, and cumulative impacts at other
locations would also be less than significant.

Even in the unlikely event that worst-case emissions from an existing facility were to
coincide both geographically and temporally with MPP emissions at the location of
maximum impact, the overall long-term health outlook would not change for anyone.
Thus, the MPP project will not result in any significant cumulative cancer or chronic
noncancer health impacts.
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ENVIRONMENTAL JUSTICE

In the Socioeconomics section of this staff analysis, staff presents census tract
information that shows significant minority and poverty populations within six miles of
the proposed project. Since staff has concluded that there will be no significant direct or
cumulative public health-related impacts, there will also be no significant impact to any
minority populations that have been identified. Therefore, there are no environmental
justice issues.

COMPLIANCE WITH APPLICABLE LAWS, ORDINANCES,
REGULATIONS, AND STANDARDS

Staff concludes that demolition, construction and operation of the MPP project will be in
compliance with all applicable LORS regarding long-term and short-term project
impacts.

FACILITY CLOSURE

As noted in the introduction to this section, the scope of staff's public health analysis is
limited to routine releases of harmful substances to the environment. During either
temporary or permanent facility closure, the major concern would be from accidental or
nonroutine releases from either hazardous materials or wastes which may be onsite.
These are discussed in the sections on Hazardous Materials and Waste
Management, respectively. During temporary closure (periods greater than those
required for normal maintenance), it is unlikely that there would be any routine releases
of harmful substances to the environment, since the facility would not be operating. For
permanent closure, the only routine emissions would be related to facility demolition or
dismantling, such as exhaust from heavy equipment or fugitive dust emissions. These
would be subject to closure conditions adopted by the Energy Commission once a
closure plan is received from the project owner.

RESPONSE TO PUBLIC AND AGENCY COMMENTS

None received.

CONCLUSIONS AND RECOMMENDATIONS

Staff has analyzed potential public health risks associated with construction and
operation of the MPP project. As noted, staff does not expect there to be any significant
adverse cancer, or short- or long-term noncancer health effects from project emissions.
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ATTACHMENT A - CRITERIA POLLUTANTS

OZONE (O5)

Ozone is formed when reactive organic gases are mixed with nitrogen oxides in the
presence of sunlight. Heat speeds up the reaction, typically leading to higher
concentrations in the summer months. Ozone is a colorless, very reactive gas which
oxidizes other materials. Oxidation damages living cells and tissues by altering their
protein, lipid, and carbohydrate components or products. Such damage leads to
dysfunction and death of cells in the lung and in other internal tissues.

The U.S. EPA revised the federal ozone standard on July 18, 1997 (62 Fed. Reg.
38856), based on new health studies which became available since the standard was
last revised in 1979. These new studies showed that adverse health effects occur at
lower ambient concentrations over longer exposure times than those reflected in the
previous standard, which was based on acute health effects associated with heavy
exercise and short-term exposures. The U.S. EPA's proposed ozone rule lists health
effects which have been attributed to result from short-term (one to three hours) and
prolonged (six to eight hours) exposure to ozone (61 Fed. Reg. 65719). However, a
1999 federal court ruling blocked implementation of the ozone 8-hour standard. EPA
has asked the U.S. Supreme Court to reconsider that decision.

Acute health effects induced by short-term exposures include transient reductions in
pulmonary function, and transient respiratory symptoms including cough, throat
irritation, chest pain, nausea, and shortness of breath with associated effects on
exercise performance. Other health effects associated with short-term or prolonged O3
exposures include increased airway responsiveness (a predisposition to
bronchoconstriction caused by external stimuli such as pollen and dust), susceptibility to
respiratory infection by impairing lung defense mechanisms, increased hospital
admissions and emergency room visits, and transient pulmonary inflammation.

Generally, groups considered especially sensitive to the effects of air pollution include
persons with existing respiratory diseases, children, pregnant women, and the elderly.
However, controlled exposure data on people in clinical settings have indicated that the
population at greatest risk of acute effects from ozone exposures are children and
adults engaged in physical exercise. Children are most at risk because they are active
outside, playing and exercising, during the summer when ozone levels are at their
highest. Adults who are outdoors and engaging in activities involving heavy levels of
exertion during the summer months are also among those most at risk. Exertion
increases the amount of O3 entering the airways and can cause Os to penetrate to
peripheral regions of the lung where lung tissue is more likely to be damaged. These
individuals, as well as those with respiratory illnesses, such as asthma, can experience
a reduction in lung function and increased respiratory symptoms, such as chest pain
and cough, when exposed to relatively low ozone levels during periods of moderate
exertion.
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CARBON MONOXIDE (CO)

Carbon monoxide is a colorless, odorless gas which is a product of inefficient
combustion. It does not persist in the atmosphere, but is quickly converted to carbon
dioxide. However, it can reach high levels in localized areas, or "hot spots".

CO reduces the oxygen carrying capacity of the blood, thereby disrupting the delivery of
oxygen to the body's organs and tissues. Persons sensitive to the effects of carbon
monoxide include those whose oxygen supply or delivery is already compromised.
Thus, groups potentially at risk to carbon monoxide exposure include persons with
coronary artery disease, congestive heart failure, obstructive lung disease, vascular
disease, anemia, the elderly, newborn infants, and fetuses (CARB 1989, p. 9). In
particular, people with coronary artery disease were found to be especially at risk from
carbon monoxide exposure (CARB 1989, p. 9). Tests conducted on patients with
confirmed coronary artery disease indicated that exposure to low levels of carbon
monoxide during exercise produced significant cardiac effects. These included earlier
onset of chest pain (angina) and electrocardiographic changes indicative of effects on
the heart muscle (CARB 1989, p. 6). Such changes can limit the ability of patients with
coronary artery disease to exert themselves even moderately. Therefore, the statewide
carbon monoxide one hour and eight hour standards were adopted in part to prevent
aggravation of chest pain. Additionally, however, the standards are intended to prevent
decreased exercise tolerance in persons with peripheral vascular disease and lung
disease, impairment of central nervous system functions, and increased risk to fetuses
(Cal. Code Regs., tit. 17, [170200).

PARTICULATE MATTER (PM)

Particulate matter is a generic term for particles of various substances which occur as
either liquid droplets or small solids over a wide range of sizes. Particles having the
most potential to adversely affect human health are those less than 10 micrometers
(millionths of a meter) in diameter which may be inhaled and deposited into the deep
portions of the lung (PMi0). PM may originate from anthropogenic or natural sources
such as stationary or mobile combustion sources or windblown dust. Particles may be
emitted directly to the atmosphere or may be the result of physical and chemical
transformation of gaseous emissions such as sulfur oxides, nitrogen oxides, and volatile
organic compounds. PMy includes elements such as carbon, lead, and nickel;
compounds such as nitrates, organics, and sulfates; and complex mixtures such as
diesel exhaust and soil. The size, chemical composition, and concentration of ambient
PMjio can vary considerably from area to area and from season to season within the
same area.

PM;io can be grouped into two general sizes of particles, fine and coarse, which differ in
formation mechanisms, chemical composition, sources, and potential health effects.
Fine-mode particles are those having a diameter of 2.5 micrometers or less (PM;s),
while the coarse-mode fraction of PM consists of particles ranging from 10 micrometers
down to 2.5 micrometers in diameter (PMio-25). The following information on PM 2.5
health effects and federal standards is included for information only. A 1999 federal
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court ruling blocked implementation of these standards. EPA has asked the U.S.
Supreme Court to reconsider that decision.

PM, s is derived both from combustion by-products which have volatilized and
condensed to form primary PM; 5 and from precursor gases reacting in the atmosphere
to form secondary PM,s. Fine particles include nitrates, organic compounds, sulfates,
ammonium, and trace elements (including metals) as well as elemental carbon such as
soot. Major sources of fine particles are fossil fuel combustion by electric utilities,
industry and motor vehicles, vegetation burning, and the smelting or other processing of
metals. Dry deposition of fine mode particles is slow and such particles may have long
lifetimes in the atmosphere (days to weeks) and travel hundreds to thousands of
kilometers. They tend to be uniformly distributed over urban areas and larger regions
and are removed from the atmosphere primarily by forming cloud droplets and falling
out in raindrops.

Coarse-mode PMjp-2 5 is formed by crushing, grinding, and abrasion of surfaces,
breaking large pieces of materials into smaller pieces. Coarse particles consist mainly
of soil dust containing oxides of silicon, aluminum, calcium, and iron; as well as fly ash,
particles from tires, pollen, spores, and plant and insect fragments. Coarse particles
normally have shorter lifetimes (minutes to hours) and only travel short distances (less
than tens of kilometers). They tend to be unevenly distributed across urban areas and
have more localized effects than fine particles.

Because PMjg includes many different types of particles with widely divergent chemical
characteristics, potential health effects depend upon the constituent make-up of PMjg to
which persons may be exposed.

The size of the particles inhaled determines where they are deposited in the respiratory
system. Coarse particles are deposited most often in the nose and throat. Fine
particles are deposited most often in the bronchial tubes and in the air sacs, with the
greatest percentage being deposited in the air sacs. Particles deposited in the air sacs
are removed more slowly by the body than particles in either the nose and throat or the
bronchial tubes. Because of the longer residence time, they have a greater opportunity
to cause adverse health effects.

Many epidemiological studies have shown that exposure to particulate matter is
associated with a variety of health effects, including premature mortality, aggravation of
respiratory and cardiovascular disease, changes in lung function and increased
respiratory symptoms, changes to lung tissues and structure, and altered respiratory
defense mechanisms. Based on their review of a number of such community
epidemiological studies published after 1987 when the federal standards were last
revised, the U.S. EPA concluded that then-current standards were not sufficiently
stringent to prevent the occurrence of adverse public health effects. Therefore, federal
PM standards were revised on July 18, 1997 (62 Fed. Reg. 38652) by adding new
annual and 24-hour PM, 5 standards to the existing annual and 24-hour PM; standards.
The U.S. EPA's review concluded that fine particles were a better surrogate for those
components of PM most likely linked to mortality and morbidity effects at levels below
the previous standards, while high concentrations of coarse fraction particles are linked
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to effects such as aggravation of asthma. Taken together, the new standards are meant
to provide increased protection against a wide range of PM-related health effects,
including premature mortality and increased hospital admissions and emergency room
visits, primarily in the elderly and individuals with cardiopulmonary disease; increased
respiratory symptoms and disease in children and individuals with cardiopulmonary
disease such as asthma; decreased lung function, particularly in children and
individuals with asthma; and alterations in lung tissue and structure and in respiratory
tract defense mechanisms.

California has 24-hour and annual standards for PMyo only which are based on studies
which describe the lowest probable effects levels and which represent the lowest
pollution levels at which health effects were investigated (CARB 1982, pp. 81,84). The
studies included investigations of increased rates of asthma attack, increased mortality,
and changes in the health status of bronchitis patients.

California’'s 24-hour PM;g standard is intended to prevent exacerbation of symptoms in
sensitive patients with respiratory disease, declines in pulmonary function (especially in
children), and excess mortality from short-term exposure (Cal.. Code Regs., tit. 17,
70200). The standard is intended to provide a small margin of safety to account for the
possibility of effects occurring at lower levels (CARB 1982, p. 84). The state 24 hour
PMjo standard was set to be more stringent than the national 24 hour PMy standard.
At the time of CARB's adoption of the state standard, the U.S. EPA had not set federal
24 hour PM; 5 standards, and CARB found that the federal standard did not adequately
protect public health (CARB 1991, p. 26).

The annual standard is based on studies which show that long-term exposure to PMio
causes decreased breathing capability and increased respiratory illness in susceptible
populations such as children (CARB 1991, p. 25). The annual standard is also based
on the lifetime risk of cancer from exposure to carcinogenic particles known to be
present in this size fraction (CARB 1982, p. 84).

NITROGEN DIOXIDE (NO,)

Nitrogen dioxide is formed either directly or indirectly when oxygen and nitrogen in the
air combine during combustion processes. It is a relatively insoluble gas which is able
to penetrate deep into the lungs, its principal site of toxicity. Its toxicity is thought to be
due to its capacity to initiate free radical reactions and to oxidize cellular proteins and
other biomolecules (CARB 1992, Appendix A, p. 4).

Sublethal exposures in animals produce inflammation and various degrees of tissue
injury characteristic of oxidant damage (Evans in CARB 1992, Appendix A, p. 5). The
changes produced by low-level acute or subchronic exposure appear to be reversible
when animals are allowed to recover in clean air.

Health effects of particular concern in relation to low-level nitrogen dioxide exposure
include: (1) effects of acute exposure on some asthmatics and possibly on some
persons with chronic bronchitis, (2) effects on respiratory tract defenses against
infection, (3) effects on the immune system, (4) initiation or facilitation of the
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development of chronic lung disease, and (5) interaction with other pollutants (CARB
1992, Appendix A, p. 5).

Several groups which may be especially susceptible to nitrogen dioxide related health
effects have been identified (CARB 1992, Appendix A, p. 3). These include asthmatics,
persons with chronic bronchitis, infants and young children, cystic fibrosis and cancer
patients, people with immune deficiencies, and the elderly.

Studies using controlled brief exposures on sensitive groups have shown an increase in
bronchial reactivity or airway responsiveness of some asthmatics, and decreased lung
function in some patients with chronic obstructive lung disease (CARB 1992, Appendix
A, p. 2). In general, bronchial hyperreactivity (an exaggerated tendency of the airways
to constrict) is markedly greater in asthmatics than in nonasthmatics upon exposure to
respiratory irritants (CARB 1992a, p. 107). At exposure concentrations relevant to the
current one hour ambient standard, there appears to be little, if any, effect on respiratory
symptoms of asthmatics (CARB 1992a, p. 108).

SULFUR DIOXIDE (SO,

Sulfur dioxide is formed when any sulfur-containing fuel is burned. SO is highly soluble
and consequently absorbed in the moist passages of the upper respiratory system.
Exposure to sulfur dioxide can cause changes in lung cell structure and function that
adversely affect a major lung defense mechanism known as muco-ciliary transport.

This mechanism functions by trapping particles in mucus in the lung and sweeping them
out via the cilia (fine hair-like structures) also in the lung. Slowed mucociliary transport
is frequently associated with chronic bronchitis.

Exposure to sulfur dioxide can produce both short- and long-term health effects.
Therefore, California has established sulfur dioxide standards to reflect both short- and
long-term exposure concerns. Based on controlled exposure studies of human
volunteers, investigators have found that asthmatics comprise the group most
susceptible to adverse health effects from exposure to sulfur dioxide (CARB 1994, p. V-
1).

The primary short-term effect is bronchoconstriction, a narrowing of the airways which
results in labored breathing, wheezing, and coughing. The short-term (one hour)
standard is based on bronchoconstriction and associated symptoms (such as wheezing
and shortness of breath) in asthmatics and is designed to protect against adverse
effects from five to ten minute exposures. In the opinion of the California Office of
Environmental Health Hazard Assessment, the short-term ambient standard is likely to
afford adequate protection to asthmatics engaged in short periods of vigorous activity
(CARB 1994, Appendix A, p. 16).

Longer-term exposure is associated with an increased incidence of respiratory
symptoms (e.g., coughing and wheezing) or respiratory disease, decreases in
pulmonary function, and an increased risk of mortality (CARB 1991a, p. 12). The long-
term (24 hour) standard is based upon increased incidence of respiratory disease and
excess mortality. The standard includes a margin of safety based on epidemiological

January 9, 2002 3.7-23 PUBLIC HEALTH



studies which have shown adverse respiratory effects at levels slightly above the
standard. Some of the studies indicate a sulfur dioxide threshold for effects, whereby
"no adverse effects" are expected from exposures to concentrations at the state
standard (Ibid.).
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SOCIOECONOMICS
Testimony of Negar Vahidi

INTRODUCTION

This staff socioeconomic impact analysis evaluates the potential project-induced
changes on community services and/or infrastructure including schools, medical and
protective services and related community issues such as environmental justice. The
analysis discusses the potential direct and cumulative impacts of the proposed
Magnolia Power Project (MPP) on local communities, community resources, and public
services.

LAWS, ORDINANCES, REGULATIONS AND STANDARDS

FEDERAL

Executive Order 12898, “Federal Actions to address Environmental Justice (EJ) in
Minority Populations and Low-Income Populations,” focuses federal attention on the
environment and human health conditions of minority communities and calls on
agencies to achieve environmental justice as part of this mission. The order requires
the US Environmental Protection Agency (EPA) and all other federal agencies (as well
as state agencies receiving federal funds) to develop strategies to address this issue.
The agencies are required to identify and address any disproportionately high and
adverse human health or environmental effects of their programs, policies, and activities
on minority and/or low-income populations.

Civil Rights Act of 1964, Public Law 88-352, 78 Stat.241 (Codified as amended in
scattered sections of 42 U.S.C.) Title VI of the Civil Rights Act prohibits discrimination
on the basis of race, color, or national origin in all programs or activities receiving
federal financial assistance.

STATE

California Government Code, Sections 65996-65997

As amended by SB 50 (Stats. 1998, ch. 407, sec. 23), these sections state that public
agencies may not impose fees, charges, or other financial requirements to offset the
cost for school facilities.

14 California Code of Requlations, Section 15131

(@) Economic or social effects of a project shall not be treated as significant effects on
the environment.

(b) Economic or social factors of a project may be used to determine the significance
of physical changes caused by the project.

(c) Economic, social and particularly housing factors shall be considered by public
agencies together with technological and environmental factors in deciding
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whether changes in a project are feasible to reduce and or avoid the significant
effects on the environment.

REGIONAL

Southern California Association of Governments (SCAG)

The Southern California Association of Governments (SCAG) developed the Regional
Comprehensive Plan and Guide (RCPG) to disclose issues related to future
development in the Southern California Region, including: Los Angeles, Orange, San
Bernardino, Riverside, Ventura and Imperial Counties. The RCPG is a composition of
plans for the Southern California Region and serves as a guide for development within
the Southern California Region. When preparing the RCPG, SCAG reviewed the
applicable plans and policies of all local jurisdictions within the SCAG region to develop
regional goals and policies. While no specific RCPG goals or policies are directly
applicable to the MPP, compliance with the RCPG as a whole will ensure the RCPG
goal of guiding development within the Southern California Region.

LOCAL

City of Burbank
City of Burbank General Plan, 2000.

SETTING

POPULATION

Within the study area, the City of Burbank and the County of Los Angeles are
considered areas that may be potentially affected by potential population inmigration
resulting from the proposed project. In addition, data for the nearby Cities of Glendale
and Los Angeles are also presented. Historic, recent, and projected population figures
for Los Angeles County and the City of Burbank are summarized in socioEcoNnoMmicCs
TABLE 1.

SOCIOECONOMICS TABLE 1
Recent and Projected Population Figures for the Study Area

Area Year
1980" 1990° 2000°" 2010° 2020°
Los Angeles County 7,477,421 8,901,987 9,757,500 10,604,452 11,575,693
City of Burbank 88,744 93,649 106,500 N/A N/A
City of Glendale 169,889 180,038 194,973 N/A N/A
City of Los Angeles 3,265,726 3,485,398 3,694,820 N/A N/A

Sources:

! US Census: 1980 — 2000.

2 Historical and Projected Population Figures from California Department of Finance, Demographic Research Unit, County
Population Projection with Race/Ethnic Detail, Estimated July 1, 1990-1996 and projections from 1997 through 2040.

N/A — Not Available

Demographic Characteristics

SOCIOECONOMICS TABLE 2 provides minority population percentages for the State,
County of Los Angeles, City of Burbank, and a six-mile radius of the proposed project.
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The six-mile radius is used in staff’'s Environmental Justice screening analysis,
described in the Impacts section of this analysis. The six-mile radius includes an area
larger than the City of Burbank, and also encompasses the jurisdictions of Los Angeles
and Glendale. The ethnic/racial profile is based on 2000 Census data. Within the six-
mile radius, 49.1 percent of the population is white, while the remaining 50.9 percent is
comprised of minority populations. socioEcoNoMICS FIGURE 1 presents the census
blocks within a six-mile radius of the proposed project with 50 percent or more minority
population. As shown in socioEcCoNOMICS FIGURE 1, several census blocks within the
six-mile radius located within the City of Los Angeles have a total minority population
above 50 percent. One census block in particular has a total minority population of 70.9
percent with 29.6 percent of the persons considered low-income. However, this pocket
of minority population is located more than four miles south of the project site.

SOCIOECONOMICS TABLE 2
Demographic Profile of Proposed Project Area, 2000

Race/Ethnicity | Population

State of California

Total Population 33,871,648

White Population 20,170,059 (59.5%)

People of Color* (Minority Population) 13,701,589 (40.5%)

Los Angeles County

Total Population 9,519,338

White Population 4,637,062 (48.7%)

People of Color* (Minority Population) 4,882,276 (51.3%)

City of Burbank

Total Population 100,316

White Population 72,409 (72.2%)

People of Color* (Minority Population) 27,907 (27.8%)

Six-Mile Radius of MPP Site

Total Population 759,188

White Population 372,914 (49.1%)

People of Color* (Minority Population) 386,274 (50.9%)
*People of Color includes Black, Asian, Hispanic, and American Indian
Source: 2000 US Census Data.

Low-Income Population

Because certain year 2000 economic census data remains unavailable,
SOCIOECONOMICS TaBLE 3 summarizes the low-income population from 1990
census blocks within a six-mile radius of the proposed project.
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SOCIOECONOMICS TABLE 3

Low-Income Population Within Six-Mile Radius of Proposed Project, 1990
Six-Mile Radius
Total Population 853,300

Low-Income Population 122,033 (14.3%)
*Low-Income defined as those with annual income less than $26,754 (US Census, 1990).
Source: US Census 1990

Within the local project area, a household is considered low-income if its income is less
than 80 percent of the median for that area (California Department of Finance, 2000).
Consequently, a household may be considered low-income if its annual income in 1989
was less than $26,754 (US Census, 1990). Based on the 1990 Census, the median
household income for the City of Burbank was $35,959 and the median household
income for Los Angeles County was $34,965 annually. The Census indicates that the
annual median income for households located within a six-mile radius of the project site
was $33,559 in 1989.

According to 1990 Census data, approximately 14.3 percent of the population within a
six-mile radius of the proposed power plant site is considered low-income. However,
the Census data also indicates that the study area contains 8 census blocks in which 30
percent or more of the population is considered low-income. The percentage of the low-
income population in these blocks is considered meaningfully greater than that of the
overall study area. socioeEcoNnomMIcs FIGURE 2 shows the low-income percentages
within a six-mile radius of the proposed project.

EMPLOYMENT

The study area (affected area), as defined in the socioeconomics section of the
Application for Certification (AFC, MPP 2001a), includes Los Angeles, Orange,
Riverside, and San Bernardino Counties. The study area identified in the AFC was
identified per the Electric Power Research Institute’s report titled “Socioeconomic
Impacts of Power Plants,” which states that construction workers will commute as much
as two hours to construction sites from their homes rather than relocate. Additionally,
the report states operational workers will commute as much as one hour to a power
plant site from their homes rather than relocate. Although northern San Diego County is
within a one- to two-hour commute of the project site, and can provide a potential
source of labor, it has been excluded from evaluation, because Los Angeles, Orange,
Riverside and San Bernardino Counties have a sufficient labor pool for construction and
operation of the project.

socloEcONOMICS TABLE 4 identifies labor force characteristics for the four-county
study area (Los Angeles, Riverside, Orange, and San Bernardino Counties) for the year
1999. The statistics for Los Angeles and Riverside Counties indicates a civilian labor
force with an unemployment rate above the state’s unemployment rate of 5 percent (CA
EDD, 2001). Adjacent Orange and San Bernardino Counties show an unemployment
rate below that of the entire State of California. The civilian labor force represents all
residents between 18-55 years of age and currently employed.

SOCIOECONOMICS TABLE 4
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Labor Force Characteristics of Four-County Study Area
and City of Burbank, 1999

Los Riverside Orange San City of

Angeles County County Bernardino Burbank

County County
Civilian labor force 4,658,600 687,800 1,471,600 754,600 55,820
Unemployment 274,857 37,829 39,733 36,220 2,065

(5.9%) (5.5%) (2.7%) (4.8%) (3.7%)
Agriculture 9,317 27,512 7,358 5,282 310
Construction 139,758 55,024 88,296 37,730 3,628
Manufacturing 745,376 82,536 250,172 98,098 7,256
Transportation/pu 279,516 20,634 58,884 52,822 2,232
blic utilities
Trade 698,790 165,072 367,900 191,196 10,605
Finance/insurance 279,516 27,555 73,128 22,638 4,465
Services 1,490,752 192,584 421,189 188,650 13,396
Government 652,204 123,804 147,160 152,902 5,023
Other 363,371 48,047 57,073 5,282 8,905
Source: California Employment Development Dept., March 1999 benchmark.

SOCIOECONOMICS TABLE 4 indicates that services employ the highest proportion of any
sector, while trade and manufacturing accounts for the second highest proportion of
employment. The construction sector employs approximately 320,800 workers in the
four-county study area, while the City of Burbank employs 3,628 workers within the
construction fields. Los Angeles County represents the greater distribution of workers
within the construction trades, containing 44 percent of the construction workers within
the four-county study area.

The February 2001 unemployment rate for the City of Burbank was 3.7 percent
(California Employment Development Department, 2001), lower than the Los Angeles
County-Wide average rate of 5.4 percent during the same time period. Since 1990, the
unemployment rate for the City of Burbank has decreased overall. Historically, the
unemployment rate for the City of Burbank has ranged between six and 11 percent, with
a steady decrease in the unemployment rate since 1995 (California Employment
Development Department, 2001).

HOUSING

SOCIOECONOMICS TABLE 5 summarizes the housing unit totals for the Cities of
Burbank, Glendale, and Los Angeles and Los Angeles County as of January 1, 2000.
As of January 2000, there were approximately 3.2 million total housing units in Los
Angeles County, with 43,001 total housing units within the City of Burbank. These totals
include single-family, multi-family, and mobile home residences. Los Angeles County
had a vacancy rate of 5.51 percent, while the City of Glendale had a vacancy rate of
4.33 percent. The vacancy rate for the City of Burbank is below the federal housing
standard of 5 percent. While the vacancy rate of Los Angeles County is slightly above 5
percent. Furthermore, based on information obtained from the City of Burbank
Redevelopment Agency (2001), there are more than 1,300 hotel rooms available locally.

SOCIOECONOMICS TABLE 5
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Los Angeles County and City of Burbank Housing Units, 2000

Single-Family Multi-Family
Total Detached | Attached | 2-4 5+ Mobile | Occupied | % Persons
Home Vacant Per
Household
City of 43,001 19,551 1,554 4,790 17,054 52 40,976 4.71% 2.578
Burbank
City of 73,713 25,204 2,268 7,981 36,267 85 71,805 2.6% 2.68
Glendale

City of 1,337,706 | 464,761 25,619 114,671 | 668,859 1,502 1,275,412 | 4.70% 2.83
Los
Angeles

Los 3,270,909 | 1,242,945 | 196,254 | 359,359 | 1,439,199 | 33,152 | 3,094,154 | 5.51% 2.983
Angeles
County

Source: 2000 US Census

UTILITIES, EMERGENCY, AND OTHER PUBLIC SERVICES

Natural Gas

The project will be fueled by natural gas. Natural gas is available at the site delivered
by the Southern California Gas Company (SoCalGas), a California Public Utility. A new
fuel gas valve and metering station(s) will be located onsite by SoCalGas.

Electricity

Electricity is delivered to the project site and the City of Burbank via the existing
Magnolia Power Plant. The project will connect to the City of Burbank Olive Switchyard
via two short 69 kilovolt (kV) underground transmission lines across the Magnolia/Olive
project site. Major upgrades to the Olive switchyard will be performed in conjunction
with the proposed project.

Sewer

Wastewater from the existing operations at the MPP site is discharged to the Burbank
Western Channel located at the northern boundary of the site. The Burbank Western
Channel is a tributary to the Los Angeles River. Currently, approximately 4.33 million
gallons per day (MGD) of wastewater is discharged to the Burbank Western Wash.
Sanitary wastes are discharged to the sanitary sewers operated by the City of Burbank.
The City of Burbank operates a reclaim water treatment plant that produces water of
sufficiently clean quality to discharge into the Burbank Western Wash. The treatment
plant has a capacity of 27 acre-feet per day, but currently averages about 19 acre-feet
per day.

Water

Water services for the City of Burbank are provided by the City of Burbank Water and
Power (BWP) Department. Primary domestic and firefighting water needs within the
City limits are provided by three sources: local groundwater, Colorado River, and the
State Water Project. The Colorado River and the State Water Project are imported
supplies the City purchases from the Metropolitan Water District of Southern California
(MWD). MWD operates treatment facilities for these surface water supplies before
delivering it to Burbank. For the year 2000, 43 percent of the Burbank water supply
came from the State Water Project and 5 percent came from the Colorado River
Aqueduct, the remaining 52 percent was supplied by local groundwater.
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Water will be supplied to the MPP via the City of Burbank potable water distribution
system and the Burbank Water Reclamation Plant operated by the Burbank Public
Works Department. The reclaimed water will be used as a makeup water source to the
facility’s evaporative cooling tower. Water for use in the Fire Protection System will also
be provided by the City of Burbank from the City water system.

Police Protection

Police protection for the project area is provided by the Burbank Police Department. The
Burbank Police Department shares the responsibility for policing the City of Burbank,
where the project site and the existing Magnolia Power Plant is located, with private
guards employed by the City of Burbank. The Burbank Police Department is within
approximately ¥2-mile of the MPP site (located on Palm Avenue), and has 168 sworn
officers. According to the Community Outreach division, the Police Department projects
a 1-minute response time to the Magnolia Power Plant (Ryburn, 2001).

Schools

The site is located within the boundaries of the Burbank Unified School District (BUSD).
The closest schools to the site include John Burroughs High School, located at 1920
Clark Avenue, David Starr Jordan Middle School, located at 420 South Mariposa, and
William McKinley Elementary School, located at 349 West Valencia Avenue; all less
than one-mile from the plant site. socioeconomics TABLE 6 identifies the current
enrollment for schools within the BUSD.

SOCIOECONOMICS TABLE 6
Burbank Unified School District Enroliment, 2001

Schools Number of Enroliment Capacity
Schools

Elementary (K-5") 12 6,730 At capacity

Middle (6"-8") 3 3,453 Below Capacity

Senior High (9"-12") 3 4,428 Below Capacity

Special Education (K- 2 312 Not included in

12" projections

Total Enroliment 14,923

Source: Burbank Unified School District, February 2001

Other Public Services

Other public services in a community include hospitals, emergency medical, and
libraries. Major hospitals serving the project site within the City of Burbank include
Kaiser Permanente and Cedars Sinai within the City of Los Angels. Emergency medical
service (i.e., ambulance service) is provided by the City of Burbank Fire Department
(MPP, 2001). The closest fire station is Station 15 located less than one mile away from
the project site near the intersection of Verdugo Avenue and Olive Avenue. This fire
station contains emergency response personnel and ambulance service 24 hours a day.
The City of Burbank Public Library (located at 110 North Glenoaks Boulevard) serves
the project area.

FISCAL

The Magnolia Power Plant is owned by the City of Burbank, a public agency, and is
therefore not subject to taxation by any local agency. Revenues from the sale of power
will be distributed to the City for purposes of debt service, and to cover operating
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expenses. The proposed project will supply power under power sales contracts to
participating SCPPA members, which are also public agencies. The applicable local
agencies with taxing powers include the City of Burbank and Los Angeles County.
Their current and projected revenues are indicated in SOCIOECONOMICS TABLE 7

below.

SOCIOECONOMICS TABLE 7
Burbank and Los Angels County Annual Budget

2000-2001 2001-2002
City of Burbank $363.1 Million $579.4 Million
Los Angeles County $15.3 Billion $16.011 Billion*

*Proposed Budget
Source: City of Burbank Department of Financial Services; County of Los Angeles 2001

EMPLOYMENT AND ECONOMY

SOCIOECONOMICS TABLE 8 provides total earnings, by County, for the study area as a
whole for 1996 and 1997. Within Los Angeles County, which includes the City of
Burbank, the majority of employment earnings are generated in the service, retalil,
manufacturing and government industries. Services and manufacturing are important
industries, accounting for over 50 percent of all employment earnings. Construction
employment represents approximately 4.5 percent of total employment earnings within
the study area, and is concentrated primarily around residential and commercial

development.

SOCIOECONOMICS TABLE 8

Non-Farm Earnings for the Study Area 1996 — 1997*

Industry San Riverside Los Orange Four-County Total of Four-
Bernardino Angeles Total County

Services 4,359,801 3,846,167 69,720,311 17,656,717 95,582,996 34.9
Wholesale Trade 1,038,327 564,054 12,741,333 5,418,342 19,762,056 7.2
Retail Trade 2,139,676 1,739,828 15,134,083 5,346,569 24,360,156 8.9
Manufacturing 2,283,124 1,721,409 28,928,996 10,636,397 43,569,926 15.9
Government 3,335,280 2,751,353 21,793,746 5,265,875 33,476,254 12.2
Transportation & 1,411,494 608,509 13,100,568 3,060,636 18,181,207 6.6
Public Utilities
Construction 1,212,587 1,357,784 6,446,561 3,308,447 12,325,379 4.5
Finance, Ins. & 936,703 754,351 16,159,000 6,435,627 24,285,681 9.0
Real Estate
Agriculture 118,652 295,091 621,876 419,715 1,455,334 0.5
Mining 46,834 28,483 465,141 83,826 624,284 0.3
Total 17,212,478 13,667,029 185,111,615 57,632,151 273,623,273 100
Source: Economic Development Department (EDD), Regional Economic Information System, 1999
* In thousands of dollars.
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SOCIOECONOMICS: POPULATION, HOUSING, AND ECONOMIC (FISCAL AND NON-FISCAL)-- Would the project:

a) Have substantial non-fiscal effects on local
employment and economy (income)? X

b) Induce substantial population growth in an
area, either directly (for example, by
proposing new homes and businesses) or X
indirectly (for example, through extension of
roads or other infrastructure)?

c) Displace substantial numbers of existing
housing, necessitating the construction of X
replacement housing elsewhere?

d) Displace substantial numbers of people,
necessitating the construction of X
replacement housing elsewhere?

e) Have substantial fiscal effects on local
government expenditures, property and X
sales taxes?

f) Have a significant minority or low-income
population within a six-mile radius that may X
be subject to disproportionate adverse
effects of the project?

Public Services — Would the project result in substantial adverse physical impacts associated with the
provision of new or physically altered facilities, the construction of which could cause significant
environmental impacts, or result in an inability to maintain acceptable service ratios, response times, or
other performance objectives for the following:

g) Police protection?

h) Schools?

i) Medical and other public services and
facilities?

DISCUSSION OF IMPACTS

A. Employment and Economy: No Impact

Upon completion of the MPP, existing staff currently operating the existing Magnolia
Power Plant will control the operations of the improvements and additions proposed by
the MPP. The proposed project would not result in any permanent long-term
employment generation. While additional employment and related spending are not
expected as long-term effects of the MPP, the increase in power generated and
distribution throughout the Southern California Region is considered beneficial to overall
employment and business development.

B. Induced Population Growth: No Impact

SOCIOECONOMICS TABLE 9 shows the maximum number of craftworkers who would be
employed at one time by the proposed project during construction. The maximum
number of workers for all trades would not occur on-site simultaneously. During the site
preparation and construction periods of approximately 24-months, average employment
at the proposed project site would be 366 workers, comprised of craft workers and
contractor staff.
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socloECONOMICS TABLE 4, displayed earlier, shows a strong construction sector and
strong labor force in Southern California as whole. Therefore, problems are not
expected in finding an adequate available labor force within daily commuting distance,
to supply the work force associated with construction of the proposed project. Because
few, if any, workers are expected to relocate to the area, no new housing is needed as a
result of the proposed project.

TABLE 9
NUMBER OF WORKERS, BY CRAFT
Trade Total Workers Maximum Average Possible Months at
Available In Los Number of Number of Maximum
Angeles County Workers Workers Needed
—2004! Needed
Specialized Insulation 150 23 17 9
Workers
Boiler Makers/Iron 31,640 67 44 3-7
Workers
Carpenters 20,200 75 52 7-9
Electricians 13,570 46 31 4-8
Laborers 16,640 75 44 2-9
Millwrights 780 17 12 1-7
Operating Engineers 8,190 24 17 6-9
Painters 9,730 17 12 2-7
Pipe Fitters 8,020 113 70 6-7
Plasterers 9,730 6 4 5-8
Sheetmetal Workers 5,180 126 44 1-7
Field Staff 6,130 12 10 1-7
Teamsters 30,550 12 9 9
TOTAL 160,510 613 366
* Data from the State of California, Employment Development Department, Labor Market Information, Table 6,
Occupational Employment Projections 1997-2004. Total workers calculated from the 1995 EDD estimated workforce
for Los Angeles County. (EDD 2000)
2 The maximum number of workers by each craft would be needed at different points in time during project
construction.

Construction projections provided in the AFC show demolition activities would last
approximately 4-6 months, and would require approximately 52 workers. The demolition
schedule is based on a 12-hour shift, six-day workweek. It is estimated that the majority
of the construction labor needed for the MPP project would be drawn from Los Angeles
and Orange Counties. Based on the information summarized in socioEcoNOMICS
TABLE 9, there are enough construction workers/laborers available within these
counties to meet the demands of project construction. As a result, the demand for
housing within the study area is not expected to increase appreciably as a result of the
proposed project because the vast majority of the work force is expected to commute
from within a two-hour distance of the project site.

A small percentage of construction workers may choose to commute on a weekly basis.
Based on information provided in Table 5, there is approximately a 4.7 percent vacancy
rate in the City of Burbank, and a 5.5 percent vacancy rate in Los Angeles County. The
4.7 percent housing vacancy in the City of Burbank would provide approximately 2,000
housing units within the City limits should the need arise. As noted earlier, there are
adequate hotel/motel and recreational vehicle parks and campgrounds within the local
project vicinity to accommodate these workers. It is not anticipated that project
construction activities would contribute to a significant increase in the population of the
project area during the four- to six-month demolition period.
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Upon completion of the MPP, existing staff currently operating the existing Magnolia
Power Plant will control the operations of the improvements and additions proposed by
the MPP. The proposed project would not result in any permanent long-term
employment generation, which would result in population increase. Therefore, no
impact to local housing availability will result from project operations.

Staff concludes that there would be no project-induced population growth impacts.
However, staff recommends Condition of Certification SOCIO-1 to ensure that local

labor is employed for the proposed project.
C. Displacement of Housing: No Impact

Construction of the proposed MPP will not displace existing housing. Construction and
operation would occur at the existing Magnolia Power Plant site. No residences are
located on the project site. In addition no replacement housing would have to be
constructed as a result of the proposed project. The proposed project would entail
demolition and construction within the existing site only; therefore, no additional land
would be required and no displacement of the occupants of existing residential
properties would occur. Staff concludes that the proposed project would not result in
displacement or replacement housing impacts.

D. Displacement of People: No Impact

As described in Section B above, no housing will be displaced by the project. Similarly,
no people will be displaced by the proposed project, resulting in no project impacts.

E. Fiscal Effects: No Impact

The MPP would be a municipal power producer. Therefore, there is no direct source of
tax revenue attributable to the project, including property tax (CEC, 2001). The only
source of taxes associated with the project would be sales and use taxes to the extent
that construction materials and supplies would be purchased within the City of Burbank.
Construction income and purchase of material associated with the proposed project
would benefit the City of Burbank and Los Angeles County economically, but this benefit
would not be significant given the size of the local and regional economies.

Project construction and operational revenue would create a beneficial impact on both
the study area’s economic base and fiscal resources through employment of both local
and regional workers, as well as through the purchases of local and regional
construction materials.

F. Minority and Low-Income Populations (Environmental Justice
Screening Analysis): Less Than Significant

The purpose of the screening analysis is to determine whether there exists a minority
and/or low-income population within the potential affected area of the proposed project.”

Minority and/or low-income populations, as defined by the U.S. Environmental
Protection Agency’s April 1998 Guidance for Incorporating Environmental Justice
Concerns in EPA’'s NEPA Compliance Analyses, are identified where either:
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The minority population of the affected area is greater than fifty percent of the
affected area’s general population; or

The minority population percentage of the area is meaningfully greater than the
minority population percentage in the general population or other appropriate unit of
geographic analysis.

Energy Commission staff has determined the potential affected area as a six-mile radius
of the proposed HEP site. The six-mile radius is consistent with the radius used for
staff's cumulative air quality analysis. When a minority and/or low-income population is
identified per the above, staff in the technical areas of air quality, public health,
hazardous materials, noise, water, waste, traffic and transportation, visual resources,
land use, socioeconomics and transmission line safety and nuisance consider possible
impacts on the minority/low-income population as part of their analysis. This
“environmental justice” (EJ) analysis consists of identification of significant impacts (if
any), identification of mitigation, and determination of whether there is a
disproportionate impact if an unmitigated significant impact has been identified. Staff's
environmental justice approach includes providing notice (in appropriate languages) of
the proposed project and opportunities for participation in public workshops to minority
and/or low-income communities, and providing information on staff’'s EJ approach to
minority and/or low-income persons who attend staff's public workshops.

According to the 2000 census block data shown in SOCIOECONOMICS TABLE 2, the
minority population within the six-mile radius of the project site comprises 50.9 percent
of the total population. This is significantly higher than the 27.8 percent minority
population in the City of Burbank, and slightly higher than 51.3 percent and 40.5 percent
minority populations for Los Angeles County and the State of California, respectively.

According to the 1990 Census, 14.3 percent of the population within a six-mile radius of
the proposed MPP site was below the poverty level. Under the 2000 Census figures
expected to be available later this year, this percentage is not expected to exceed 50
percent.

Although the minority population within the six-mile radius represents 50.9 percent of

the total population, staff has determined that the project will not result in

significant adverse socioeconomic impacts. Because there are no significant adverse
socioeconomic impacts, staff concludes that there are no environmental justice issues
in the area of Socioeconomic Resources.

G. Police Protection: No Impact

Given the availability of the local workforce and the temporary nature of construction
activities, proposed project construction is not expected to result in population growth.
Project operations will not result in any population increase. Because the proposed
project would have private security service, and the existing police protection personnel,
equipment and response times are considered adequate; the proposed project would
not increase demand for police protection services. In addition, as described above in
Item B, no significant population increase requiring new services would result from
implementation of the proposed project. Therefore, it is not expected that the proposed
project would increase the use of existing police facilities such that a substantial

SOCIOECONOMICS 3.8-12 January 9, 2002



physical deterioration, alteration, or expansion of these facilities would occur. No
significant impacts would occur.

H. Schools: No Impact

A sufficient labor pool exists within the study area and it is anticipated that construction
and operations workers are expected to commute to the project site rather than
relocate. No project-induced population increase is expected. Therefore, no impacts to
schools are expected from the project.

As provided for by the State Education and Government Codes, the City of Burbank will
pay a one-time School Impact Fee to the Burbank Unified School District based on
habitable space constructed at the site. At the current rate of $0.33 per square foot, this
fee will be $43,124 for 130,680 square feet (3 acres). The Magnolia Power Plant is
exempt from this fee because it is a City-owned utility. Staff concludes that there would
be no project-induced population growth impacts that could affect school capacity in the
project area.

Other Public Services: No Impact

The project will not directly or indirectly induce substantial population growth in the area.
Any short-term increase in population due to construction activities is considered to be
minimal, with adequate numbers of construction workers currently residing within the
project area. Physical impacts to public services and utilities are usually associated with
population inmigration and growth in an area, which increase the demand for a
particular service leading to the need for expanded or new facilities. An increase in
population in any given area may result in the need to develop new, or alter existing,
government facilities in order to accommodate increased demand. As an electric
generation project seeking to meet the current demand of customers, the proposed
project is not expected to result in an increase in the population of the area.

Electricity, natural gas, water, and wastewater connections to the proposed project will
be supplied via new infrastructure within the capacity of existing service providers.
Furthermore, no constraints would be placed on any current public services providers
as a result of the proposed project. No adverse physical impacts associated with the
provision of public facilities (new or altered) would occur. The applicant has prepared
and will ensure worker compliance with its standard worker health and safety program
designed to minimize the occurrence of construction-related accidents. However, in the
event that emergency services are required, adequate facilities are available within a
reasonable distance of the project site.

CUMULATIVE IMPACT

Since the proposed project would not result in any significant adverse socioeconomic
impacts on population, housing and public services, it is not expected to contribute to
cumulative socioeconomic impacts in the southern California region.
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CONCLUSIONS

Staff believes that the MPP would not cause a significant adverse direct or cumulative
impact on housing, schools, employment, public finance, or public services. The
proposed project would not induce significant population growth in the area, nor would it
involve the displacement of housing or people. In addition, the project will not
significantly impact schools or public services. Therefore, the project will not result in
any significant socioeconomic impacts to population, housing, schools, or public

services. In addition, the MPP is compatible with the City of Burbank General Plan (See
the Land Use section of this assessment for more detail).

To ensure that the project owner has contracts to ensure an adequate supply of skilled
labor to construct, operate, and maintain the MPP, staff has proposed Condition of
Certification Socio-2.

Although minority and low-income populations exist in the vicinity of the proposed power
plant site, staff has not identified any significant unmitigated adverse socioeconomic
effects associated with the proposed project. Therefore, there are no socioeconomic
environmental justice issues.

PROPOSED CONDITIONS OF CERTIFICATION

SOCIO-1The project owner and its contractors and subcontractors shall recruit
employees and procure materials and supplies within the Los Angeles County
area first, unless:

To do so will violate federal and/or state statutes;

The materials and/or supplies are not available;

Qualified employees for specific jobs or positions are not available; or
There is a reasonable basis to hire someone for a specific position from
outside the local area.

Verification: At least 60 days prior site mobilization, the project owner shall
submit to the Energy Commission Compliance Project Manager (CPM) copies of
contractor, subcontractor, and vendor solicitations and guidelines stating hiring and
procurement requirements and procedures. In addition, the project owner shall
notify the CPM in each Monthly Compliance Report of the reasons for any planned
procurement of materials or hiring outside the local regional area that will occur
during the next two months.

SOCIO-2 The project owner shall provide copies of approved contracts for
skilled labor to construct, operate and maintain the MPP to the CPM in a timely manner.

Verification  Within 60 days of Commission certification of the MPP, the project

owner shall provide copies of all approved contractual agreements related to project
development to the CPM for review.
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SOIL & WATER RESOURCES

Testimony of Richard Sapudar, James Schoonmaker, John Scroggs, and Rick Sidor

INTRODUCTION

The Southern California Public Power Authority (SCPPA), has filed an Application for
Certification (AFC) with the California Energy Commission (CEC) to build and operate a
250 MW combined cycle electric power generating facility at the existing City of Burbank
(COB) Magnolia Power Plant facilities. This document is the evaluation of the CEC
Staff in the Soil & Water Resources technical area. This Staff Assessment (SA) was
prepared following analysis of the AFC application, supplements to the AFC, revisions,
multiple Data Requests from Staff and Responses from the applicant, and workshops
conducted by the Staff for the purposes of evaluating, clarifying information, and
receiving stakeholder input regarding the application.

This analysis focuses on:
Soil conditions of the site
Water supply and water resources
Storm Water and erosion
Wastewater discharges

Compliance with applicable federal, state and local laws, ordinances, regulations
and standards

Mitigation measures for significant impacts

Recommendations for conditions of certification requiring adequate mitigation for
significant impacts and ensuring compliance with LORS

LAWS, ORDINANCES, REGULATIONS AND STANDARDS (LORS)

FEDERAL

Clean Water Act

The Clean Water Act (33 U.S.C. Section 1251 et seq.) requires states to set standards
to protect quality of the waters of the United States. Point source discharges to surface
water are regulated by this act through requirements set forth in a National Pollutant
Discharge Elimination System (NPDES) Permit. Stormwater discharges during
construction and operation of a facility also fall under this act and must be addressed
through either a project specific or general NPDES permit. In California, the nine
Regional Water Quality Control Boards (RWQCB) administer the requirements of the
Clean Water Act, the Los Angeles Region being the active Board in this location.
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STATE

Porter-Cologne Water Quality Control Act

The Porter-Cologne Water Quality Control Act of 1967, Water Code section 13000 et
seq., requires the State Water Resources Control Board (SWRCB) and the nine
RWQCBs to adopt water quality criteria to protect state waters. These criteria include
the identification of beneficial uses, narrative and numerical water quality standards and
implementation procedures. The criteria for the project are contained in the Los
Angeles Region or Basin Plan. This plan sets numerical and/or narrative water quality
standards controlling the discharge of wastes with elevated temperature to the state’s
waters. These standards would be applied to the proposed project through the Waste
Discharge Requirements (WDRs), should they be necessary.

California Water Code

Section 13552.6 of the Water Code specifically identifies that the use of potable
domestic water for cooling towers, if suitable recycled water is available, is an
unreasonable use of water. The availability of recycled water is based upon a number
of criteria, which must be taken into account by the SWRCB. These criteria include
provisions that the quality and quantity of the reclaimed water are suitable for the use,
the cost is reasonable, the use is not detrimental to public health, and will not impact
downstream users or biological resources.

Section 13552.8 of the Water Code states that any public agency may require the use
of recycled water in cooling towers if certain criteria are met. These criteria include that
recycled water is available and meets the requirements set forth in section 13550; the
use does not adversely affect any existing water right; and if there is public exposure to
cooling tower mist using recycled water, appropriate mitigation or control is necessary.

California Constitution, Article X, Section 2

This section requires that the water resources of the State be put to beneficial use to the
fullest extent possible. The waste, unreasonable use, or unreasonable method of use
of water is prohibited. The conservation of such waters is to be exercised with a view to
the reasonable and beneficial use in the interest of the people and for the public
welfare. The right to water or to the use or flow of water in or from any natural stream or
water course in the State is and shall be limited to such water as shall be reasonably
required for the beneficial use to be served, and such right does not and shall not
extend to the waste or unreasonable use, or unreasonable method of use, or
unreasonable method of diversion of water. This section is self-executing, and the
Legislature may also enact laws in the furtherance of the policy contained in this
section.

State Water Resources Control Board (SWRCB)

Policy 75-58

The SWRCB has also adopted a number of policies that provide guidelines for water
guality protection. The principle policy of the SWRCB which addresses the specific
siting of energy facilities is the Water Quality Control Policy on the Use and Disposal of
Inland Waters Used for Powerplant Cooling (adopted by the Board on June 19, 1976 by
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Resolution 75-58). This policy states that use of fresh inland waters should only be
used for powerplant cooling if other sources or other methods of cooling would be
environmentally undesirable or economically unsound. This SWRCB policy requires
that power plant cooling water should come from, in order of priority: wastewater being
discharged to the ocean, ocean water, brackish water from natural sources or irrigation
return flow, inland waste waters of low total dissolved solids, and other inland waters.
This policy also addresses cooling water discharge prohibitions.

LOCAL

Los Angeles County Ordinances

The Standard Urban Storm Water Mitigation Plan (SUSMP) was developed as part of
the municipal storm water program to address storm water pollution from new
Development and Redevelopment by the private sector. While the project does not fall
into the category of a private sector development, the applicant will comply with the
requirements of the SUSMP by developing BMPs to meet the program objectives on the
site.

ENVIRONMENTAL SETTING

REGIONAL DESCRIPTION

The region is fully developed and covered with impervious surfaces. The average
annual rainfall measured in the MPP area is 15.06 inches. The wettest month is
January, with an average rainfall of 3.15 inches, with July being the driest month and
averaging 0.01 inch. The San Fernando Valley is a downfaulted valley partially filled
with alluvial sediments. It slopes gently to the south-southeast toward the Los Angeles
River.

Water Supply

Burbank lies in the heart of the basin known as the Los Angeles County Drainage Area,
from which storm waters are carried to the Pacific Ocean via the Los Angeles and San
Gabriel Rivers. As the San Fernando Valley has developed over the years, an
impervious asphalt and concrete cap has covered a large part of the surface area, and
has significantly decreased the amount of rainwater that percolates to groundwater.

The San Fernando Valley Groundwater Basin is the largest of four hydrologic basins
within the Upper Los Angeles River Area (ULARA). Groundwater recharge to the basin
occurs from direct infiltration of precipitation, artificial recharge of imported water and
treated wastewater effluent, and subsurface inflow from the adjacent groundwater
basins.

Water supplies in the area are derived from groundwater. Depths to groundwater within
the alluvial deposits of the basin range from approximately 50-300 feet below ground
surface (bgs). The ground water in the western portion of the ULRA is calcium sulfate-
bicarbonate in character, while the eastern portion is calcium bicarbonate in character.
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All other water is imported by regional water districts and distributed by local water
districts from either the Colorado River or from north of the basin via the California State
Water Project.

SITE & VICINITY

Groundwater

The site is in the San Fernando Valley, which is within the Upper Los Angeles River
Area (ULARA). The ULARA has four distinct basins; San Fernando, Sylmar, Verdugo,
and Eagle Rock. The San Fernando basin underlies the MPP site. The depth to
groundwater below the project area is approximately 100 feet bgs.

Surface Water

The only surface water feature of significance near the MPP is the Burbank Western
Channel. The flow from this channel originates from the westerly slopes of the Verdugo
Mountains and from east of Lankershim Boulevard and eventually to the Los Angeles
River. The Burbank Western Channel is listed on the LARWQCB 303(d) list as a water
body impaired for ammonia, cadmium, trash, odors, algae, and unnatural scum/foam.
Surface waters from the site are drained to a storm drain then to the Burbank Western
Channel, as is the existing and proposed plant wastewater discharge.

The COB proposes to supply MPP with water from three sources; one is groundwater,
the second is water purchased from the Metropolitan Water District (MWD), and the
third is reclaimed water from the COB waste water treatment plant. The purchased
water consists of approximately 35 percent State Water Project (SWP) water and
approximately four percent of Colorado River water. Groundwater makes up the
remaining 61 percent.

Soils

Soils underlying the project area consist of sand, silt, silty sand, and silty clay. The
project area is in an urbanized area, of primarily industrial and commercial nature. The
site has been an urban area for decades. The project will require no new linear facilities
off-site, as all water supply, fuel supply, wastewater piping and other required utilities
already exist at the site. Groundwater makes up the remaining 61 percent of the total
water supply.

Existing Plant Site

The MPP is to be constructed at the existing City of Burbank (COB) Magnolia power
plant site. The plant is located in the COB, in Los Angeles County, California at 164
West Magnolia Boulevard, which is situated approximately one-eighth mile west of the I-
5 Freeway. The site is bordered by industrial properties on all sides. The COB site is
approximately 23 acres in size.

Proposed Project

The new facility will be constructed in an existing area of the Magnolia facility that will be
made available by demolition of structures no longer used by the plant. The new facility
will occupy 3 acres, in the eastern portion of the plant near the adjacent freeway. Other
existing facilities will be modified to function as offices, shops, warehousing and
affiliated structures.

SOIL & WATER RESOURCES 3.94 January 9, 2002



The applicant’s proposed facility is described in Section 3.4 of the AFC. Project
specifics may vary somewhat once the supplier of the turbine-generator equipment is
selected. The proposed facility will consist of one 1-on-1, dual shaft, combined cycle
power island. The power-island will include a natural gas fired, heavy duty natural gas
Combustion Turbine Generator (CTG) nominally rated 169 MW. The CTG will exhaust
into a natural gas fired Heat Recovery Steam Generator (HRSG or boiler). Steam from
the HRSG will be admitted into a condensing steam turbine with a nominal capacity of
85 MW unfired and 147 MW with full firing of the HRSG. An additional 14 MW of power
can be generated by admitting “injection steam” into the CTG. The total power
production will be determined after selection of the equipment supplier, and can be up
to 328 MW.

Water Supply

The Magnolia Power Plant (MPP) has been designed to utilize a combination of sources
for water supply. According to the applicant's facility description the primary source of
water to meet MPP evaporative cooling tower and non-potable water service demands
will be surplus reclaimed water available from the COB Reclaim Water Plant (RWP). A
portion of the reclaimed water produced by the COB RWP and now discharged to the
Burbank Western Channel would be diverted to the proposed MPP. Further, an
additional volume of reclaim water would be used to dilute the cooling tower blowdown
before discharge to the RWP.

A “will-serve” letter has been received by the applicant from COB. A copy of the “will
serve” letter from the COB is included as Appendix "V" of the applicant's Second
Response to Data Requests. The “will-serve” letter does not commit to a given quantity
or quality of reclaim water, but agrees to provide all MPP demands for water with
available supplies of whatever source. The “will-serve” letter says non- potable and
potable water supply sources are available to serve the MPP for those extended periods
of inadequate or unacceptable reclaimed water supply, and apparently will be used at
will. Staff has addressed these “will serve® letter inadequacies through Conditions of
Certification.

These supplemental water supply sources include non-potable water available from on-
site wells and potable water available from the COB water distribution system. This
potable and/or fresh water is proposed for use not only during periods of unavailability
of reclaimed water, but to also provide dilution of the MPP wastewater discharge when
the effluent limits of the RWP are in danger of being exceeded. Reasonable limits on
the use of potable and/or fresh water have been developed for MPP by CEC staff
through recommended Conditions of Certification.

Surface Water

The surface water supply in the region is from the SWP and the Department of Water
and Power (DWP) purchase of Colorado River Water. Water to the project is to be
supplied by purchase agreement with the City of Burbank (COB).

Groundwater

The San Fernando Valley basin has been adjudicated due to overdraft. Because the
San Fernando Valley basin is an adjudicated basin, groundwater pumping by the COB
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is limited to a volume equal to 20 percent of water imported by the COB. This limitation
assumes 20 percent return flow to the groundwater basin from infiltration associated
with irrigation and other uses. The MPP will be supplied from these sources. According
to the COB Urban Water Management Plan, groundwater pumping by the COB is
limited more by COB water rights than by aquifer characteristics or available supply.

While the groundwater quality in the ULARA is generally good and within the
recommended limits of California Title 22 Drinking Water Standards, the eastern portion
of the San Fernando Valley, the western end and other areas of the San Fernando
Basin, and parts of the Verdugo Basin do have groundwater contamination issues.

The contaminants of interest include trichloroethylene (TCE), tetrachloroethylene (PCE),
and nitrates. A 1995 study of San Fernando groundwater determined that groundwater
underlying the MPP site has concentrations of TCE, PCE, and nitrate that exceed
federal and State water quality standards. The federal and State standards for TCE and
PCE are 5 ug/lI (micrograms per liter or parts per billion). The federal standard for
nitrate is 10 mg/l (milligrams per liter or parts per million) nitrate as nitrogen, with the
State standard being 45 mg/l as nitrate (NOg).

Hexavalent chromium (Cr®")is also present in the groundwater beneath the MPP site,
with COB reporting concentrations ranging from none detected (the detection limit was
not provided) to 26 ug/l. Desoxycorticosterone acetate (DCA) and dichloroethane
(DCE) were also found in the groundwater.

The COB owns two wells on the MPP site which are capable of producing about 2900
acre-feet/year (AFY). They were taken out of service in the fall of 2000 due to elevated
levels of hexavalent chromium (Cr®"). The well water is also contaminated with TCE
and. PCE.

Approximately 14,800 AFY of this contaminated groundwater has been pumped by
COB-owned or operated wells. This groundwater is treated to remove volatile organic
hydrocarbons (VOCs) and blended with Metropolitan MWD water to lower the NO3
concentration to meet drinking water standards. The COB has curtailed use of well
water with elevated Cr°* concentrations.

If COB supplies water from these wells, it will be treated by COB as required for the
intended use. The treatment plan includes filtration through granular activated carbon
to remove the VOCs, and sulfur dioxide (SO,) reduction with sand filtering to remove
Cr®". Although staff considers this groundwater degraded based on the contamination
present, it has been used as a source of drinking water in the past, and will likely be
used for this purpose again in the future.

The EPA has calculated that groundwater extraction at the rate of 9,000 gpm is required
by the COB to control the plumes (13 million gallons per day, well in excess of MPP
needs). The COB has not been able to maintain extraction of more than 6,000 to 8,000
gpm. The COB may realize some advantages in providing this contaminated well water
to the MPP. The two city wells located on the MPP site extract water from an area of
high concentration within the TCE and PCE plumes. Pumping water from these wells
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would not cause the plumes to migrate and could help contain and reduce the
contaminant plumes.

Soil and Water Table 1 below, is derived from AFC Table 3.4-4b and presents water
guality levels for treated well water supplied to the MPP and for COB domestic water.

Soil and Water Table 1
Expected Well Water and Domestic Water Quality
(Mg/L except as noted)

Desigh Well Water Desigh Domestic Water
Calcium 58 61
Magnesium 14 15
Sodium 37 44
Potassium 3 3
M-Alkalinity, as CaCO3 174 184
Chloride 29 34
Sulfate 56 62
Fluoride 0.5 <0.1
Nitrate 18 21
Silica 5 22
TSS 1 0.2
Turbidity NR 0.4 (NTU)
TDS 434 479
BODs NR NR'
IAmmonia NR NR'
coD NR NR"
Boron NR NR*
Phosphate NR <0.1
pH, S.U. 7.3 7.6
Cyanide NR NR
Cadmium <0.010 NR'
Chromium <0.010 <0.010
Copper 0.050 0.007
Lead <0.050 NR™
Mercury <0.001 NR™
Nickel 0.010 NR*
Silver 0.010 NR"
Zinc 0.050 0.21
" NR - Not reported
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Reclaim Water

The COB intends to supply, and the applicant intends to utilize the current COB Reclaim
Water Plant (RWP) discharge as the primary water supply to the MPP, with backup from
other COB sources. The RWP has a capacity of 9.0 million gallons per day (MGD)
average, and 12.0 MGD, instantaneous peak. The RWP currently supplies reclaimed
water to the existing COB Magnolia power generating facility, golf course irrigation,
landfill revegetation and other minor irrigation purposes. The RWP now discharges an
average of 5.0 MGD to the Burbank Western Channel after these other reclaimed water
demands have been met. This current discharge volume is the water the MPP
proposes to use.

Treatment provided at the RWP consists of primary clarification, aeration, secondary
clarification, filtration and disinfection. The RWP discharges treated wastewater at two
points, labeled Outfall 001 and Outfall 002. The 002 outfall is essentially an overflow
from 001, so the two outfalls while physically separate are treated as a single discharge.
This effluent also includes demineralization and water softener effluent, storm water,
and boiler drainage.

Soil and Water Table 2 derived from AFC Table 3.4-2 provides the history of reclaim
water availability, which is the amount discharged to the outfalls in past years.

Soil and Water Table 2
Reclaimed Water Availability (MGD)

1998 1999 2000 2001 Average
January 4,902 4.866 2.953 5.677 4.600
February 7.003 4,990 3.240 7.073 5.577
March 6.417 5.342 2.626 7.160 5.386
April 6.487 6.275 2.857 6.689 5.577
May 6.912 4,957 5.810 5.639 5.830
June 5.479 3.001 6.710 5.063
July 5.027 4,236 5.368 4.877
August 5.425 3.932 5.898 5.085
September 5.695 2.509 5.625 4.610
October 5.043 3.679 6.033 4.918
November 4.819 3.760 5.667 4.749
December 4.905 2.556 4.544 4.002
Average 5.666 4.172 4.785 5.064

Source: Magnolia AFC Second Response to Data Requests page 3.4-5

The RWP experiences seasonal and daily discharge variations related to the
fluctuations in the volume of the influent waste, changes in reclaimed water demand,
and plant upsets which do not allow reclaim water to be provided. When upsets to
treatment plant processes occur, operation may be temporarily stopped. Alternatively,
discharge to the outfalls may be reduced or redirected to the North Outfall Sewer when
not able to be treated by the RWP, where it is eventually treated by the City of Los
Angeles Hyperion Publicly Owned Treatment Works. During periods of plant upset
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reclaimed water could be produced that would be unsuitable for reuse at the proposed
MPP.

To manage diurnal fluctuations that exist in the available volume of reclaimed water, the
MPP proposes to incorporate a reclaimed water storage tank. MPP proposes to retrofit
and rehabilitate an existing 2.2 million-gallon capacity underground tank located at the
MPP site. This tank has been used by the COB to store fuel oil and has been drained,
cleaned, and decommissioned. The MPP proposes to line this tank to make it suitable
for reclaimed water storage. The 2.2 million gallons constitutes 8 hours of peak load
equivalent water volume from the RWP. Plant discharge records available for the past
5 years indicate that there will be periods when existing, senior reclaim water demands,
reduce flows to levels which are insufficient to meet the combined process and dilution
water demands of the MPP.

Demand for reclaimed water produced by the RWP is typically highest during the
summer months. Based on reclaimed water usage data available from the existing
COB power plant, current reclaimed water demands are highest during the months of
August and September. Similarly, irrigation water demands are highest during the
summer months. The RWP produces irrigation water for the Debell Golf Course.

The applicant in agreement with the COB proposes to provide reclaim water that
remains after existing, higher priority, reclaimed water demands are met. These
“senior” demands include cooling makeup water supplied to the existing COB Power
Plant, reclaimed water reserved for golf course irrigation, and other landscape irrigation
supply contracts.

When insufficient reclaim water is available, the MPP must utilize other sources of water
which includes Colorado River water, SWP water, and/or groundwater. Neither the
applicant nor the COB has proposed to provide any additional treatment of the recycled
water that would allow for either water conservation or more efficient use by the project.
MPP does not propose to treat the reclaim water available from the COB RWP.

Staff has concerns regarding the water supply. As proposed, the COB would select
which water source to be used depending on their criteria. MPP has proposed to supply
on-site well water, or potable water delivered from the city water system, whose source
may be either ground water and/or purchased water. The proposed use of potable or
fresh water sources for nonpotable uses when reclaimed or other degraded water is
available results in the project being out of compliance with applicable LORS, and is
further addressed by staff in the Conditions of Certification.

Water Consumption

Over the past 5 years the average volume of water treated, reclaimed for other uses or
discharged to the Burbank Western Channel from the RWP can be summarized as
follows:
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Soil and Water Table 3
Annual Average Flow Rates
COB Reclaim Water Plant

AFY MGY! MGD

Average Treated Annually 6,493 2,116 5.800
Average Delivered To Existing Power Plant 355 116 0.320
Average Delivered To Irrigation 464 151 0.410

Average Water Discharged To Burbank Western
Channel & Available For The MPP Project
1. Million gallons per year.

5,674 1,849 5.070

According to the applicant, circulating cooling tower water will be continuously
monitored to maintain chemical concentrations below levels that would be deleterious to
the MPP systems. Based on makeup water analyses, silica will normally be the
controlling constituent. It is desired to maintain the silica concentration at less than 150
mg/L. This can be achieved, based on design reclaimed water quality levels by
operating the cooling tower at about 5.6 cycles of concentration. The cycles of
concentration will vary according to the makeup water composition.

As part of the MPP a circulating water chemical feed system will supply water-
conditioning chemicals to the circulating water system to minimize corrosion and to
control biofouling. Sulfuric acid is proposed to be fed to the circulating water system for
alkalinity reduction and pH adjustment to control the scaling tendency of the circulating
water.

To minimize biofouling in the circulating water system it is proposed that sodium
hypochlorite be stored and available on-site so that it can be shock fed into the system
as a biocide. A biocide will be stored and available on-site for direct feed into the
circulating system to control algae.

The applicant’s data have assumed the use of non-reclaimed treated water as makeup
water for the HRSG/ST steam cycle. Additional treatment by demineralization will be
required. The demineralization system would consist of a leased demineralizer utilizing
off-site regeneration facilities. Demineralized water will be directed to an on-site
demineralized water storage tank. A proposed cycle chemical feed system would
supply water-conditioning chemicals to the HRSG/ST steam cycle to minimize
corrosion. The system would inject an oxygen scavenger and a neutralizing amine to
the feedwater and condensate, respectively, for dissolved oxygen control and cycle pH
control. The proposed design would provide for automatic feed of oxygen scavenger
and amine in proportion to feedwater and condensate flow rates, respectively.

Soil and Water Table 4 derived from AFC Table 3.4-1 presents the average day and
maximum day water demands estimated for the MPP. Applicant’s tables 3.4-1 and 5.5-
4 are identical. These estimates assume that 100 percent of the non-potable water
demands at the MPP are met by reclaimed water and are supplied by the COB RWP.
Average day demands were calculated assuming an average ambient air temperature
of 64°F and plant operation at full load, with additional steam and power produced by
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HRSG duct firing for 1,000 hours/year. Maximum day demands were determined, by

the applicant, assuming an ambient air temperature of 81°F and plant operations at full

load, duct fired for 12 hours per day.

Soil and Water Table 4
MPP COOLING AND PROCESS WATER DEMANDS
WITH 100% RECLAIMED WATER SUPPLY (gal/day)

Demand Average Day Maximum Day
Cooling Water Makeup 1,348,000 1,854,000
Cycle Makeup Treatment System 94,000 229,000
Plant & Equipment Drains 11,000 11,000
Evaporative Cooler 35,000 89,000
Subtotal Cooling & Process 1,488,000 2,183,000
Demands
Blending / Dilution Demand © 3,067,000 4,363,000
Total Water Demand @ 4,555,000 6,546,000
@ Average day demands are based on 64°F ambient air temperature (day average), 1000 hours/yr
duct firing.
2 Maximurg day demands are based on 81°F ambient air temperature (day average). Plant
operating at full load with duct firing for 12 hrs / day.
3) Blending / dilution demands are based on projected reclaimed water quality.
4) Totals do not include potable water demands estimated at 2000 gal / day.

Average consumption with reclaimed water

To meet 100% of the non-potable water demands with reclaimed water and to meet
current NPDES discharge limits set for the COB RWP, MPP has proposed that cooling
tower blowdown water be blended with reclaimed water discharged to the Burbank
Western Channel. Under average day conditions, it is estimated that 1.488 MGD of
reclaimed water would be supplied to the MPP. After 1.241 MGD of losses through
evaporation and drift, 0.247 MGD of cooling tower blowdown would be returned, on
average, to the Outfall. The cooling tower blowdown is projected to have a TDS
concentration of 3980 mg/L and must be blended (diluted) with 3.067 MGD of reclaimed
water with an average/estimated TDS concentration of 732 mg/L to comply with TDS
effluent limitations of 950 mg/L set by the current NPDES permit. Staff Considers the
use of potable and/or fresh water for TDS control purposes an unreasonable use or
waste of water under applicable LORS.

Under average day conditions, therefore, the MPP would require 4.555 MGD; 1.488 for
the plant & 3.067 for dilution. The COB RWP has an average of 5.07 MGD average
available over the last 5 years.

Maximum consumption with Reclaim Water

Maximum day demands are also shown in Soil and Water Table 4 derived from AFC
Table 3.4-1. To meet maximum day demands it is estimated that 2.183 MGD of
reclaimed water must be supplied to the MPP. Of this total 1.839 MGD would be lost to
evaporation and drift leaving 0.344 MGD for return to the outfall. Before this high TDS
blowdown can be discharged it must be blended (diluted) with 4.368 MGD of COB RWP
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reclaimed water (assuming design values). MPP total need therefore is 6.546 MGD. It
is anticipated that these maximum demands would occur during summer months (June
- September) when ambient air temperatures are highest and power demands are
expected to peak. Since 1998 the average daily discharges from the COB RWP in the
June — September months have averaged under 5.0 MGD (4.9105 MGD). Staff finds
that the average daily discharges from the COB RWP are therefore not adequate with
the proposed MPP project design and operational plan water demands.

Consumption with half potable water supply

Combining reclaimed water with well water reduces the quantity of water required due
to the better quality of the well water. However, this is not the preferred water supply
combination due to the use of fresh water. Soil and Water Table 5 presents the
average day and maximum day water demands estimated for the MPP project
assuming 50% of the MPP demands are met by reclaimed water and 50% of the
demands are met by non-reclaimed treated well water. Under these conditions the total
amount of water supplied to the MPP (1.488 MGD) would be the same as estimated
using 100% reclaimed water, however, blending (dilution) requirements for waste water
discharge are reduced to 1.440 MGD. Since the source of water supplied under these
conditions is expected to have lower TDS levels (583 mg/L as compared to 732 mg/L)
the TDS concentration of the blowdown water is also expected to be reduced to
approximately 3100 mg/L.

Under average day conditions and a 50 / 50 supply of reclaimed water / treated well
water total daily cooling and process water demands are estimated at 2.928 MGD with
1.488 MGD of delivery to MPP and 1.440 MGD of combined reclaimed and treated
water needed for dilution of the cooling tower blowdown. For clarity, this means that
half of 2.928 MGD or 1.464 MGD of non-reclaim well water would be required.

MPP water supply requirements are estimated at 2.188 MGD the same as before with
100% reclaimed water, however, blending requirements are reduced to 2.060 MGD

(Soil and Water Table 5). Under maximum day conditions and a 50 / 50 supply of
reclaimed water / treated well water the maximum daily water demands are estimated at
4.248 MGD with 2.188 MGD of MPP demand and 2.060 MGD of combined reclaimed
and non-reclaimed water needed for dilution of the cooling tower blowdown.

Soil and Water Table 5
MPP COOLING AND SERVICE WATER DEMANDS
WITH 50% RECLAIMED / 50% TREATED WELL WATER

SUPPLY (gal/day)
Demand Category Average Maximum
Day MGD ¥ | Day MGD®®
Cooling Water Makeup 1.348 1.859
Cycle Makeup Treatment System 0.094 0.229
Plant & Equipment Drains 0.011 0.011
CTG Evaporative Cooler 0.035 0.089
Subtotal Cooling Process Demands 1.488 2.188
Blending / Dilution Demands 1.440 2.060
Total Water Demand ) 2.928 4.248
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@ Average day demands are based on 64°F ambient air temperature (day average).

2) Maximum day demands are based on 81°F ambient air temperature (day average). Plant
operating at full load for 12 hrs / day.
3 Blending / dilution demands are based on projected reclaimed water quality.

(4)  Totals do not include potable water demands estimated at 2000 gal / day.

Water Demand - Fire Protection and Potable Water Supply

The potable water demands of the MPP are estimated at 2000 gpd. Domestic water
would not require further treatment, would be purchased from the COB, and would be
available on-site with connection to an existing 6-inch water main. The total amount of
water available through this six-inch line has not been determined, however, according
to a recent COB hydrant flow test conducted on a COB water main located near the
MPP site domestic water flows of more than 2500 gpm at more than 100 psi residual
pressure are available. Fire protection flows required for the MPP facility are estimated
at 2500 to 3500 gpm during a fire or fire test only, and at other times zero.

Wastewater

An existing NPDES permit, described below, is held by the City of Burbank, and covers
both the wastewater reclamation plant (RWP) as well as the existing power plant. The
NPDES permit is administered by the California Regional Water Quality Control Board
Los Angeles Region (LARWQCB). The LARWQCB has allowed MPP to use the
existing permit based on the assumption that there is no substantial change in the
waste discharge as a result of this project (see August 31, 2001 letter LARWQCB to
SCPPA in the AFC appendix).

The use of this NPDES permit is currently under reconsideration by the LARWQCB.
Since the new MPP project is not owned by COB, but rather by SCPPA, the MPP may
not be able to use the COB power facility to discharge waste, but may be required to
obtain either a new NPDES permit, or discharge to the RWP directly as an industrial
waste discharger.

CEC staff held a telephone conference call with the Applicant’s staff on December 5,
2001. There were several issues discussed. Staff had called for this telephone
conference because of serious concerns with regard to these issues. The issues were
of a nature that prevented the completion of staff evaluation of the MPP until answered
by the Applicant. The applicant provided additional responses on December 12.

The project asserts that the plant is acceptable in regards to the NPDES permit,
according to the letter of August 30, 2001 from LARWQCB to SCPPA, and attached in
Appendix of November 10, 2001 data request responses. The letter says in part:
“Also, there are no proposed changes in discharge characteristics, including the
temperature, as a result of the MPP modernization. Therefore, the MPP can be
covered under the existing permit.”

Latest submissions say that the TDS of the outfall will increase by an amount between
96 and 358 mg/l , depending on the month and etc. The total amount of solids
discharged is indeed unchanged, but the TDS is as much as doubled. Considering this
degree of change, Staff requested that the applicant verify with certainty that the project
is acceptable to the LARWQCB.
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The applicant did contact the LARWQCB on December 11. The LARWQCB reviewed
this change and expressed the belief that it was acceptable. However, the LARWQCB
was not yet able to evaluate the latest data, and the evaluation is considered tentative
at this time. The LARWQCSB indicated that discharge limits may be adjusted to conform
with the California Toxics Rule, when the NPDES permit is renewed. MPP staff
acknowledged that modifications by COB and/or MPP may be necessary at that time.

LARWQCB Waste Discharge Requirements (WDR) 98-052

On June 29, 1998 the Los Angeles Regional Water Quality Control Board adopted
Waste Discharge Requirements (WDR) No. 98-052 for the City of Burbank Water
Reclamation Plant and Steam Power Plant. This order serves as a permit under the
National Pollutant Discharge Elimination System. WDR 98-052 replaced WDR 96-050
which had been adopted for these City of Burbank facilities on July 15, 1996. Order 98-
052 expires on May 10, 2003. The City of Burbank Water Reclamation Plant and
Steam Power Plant discharges to the Burbank Western Channel (Wash) which is
tributary to the Upper Los Angeles River. Order No. 98-052 considers and/or
incorporates requirements relating to the LARWQCB'’s Watershed Management plan for
the Upper Los Angeles River Basin.

The Federal Clean Water Act requires that each state provide a list of impaired surface
water (303(d)). Water bodies listed as impaired have discharge limitations for certain
constituents. The Los Angeles River is included on the 303(d) list for ammonia and
nitrogen.

To meet Total Maximum Daily Loads (TMDLSs) established to achieve the Basin Plan
objective in the Los Angels River, Order 98-052 includes a future effluent limit for the
Burbank Water Reclamation Plant and Steam Power Plant of:

Ammonia-N 10 mg/L
This discharge limit is to be achieved by the year 2002.

In Order 98-052, the Regional Board implemented Los Angeles Regional Water Quality
Task Force recommendations on the use of performance goals, rather than
performance-based limits, when appropriate. The use of performance goals is intended
to minimize pollutant loadings and at the same time provide the incentive for future
voluntary improvement of water quality wherever feasible based on improved
performance without fear of being punished with more stringent limits.

The performance goals require the discharger to maintain its treatment efficiency while
recognizing normal variations in treatment plant operations, influent quality, and
sampling and analytical techniques. This approach, however, does not address
substantial changes in operations that may occur in the future and that could affect the
guality of the treated effluent. As such, this Order provides that performance goals may
be modified by the LARWQCB Executive Officer, if warranted. Effluent performance
goals listed as part of Order 98-052 are not enforceable limitations or standards.

Effluent performance goals of Order No. 98-052 include:
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Soil and Water Table 6
Effluent Performance Goals

Monthly Daily
Constituent Units Average Maximum

BODs 20°C mg/L 9 -
Suspended solids mg/L 5 -
Aluminum mg/L - 0.5
Barium mg/L -- 0.1
Chloroform ug/L - 18
Bromodichloromethane ug/L - 18
Dibromochloromethane ug/L -- 13
Nitrobenzene ug/L - 57

Phenol ug/L - 182

2, 4-Chlorophenol ug/L -- 111
Toluene ug/L - 82
Bromoform ug/L - 13
2,4-D ug/L -- 35

Order No. 98-052 includes some 18 receiving water limitations. The pH of waste
discharged shall at all times be within the range of 6.0 to 9.0. The temperature of
wastes shall not exceed 100°F. The dissolved oxygen of the receiving water shall not
be depressed below 5 mg/L. The residual chlorine in the receiving water shall not
exceed 0.1 mg/L. Order No. 98-052 specifies that the City of Burbank has until the year
2002 to comply with objectives for ammonia in the receiving water.

LARWQCB ORDER NO. 98-082

Order No. 98-082 includes a monitoring and reporting program with requirements for
guarterly, semi-annual and annual reporting of receiving water monitoring data, effluent
guantity and quality parameters for the RWP.

LARWQCB ORDER NO. 98-072

On September 14, 1998 the LARWQCB adopted Order No. 98-072 relative to the time
schedule for compliance with the Waste Discharge Requirements included in Order No.
98-052 (NPDES No. CA0055531). Regional Board Order No. 98-052 includes
discharge requirements for cyanide, cadmium, chromium, zinc, bis (2-ethylhexy)
phthalate, 1, 2-dichloroethane, and methyl chloride. The Regional Board recognized
that the RWP would not be able to achieve immediate compliance with the limits set for
these constituents. As part of Board Order 98-072 the LARWQCB set interim effluent
limits for these constituents. In addition to setting these interim limits, the LARWQCB,
in Order No. 98-072, directed the COB to:

Comply, by October 1, 2002 with effluent limits included in 98-052 through source
reduction; or

Comply, prior to October 1, 2002 with revised limits, if any, based on site specific
objectives or beneficial uses as approved by the Regional Board; or
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Comply, by October 3, 2006 with effluent limits set by Order No. 98-052 using new
or modified treatment plant operations.

Legal Challenge

The City of Burbank has filed a Writ of Mandate with the Los Angels County Superior
Court challenging 31 effluent limits included in Order 98-052 and the Time Schedule for
compliance included in Order 98-052 and Order 98-072. The Court agreed with the City
of Burbank's contention holding that economic and technical feasibility factors be
considered in setting effluent limits. The Court held that:

The LARWQCSB failed to establish an analytical link between its narrative toxic
criteria and numeric toxic effluent limits.

The contested effluent limits lacked an evidentiary basis.

The LARWQCB did not comply with Federal Regulations when it set minimum daily
effluent limitations for a publicly owned treatment plant such as the RWP.

The LARWQCB acted illegally when it adopted a Time Schedule Order (Order 98-
072) outside of the NPDES permit.

The LARWQCB violated California law by specifying a manner of compliance.

The LARWQCB circumvented the California Administrative Procedures Act when it
established effluent limits based on criteria not in the Basin Plan.

The State Water Resources Control Board has appealed this decision. If the Court's
decision is upheld, the LARWQCB would be required to vacate Order No. 98-052 and
Order No. 98-072. Contested effluent limitations contained in Order No. 98-052 would
be returned to limitations included in Order 96-050 issued in July 15, 1996 and the
compliance schedules included in 98-072 would be dropped. If the State should
overturn the Court's decision, Order No. 98-072 would be reinstated together with the
contested limitations of Order 98-052.

In either outcome of appeal, a new LARWQCB Order is scheduled to be adopted and
replace the existing Board orders in May, 2003. A decision on the litigation between the
City of Burbank and the State Water Resources Control Board is not expected before
summer, 2002. Since the MPP wastewater discharge is a component of the total
wastewater discharge to the RWP, any changes in the RWP discharge limits could
affect the constituent concentrations allowed in the MPP discharge, and could require a
change in either the MPP project design and/or operational plan.

Wastewater System Performance

In the COB Annual NPDES monitoring report prepared for the Year 2000, the COB
plant operators reported that discharges to Outfall 001 exceeded nitrite limits on one
occasion, exceeded manganese limits once, exceeded the combined nitrite and nitrate
limit twice, and exceeded the iron limit once. Typically, discharges which exceeded
effluent standards were caused by upsets in the activated sludge treatment process.

The COB also reported that in 2000, discharges to Outfall 002 exceeded nitrate limits
once, exceeded chronic toxicity limits eight times, exceeded acute toxicity limits seven
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times, exceeded nephelometric turbidity units (NTU) limits on one day and exceeded oil
and grease limits once. In total, 5 violations were recorded in the year 2000 for Outfall
001 and 20 violations were recorded in the year 2000 for Outfall 002.

When COB RWP upsets occur, plant operators discharge raw sewage and clarified
sludge to the North Outfall Sewer. According to the COB, the RWP typically has upsets
every month that are approximately 1/2 day in duration. Full-day upsets occur
approximately once every 3 months. On an average annual basis, the RWP
experiences upsets roughly two weeks out of the year, or approximately 5 percent of the
time. Influent to the RWP is monitored for both quality and flow. Influent of inadequate
quality or excess flow capacity is discharged to the North Outfall Sewer (NOS) for
treatment by the City of Los Angeles Hyperion Treatment Plant.

Total Dissolved Solids (TDS) levels are an important effluent quality parameter for the
RWP because they are an indication of the suitability of the reclaimed water supply
source for cooling tower makeup water. Soil and Water Table 7 derived from AFC
Table 3.4-3 presents average TDS levels recorded at the COB RWP Outfall 001.

Soil and Water Table 7
COB Outfall
Average Effluent
TDS (mg/L) Levels

1996 1997 1998 1999 2000 2001

JAN 661 740 600 601 739 554
FEB 701 608 434 583 565 558
MAR 736 847 543 662 653 601
APR 754 657 493 536 586 530
MAY 755 626 519 574 717 577
JUN 743 785 538 549 122 606
JUL 867 759 568 653 476 641
AUG 781 749 517 675 622 607
SEP 681 604 662 585 741

OoCT 697 659 605 546 676

NOV 651 520 582 685 558

DEC 540 547 536 620 552

AVG 714 675 550 606 634 584

As is seen in Table 7, TDS concentrations in the reclaimed water varied from 434 to 867
mg/L. The COB RWP NPDES Permit establishes a discharge limitation of 950 mg/L for
TDS at either Outfall 001 or Outfall 002.

Average year quality of reclaimed water discharged from the RWP are presented in
Table 3.4-4 of the AFC, with additional related data presented in AFC Table 3.4-6.
These two tables are combined in abbreviated form as Soil and Water Table 8 below.
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Soil and Water Table 8
Expected Water Quality at Various Locations

3.4-4 3.4-4 3.4-4 3.4-6 3.4-6 3.4-6
Design | Design | Design | Cooling |Discharge| Current
Reclaim | Well |Domestic| Tower to 001 |Discharge
Variable Water Water Water (Blowdown Limits
Flow, KGPD ©® 247 3,339
TDS®@ 732 434 479 3980 949 950
Calcium 57 58 61
Magnesium 18 14 15
Sodium 114 37 44
Potassium 15 3 3
M-Alkalinity, as 174 184
CaCOj3 247
Chloride 82 29 34 463 110 190
Sulfate 96 56 62 1754 217 300
Fluoride <0.1 0.5 <0.1 0.8 <2 2
Nitrate 25 18 21 141" 33"
Silica 23 5 22 23/129" 30 -
TSS 1 1 0.2 15 15 15
Turbidity 1 0.4(NTU) 2 2
BODs 8
Ammonia, NH3 27 27 10
Boron <1 15 1.5 1.5
Phosphate, PO, 3 <0.1 0.17 <5 5
pH, S.U. 7.3 7.3 7.6 6-9 6-9 6.5-9
Cyanide, CN <0.02 <0.02 <5.2 5.2
Cadmium <0.010 | <0.010 <0.010 0.001 0.001
Chromium <0.010 | <0.010| <0.010 0.013 <0.2 0.2
Copper 0.001 0.050 | 0.007 0.001 0.009 0.011
Lead, Pb <0.050 | <0.050 <0.050 | <0.0025 | 0.0025
Mercury <0.001 | <0.001 <0.0002 [<0.000012| 0.00012
Nickel <0.001 | 0.010 0.000 <0.1 0.1
Silver <0.050 | 0.010 <0.050 | <0.0034 | 0.0034
Zinc 0.001 | 0.050 0.21 0.277 <1 1
Bis (2-ethylhexyl)- 0.086 | 0.116 to
Phthalate © 0.021
Iron, Fe ©® 0.166 | 0.220 | 0.300
0174 ® 0.946 ® | 0.225 ©
Copper, Cu © 0.001 | 0009 | 0.011
3.4-4 3.4-4 3.4-4 3.4-6 3.4-6 3.4-6
Design | Design | Design | Cooling [Discharge| Current
Reclaim | Well |Domestic| Tower to 001 [Discharge
Variable Water | Water Water |Blowdown Limits

(1) Values assume the Reclaim Water Plant modifications planned for 2002

are completed.

(2) Value corrected 12/12/2001 to 129
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(3) Value corrected 12/12/2001 to 0.021
(4) Total Dissolved Solids

(5) Values corrected 12/12/2001

(6) Values from AFC Table 3.4-6 only

According to the applicant, the COB is pursuing modifications to the COB RWP that
may significantly improve the reclamation water quality and quantity produced by the
existing treatment plant. Of particular importance are proposed improvements to
enhance the removal of nitrogen ammonia, nitrite and nitrate. In Data Responses of
December 12, 2001, the applicant has clarified that the nitrogen numbers in the table
above “... take into account the RWP retrofits”.

The upgrade will provide for biological nutrient removal through the addition of aeration
basins and secondary clarification improvements, reliability improvements, upgrading of
the disinfection system and addition of dechlorination capabilities. This enhanced
primary treatment will allow for increased removal of metals and other constituents if it
becomes necessary in the future. In addition, the improvements will be designed for an
18.0 (rather than 12.0) MGD peak hydraulic throughput.

IMPACTS

PROJECT SPECIFIC IMPACTS
Water Supply and Demand

The average day cooling process and blending water demands estimated for the MPP
is 4.56 MGD or 5100 acre-feet annually. This total includes 1.488 MGD for cooling and
process demands and 3.067 MGD for blending and dilution of the cooling tower
blowdown. In addition 2000 gpm (0.002 MGD) is needed for potable and sanitary uses.

MPP also proposes to use potable water for feed to the demineralizers used in boiler
makeup, whenever the reclaimed water is of a quality that would damage the
demineralizer equipment. The applicant has not provided an estimate of what portion of
time or flow the reclaim water would not be suitable, so staff will make reasonable
assumptions as to what is appropriate.

The average total daily discharge from the COB RWP measured at both Outfall 001 and
Outfall 002 is 5.07 MGD. While average daily demands for reclaimed water produced
by the COB RWP meet or exceed average day demands of the MPP there are a
number of factors which could diminish available reclaimed water supplies to levels
which are inadequate to meet MPP reclaimed water demands. These factors include:

Upsets at the COB RWP which cause temporary plant shutdown and the diversion
of influent flow to the North Outfall. Typically short-term (8 hour) upsets occur at
the COB RWP once or twice per month. Longer term upsets may occur once
every other month.

Treated reclaimed water quality that does not meet "design” reclaimed water
quality levels of the MPP. A reclaimed water TDS level of 732 mg/L has been
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assumed by the applicant, and provides no additional treatment to reduce TDS
concentrations by either MPP or COB to allow for more efficient use of this reclaim
water. Reclaimed water demands and the number of times that reclaimed water is
cycled through the cooling tower before being discharged as blowdown are based
on this design reclaimed water quality. According to reclaimed water quality data
these levels are exceeded approximately 15% of the time. During these periods
either the total supply of reclaimed water must be increased to allow reduction in
the number of cooling tower cycles, the poor quality reclaimed water must be
supplemented by better quality non-reclaimed water (well or purchased water) to
adjust the quality of the supply to "design” levels, or the reclaimed water must be
treated, e.g., using reverse osmosis (RO) to allow for more complete and efficient
use by the project. RO or similar processes are recommended by staff to reduce
overall water use.

"Senior" reclaimed water demands for the COB Power Plant and existing reclaimed
water irrigation contracts that would reduce daily discharge flows to less than MPP
demands. Based on COB RWP data available since 1998, the total volume of
discharge available at Outfall 001 and Outfall 002 would not meet average day
MPP demands 27 percent of the time. During these periods the MPP design and
operational plan specifies that COB reclaimed water must be supplemented by
non-reclaimed water supplies.

Maximum day water demands of the MPP exceed average daily discharges. Peak
day water demands of the MPP would occur during hot summer months. During
these periods the available reclaimed water supply is expected to be diminished to
average or below average levels by reduced, dry weather water inflow, increased
irrigation demands on reclaimed water supply and increased cooling water
demands from the COB Power Plant.

The annual water requirement calculations prepared by MPP has non-reclaimed water
being supplied to the demineralizer, even though the project design plan is to use
reclaim water when available and of adequate quality (specific quality requirements
have not been provided in the AFC). Based on this assumption and with consideration
of the other supply factors presented above, the applicant has estimated annual non-
reclaimed water demands at 8.5 percent of the total demand or at approximately 434
acre-feet per year. The applicant has further estimated that non-reclaimed demands
could range from 1.8 percent to 18 percent annually based on variations in the quality
and quantity of reclaimed flow.

Soil and Water Table 9 below, derived from AFC Table 3.4-1A, presents the applicant’s
estimated annual water demands for the MPP project. On average the cooling and
process water demand is 4.555 MGD, equal to 5,102 AFY. The applicant has estimated
that nearly all of this demand would be met by reclaimed water available from the COB
RWP to meet 8.5 percent of the total annual cooling water demands, i.e.; 434/5102 =
8.5 percent. He has excluded from this amount the 105 AFY or 94,000 gal/day of
potable water “assumed” for the demineralizer feed. If that amount is added the sum
becomes 539/5102 or 10.6 percent.
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Soil and Water Table 9
MPP Annual Water Consumption Requirements

Average Annual Use of Water gal/day AFY
Water Sources:
Water from non-reclaim or potable Source
Required due to RWP reliability, 8 ¥2 % 387,000 434
Directed to process 94,000 105
For domestic water 2,000 2
Subtotal potable water 483,000 541
Water from reclaim source 4,074,000 4,563
Total Water Supply 4.557.000 5,104
Water Uses:
Cooling Tower Evaporation+Drift 1,147,000 1,285
Process (94 — 23 = 71) Evaporation 71,000 80
Turbine Cooling Evaporation 12,000 13
Other consumption 11,000 12
Domestic consumption 2,000 2
Subtotal Not Returned 1,243,000 1,392
Blowdown Return 247,000 277
Dilution Water Return 3,067,000 3,435
Total Water Usage 4.557.000 5104

Based on RWP water quality non-compliance and plant upset data it is anticipated that
the RWP would be "off-line" approximately 7 percent of the time. In general, these
periods are limited to 8 hours and a supply of reclaimed water could be provided to the
MPP by the proposed 2.2 MG on-site storage tank during these periods. Approximately
one-third of the plant upsets are longer than 8 hours in duration and it is reasonable to
assume, on an annual basis, that inadequate water quality would be available to the
MPP approximately 2.5 percent of the time because of long-term (greater than 8 hour)
plant upsets that would use the on-site stored water.

The applicant has based estimated average daily, maximum daily and average annual
water demands on a "design” TDS water quality of 732 mg/L and 5.6 cooling tower
cycles. Based on average monthly TDS data available for the period of 1996 - 2001, 15
percent of the monthly average values exceed the design average. During periods of
higher TDS concentrations, the number of cooling cycles must be reduced, or the
amount of non-reclaimed water increased to maintain discharge levels within NPDES
requirements. Therefore, either the total annual water demand should be increased by
approximately 10 percent to account for variations in water quality or a 5 percent
increase of non-reclaimed water demands should be assumed in the annual demands.

Historic reclaimed water discharge records for the RWP indicate a wide range in flows.
While lower flow rates may be related to equipment failures or microbiological upsets at
the RWP there are other factors, also outside of the proposed control of the MPP, that
could affect the availability of reclaimed water discharges. Reduced influent flow
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volumes and increased reclaimed water demands from the existing COB power plant
and existing reclaimed water irrigation demands are significant factors that would impact
reclaimed water available to the MPP. Based on discharge volumes for the period of
1998 to present, 27 percent of the monthly average flows were less than the 4.55 MGD
average day demands of the MPP for cooling process and dilution water.

While the data for the RWP indicates that there were several months in excess of the
average day water demands projected for the MPP, the proposed project does not
include a long term storage reservoir to take advantage of periods when RWP
discharge volumes would exceed MPP demands. Based on the RWP discharge data it
is reasonable to assume that, on an annual average, non-reclaimed water would be
needed to supplement reclaimed water volumes 25 percent of the time and that during
these periods non-reclaimed water would meet between 0 percent and 50 percent of the
total water demands. Staff considers the use of potable or other fresh surface or
groundwater for diluting a wastewater discharge stream to be an unreasonable use of
water. This is discussed further in the in the mitigation and Conditions of Certification
sections.

The applicant has assumed that maximum day demands would occur during summer
months. As previously discussed, the maximum day demand, assuming a 100 percent
reclaimed water source, is estimated at 6.546 MGD. While maximum reclaim water
daily discharges would meet this demand, average daily discharges for the months of
June - September are expected to be approximately 5.0 MGD. Based on the available
volume of flow and the projected maximum day demands it is reasonable to assume
that during the peak months of June through September non-reclaimed water must
supplement reclaimed water sources 50% of the time and that during this period non-
reclaimed water would provide between 0 percent and 50 percent of the total water
demands. On an annual basis this volume is estimated at 293 AFY or approximately 6
percent of the total annual demand.

A summary prepared by staff of estimated MPP non-reclaimed water demands is
presented in Soil and Water Table 10.
Soil and Water Table 10
Non-Reclaim Water Demands

% Total Water Demand
Demands
2% Demineralizer Supply
2.5% Reclamation Plant Upsets
5% TDS Levels Above Design Value
4% Supplemental Supply to Meet
Avg. Day Conditions
6% Supplemental Supply to Meet
Max. Day Conditions
Total 19.5%

Based on the above it is estimated that non-reclaimed water demands of the MPP as
currently designed could be as much as 19.5 percent of the total annual water
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demands, or approximately 1,000 AFY. This compares to applicants estimates of 434
AFY for reclaim water replacement + 105 AFY for demineralizers + 2.2 for domestic
uses, or 541 AFY. The MPP has not proposed any limit on the consumption and/or use
of potable water.

Water Treatment

The applicant has proposed a project where potable water sources are required for
several uses, including dilution of cooling tower blowdown, in order to achieve
regulatory “goals”. Staff considers this practice to be an unreasonable use of water.
MPP has not proposed the use of any water treatment technology that conserves much
or all of the potable water used. Conservation options are readily available, feasible,
and practicable for industrial and power plant use. Best available technology in
common use by the electrical power production industry include:

Treatment of incoming water, using reverse o0Smosis or evaporation, to reduce
dissolved chemicals.

Treatment of cooling tower recirculating water using side-stream softening.
Treatment of cooling tower blowdown using RO or evaporation.

In above cases directing concentrated liquids to alternate waste locations, or
further concentrating them to a dry state for disposition as a solid.

The use of one or more of the above options would reduce or completely eliminate the
need for using potable water.

Reclaimed water may be disinfected prior to direct use as cooling tower makeup, and
disinfection with hypochlorite is proposed by MPP. When non-reclaimed water is
needed by the MPP to supplement reclaimed water supplies, pre-treatment would be
provided by the COB. If supplied from the COB domestic water system, non-reclaimed
water would be pre-treated to Drinking Water Standards. If supplied from local or on-
site groundwater wells treatment would be provided by the COB as necessary to
remove VOCs and, possibly, hexavalent chromium. The VOCs would be removed by
activated carbon filters. The hexavalent chromium can be removed by reduction with
sulfur dioxide followed by settling and filtration to remove the insoluble form of trivalent
chromium.

Wastewater Discharge

Essentially all wastewater streams will be directed to the RWP (COB’s permit CA
0055531). The main source of wastewater will be diluent and blowdown generated by
the cooling tower. The cooling tower is designed for a nominal recirculation ratio of 5.6.
As water is evaporated in the cooling tower it leaves behind the chemicals that were
dissolved in that water. As a result the water remaining and circulating in the tower
becomes more chemically concentrated. With a design water value of 732 mg/L TDS,
5.6 cycles of concentration in the cooling tower produces a solids concentration of 3980
mg/L. This compares to a limit at the outfalls of 950 mg/L TDS to be in compliance with
the RWP NPDES permit. The total amount (weight) of dissolved chemicals ultimately
discharged remains essentially the same as in the feed water to the cooling tower, but
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since pure water is removed by evaporation (minor exception of cooling tower drift) the
resulting blowdown has a much higher concentration of solids.

There are limitations placed by the RWP NPDES permit on many chemical species that
may be in the supply water to the cooling tower. The concentration ratio applicable to
the TDS is generally equally applicable to all other chemical species. The existing RWP
outfall 001 is shown in the applicant’s AFC to be out of compliance in regard to one
chemical; bis-phthalate. The applicant believes this exceedance is a result of sampling
and/or analytical errors, and has submitted information that is being reviewed by the
LARWQCB. As with the TDS example given above, the total amount of chemical
discharged to outfalls will not change with operation of the power plant, but due to
evaporation of a portion of the water, the chemical concentration will increase.

The actual concentration of chemicals in the outfall is a function of water supplied to the
power plant and evaporated, compared to other water discharged as wastewater diluent
to the outfall from the reclaim plant. The applicant has provided a numeric evaluation of
the outfall concentration expected as a result of the operation of the power plant. This
evaluation assumes that it was in operation under conditions and design parameters
during the months for which TDS records are readily available (Soil and Water Table
11).
) Soil and Water Table 11
Outfall TDS Values
Assuming historical Values and MPP Operation as Proposed

1998 1999 2000

History Postulated | History Postulated | History Postulated
JAN 600 781 601 784 739 950
FEB 434 530 583 766 565 873
MAR 543 685 662 829 653 941
APR 493 623 536 682 586 886
MAY 519 655 574 803 717 878
JUN 538 830 549 950 7122 915
JUL 568 913 653 950 476 795
AUG 517 834 675 947 622 900
SEP 662 930 585 950 741 948
OoCT 605 829 546 866 676 843
NOV 582 788 685 920 558 721
DEC 536 707 620 950 552 763
AVG 550 759 606 866 634 868

Looking at historic values for TDS in the outfall, it is apparent that the value was
historically always well below the limit or “goal’. Looking at the Postulated values, being
what would happen if the project had been operating under the assumed conditions
during those time periods, it is seen that the results are much closer to the limit, or in
many cases reach that limit. MPP will in essence “consume” the spread or gap that has
to date existed between the actual TDS values and the limit of 950 mg/L. The bolded
figures show entire months where the average is up to the limit, which would require the
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use of non-reclaim water to dilute the wastewater stream with fresh ground, surface, or
potable water to maintain TDS concentrations at that level.

Soil Erosion, Storm Water, and Sedimentation

Erosion

Project construction activities conducive to erosion include clearing, grading and soil
stockpiling. Disturbance of the existing surface protection may leave the soil particles
vulnerable to detachment by wind, rainfall impact, and run-off. Sediment discharged
from the site may be carried into downstream receiving waters and cause or contribute
to water quality or beneficial use impairment.

Once construction is completed, erosion potential at the site is expected to be minimal
due to the relatively flat grades, paved surfaces and the existing and proposed storm
conveyance systems. Although minor areas such as landscape areas and unpaved
storage areas may be subject to erosion during project operation, staff considers the
impacts to be less than significant with BMPs in place.

In order to minimize potential impacts from erosion of exposed soil areas both during
construction and during project operation, the applicant has prepared and will
implement a stormwater pollution prevention plan (SWPPP) as required under the
General Construction Activity Stormwater Permit issued by the LARWQCB.

Stormwater Runoff/ Flooding

The site is located adjacent to the concrete-lined Burbank Western Channel. FEMA
maps indicate that the site lies outside the mapped 500-year floodplain.

On-site stormwater runoff patterns and volumes will not be significantly changed by the
expansion of the facility. This is due to the fact that there will be no significant increase
in impervious surfaces or runoff volumes. Currently stormwater runoff from the area
where the new unit is to be constructed is collected and discharged to the adjacent
Burbank Western Channel through an existing outfall. The preliminary data provided by
the applicant for the existing stormwater system that MPP will use was inadequate to
determine if the system has sufficient capacity to handle expected stormwater flows. To
prevent the possibility for potentially significant on-site flooding which may impact off-
site areas, staff has recommended Conditions of Certification which will prevent
significant impacts.

Storm Water Runoff/ Pollution Control

The preliminary design of the facility indicates that storm water from areas with potential
for oil contamination will be directed to oil and water separators before being discharged
into the sanitary sewer system. In addition, the draft SWPPP indicates that all inlets
impacted by the new facilities will utilize storm drain filter inserts as required by the LA
County SUSMP. The filters will be designed to treat the first % inch of runoff in any
given storm event. No significant impacts are expected from stormwater runoff if the
SWPPP is properly implemented by MPP.
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CUMULATIVE IMPACTS

No erosion or sedimentation impacts are expected to contribute to significant cumulative
impacts with the implementation of BMPs.

The project will consume essentially all the currently available reclaim water from the
COB RWP, either in direct evaporation in the cooling tower for heat rejection, from an
inefficient use of the water in a cooling tower, or for dilution of the cooling tower
blowdown in order to meet the limit on chemical concentrations of the wastewater
discharge to the West Burbank Channel. Neither the Applicant nor the COB has
proposed to provide any routine additional treatment (pre-treatment, sidestream
treatment, or post-treatment) of the recycled water which would allow for more efficient
use by the project.

Since there are no water conservation measures employed by MPP, there will also be a
reduction in the amount of recycled water available for other purposes. This impact will
affect any potential future users of reclaim water, since all the remaining reclaim plant
capacity is consumed by the MPP due to inefficient use. This will likely lead to the use
of fresh surface, ground, or potable water for needs that could otherwise be met with
reclaim water, if it were available.

There currently exists a margin between the NPDES permit limits/goals for dissolved
chemical constituents (expressed as TDS) in the RWP wastewater discharge, and the
TDS concentration in the MPP wastewater discharged to the RWP. The MPP
wastewater discharge will use much of the this margin, which will decrease the capacity
of the RWP to accommodate other dischargers, and a higher concentration of
chemicals is discharged. Staff finds these impacts to be potentially significant, however,
compliance with the required NPDES permit conditions will provide for adequate
mitigation for any such impacts, should they occur.

Considering the increasing pressures on fresh water use in California, staff finds that
use of reclaimed water beneficial, but finds that the greatly excessive use of water well
in excess of that necessary for cooling for dilution of a wastewater stream to be an
unreasonable method of use of reclaimed or other fresh water. This is particularly the
case when there are technologically proven, readily available, and commonly used
methods to use water efficiently. The project will operate for 30-50 years, and this
inefficient use and waste of water for dilution could possibly have increasing effects over
time, which may eventually become significant at some point in the future.

FACILITY CLOSURE

The MPP project is expected to operate for a minimum of 30 years. Closure options
range from “mothballing,” with the intent of a restart at some time, to the removal of all
equipment and facilities.

The decommissioning plan will be submitted to the Energy Commission for approval
prior to decommissioning. Compliance with all applicable LORS, and any local and/or
regional plans will be required. The plan will address all concerns in regard to potential
erosion and impacts on water quality.
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MITIGATION

The applicant has chosen to use reclaimed water from the COB RWP for the MPP.
This water would normally be discharged as wastewater to the LA River and ultimately
to the Pacific Ocean. Although the applicant has not included the use of other
substantial water-saving features in the plant design, the use of reclaimed water is
greatly preferred over the use of potable or other fresh inland surface or groundwater.
Below are listed the applicants mitigation measures and staffs recommended mitigation
measures.

APPLICANT'S MITIGATION MEASURES

Minor water conserving features include the following:

Storage of 2.2 million gallons of reclaim plant supply water and 300,000 gallons of
cooling tower discharge water in order to reduce requirements for non-reclaim
water on the occasion of diurnal cycles of the RWP.

Return of plant drains as useful to the cooling tower for recycling to save energy
and water.

Features to minimize wastewater generation or control stormwater include the following:

Off-site regeneration of demineralizers to eliminate chemical discharges to the
outfall.

Monitoring and control of discharges to the outfall.

The applicant has provided a draft stormwater pollution prevention plan for project
construction and operations.

STAFF'S MITIGATION MEASURES.

Staff has encouraged, and the applicant has agreed to the following:

Limitation on hours of power augmentation and associated water consumption to
200 hours per year.

The addition of storage of reclaim water for carrying over short periods of reclaim
water shortage.

The addition of storage for cooling tower blowdown water in order to manage the
outfall chemical concentrations, which would otherwise be managed by diluting the
wastestream with potable water, which has lower chemical concentrations. Staff
believes that this can be an effective means of reducing potable water
consumption, if the storage capacity is adequate.

In addition the staff recommends the following:

A committed water management plan that avoids the unreasonable use,
unreasonable method of use, and waste of fresh groundwater, surface water, or
potable water. The MPP AFC has not proposed any limit on the consumption
and/or use of potable water or other fresh water sources.
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With reclaim water available, the project should not consume more than 3.0 AFY of
fresh surface, groundwater, or potable water for process and/or evaporation during
heat rejection, dilution of the project waste stream, or for potable and sanitary
purposes. MPP has developed an operational plan that will consume an average
of 528 AFY. Staff estimates this amount could actually be as high as 1000 AFY of
non-reclaim water, which staff considers excessive. Staff recommends that a
performance requirement be set that assures some reasonable limit of water use
that is not exceeded for LORS compliance purposes. Staff has developed a
Condition of Certification to address this issue that caps the MPP potable water
derived from fresh ground and surface water use at 3.0 AFY.

The project has expressed a preference for the use of the contaminated
groundwater that exists beneath the site as a backup water supply source. Staff
has determined that this source of water is appropriate for all other non-potable
uses, and should replace city potable water or other fresh groundwater and surface
water for nonpotable uses, with the exception of fire control water. Using this water
source would not only accomplish a reduction of the consumption of fresh or
potable water by MPP, but would also have a positive effect on the reduction of
existing groundwater contamination, as required by the USEPA. However, as
previously discussed, the MPP project design and operational plan does not use
water efficiently, and this inefficient water use will use more of this resource than
necessary.

COB has adjudicated rights in the groundwater basin that are limited to a volume
equal to 20 percent of the water imported by COB. COB has two wells on the site
capable of pumping approximately 2900 AFY of groundwater. MPP has not
provided staff with adequate information or data to allow for the determination of
the legal and/or regulatory relationship between these adjudicated groundwater
rights and the requirements of the contaminated groundwater remediation required
of COB by the USEPA. Staff has recommended a Condition of Certification
requiring the use of properly treated contaminated groundwater in place of potable
water for all non-potable uses (except fire control water) and has capped this use
at 600 AFY, which appears to be well within COB'’s ability to provide.

The existing stormwater system at the COB power facility which the MPP intends
to use to convey stormwater away from MPP is designed to an older standard, and
may be undersized relative to newer standards for similar systems. Compliance
with Conditions of Certification requiring a Storm Water Pollution Prevention Plan
will ensure that modifications will be made that will prevent significant on-site
flooding and the potential for significantimpacts to off-site adjacent areas.

COMPLIANCE WITH LORS

MPP proposed water use has been considered with regard to SWRCB policy, Water
Code, and California Constitution sections that address various aspects of water use by
MPP. Staff believes that if the staff proposed Conditions of Certification are required,
the project will comply with LORS. For this reason, staff recommends that the project
not be licensed without the proposed Conditions of Certification.
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POLICY 75-58

SWRCB Policy, specifically 75-58, requires several things of a power plant applicant.
The applicant must importantly consider the source of water supply for the plant, giving
preference to reclaim water over potable water. The MPP design includes the
“expectation” that reclaim water will be used predominantly, although a significant
amount of potable water is still “expected” to be used due to the inability of the reclaim
water plant to deliver as reliably as the MPP requires. Where MPP has provided no
limitation on the consumption of potable water above these “expectations”, staff has
developed Conditions of Certification that will allow the project to comply with this policy.
Staff considers the limited use of contaminated groundwater by the project to
supplement reclaim water use to be consistent with this policy, which discourages the
use of high quality fresh water for power plant cooling purposes. This policy does not
support the inefficient use or waste of water that results in more fresh water being used
than would otherwise be necessary, and encourages conservation.

In addition to the priorities for the use of various water sources, an applicant is required
to consider alternatives that could reduce or eliminate the consumption of fresh water.
An available method is to cool with an air-cooled condenser that uses no water. This
method was evaluated by the applicant and found to be non-optimal due to greater
requirements for space, noise, and cost. While the project as proposed does not
comply with this provision of the policy, compliance with the recommended Conditions
of Certification will allow the MPP to satisfy the requirements of this policy.

WATER CODE SECTIONS 13550-13552.8

The use of recycled water is required under the provisions of these sections of the
Water Code. Although the MPP as proposed uses predominately recycled water, it also
proposes considerable potable water use, and therefore, does not comply with the spirit
of this water code section. Staff has recommended Conditions of Certification that will
insure the use of potable water for predominately potable purposes where reclaim water
is available for non-potable uses, a situation that applies to the MPP. Compliance with
the recommended Conditions of Certification will ensure that the project will comply with
these code sections.

CALIFORNIA CONSTITUTION ARTICLE X, SECTION 2

Staff has determined that MPP’s use of potable water for cooling, process water, and for
the dilution of the MPP wastewater discharge is a waste, an unreasonable use, or
unreasonable method of water use under the provisions of this section. MPP’s use of
fresh surface, groundwater, or potable water in this manner when reclaim water is
available is not a beneficial use of water, and is prohibited. Staff has recommended
Conditions of Certification that will allow the MPP to comply with this section of the
constitution.
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CONCLUSIONS/RECOMMENDATIONS

EFFICIENT USE OF WATER:

Although the applicant has chosen to use reclaimed water, the MPP design results in a
very inefficient use of reclaim water, particularly in that a great deal of reclaim water is
used to dilute the process wastewater (cooling tower blowdown). Due to the fact that
the primary source of water is reclaim water that is not otherwise currently being
usefully employed, this is not considered in violation of LORS by the MPP. However,
the use of potable water in the same design does not comply with LORS. For this
reason staff recommends the elimination, or at least significant minimization of potable
water consumption to the extent necessary to facilitate the use of reclaim water for
MPP. Conditions of Certification have been developed to address the unreasonable
use of fresh or potable water for non-potable purposes.

USE OF POTABLE WATER:

The water use proposed by the MPP project design and operational plan does not
appear to comply with SWRCB Policy 75-58, sections 13550 and 13552.6 of the
California Water Code, or California Constitution Article X, section 2. Staff has
determined that MPP nonreclaim water use, (i.e. potable, fresh surface water, and
groundwater) may be as high as 1000 AFY under certain conditions. This water would
be in addition to approximately 4,500 AFY in reclaim water, which yields a total water
supply need of approximately 5,600 AFY to produce a nominal 250 MWs of power. For
comparison, a 600 MW combined-cycle power plant operating in a much harsher
environment, such as the Blythe Energy Project (99-AFC-8C), requires only 3000 AFY
to produce more than twice the power of MPP. This proposed use of fresh/potable
water results from the inefficient use of the reclaim water available to MPP. Staff
recommends that fresh surface, groundwater, and potable water use be limited to 3.0
AFY. See Condition of Certification Soil and Water 3.

Staff further recommends more efficient use of all water supplies, including reclaimed
water (i.e. not for dilution of the wastewater stream), and that available technology be
employed to limit such use to only that required for heat rejection and process water
purposes, resulting in the elimination of MPP's excessive water use.

USE OF ON-SITE WELLS:

The COB owns two wells on the MPP site. According to the applicant the existing on-
site groundwater wells are capable of producing about 2900 AFY. This level of supply
would significantly exceed maximum non-reclaimed water demands of the MPP. The
two on-site wells were removed from city system service in the fall of 2000 due to
elevated levels of Cr®*, and are also contaminated with TCE and PCE. Treatment of
this groundwater would produce water of sufficient quality suitable for MPP cooling
tower and process water demands without an adverse impact to existing COB domestic
water uses.

There may be other beneficial impacts associated with MPP using this contaminated
well water. Pumping water from these wells would not cause the contaminant plumes to
migrate, and would help contain and reduce the plumes.
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Additional groundwater pumping would help the COB meet the objective set by the EPA
for control of the contaminant plumes.

Staff considers the reasonable use of degraded groundwater consistent with SWRCB
Policy 75-58. For the purpose of minimizing consumption of potable water and reducing
existing superfund site contamination, staff recommends the use of contaminated
groundwater for process and cooling water for MPP up to a maximum amount of 600
AFY.

RWP NPDES PERMIT

The use of the COB RWP NPDES permit by MPP is currently under reconsideration by
the LARWQCB. Since the new MPP project is not owned by COB, but rather by
SCPPA, the MPP may not be able to use the COB power facility NPDES permit to
discharge waste, and may be required to obtain either a new NPDES permit, or
discharge to the RWP directly as an industrial waste discharger. Any significant change
to the NPDES permit, or change in effluent limits will likely result in a significant change
in either the project design or operational plan, and will require reevaluation, should it
occur.

To conform with the California Toxics Rule, NPDES discharge limits may be adjusted
when the NPDES permit is renewed. MPP has acknowledged that they are aware that
modifications by COB and/or MPP may be necessary should more stringent limits be
required. As with any other waste discharger, the RWP is required to remain in
compliance with the NPDES permit conditions and effluent limits.

RWP IMPROVEMENTS

Due to inadequate data provided by MPP, staff was initially unable to determine
whether the water consumption of the MPP was based on the RWP plant improvements
scheduled to take place in 2002 and 2003. However, the applicant eventually
responded that only the nitrogen numbers have been changed in response to that
planned work. There was no comment provided on whether the applicant has assumed
any impact from the reliability improvements in the “Chemical, Electrical and Pumping
Improvements Project” of the RWP. This is important in that RWP unreliability is the
largest single cause of non-reclaim water consumption according to the data provided.
Staff has addressed the reliability issues of the RWP supply of reclaim water to MPP
through the use of recommended caps on the use of fresh surface, ground, and potable
water.

RECLAIM WATER USE — WATER QUALITY CONCERNS

The applicant "conservatively" assumed that all CTG injection and CTG evaporative
cooler makeup as well as HRSG (boiler) makeup will be from non-reclaim water,
although MPP plans to use RWP water to the extent possible. This assumption
increases potable water usage by nearly 105 AFY. Applicant had not provided specific
reasons that reclaim water is not acceptable, simply that it may not be suitable.
Applicant was asked in a meeting to advise Staff of the reason for this exclusion, and to
consider mitigation such as filtration or other suitable actions/equipment.
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The applicant in the December 12, 2001 response says “Consistent with the objective to
maximize the use of reclaim water to the greatest extent reasonable, in a situation
where the organic chemistry in the reclaimed water supply creates problems with the
demineralizers, the applicant would add an organic trap upstream of the resin.
However, if the organic chemistry were to become excessively problematic, the
applicant feels that it would be unreasonable to put in a new water treatment plant.

The applicant anticipates there will be occasions when reclaimed water cannot be used
at the MPP due to upset conditions at the RWP or problems upstream. This response
has not specified that the organics content is indeed the problem, and has not provided
data relating to the problem. Staff has addressed this issue through the use of caps on
the use of fresh surface, ground, and potable water.

INCORRECT WATER CHEMISTRY DATA

Staff had expressed concern regarding the numbers in AFC Tables 3.4-4 and 3.4-6
regarding water chemistry, particularly relating to the outfall. The applicant has
provided several corrections and explanations that generally have addressed staff
concerns. Phosphate level in the cooling tower blowdown is less than the supply water;
an impossibility since this is a conservative constituent, and there are several limits for
which data are not available. Staff assumes that these inconsistencies will be
addressed through the MPP operating within requirements of the RWP NPDES permit.

LORS COMPLIANCE

The proposed MPP project will comply with applicable LORS if the Conditions of
Certification recommended by staff are required. Staff recommends that the project not
be licensed without these Conditions of Certification included as part of the license.

CONDITIONS OF CERTIFICATION

SOILS and WATER 1: Prior to any site mobilization activities, including linear
facilities, the Project Owner shall develop a Storm Water Pollution Prevention
Plan (SWPPP) as required under the General NPDES Stormwater Construction
Activity Permit for the project. The plan shall be approved by the CPM prior to
any site mobilization activities. The SWPPP shall include final drainage and
facility design for all on and off-site project facilities. This includes final site
drainage plans, showing all of the detail necessary to evaluate the impacts of
stormwater run-on and run-off of the site and associated off-site facilities. This
plan shall demonstrate that the existing stormwater control system to be used by
MPP has adequate capacity. The final plan shall also be consistent with all other
permit and design documents, including any SUSMP requirements. The
applicant shall include in this plan the installation of oil/water separators and
storm drain water quality inlet inserts to treat runoff prior to discharge from the
site, and shall provide manufacturers data sheets and any necessary calculations
to support the sizing of the separators. The plan will also include the operational
phase of the MPP.

Verification: Sixty days prior to site mobilization the project owner shall submit to the
Energy Commission Compliance Project Manager (CPM) a copy of the Storm Water
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Pollution Prevention Plan (SWPPP) for both the construction and operational phases of
the MPP for review and approval by the CPM. Site mobilization shall not begin prior to
approval of the plan.

SOILS and WATER 2 Prior to the initiation of site mobilization activities, the project

owner shall submit an erosion control and revegetation plan for both construction
and operation to the CPM for review and approval.

Verification: Sixty days prior to any site mobilization activities the erosion control and
revegetation plan for both the construction and operational phases of the MPP shall be
submitted to the CPM for review and approval. The plan must be approved prior to the
initiation of any site mobilization activities.

SOILS and WATER 3: The maximum annual groundwater use shall be limited to
600 acre-feet/year, and the maximum potable water use shall be 3.0 acre-
feet/year. Groundwater use shall be limited to the contaminated groundwater
beneath the MPP site, and the groundwater will be properly treated as necessary
and in accordance with all applicable LORS prior, during, or after use by MPP.
The project owner shall record on a monthly basis the amount of reclaim,
potable, and groundwater used by the project. This information will be supplied
to the Energy Commission in the Annual Compliance Report. The annual
summary will include the monthly range, monthly average, and total amounts of
reclaim, potable, and groundwater used by the project in both gallons-per-minute
and acre-feet. Following the first year of operation, the annual summary will also
include the yearly range and yearly average of reclaim, potable, and groundwater
used by the project. In the event potable water or groundwater use exceeds the
annual maximum limits, the MPP shall immediately notify the CPM in writing, and
provide a detailed workplan within 90 days of CPM notice that will result in the
limiting of potable water use to 3.0 acre-feet/year and groundwater use to 600
acre-feet/year within 6 months from the date of the notice. The project shall
operate within these water use limits.

Verification: The project owner shall submit the required water use summary to the
CPM for review as part of the annual Compliance Report for the life of the project, and
the notice of exceedance and workplan as required.

SOILS and WATER 4. Reclaim water may be unavailable at times due to upsets or
equipment failures at the RWP. The project owner shall provide a detailed
contingency plan for the use of contaminated groundwater when reclaim water is
unavailable. The plan shall assume reasonable unavailability of reclaim water
set at 10 percent, or 36 days per year, with groundwater use of 4.6 MGD
estimated during this time. The project owner shall include a detailed summary
of all RWP reclaim water delivery failures in the Annual Compliance Report.
Should the failure rate exceed 10 percent, MPP will immediately notify the CPM,
and provide a detailed workplan within 90 days of the exceedance notice to the
CPM that will result in limiting the unavailability of recycled water to 10 percent or
less within 6 months from the date of the notice.

Verification: The project shall provide the recycled water unavailability
contingency plan for CPM review and approval 60 days prior to the start of commercial
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operation. The project owner will include the recycled water unavailability reporting
information in the Annual Compliance Report for CPM review. The notice of RWP
failure to meet the reliability requirements will be provided as required. Commercial
operation shall not commence without a CPM approved plan.

SOILS and WATER 5: The project owner will submit a detailed operational plan for

the storage facilities for reclaim supply water and the MPP wastewater discharge
that ensures the goal of minimizing potable water consumption will be achieved.

Verification: The project owner will submit an operational plan for operation of the
storage facilities that maximizes the probability of achieving the goals stated by the
applicant, and that is consistent with the project design and operational plan 60 days
prior to the start of operation for review and approval by the CPM. This plan must be
approved prior to the start of commercial operation of the power plant. The project
owner will summarize any deviations from the approved plan in the Annual Compliance
Report, and the actions taken to prevent any reoccurrence.

SOILS and WATER 6: The project owner has stated that users of reclaim water are
given priority based on their sequence of requesting water (i.e. first customer has
first priority). The project owner will submit a letter or contractual agreement from
an authorized agent of the water supplier, the COB, confirming that other newer
uses, even for an existing customer, will be junior in priority relative to this
project.

Verification: The required letter or contractual agreement shall be provided 60
days prior to the start of operation for CPM review and approval. Approval must be
obtained prior to commercial operation.

SOILS and WATER 7: The applicant states that the COB Reclamation Water Plant
is actively being modified, and certain water quality data depend on completion of
those modifications. The modifications are labeled “Biological Nutrient Removal
Project” and “Chemical, Electrical and Pumping Improvements Project”. These
are currently due for completion in September 2002 and August 2003
respectively, with various milestones before then. Should the work not proceed
as planned, the MPP shall be expected to operate, and comply with the
Conditions of Certification as if the RWP modifications have been accomplished
with regard to project design and operational parameters for the project as
proposed.

Verification: The project owner shall summarize in the Annual Compliance Report the
progress of the COB RWP work until the RWP modifications are operational.

SOILS and WATER 8: The project is currently intending to discharge wastewater
using the COB NPDES permit. Due to project ownership issues, the LARWQCB
may require a new NPDES permit for MPP, and may impose new permit
conditions and/or effluent limits on the existing NPDES permit currently held by
COB. The project owner will comply with the existing or any new NPDES permit
issued for the Magnolia Power Plant. The project owner shall provide the CPM a
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copy of any new, amended, or renewed NPDES permit(s) for the life of the
project.

Verification: The project owner will provide copies of all ongoing correspondence
between MPP and the LARWQCB regarding NPDES permit(s) within 10 working days
of receipt or transmittal for the life of the project. Within 90 days of notification by the
LARWQCB that a new NPDES permit is required for MPP, or that the existing NPDES
permit will be modified, the project owner will submit a detailed summary that describes
any changes in project design or operational plan that will be made to the MPP in order
to comply with the new NPDES permit requirements, or with new requirements to the
existing NPDES permit (currently held by COB), should it continue to be used by MPP.
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TRAFFIC AND TRANSPORTATION

Testimony of James Fore

INTRODUCTION

The staff assessment of the Traffic and Transportation Section provides an independent
analysis of the Magnolia Power Plant (MPP). Potential impacts related to traffic
operation and safety hazards resulting from the construction and operation of the
project are discussed.

The analysis includes an evaluation of the influx of construction workers, the associated
construction truck traffic, and the traffic associated with the workforce to operate the
facility.

Staff has analyzed the information provided by the AFC and other sources to determine
the potential for the MPP to have significant traffic and transportation impacts, and has
assessed the availability of mitigation measures that could reduce or eliminate the
significance of those impacts. Proposed conditions of certification are included to
implement the appropriate mitigation measures and to ensure that the project complies
with the applicable Laws, Ordinances, Regulations and Standards (LORS).

LAWS, ORDINANCES, REGULATIONS AND STANDARDS

FEDERAL

The federal government addresses transportation of goods and materials in Title 49,
Code of Federal Regulations:

Title 49, Code of Federal Regulations, sections 171-177, governs the transportation
of hazardous materials, the types of materials defined as hazardous, and the
marking of the transportation vehicles.

Title 49, Code of Federal Regulations, sections 350-399, and Appendices A-G,
Federal Motor Carrier Safety Regulations, addresses safety considerations for the
transport of goods, materials, and substances over public highways.

STATE

The California Vehicle Code and the Streets and Highways Code contain requirements
applicable to the licensing of drivers and vehicles, the transportation of hazardous
materials and rights-of-way. In addition, the California Health and Safety Code address
the transportation of hazardous materials. Provisions within the California Vehicle Code
are:

Section 353 defines hazardous materials. Sections 31303-31309 regulate the
highway transportation of hazardous materials, the routes used, and restrictions
thereon.

Sections 31600-31620 regulate the transportation of explosive materials.
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Sections 32000-32053 regulate the licensing of carriers of hazardous materials and
include noticing requirements.

Sections 32100-32109 establish special requirements for the transportation of
inhalation hazards and poisonous gases.

Sections 34000-34121 establish special requirements for the transportation of
flammable and combustible liquids over public roads and highways.

Sections 34500, 34501, 34501.2, 34501.3, 34501.4, 34501.10, 34505.5-7, 34506,
34507.5 and 34510-11 regulate the safe operation of vehicles, including those which
are used for the transportation of hazardous materials.

Sections 25160 et seq. addresses the safe transport of hazardous materials.

Sections 2500-2505 authorize the issuance of licenses by the Commissioner of the
California Highway Patrol for the transportation of hazardous materials including
explosives.

Sections 13369, 15275, and 15278 address the licensing of drivers and the
classifications of licenses required for the operation of particular types of vehicles.
In addition, the possession of certificates permitting the operation of vehicles
transporting hazardous materials is required.

California Streets and Highways Code, Sections 117 and 660-72, and California Vehicle
Code, Sections 35780 et seq., require permits for the transportation of oversized loads
on county roads.

California Street and Highways Code, Sections 660, 670, 1450, 1460 et seq., 1470, and
1480, regulate right-of-way encroachment and the granting of permits for
encroachments on state and county roads.

All construction within the public right-of-way will need to comply with the “Manual of
Traffic Controls for Construction and Maintenance of Work Zones" (Caltrans, 1996).

LOCAL
City of Burbank (COB) Municipal Code

Each of the following COB code sections is relevant to the MPP construction phase, as
it will affect traffic and transportation resources in Burbank.

COB Municipal Code Chapter 29 “Vehicles and Traffic, Article 13 Truck Routes and
Streets Prohibited to Commercial Vehicles” designates Burbank streets and parts of
streets that are to be used as truck routes for (i.e., commercial vehicles with three or
more axles). This Code also specifies streets that prohibit vehicles having three or
more axles. MPP construction will require use of trucks with three or more axles.

COB Municipal Code Chapter 29 “Vehicles and Traffic, Article 25 Overloads” requires a

permit for the moving of a vehicle exceeding weight, width, length, size or height of load
limitations as set forth in Division 15 of the State Vehicle Code.
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COB Municipal Code 31, Article 15 “General Off Street Parking Standards, Section 31-
1407 Use of Vacant Lots in Residential and Commercial Zones for Parking Vehicles”
allows, if permitted by the building Director, for vacant lots to be used for temporary off
street parking during construction or special events.

COB Municipal Code Chapter 13 Excavation, Article 2 “Excavation and Installation in
Public Streets” prohibits any person from making changes under, adjacent or on public
streets without first obtaining either an Excavation/Construction permit or a Street Use
permit.

COB Municipal Code Chapter 26 Streets, Article 5 “Repair of Sidewalks and Curbs”
gives the property owner five days to make repairs to damaged sidewalks or curbs
adjacent to their property after receiving a written notice from the city.

COB Municipal Code Chapter 26 Streets, Article 7 “Encroachment on City Property”
states that no person can encroach on, in, under, or over any property without applying
for a permit.

City of Burbank General Plan Circulation

The COB has established a standard for traffic level of service (LOS). This LOS
standard calls for a LOS D or better for the circulation system in Burbank. If the project
affects the LOS such that it degrades to a LOS below D, it must be mitigated to the
COB standard.

Los Angeles County Regional Transportation Plan and Congestion
Management Plan

The project is located in Los Angeles County. Los Angeles County is part of the
Southern California Association of Governments (SCAG). SCAG is required by federal
and state mandates to develop the Regional Transportation Plan (RTP), which outlines
transportation goals, objectives, and policies for the SCAG region. Los Angeles County
also has the Congestion Management Plan (CMP), which provides goals and policies in
regards to traffic operation on the transportation system in Los Angeles County. The
SCAG RTP (SCAG, 1998) and Los Angeles County CMP (amended 1990) contain the
guiding policies used in the operational analysis for this project.

SETTING

REGIONAL DESCRIPTION

The MPP is a proposed 250 megawatt (MW) natural gas combined cycle fired electrical
generating facility. The generating plant will be located at the site of the existing
Magnolia and Olive power station in the city of Burbank (COB). The City has operated
a power plant at this location since 1941. The MPP will require approximately 3 acres
of the 23 acres site. The site is in an industrial area that is bordered by industrial
properties. The MPP is 1/8 of a mile west of Interstate 5 (I-5) at 164 Magnolia
Boulevard.
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The MPP is located in the southwest portion of the San Fernando Valley. It has a rail
yard located to the northeast, Olive Avenue to the southeast, Lake Street to the
southwest and Magnolia Boulevard to the northwest. The primary access to the site will
be from Magnolia Avenue through an existing gate and a South Gate entrance off of
Olive Avenue. The facility also has additional emergency ingress/egress through three
gates located along Lake Street.

Freeways and Local Roadways

A description of some the critical roads and highways in the study area are provided
below, see TRAFFIC AND TRANSPORTATION FIGURE 1, Area Transportation
Network.

U.S Interstate 5 (I-5) - [I-5 is also known as the Golden State Freeway] I-5 is located
one eighth of a mile east of the project site. I-5 is a north-south freeway providing
access to northern California and south to the coastal communities located on the West
Side of Los Angeles. Itis an eight lane freeway

Magnolia Boulevard - Magnolia Boulevard is a major arterial composed of four-lanes
plus a center left turn lane that provides northeast-southwest access through the COB.
Magnolia Boulevard contains both commercial and retail business. On-street parking is
available on both sides of the street until the overpass for I-5 and the train tracks.
Magnolia Boulevard is adjacent to the northwest side of the MPP from which plant
access can be gained through the north entrance.

Burbank Boulevard - Burbank Boulevard is a major four lane northeast-southwest
arterial that is approximately one mile north of the project.

Olive Avenue - Olive Avenue provides northeast-southwest access through the COB.
This avenue is a five lane (4 lanes plus a center left turn lane) arterial with commercial
and retail business. On-street parking is available on both sides of the street. The
exception being that no on-street parking is available at the Olive Avenue overpass for
I-5 and the train tracks. Olive Avenue is adjacent to the southeast side of the MPP from
which plant access can be gained through the south entrance.

Lake Street - Lake Street is adjacent to the west side of the MPP. Itis a two-lane
collector street with parking allowed on both sides of the street.

First Street - First Street is a collector street that runs northwest southeast. Itis a five-
lane roadway located three blocks northeast of the project site on the East Side of I-5.
This street traverses the downtown area of Burbank and serves mainly office and
commercial users. First Street allows access to I-5 via Verdugo Avenue, Olive Avenue
and Orange Grove.
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TRAFFIC AND TRANSPORTATION Figure 1
Area Transportation Network
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Victory Boulevard - Victory Boulevard is a five-lane arterial providing northwest-
southeast access through the COB. This street contains commercial and retail
business and has on street parking available on both sides of the street. It is located
one block southwest of the MPP site.

Existing Truck Traffic and Truck Routes

Traffic volumes in the area of the MPP are heaviest on I-5 where truck traffic makes up
approximately 10.5 percent of the total traffic volume, as shown in TRAFFIC AND
TRANSPORTATION Table 1 Existing Roadway Information and LOS. On the
streets in the vicinity of the MPP truck traffic varies from six percent to less than 1
percent. Most of the trucks traveling in the local area are serving existing industries
adjacent to the site.

The designated truck routes within the COB primarily follow the arterial street system.
The COB uses the vehicle height, width, length, size, or load limitation that are set forth
in Division 15 of the State Vehicle Code. Therefore, California Vehicle Code limits apply
to all study roadways (including state routes). These limits are 20,000 pounds per axle
and 10,500 pounds per wheel or wheels, on one end of the axle. The front steering axle
load is limited to 12,500 pounds.

The truck routes go through a mixture of industrial and commercial areas. The major
intersections along the routes are controlled by automatic traffic stoplights. Specific
truck routes that will be used by the MPP are described in the Construction Phase
section under the Truck Traffic heading.

Railroads

Area rail service is provided by Union Pacific Railroad. MPP will have an off-site
laydown area located adjacent to the railroad track approximately 1.25 mile north of the
project site. The applicant plans to transport heavy equipment and materials to the
laydown area by rail which will then be transported by trucks to the project site

PUBLIC TRANSPORTATION

Public transportation via bus, rail, or airline is available within or near the MPP. The
Regional Intermodal Transportation Center (RITC) at 201 North Front Street is located
approximately one block east of the proposed facility. The RITC serves as the COB
transportation hub. It is accessible from Olive Avenue from the west, Verdugo Avenue
from the East and Burbank Boulevard from the north. This center serves as a central
location for the community’s public transportation with access to region and local bus
routes, and the Metrolink train service.

Bus Routes

The following Bus Routes serve the area around the MPP. Routes along Olive Avenue
are 152, 183, and 96, (SCPPA 2001Res1). Bus Route 183 travels along Victory
Boulevard. These routes and their associated bus stops are not expected to be
affected since the MPP will not involve offsite construction activity.
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TRAFFIC AND TRANSPORTATION Table 2
Existing Roadway Information and LOS

Roadway Classification Existing Existing Existing Peak Existing Los
Segment Lanes Roadway Average Daily Hour Percentage of
Capacity Traffic (ADT) (2) Trucks (3)
(Vehicles (1998) (1)
Per Day)
I-5 (Golden State Freeway)
Alameda to Freeway 8Lanes 110,000 216,000 NA 10.5 F
Olive
Olive to Freeway 8 Lanes 110,000 200,000 NA 10.5 F
Burbank
Burbank to Freeway 8 Lanes 110,000 186,000 NA 10.5 F
Victory
Victory to Freeway 8 Lanes 110,000 169,000 NA 10.5 F
Buena Vista
Buena Vista Freeway 8 Lanes 110,000 170,000 NA 10.5 F
to Hollywood
Olive Avenue
Victory to Major Arterial 4 Lanes 25,000 NA 2,100 <1
Lake
Lake to Front Major Arterial 4 Lanes 25,000 23,800 2,000 <1 E
Front to San Major Arterial 4 Lanes 25,000 21,234 1,500 <1 D
Fernando
Magnolia Boulevard
Victory to Major Arterial 4 Lanes 25,000 19,200 NA NA C
Front
Front to San Major Arterial 4 Lanes 25,000 17,423 NA NA B
Fernando
Burbank Boulevard
Victory to Major Arterial 4 Lanes 25,000 24,600 2,800 <1 E
Front
Front to San Major Arterial 4 Lanes 25,000 37,730 2,600 14 F
Fernando
Victory Boulevard
Olive to Major Arterial 4 Lanes 25,000 26,600 2,200 15 F
Magnolia
Magnolia to Major Arterial 4 Lanes 25,000 24,800 2,200 4.0 E
Burbank
Victory Place
Burbank to Arterial 4 Lanes 25,000 7,300 550 6.1 A
Empire
Empire to Arterial 4 Lanes 25,000 5,800 NA NA
San
Fernando/
Buena Vista
First Street/ Grinnell Drive
San Collector 4 Lanes 10,000 17,423 1,100 15 F
Fernando to
Magnolia
Magnolia to Collector 4 Lanes 10,000 18,084 750 1.4 F
Verdugo
Flower Street
Alameda to Collector 2 Lanes <4,000 3,230 NA NA D
Olive

Source: AFC Table 5.11-2, Page 5.11-4
(1) Counts provided by the COB, 1998 data. I-5 data is 1999 by Caltrans

(2) Based on February 2001 peak hour counts by Accutel, I-5 data provided by

Caltrans.

(3) Level of Service, determined on basis of Volume to Capacity (V/C) Ratio, describes
operating conditions on the roadway. LOS “A” is generally free flowing, LOS E
indicates that the roadway limit has reached its capacity. LOS C and D are typical in

urban conditions. LOS F represents severe congestion.
NA — Not available.
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Passenger Rail

Metrolink is located east of the MPP at the RITC. It provides passenger rail service to
the local community and regional service to southern California.

Airports

The MPP is located approximately three miles southeast of the Burbank, Glendale,
Pasadena Regional Airport. This is a major regional airport serving passengers
throughout California.

BICYCLE FACILITES

There are several planned or existing bicycle routes in the vicinity of the MPP. Bicycle
routes in the vicinity of the MPP are shown in TRAFFIC AND TRANSPORTATION Table 2,

Area Bicycle Routes.

TRAFFIC AND TRANSPORTATION TABLE 2
Area Bicycle Routes

Bike Route Location Bike Route Classification

Verdugo (6" to the RITC) 1T

Chandler (Valley to Mariposa) — To be Constructed I

Chandler (Mariposa to Victory) — To be Constructed Il

Victory (Chandler to Olive) — To be Constructed) Il

Olive (Victory to RITC) Il

Source: AFC Table 5.11-3 Page 5.11-6.

PLANNED ROADWAY AND TRANSIT IMPROVEMENTS

Caltrans has redevelopment projects planned at the Western Avenue access ramps
along I-5 approximately 1.25 miles south of the project, and at the San Fernando Road
Off ramp along State Route 134 approximately 3 miles south of the project.
Construction is expected to start in 2003 and be completed by 2005. These planned
redevelopment projects will not affect access to the MPP.

LINEAR FACILITIES

No off-site construction for linear facilities will be required for this project. Plant access,
natural gas, water, power, wastewater and sewer, underground transmission lines and
facilities will not require improvements outside of the MPP site. Therefore, the linear
facilities will not result in traffic impacts.
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ANALYSIS

ENVIRONMENTAL CHECKLIST

Potentially
Significant
Impact

Less than
Significant
With
Mitigation
Incorporated

Less Than
Significant
Impact

No Impact

TRANSPORTATION/TRAFFIC — Would

the project:

a) Cause an increase in traffic which is
substantial in relation to the existing
traffic load and capacity of the street
system (i.e., result in a substantial

trips, the volume to capacity ratio on

increase in either the number of vehicle

roads, or congestion at intersections)?

X

b) Exceed, either individually or
cumulatively, a level of service
standard established by the county
congestion management agency for
designated roads or highways?

c) Resultin a change in air traffic

traffic levels or a change in location

patterns, including either an increase in

that results in substantial safety risks?

design feature (e.g., sharp curves or
dangerous intersections) or
incompatible uses (e.g., farm
equipment)?

d) Substantially increase hazards due to a

e) Result in inadequate emergency
access?

f) Result in inadequate parking capacity?

transportation of hazardous material?

g) Create a significant hazard to the public
or the environment through the routine

A. Increase in Traffic

Area Roadways and Intersections

In assessing the MPP’s potential impact on the local transportation system, level of
service (LOS) measurements are used as the foundation for analytic evaluation. The
LOS measurements represent the flow of traffic and range from A, free flowing traffic, to

F, which is heavily congested and can result in substantial delays.

January 9, 2002

3.10-9

TRAFFIC & TRANSPORTATION




LOS For Area Roadways And Intersections

The LOS for area roadways that could be affected by the MPP are represented in
TRAFFIC AND TRANSPORTATION Table 1, Existing Roadway Information and LOS.
As shown in Table 1 many of the roadways in the vicinity of the MPP are operating at a
LOS that indicates roadway congestion. They are I-5, Olive Avenue (Lake to Front),
Burbank Boulevard (Victory to San Fernando), Victory Boulevard (Olive to Burbank),
and First Street/Grinnell Drive (San Fernando to Verdugo).

In an urban area with heavy traffic flow the LOS associated with the intersections is also
a critical element of the roadway system to assure adequate travel capacity, maximizing
safety and minimizing environmental impacts. The LOS based on the present operating
conditions of the roadway intersections around the proposed MPP are shown in
TRAFFIC AND TRANSPORTATION Table 3, Summary of Existing Intersection LOS.

The applicant evaluated the LOS for intersections around the MPP site based on the
project location, expected construction traffic routes, and discussion with the COB staff.
For these intersections the COB supplied the average daily traffic volumes. Accutek
collected the peak hour traffic data in February 2001. The level of service for these
intersections was calculated using the 2000 Highway Capacity Manual methodologies
and software.

TRAFFIC AND TRANSPORTATION TABLE 3
Summary of Existing Intersection LOS

Intersection AM Peak Hour PM Peak Hour
LOS LOS

Burbank Boulevard/Victory Boulevard

Burbank Boulevard/Front Street

Olive Avenue/Victory Boulevard

Olive Avenue/First Street

w(O|T(>|T
O|0|O|>|T

Verdugo Avenue/First Street

Source: AFC Table 5.11-1, Page 5.11-3.
Construction Phase

Commute Traffic

The MPP construction will take approximately 24 months and the construction
workforce will average 145 workers over this period. The workforce will peak in the
fifteen month at 319 workers. The construction schedule calls for the workforce to work
a six-day, 12-hour/day workweek. The work hours are expected to be from 7:00 a.m. to
7:00 p.m.

For the traffic analysis it has been assumed that all workers will drive alone (i.e., no
carpooling and no public transit use) to and from the site during peak hours. This would
result in a worst case estimate of 638 employee daily commute trips.

The Burbank/Los Angeles area population is substantial and the available labor pool is

diverse. The workforce for construction is expected to come from communities around
the MPP. The preferred commuting route will depend on the location of the construction
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workers’ residences. Based upon the overall population distribution of the communities
in the vicinity of the plant site, the applicant has made the following assumption for the
distribution of the workforce:

20% of the project construction workforce will be commuting from the north,
20% from the west,

30% from areas to the east, and

30% from the south.

Truck Traffic

Trucks will be used to deliver heavy equipment, construction materials (such as
concrete, wire, pipe, cable, and fuels), and hazardous materials to be used during
project construction. Truck deliveries will be spread through out the day and are
expected to occur between 6:00 AM and 6:00 PM. The applicant has identified
construction truck routes that it expects to use, to minimize the impact of truck traffic on
local roadways and neighborhoods. Truck traffic is expected to enter the MPP site
through the south gate yard entrance off of Olive Avenue.

Trucks delivering materials to the construction site will be using I-5. Those trucks
coming from the north will exit I-5 at Burbank Boulevard, and make a left turn on to
Victory Boulevard going south. At the intersection of Victory Boulevard and Olive
Avenue the trucks will turn left and proceed east on Olive Avenue to the MPP South
Gate. Trucks coming from the south will exit at Alameda Avenue. At the intersection of
Alameda Avenue, Flower Street these trucks will turn right on to Flower Street and
travel north to Olive Avenue. Atthe Flower Street/Olive Avenue intersection the trucks
will make a right turn on to Olive Avenue and proceed east to the MPP South Gate.

Rail/Truck Activity

Area rail service is provided by Union Pacific Railroad. The project plans to use this rail
service for the delivery of heavy equipment and some materials to a laydown area
located next to the Union Pacific tracks. This laydown area is located between Empire
Avenue and Maria Street along Victory Place. This material will then be transferred
from the laydown area to MPP site by truck. Trucks that will be delivering equipment
and supplies from the laydown area, will travel south on North Victory Boulevard to
Olive Avenue. At Olive Avenue the trucks will turn left and proceed east on Olive
Avenue to the MPP South Gate.
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Summary — Truck Traffic

Truck traffic for the project will be greatest at the start of construction as material and
equipment is delivered to the project site, as shown in TRAFFIC AND
TRANSPORTATION Table 4, Total Vehicle Trips. The truck trips peak in the eighth

month at 320 truck trips for the month or approximately 26 vehicle trips (to and from the

site) per day.

TRAFFIC AND TRANSPORTATION Table 4
Total Vehicle Trips

Month of Workforce (1) Workforce Truck Average Total Vehicle
Construction Total Vehicle | Deliveries Per Truck Trips Trips
Trips Per Day Month (2) Per Day

1 4 8 0 0 8
2 29 38 31 4 42
3 91 182 68 6 188
4 239 478 156 14 492
5 269 538 159 14 552
6 290 580 243 20 608
7 228 456 269 22 478
8 178 356 320 26 384
9 146 292 279 22 314
10 115 230 233 20 250
11 110 220 189 16 236
12 104 208 133 12 220
13 196 392 115 12 404
14 291 582 73 6 588
15 319 638 41 4 642
16 281 562 36 4 566
17 199 398 26 2 400
18 122 244 26 2 246
19 80 160 12 2 162
20 51 102 0 0 102
21 43 86 0 0 86
22 39 78 0 0 78
23 15 30 0 0 30
24 27 54 0 0 54

(1) Workforce source is from the AFC Table 3.8-1, Page 3.8-2
(2) The truck deliveries are from Data Response 49, Page Traffic-3.

For those trucks coming from the south on I-5, the drivers would exit at Alameda
Avenue and proceed to Flower Street. These trucks would then proceed north on
Flower Street between Alameda Avenue and Olive Avenue. For the trucks traveling
from the north, the drivers would take the I-5 exit for Burbank Boulevard and travel
Burbank Boulevard to Victory Boulevard. The remainder of the route would follow the
truck route from the laydown area.
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Commute And Truck Traffic Impact

As Shown in TRAFFIC AND TRANSPORTATION Table 4, Total Vehicle Trips, the
combination of the construction workforce commute and the delivery of construction
material and equipment will result in a maximum of 642 trips. The construction schedule
for the expected workforce and truck deliveries indicates that this volume will peak in
the fifteenth month.

The applicant used the expected maximum traffic volume associated with construction
to determine its impact on the area roadways during the a.m. and p.m. peak periods,
see Traffic and Transportation Table 5, Summary of LOS for Existing Plus Project
Construction Traffic At Intersections Affected by MPP. The traffic analysis resulted
in no decrease in the LOS associated with the intersections evaluated. To ensure that
the impacts of construction trips on the community are minimized the applicant needs to
schedule the project-related trips so that they do not occur during the ambient peak
traffic periods. The ambient peak traffic periods for weekdays in the area are 7:00 to
9:00 a.m. in the morning and 4:00 to 6:00 p.m. in the evening.

The LOS of F for the intersection of Victory/Burbank Boulevards would normally not be
an acceptable level of service and would require mitigation. However, this intersection
was reconfigured earlier in 2001 with the intersection of Victory Boulevard being moved
approximately one block west of the original intersection. The COB has not taken new
traffic counts since this has occurred in order to establish the current LOS. This
reconfiguring was done in order to relieve the current congestion at the intersection.
According to the COB Traffic Department the traffic associated with the construction of
the MPP would not present a negative traffic impact at this intersection, (Johnson,
2001).

TRAFFIC AND TRANSPORTATION TABLE 5
Summary of LOS for Existing Plus Project Construction Traffic At Intersections
Affected by MPP

Intersection AM Peak Hour LOS | PM Peak Hour LOS

Victory Boulevard/Burbank Boulevard

Burbank Boulevard/Front Street

Olive Avenue/Victory Boulevard

Olive Avenue/First Street

w(O|T(>|T
O|0|0(> M

Verdugo Avenue/First Street

Source: AFC Table 5.11-4, Page 5.11-9.

As shown in Traffic and Transportation Table 6, Additional Vehicle Volumes Due
To Construction Related Activities, the increase in passenger vehicles on the local
roadways as a result of the MPP’s construction workforce is less than one percent. For
the related truck traffic it is less than one percent except for Victory Place and Flower
Street where the increases are 3 to 7 percent. The construction workforce and
associated truck traffic should not result in a significant impact on the area. The
construction traffic related to the workforce and truck deliveries can be limited to off-
peak traffic periods to reduce its impact. Furthermore the heavy truck traffic will occur
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during a short period with deliveries scheduled at off-peak times to minimize traffic
impact.

Roadway Conditions

Construction activities associated with the MPP have the potential to damage the
surface of local roadways affected by traffic flow. The applicant needs to establish the
condition of the local roadways prior to the start of construction, as required in TRANS-

7. This road condition inventory should include the potential truck routes for the delivery
of equipment, supplies and material for construction.

TRAFFIC AND TRANSPORTATION TABLE 6
Additional Vehicle Volumes Due To Construction Related Activities

Roadway Segment Additional Additional Additional Additional
Passenger Trucks per Truck Per Truck Percent
Vehicle Percent of Month Day of ADT
ADT
I-5 (Golden State Freeway)
Alameda to Olive 96 <1% 215 <1%
Olive to Burbank 32 <1% 215 <1%
Burbank to Victory 32 <1% 215 <1%
Victory to Buena Vista 32 <1% 215 <1%
Buena Vista to Hollywood 32 <1% 215 <1%
Olive Avenue
Victory to Lake 0 215 <1%
Lake to Front 0 <1% 215 <1%
Front to San Fernando 32 <1% 0
Magnolia Boulevard
Victory to Front 8 <1% 0
Front to San Fernando 0 0
Burbank Boulevard
Victory to Front 96 <1% 215 <1%
Front to San Fernando 320 <1% 0 <1%
Victory Boulevard
Olive to Magnolia 215 <1% 215 <1%
Magnolia to Burbank 225 <1% 215 <1%
Victory Place
Burbank to Empire 8 <1% 215 2.9%
Empire to San 80 1.4% 215 3.7%
Fernando/Buena Vista
First Street/Grinnell Drive
San Fernando to Magnolia 0 <1% 0 <1%
Magnolia to Verdugo 32 <1% 0 <1%
Flower Street
Alameda to Olive | 0 | <1% | 215 | 6.7%

Source: AFC Table 5.11-5, Page 5.11-11.

Construction Phase Summary

Traffic control mitigation measures such as requiring workforce arrival/departure at off
peak times and the corresponding proposed conditions of certification are discussed
later in the Mitigation section and the Proposed Conditions of Certification. These
conditions are needed to ensure that the traffic counts, LOS and physical condition of
the area roadways and intersections will not become worse as a result of the MPP.
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Implementation of Condition of Certification TRANS-4 will guarantee that any increase
in traffic related to MPP construction activity will result in a less than significant impact.

Operational Phase

The proposed project is expected to add 15 new full-time employees above the current
operation employee level for the existing Magnolia and Olive generation units. A slight
increase in truck traffic would be associated with deliveries to the project site for on-
going maintenance and operation of the new generation units. The change in the
number of delivery trips to the plant site is expected to be minimal and will generally
occur during non-commute periods. Therefore, the resulting LOS on local roadways
would remain unchanged from the existing LOS, and not have a significant impact.

Vapor Plumes

AFC Section 5.13.2.4.1 indicates that the potential exists for vapor plumes to be vented
from the HRSG stacks. Traffic visibility may be impaired due to vapor plumes reaching
ground level on adjacent roadways. This may affect traffic safety on Interstate 5 and
local roadways in the vicinity of the project site. Energy Commission staff will provide
an analysis of the potential impacts after the plume analysis is complete and, assess
whether mitigation will be needed.

B. Levels of Service (LOS)

The LOS for some of the roadways and intersection around the MPP are operating at
close to unacceptable levels (i.e. E and F). The level of traffic associated with the
construction of the MPP does not result in an unacceptable decrease for the LOS for
any of the area roadways or intersections. To ensure that the MPP construction does
not worsen the LOS of the area roadways and intersections, the project needs to have a
traffic control plan that is not limited to, but addresses the following issues:

Establishment of construction work hours outside of peak traffic periods,
Maintaining access to adjacent residential and commercial property,

Off street employee parking in designated parking lots,

Timing of heavy equipment and building materials,

Signing, lighting and traffic control device placement,

Temporary travel lane closure, and

Emergency access.

Mitigation measures and conditions of certification have been proposed to ensure that
the traffic associated with the MPP construction and operation do not worsen the LOS
for area roadways.

C. Change In Air Traffic Patterns

The MPP is located approximately three miles southeast of the Burbank, Glendale,
Pasadena Regional Airport. The Federal Aviation Administration (FAA) in Title 14, Code
of Federal regulations, Sections 77.21, 77.23, and 77.25 established standards for
determining obstructions in navigable airspace. The MPP stack height of approximately
150 feet will not impact navigable air space but any associated plume from the stacks
could affect air safety.
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Vapor plumes

Vapor plumes from the operation of the project might affect navigable airspace, which
could include plant-generated plumes and turbulence from exhaust stacks and the
power plant itself. Energy Commission staff will provide an analysis of these potential
impacts after the plume analysis is completed and assess whether mitigation will be
needed.

D. Increase In Road Hazards

There are no traffic hazards such as sharp left turns, dangerous intersections™ or
sensitive receptors such as schools in the MPP vicinity. Given the fairly high level of
traffic congestion in the Burbank area, staff has concluded that the MPP’s construction
phase truck traffic presents the greatest potential for hazards, (see Truck Traffic
discussion in section A. INCREASE IN TRAFFIC). Staff's recommended Conditions of
Certification will reduce road hazards associated with truck traffic to an insignificant
level.

Most of the truck traffic will occur early during the construction phase. Truck traffic
peaks in the eighth month at 320 truck deliveries for the month. This would be
approximately 13-truck delivery per day or 26 truck trips. When the construction
workforce peaks in the fifteenth month at a workforce of 319 workers the truck trips are
forecast to be 41 truck trips per month or 2 truck deliveries per day.

Transportation of equipment that exceeds the load size and limits for certain roadways
will require special permits from the City of Burbank and/or Caltrans. Mitigation
measures and Conditions of Certification that ensure this compliance are discussed
later in this analysis.

E. Emergency Access

If roadways affected by construction are maintained at an LOS acceptable to Caltrans
and the City of Burbank the project should have adequate emergency access. The
Burbank Fire Department provides both fire protection and emergency medical services
from the main fire station. This station is located less than a mile east of the site on
Palm Avenue. Palm Avenue is between Magnolia and Olive Avenues, which provide
direct access to the facility.

F. Parking Capacity

The MPP site does not have sufficient space for the construction workforce to park on
site. Therefore, the construction workforce will be required to park in designated offsite
areas. MPP has two offsite parking areas designated for construction workers’ parking.
These lots have a combined capacity of 400 parking spaces.

The larger lot is located on Old Front Street. From this lot the workers can walk to
the MPP site. This parking lot has 300 spaces. Since this lot is close to the plant
site, it is anticipated that most workers will use this lot.

! The three-way intersection of Victory Boulevard, Burbank Boulevard and Victory Place was a
significant safety hazard until it was improved earlier in 2001.
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The smaller site is a paved parking area along San Fernando Boulevard between
Hollywood Way and Buena Vista beside the railroad tracks. This lot has
approximately 100 spaces. This lot is located approximately 2.5 miles from the work
site. Workers using this lot will be transferred to the MPP site by shuttle buses or
vans.

The offsite parking locations will provide sufficient parking for the construction
workforce. There should be no impact to local parking lots or on-street parking in the
area due to the construction workforce.

Plant operation will require the addition of 15 full time employees. These workers will
be spread over three shifts, which will necessitate no more than nine new parking
spaces. The existing plant has ample room to accommodate the additional parking
spaces.

Transportation Of Hazardous Material

The construction and operation of the plant will require the transportation of various
hazardous materials as indicated in the Hazardous Material Section including aqueous
ammonia. The handling and disposal of hazardous substances are addressed in Waste
Management, Workers Safety and Fire Protection, and Hazardous Material sections of
this report.

The transportation and handling of hazardous substances associated with the project
can increase roadway hazard potential. During operations there will be truck deliveries
of agueous ammonia once a week. The trucks will use I-5 in traveling to the facility.
Trucks coming from the south (northbound) can exit either at First Street or Alameda
Avenue. For trucks that exit I-5 at First Street they come to an intersection at Orange
Grove that is governed by a stop sign. The truck would then turn right and travel on
Orange Grove to the intersection of First Street and Orange Grove. This intersection is
governed by a four-way automated traffic stoplight. The truck would then turn left, and
pass through the intersection of Palm and First Street before reaching the Magnolia and
First intersection. Both intersections are governed by a four-way traffic stoplight. The
truck would then turn left on Magnolia Boulevard and proceed southwest to Lake Street
where it would turn left and enter the MPP facility from Lake Street. If the truck exits I-5
at Alameda Avenue it would travel southwest on Alameda and turn right at the
intersection of Alameda Avenue and Lake Street. It would then travel northwest along
Lake Street to the plant site.

Trucks coming from the north on I-5 (southbound) can exit at San Fernando Road or
Burbank Boulevard. The San Fernando Road off ramp ends at the intersection of San
Fernando and Buena Vista. The truck would then turn right and travel on Buena Vista
to North Victory Place, which is controlled by a four-way traffic stoplight. The truck will
travel south on North Victory Place to the Burbank Boulevard Victory Place intersection,
which is controlled by a four-way traffic stoplight. After passing through the intersection
the road changes to Victory Boulevard. The route continues south on Victory Boulevard
to Magnolia Boulevard. The truck would then turn left at the intersection that is
controlled by a four-way traffic stoplight and travel east to Lake Street where its makes
a right turn on Lake Street in order to enter the plant site.
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No sensitive receptors or traffic hazards are located on the routes discussed. The
routes pass through mostly light industrial development into a mixture of industrial and
commercial areas.

The delivery of hazardous material to the plant can be mitigated to insignificance by
compliance with Federal and State standards established to regulate the transportation
of Hazardous Substances. Mitigation measures and Conditions of Certification that
ensure this compliance are discussed under their respective subsection later in this
analysis.

CUMULATIVE IMPACTS

Based on the current and future traffic characteristics of the area, congestion associated
with the operation of the project is nominal, and regional and local roadways will have
adequate capacity to accommodate project construction traffic.

Section 5.18 of the AFC identifies projects that could potentially create a cumulative
impact on the area if combined with project traffic. The list of projects included in Table
5.18-1 of the AFC represents projects located within a five-mile radius of the project site
and projects of potential regional significance. Of the 22 projects located in the five mile
radius only eight are in the vicinity of the MPP. Most of these projects are located east
of I-5, thus that they should have minimal impact on the roadways used by the MPP.
With respect to the MPP’s potential for cumulative traffic impacts on I-5, staff has
concluded that the impact will be insignificant since MPP construction workers will be
required to travel at off-peak times. Also, the impacts associated with the construction
phase of the project are short-term and the operational phase impacts will be
insignificant due to the slight increase in employees (i.e., 15 new full-time employees)
above current conditions, thus significant impacts are not expected under cumulative
conditions.

ENVIRONMENTAL JUSTICE

Staff has reviewed Census 2000 information that indicates the minority population is not
greater than 50 percent within a six mile radius of the proposed MPP (please refer to
Socioeconomics Figure 1 in this Staff Analysis). The data for the population income
levels with in six miles of the MPP indicates that the low income population is also less
than 50 percent. Staff's Traffic and Transportation analysis did not result in any
identified unmitigated significant direct or cumulative impacts resulting from the
construction or operation of the project. Therefore, there are no environmental justice
issues related to this project.

The major traffic impact on the area will occur during the construction period. This
impacted is expected to be greatest for approximately five months out of the 24 month
construction schedule when the workforce exceeds 150 people. The travel and
transportation routes that are expected to be used will avoid direct movement through
much of the area included within the six mile radius of the project. The majority of traffic
is expected to use I-5 thereby minimizing travel on surface streets in the vicinity of the
plant site. The major travel on surface streets in the area will be from the offsite
laydown area to the MPP site. The route from the laydown area will follow North Victory
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Boulevard to Olive Avenue, and Olive Avenue to the MPP South Gate entrance. This
route is lined with commercial/retail business.

FACILITY CLOSURE

The minimum design life of the power plant is expected to be 30 years. To ensure that
the planned closure will be completed in a manner that complies with all LORS at least
twelve months prior to the proposed decommissioning, the applicant shall prepare a
Decommissioning Plan for the Energy Commission’s review and approval. At the time
of closure all then-applicable LORS will be identified and the closure plan will address
how these LORS will be complied with. The effects of closure for the MPP on traffic and
transportation will be similar to those discussed for the construction of the project.
Closure will create traffic levels that are similar in intensity and duration to those
expected during facility construction. The removal of waste and other materials will
produce some truck traffic impacts. At this time, no specific conclusions can be drawn
about the effects of project closure on traffic and transportation.

MITIGATION

The applicant has indicated that the project will meet or exceed all applicable LORS.
For traffic and transportation the applicant will need to comply with all LORS relating to:

The transport of hazardous materials;

The transport of oversized loads; and

All COB Municipal Codes.
The applicant should also implement the following traffic and transportation mitigation
measures:

Enforce a policy that all project-related parking occurs in designated parking areas;

Repair any damage to adjacent roadway sections incurred during construction to the
road’s pre-project construction condition. Any repair work needed shall occur outside
of the traffic peak periods for the COB.

Prepare a Transportation Management Plan subject to review by the City of Burbank
and the County of Los Angeles. The Transportation Management Plan should
include measures to ensure that project-related traffic occurs outside of the peak
hours.

CONCLUSIONS AND RECOMMENDATIONS

Staff has concluded that the intersections and roadways that are operating at
acceptable LOS (LOS of D or better) will not see a decline in their LOS to unacceptable
levels.

If the proposed mitigation measures are properly implemented, no significant traffic
impacts are likely to occur. Further, if the conditions of certification proposed by staff
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are observed and properly implemented, the MPP will be in compliance with applicable
laws, ordinances, regulations, and standards.

If the Energy Commission certifies the MPP, staff recommends that the Commission
adopt its proposed conditions of certification.

PROPOSED CONDITIONS OF CERTIFICATION

TRANS-1 The applicant shall comply with California Department of Transportation
(Caltrans) and affected local jurisdictions on limitations on vehicle sizes and
weights. In addition, the project owner or their contractor shall obtain necessary
transportation permits from Caltrans and all relevant jurisdictions for roadway
use.

Verification: In the Monthly Compliance Reports, the project owner shall submit
copies of any oversize and overweight transportation permits received during that
reporting period. In addition, the project owner shall retain copies of these permits and
supporting documentation in its compliance file for at least six months after the start of
commercial operation.

TRANS-2 The applicant shall comply with the California Department of Transportation
(Caltrans) and local jurisdictional limitations for encroachment into public rights-
of-way and shall obtain necessary encroachment permits from Caltrans and all
relevant jurisdictions.

Verification: In the Monthly Compliance Reports, the project owner shall submit
copies of any encroachment permits received during that reporting period. In addition,
the project owner shall retain copies of these permits and supporting documentation in
its compliance file for at least six months after the start of commercial operation.

TRANS-3 The applicant shall ensure that all federal and state regulations for the
transport of hazardous materials are observed.

Verification: The project owner shall include in its Monthly Compliance Reports
during construction and Annual Compliance Reports during operations copies of all
permits and licenses acquired by the project owner and/or subcontractors concerning
the transport of hazardous materials.

TRANS-4 The applicant, prior to the start of site mobilization, shall consult with the City

of Burbank and County of Los Angeles and prepare and submit to the CPM for
approval a construction traffic control plan and implementation program. The
plan shall address the following issues:

Establishment of construction work hours outside of peak traffic periods,

Maintaining access to adjacent residential and commercial property,
Off street employee parking in designated parking lots,

TRAFFIC & TRANSPORTATION 3.10-20 January 9, 2002



Timing of heavy equipment and building materials,
Signing, lighting and traffic control device placement,
Temporary travel lane closure, and

Emergency access.

Verification: Prior to start of site mobilization, the project owner shall provide a
Traffic Control Plan to the City of Burbank for review and comment. After receipt of their
comments, the CPM shall review and approve the Traffic Control Plan.

TRANS-5 Prior to the start of site mobilization the project owner shall make all
necessary arrangements to allow the use of the existing rail line for delivery of
construction material and heavy equipment.

Protocol: The project owner shall reach an agreement with the owner of
the rail line to permit the use of the line for the purpose described above.

Verification: At least 30 days prior to the start of site mobilization the project owner
shall reach an agreement with the owner of the rail line for use of the line for the
purpose described above.

TRANS-6 During construction and operation of the MPP project, the applicant shall

enforce a policy that all project related parking occurs in the designated parking
areas.

Verification: Prior to start of construction, the project owner shall submit a parking
and staging plan for all phases of project construction to the CPM for review and
approval.

TRANS-7 Following construction of MPP project , the applicant shall meet with the
CPM and the COB to determine if any action is necessary and develop a
schedule to complete the repair of any roadways damaged due to project
construction.

Prior to start of construction, the project owner shall photograph, videotape or
digitally record images of the roadways directly adjacent to the project site and
between the laydown area and project site. This would include the following
roadway segments: Olive Avenue between Victory and San Fernando Boulevard,
Magnolia between Victory to San Fernando, Burbank Boulevard between Victory
to San Fernando, and Victory Boulevard between Empire Avenue and Olive
Avenue.

Protocol: The project owner shall provide the Compliance Project Manager
(CPM), and the City of Burbank with a copy of these images. Prior to start of
construction, the project owner shall also notify the City of Burbank about the
schedule for project construction. The purpose of this notification is to postpone
any planned roadway resurfacing and/or improvement projects until after the
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project construction has taken place and to coordinate construction related
activities associated with other projects.

Verification: Within 30 days after completion of the project, the project owner shall
meet with the CPM and the City of Burbank to determine and receive approval for the
actions necessary and schedule to complete the repair of identified sections of public
roadways to original or as near original condition as possible. Following completion of
any regional road improvements, the project owner shall provide to the CPM a letter
from the City of Burbank stating their satisfaction with the road improvements.
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TRANSMISSION LINE SAFETY AND NUISANCE
Testimony of Obed Odoemelam, Ph.D.

INTRODUCTION

The purpose of this staff analysis is to assess the proposed line construction and
operational plan for incorporation of the measures necessary for compliance with the
health and safety laws of concern for lines of this type. Staff's analysis will focus on the
following issues, which relate primarily to the physical presence of overhead and
underground lines, or relate secondarily to the physical interactions of line electric and
magnetic fields.

Aviation safety;

Interference with radio-frequency communication;
Audible noise;

Fire hazards;

Hazardous shocks;

Nuisance shocks; and

Electric and magnetic field (EMF) exposure.

LAWS, ORDINANCES, REGULATIONS, AND STANDARDS (LORS)

The following federal and state laws and industry practices are intended to ensure
implementation of the measures necessary to prevent occurrence of each of the
impacts noted.

AVIATION SAFETY

The concern over aviation safety for overhead lines derives from the obstruction hazard
to area aircraft from the proposed line’s intrusion into the area’s air space. The potential
for such a hazard is addressed through the following LORS and related requirements.

Title 14, Part 77 of the Federal Code of Regulations (CFR), “Objects Affecting the
Navigation Space.” Provisions of these regulations specify the criteria used by the
Federal Aviation Administration (FAA) for determining whether a “Notice of Proposed
Construction or Alteration” is required for potential obstruction hazards. The need
for such a notice depends on factors related to the height of the structure, the slope
of an imaginary surface from the end of nearby runways to the top of the structure,
and the length of the runway involved. Such notification allows the FAA to ensure
that the structure is located to avoid any significant hazards to area aviation.

FAA Advisory Circular (AC) No. 70/460-2H, “Proposed Construction and or
Alteration of Objects that may Affect the Navigation Space.” This circular informs
each proponent of a project that could pose an aviation hazard of the need to file the
“Notice of Proposed Construction or Alteration” (Form 7640) with the FAA.

FAA AC No. 70/460-1G, “Obstruction Marking and Lighting”. This circular describes
the FAA standards for marking and lighting objects that may pose a navigation
hazard as established using the criteria in Title 14, Part 77 of the CFR.
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AUDIBLE NOISE AND RADIO INTERFERENCE

Radio-frequency interference and audible noise are produced from the physical
interactions of the line electric fields and the air around the conductor. These impacts
are produced through well understood physical mechanisms and are prevented or
mitigated through compliance with the following regulations and industry practices:

Federal Communications Commission (FCC) regulations in Title 47 CFR, Section
15.25, which prohibits operation of devices or facilities with fields capable of
interference with radio-frequency communication in the fields’ impact area. These
regulations require all such interference to be mitigated by the operator. The
potential for such interference would depend on the distance the source in question.
General Order 52 (GO-52), California Public Utilities Commission (CPUC), which
specifies the measures necessary to prevent communication interference as related
to power and communication line construction, operation and maintenance.

Regular maintenance, which eliminates the protrusions that enhance the noise-
producing impacts of electric field interactions at the conductor surface.

FIRE HAZARDS

Fire hazards from overhead transmission line operation are mostly related to sparks
from conductors of overhead lines or direct contact between the line and nearby trees
and other combustible objects. Such fires are prevented through compliance with the
following regulations:

General Order 95 (G0O-95), CPUC, “Rules for Overhead Electric Line Construction”
which specifies tree-trimming criteria to minimize the potential for power line-related
fires.

Title 14 Section 1250 of the California Code of Regulations, “Fire Prevention
Standards for Electric Utilities” which specifies utility-related measures for fire
prevention.

SHOCK HAZARDS

All transmission and subtransmission line operations pose a risk of hazardous or
nuisance shocks to humans. These hazardous shocks are those from direct or indirect
contact between an individual and the energized line. Such shocks are capable of
serious physiological harm or death and remain a driving force in the design and
operation of transmission and other high-voltage lines. The nuisance shocks by
contrast, are caused by current flow at levels generally incapable of physiological harm.
They result most commonly from contact with a charged metallic object in the
transmission line environment. The following regulations are intended to prevent such
shocks:

GO-95, CPUC. “Rules for Overhead Line Construction” which specify uniform
statewide requirements for overhead line construction regarding ground clearance,
grounding, maintenance and inspection. Implementing these requirements ensures
the safety of the general public and workers working on or around the line.
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GO-128, CPUC. “Rules for Construction of Underground Electric Supply
Communication Systems”. These rules specify uniform statewide requirements for
underground line construction regarding clearances, grounding techniques,
maintenance, and inspection.
Title 8, CCR, Section 2700 et seq., “High Voltage Electric Safety Orders”, which
establish essential requirements and minimum standards for safely installing,
operating, and maintaining electrical installations and equipment.
National Electrical Safety Code, Part 2: Safety Rules for Overhead Lines, whose
provisions are intended to minimize the potential for direct or indirect contact
with the energized line.
The National Electrical Safety Code and the joint guidelines of the American
National Standards Institute (ANSI) and the Institute of Electrical and Electronics
Engineers (IEEE), which provide for effective grounding and other safety-related
practices.

SETTING

Electricity from the proposed Magnolia Power Project (MPP) will be delivered to the City
of Burbank (COB) transmission and Distribution system and the Los Angeles
Department of Water and Power (LADWP) transmission grid though two new
underground 69 kV lines. These lines are proposed to run between the project’s steam
turbine and combustion turbine and the 69 kV Olive Switchyard used for the COB
Power Plant complex in which MPP will be located. As more fully discussed by the
applicant, the Southern California Public Power Authority (SCPPA), these new
underground lines will be routed entirely within the existing COB Power Plant complex
in a way that avoids existing structures and underground facilities (MPP 2001a, page
3.6-1 through 3.6-3). The line from the Olive Switchyard to the combustion turbine to
will be 1,380 feet while the line to the steam turbine will be 1, 240 feet.

The proposed project’s location in the City of Burbank is in a three-acre parcel within the
existing 23-acre COB Power Plant complex whose constituent generating units have
been listed in the information from the applicant (MPP 2001a, page 1.3-1). The site of
this power generation complex facility is bordered by industrial properties on all sites
and has been used since 1941 for electricity production. The area that the proposed
line will traverse is an area with a variety of electricity generating facilities and related
equipment including gas-fired generating units, switchyards, and overhead and
underground transmission and subtransmission lines (MPP 2001a, page 3.6-11).
Since this area is away from residences and inaccessible to the general public, the
long-term residential magnetic field exposure of the present health concern would be
insignificant during MPP operations. The only exposure of potential significance would
be the short-term on-site exposure to plant workers or permitted project visitors. These
types of exposures are well understood as not significantly related to the present health
concern.
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ANALYSIS

ENVIRONMENTAL CHECKLIST

Potentially Less than Less than No Impact
Significant Significant Significant
with Impact
Mitigation
Incorporated
TRANSMISSION LINE SAFETY AND NUISANCE — Would project operation:
a) Pose an aviation hazard to area aircraft? X
b) Lead to interference with radio-frequency X
communication?
c) Pose a hazardous or nuisance shock X
hazard?
d) Pose a fire hazard? X
e) Expose humans to higher electric and X
magnetic field levels than justified by
existing knowledge?

DISCUSSION OF IMPACTS

a) Aviation Hazard: No Impact

Since the proposed MPP line is an underground line that would not protrude into the
navigation space, it would not pose a collision hazard to area aircraft.

b) Audible Noise and Radio Frequency Interference: No Impact

The electric fields from the proposed and all underground lines cannot penetrate the soill
and other materials (unlike the companion magnetic fields) to mediate the interference
with radio-frequency interference. Therefore, such interference would not occur during
project operation.

c) Fire Hazard: Less: No impact

Since the proposed line will be located underground away from combustible materials,
its operation will not pose a significant fire hazard in the area.

d) Shock Hazards: Less Than Significant with Mitigation Incorporated

The MPP line is proposed for construction according to CPUC GO-128 requirements
against hazardous and nuisance shock hazards and would not pose such hazards
during operation.

e) Electric and Magnetic Exposure: Less Than Significant Impact

Exposure to power-frequency electric and magnetic fields is considered capable of
biological impacts at levels orders of magnitude higher than encountered in the power
line environment. The issue of continuing concern is the potential for impacts of
potential health significance at levels of normal occurrence around power lines and
other sources. Although the potential for such health impacts has not been established,
T-LINE SAFETY & NUISANCE
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the CPUC has established specific design and operational requirements for managing
such fields.

Undergrounding allows line conductors to be closely placed together to achieve the
maximum field cancellation possible without affecting line safety, efficiency and
reliability. Therefore, undergounding the proposed project lines would constitute the
most effective field exposure mitigation measure possible without the noted impacts of
concern. Construction according to GO-128 requirements would constitute compliance
with the health and safety LORS of concern to staff who recommends a specific
condition of certification (TLSN-1) in this regard. Staff does not regard mitigation-
related validation measurements as necessary during operations.

CONCLUSIONS

Staff has established the underground location of the proposed project line as
potentially producing the lowest field strengths possible for lines of the proposed voltage
and current-carrying capacity, and does not consider further exposure-related design
changes as necessary. Staff recommends a specific condition of certification to ensure
the line safety and field strength reduction assumed by the applicant.

PROPOSED CONDITIONS OF CERTIFICATION

TLSN-1 The project owner shall built the proposed transmission line according to the
requirements of CPUC’s GO-128 for underground lines.

Verification: Thirty days before project-related ground disturbance, the
applicant shall submit to the Commission’s Compliance Project Manager (CPM) a
letter from PG&E stating PG&E’s intention to ensure compliance with this
requirement.
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VISUAL RESOURCES

Testimony of William Kanemoto

INTRODUCTION

In the following analysis, staff evaluates potential visual impacts of the Magnolia Power
Project (MPP) and its consistency with applicable laws, ordinances, regulations, and
standards (LORS).

SUMMARY

Project lighting has the potential to cause significant visual impacts. To mitigate night
lighting impacts, staff recommends implementation of Condition of Certification VIS-2.
With this measure night lighting impacts of the project would be less than significant.

Staff's analysis identified no significant visual impacts due to project structures.
However, in order to ensure conformance with applicable policies of the City of Burbank
(COB) General Plan, South San Fernando Redevelopment Plan, and ordinances of the
COB Municipal Code regarding visual appearance of industrial facilities, staff
recommends adoption of Conditions of Certification VIS-1, -2, -3, and —4. With proper
implementation of these measures, the proposed project would be in conformance with
applicable COB policies with regard to visual impact and community design.

Predicted visible cooling tower plumes would cause significant visual impacts at both
foreground and middleground view areas. These impacts would be reduced to less
than significant levels with adoption of staff-recommended Condition of Certification
VIS-5.

VISUAL ANALYSIS METHODOLOGY

The following discussion describes the methodology employed in the visual resource
analysis of the proposed MPP. This methodology was developed by Energy
Commission staff and applied on numerous previous power plant siting cases, and is
fundamentally consistent with similar professionally accepted visual assessment
techniques employed by various government agencies.

In the following analysis the project’s visual setting is described in terms of existing
visual character and quality. Visual character refers to formal attributes of the visual
setting and is descriptive. Visual quality is an evaluative measure that reflects a
judgment of a landscape’s attractiveness as determined by characteristics broadly
recognized as valued and preferred by most viewers. These include the presence of
natural features, particularly vegetation and water, and visual attributes typically
identified as preferred or valued in various professionally accepted assessment
methodologies, such as vividness, distinctiveness, coherence, intactness, variety and
interest. Visual quality is rated in the context of the project’s broad regional landscape
setting. That is, landscapes that are common within the region are assigned moderate
visual quality. Landscapes that are unusually scenic and vivid within the region are
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given a high visual quality rating. The project setting was delineated into areas or
landscape units of contiguous, broadly consistent visual character and quality.
Generally, these correspond broadly with land uses as well as typical physiographic
characteristics and are also referred to as image types.

Within each landscape type, Key Observation Points (KOPs) were then identified to
represent the most critical locations from which the project would be seen. These
reflect, in particular, those key sensitive viewer groups most likely to be affected by the
project. Assessments of project impact are determined from these KOPs. KOPs are
rated for their level of Visual Sensitivity to impact.

The visual characteristics of the project are then described. Typically, accurate visual
simulations of the project as seen from KOPs, accurately representing the perceived
scale of the project from these locations, are required, as described further below.
These simulations, along with field reconnaissance, are used to evaluate the level of
project contrast, dominance, and view blockage, leading to an overall impact rating from
that KOP.

The Energy Commission’s visual assessment methodology evaluates impact to a
particular KOP in terms of two primary factors: sensitivity to Impact of the KOP (attribute
of the setting); and degree of visual change (an attribute of the project).

Visual Sensitivity captures those aspects of viewers and their setting that determine the
likelihood of adverse impact. The fundamental elements of visual sensitivity include:

- viewer exposure - Visibility of a landscape feature, the number of viewers,
distance, and the duration of the view are primary factors affecting viewer
susceptibility to impacts.

- viewer concern — The level of viewer concern for visual change (viewer
attitudes and expectations) is a key determinant of visual impact. It is often
correlated with viewer activity type (e.g., viewers engaged in certain activities,
such as recreation, are considered to have high levels of concern for scenic
guality, while those engaged in other activities, such as work, are generally
considered to have lower levels of concern). Residences are generally
considered to be of high sensitivity. Expressions of public policy with regard to
visual resources are given great weight in determining viewer concern.

- visual quality - The evaluation of the existing visual quality of the setting.

Visual Sensitivity is rated on a scale of low to high. Thus, high visual quality, high
viewer concern, and high viewer exposure to the project, combine to create high
sensitivity to impact.

Overall Visual Change captures the degree of visual change expected as a result of the
project. The fundamental elements of visual change include:

- visual contrast — The conspicuousness or prominence of a project, and its
compatibility with its setting, is primarily a function of its contrast with that
setting. Contrast is described in terms of formal attributes of form, line, color,
and texture of the project in comparison to those of the setting.
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- project dominance — in the context of this methodology, dominance refers to
the project’s apparent size and scale within the field of view, and its location in
the field of view.

- view blockage/intrusion — blockage of existing scenic views is a criterion for
determining significant visual impacts under the CEQA Guidelines. View
blockage is assigned greater weight according to the quality of the blocked view,
and of the project.

Visual change is rated on a scale of Negligible to Very Strong.

Visual change and visual sensitivity are then combined in a matrix to arrive at
preliminary findings of potential project impact significance, as depicted in Visual
Resources Appendix A.

In addition, the project is evaluated for conformance with applicable LORS. Adopted
expressions of local public policy pertaining to visual resources are also given great
weight in determining levels of viewer concern.

As needed, conditions of certification are proposed to reduce potentially significant
impacts to less than significant levels if feasible.

SIGNIFICANCE CRITERIA

The following regulatory criteria were considered in determining whether a visual impact
would be significant. Technical criteria for determining impacts under the study’s
methodology are depicted in Visual Resources Appendix A, and for vapor plume
impacts, below.

State

The CEQA Guidelines define a “significant effect” on the environment to mean a
“substantial, or potentially substantial, adverse change in any of the physical conditions
within the area affected by the project including . . . objects of historic or aesthetic
significance.” (Cal. Code Regs., tit.14, § 15382.)

Appendix G of the Guidelines, under Aesthetics, lists the following four questions to be
addressed regarding whether the potential impacts of a project are significant.

1. Would the project have a substantial adverse effect on a scenic vista?

2. Would the project substantially damage scenic resources, including, but not limited
to, trees, rock outcroppings, and historic buildings within a state scenic highway?

3. Would the project substantially degrade the existing visual character or quality of the
site and its surroundings?

4. Would the project create a new source of substantial light or glare which would
adversely affect day or nighttime views in the area?
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Local

Energy Commission staff considers any local goals, policies, or designations regarding
visual resources. Conflicts with such laws, ordinances, regulations, and standards can
constitute significant visual impacts. See the section on Applicable Laws, Ordinances,
Regulations, and Standards.

Professional Standards

Professionals in visual impact analysis have developed a number of questions as a
means of evaluating the potential significance of visual impacts (see, e.g., Smardon
1986). The questions listed below address issues commonly raised in visual analyses
for energy facilities. Staff considers these questions in assessing whether a project
would cause a significant impact in regard to any of the four CEQA criteria listed above:

Will the project substantially alter the existing viewshed, including any changes in
natural terrain?

Will the project deviate substantially from the form, line, color, and texture of existing
elements of the viewshed that contribute to visual quality?

Will the project eliminate or block views of valuable visual resources?

Will the project result in significant amounts of backscatter light into the nighttime

sky?

Will the project be in conflict with directly-identified public preferences regarding
visual resources?

Will the project result in a significant reduction of sunlight, or the introduction of
shadows, in areas used extensively by the community?

Will the project result in a substantial visible exhaust plume?

Specifically, the process described above under the discussion of study
methodology, that is, the combination of visual sensitivity and visual change, was
used as a principal guideline in defining criteria of impact significance.

Vapor Plume Impact Criteria

Visual impacts of vapor plumes are more difficult to evaluate than structures because
they vary in both size and duration depending upon operating and meteorological
conditions. Vapor plumes are generally associated with heavy industrial land uses and
thus tend to be regarded negatively by visually sensitive observers. Vapor plumes may
attain very large size and thus affect considerably larger areas than a power plant’s
structures.
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Impacts of visible plumes were evaluated on the basis of those plumes that would be
expected to occur for 10% of daytime no fog hours, during the 6-month period when
plumes are most prevalent in the project setting. Nighttime hours without fog are also
considered in cases where night illumination could result in potential visual impacts from
plumes. That is not the case in this instance.

The 10% criterion recognizes that larger plumes occurring less frequently than 10% of
the critical period would be sufficiently infrequent as to represent a less than significant
impact regardless of size. The semi-annual criterion reflects the tendency of visible
plumes to be concentrated in certain seasonal periods and not in others. The ‘without
fog’ criterion reflects the fact that plumes may often form in conditions that are also
conducive to fog formation, but they are not likely to be highly visible or perceived as
substantially adverse under such conditions.

LAWS, ORDINANCES, REGULATIONS, AND STANDARDS

FEDERAL

The project is not located on federal lands and thus would not be subject to federal land
management regulations. Consequently, no federal LORS pertaining to visual resources
would apply to the project.

STATE

State Scenic Highway Program

The California State Department of Transportation (Caltrans) identifies a state system of
eligible and designated scenic highways which, if designated, are subject to various
controls intended to preserve their scenic quality.

There are no State-eligible or designated scenic highways within the viewshed of the
proposed project.

LOCAL
City of Burbank General Plan

Land Use Element

Policy 16. New development shall have architectural design that is compatible with
surrounding properties and which enhances the appearance of Burbank.

Industrial Land Use Policies:

Encourage and promote the landscaping of industrial sites and the aesthetic design of
industrial buildings in order to improve the appearance of the industrial areas, and the
City as a whole, thereby contributing to the positive image of Burbank.

South San Fernando Redevelopment Plan (SSFRP)
Goals of the SSFRP include:
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Ensuring cohesive design and development standards in the development and/or
redevelopment of land ....

Implementation of design and use standards to assure high aesthetic and
environmental quality, and to provide unity and integrity to developments within the
Project Area.

City of Burbank Zoning Regulations

The MPP site is located within an M-2 Industrial Zone (Chapter 31 of the COB Municipal
Code). The following standards of the municipal code apply to the MPP project:

City zoning regulations for M-2 uses require street frontage landscaping, including
planting of one tree for every 40 feet of street frontage, and require a conditional use
permit for structures greater than 35’ in height.(Ch. 31, Article 8, Sec. 31-812)

In addition a City Art in Public Places ordinance (Ch. 31, Article 11, Sec. 31-1113.1)

requires construction and installation of a work of art or other aesthetic amenity, or
payment of an in lieu fee, as specified in the ordinance.

SETTING

REGIONAL SETTING

The proposed Magnolia Power Project (MPP) is located in the City of Burbank in Los
Angeles County, in a highly urbanized portion of level valley floor visually enclosed to
the north by the Verdugo Mountains and to the south by the Santa Monica Mountains.
To the north and east of the project site, the City of Burbank slopes gently upward
toward the base of the Verdugo Mountains, which then rise steeply approximately 1.5
miles from the site and are the location of numerous scattered residential and open
space viewpoints. Similarly, the Santa Monica Mountains rise about 1.5 miles south and
west of the project site and include portions of Griffith County Park, and Mt. Sinai and
Forest Lawn Cemeteries. Between these enclosing mountain ranges, the site occupies
a part of the intensively developed valley floor comprising a mosaic of predominantly
low-rise industrial, residential, and commercial development. The core of central
downtown Burbank, including city government offices and high-density retail
development is located within a 1/2 —mile radius of the project site, immediately to the
northeast of Highway I-5.

The urbanized valley floor setting has a high visual absorption capacity. That is, views
toward the site from most viewpoints on the valley floor tend to be scattered, highly
filtered and limited in extent due to the intensive intervening development. Nevertheless,
prominent foreground views to the site occur from elevated roadway overcrossings
adjacent to the site. Occasional unobstructed middle- and background distance views
also occur from elevated viewpoints in the mountains to the north and south.

VISUAL RESOURCES Figure 1, Existing Landscape Setting and Key Observation
Points, depicts typical landscape types in the project viewshed, and the location of Key
Observer Positions (KOPS).
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PROJECT SITE

The proposed MPP site is situated directly adjacent to the Burbank Western Channel, a
concrete box flood channel adjoining the northeastern boundary of the MPP site.
MetroLink railroad tracks lie immediately north of the channel, and the adjacent Burbank
Regional Intermodal Transportation Center (RITC)/MetroLink station and parking lot lie
north of the tracks. U.S. Highway I-5 in turn lies just north of the RITC. The MPP site is
bounded by Magnolia Boulevard to the northwest, Olive Avenue to the southeast, and
Lake Street to the southwest. The site is within a General Industrial (M-2) zone,
adjacent to other commercial manufacturing and limited industrial uses occupying the
southwest side of Highway I-5 in the general vicinity. In general then, as discussed in
further detail below, the MPP site is located in a predominantly industrial setting of
generally low visual sensitivity.

From most available nearby viewpoints to the north, east, and south, the MPP site is
characterized by a highly industrial appearance dominated by the prominent Olive Units
1 and 2 power blocks, a switching yard, storage tanks and buildings, and the prominent
Magnolia Units 3 and 4 exhaust stack, which at 150 feet in height is the facility’s most
widely visible feature. In such views the facility is typified by the visually chaotic sight of
exposed mechanical equipment, unpainted surfaces, and an absence of attention to
design and appearance. In contrast, in views from Magnolia Boulevard to the west, the
industrial features of the facility are generally hidden behind the two-story Burbank
Water Light and Power (WLP) administration buildings, which have the appearance of a
typical landscaped industrial office.

Views into lower portions of the site from adjacent streets are screened by solid
masonry walls along Lake Street and Olive Avenue, which conceal much of the plant’s
visual clutter from viewpoints on Olive and Lake, although taller structures described
above remain highly prominent above these screening walls (VISUAL RESOURCES
Figure 4a). (All figures referred to in the text may be found at the end of this section).
As mentioned, views into the site from Magnolia Boulevard are generally screened by
the two-story WLP administration building. Views into the site from the northeast
property line adjoining the RITC/MetroLink parking lot are also screened by continuous
unpainted concrete walls and low storage buildings.

Prominent elevated foreground views into the site occur from elevated bridges on both
Olive Avenue and Magnolia Boulevard as these streets cross over the river channel and
railroad tracks, as discussed further below under the discussion of Key Observation
Points (see KOPs 4 and 5).

PROJECT AREA SETTING

Existing Visible Vapor Plumes

According to the applicant, existing Olive Unit 2 and two existing cooling towers
associated with the Olive Units are described as typically producing medium to large
plumes (25 yards or greater) at various times through the period of November through
February (SCPPA, 2001b.)
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In addition, the nearby Americold Logistics plant across Magnolia Boulevard from the
MPP is described as producing medium to large plumes (25 yards or greater in length)
during low temperature conditions. Other known sources of substantial visible plumes
include the City of Glendale Power Plant, located nearly 4 miles to the east with 5
cooling towers, and the Los Angeles Department of Water and Power Valley Generating
Station, located 6 miles from the MPP, with 6 cooling towers. Both of these sources
would be considered to be generally outside the project viewshed, although plumes of 2
or more of these facilities could possibly be visible from common viewpoints. Other
plume sources have also been identified in the vicinity, but are of much smaller
magnitude and would thus have a minor or negligible influence on the existing visual
setting (ibid).

Staff conducted on-site reconnaissance of the MPP site to monitor the existing plume
baseline. Under conditions of 46 degrees F., and 66% relative humidity the existing
plant was not observed to produce any visible plume. At that time, only one very small
plume (approximately 20 feet in height) was observed, at the nearby Aries Beef Plant on
Magnolia Boulevard. Plumes of this magnitude would have no influence on the
evaluation of project impacts.

Key Observation Points (KOPSs):

The following discussion divides the viewshed into landscape types, or areas of broadly
uniform visual character and quality, to provide an overview of the existing setting. Key
Observation Points (KOPs) are then described in terms of their visual character and
quality, viewer concern, viewer exposure, and overall Visual Sensitivity.

The viewshed or area of potential visual effect (the area within which the project could
potentially be seen) is depicted in VISUAL RESOURCES FIGURE 1, Existing
Landscape Setting and Key Observation Points. Although the viewshed extends to
viewpoints at far-middleground distances (up to approximately 2-1/2 miles), views within
this radius are scattered and intermittent due to intervening urban development.
Intermittent, isolated views of portions of the existing plant, particularly the tall (150’)
Units 3 and 4 exhaust stack, occur within open view corridors along major streets, or
between structures and landscaping. Views of the project site occur from residences,
public parks and streets in the surrounding mountains at distances of 1-1/2 miles and
beyond.

Beyond a foreground radius of approximately 1/2 mile, potential impacts from project
structures are unlikely because of the very small visual magnitude that they would have
in views beyond this distance. Adverse impacts from visible vapor plumes could occur
to much greater distances, depending upon the size and frequency of such plumes.
KOPs outside of the 2 mile foreground radius are thus examined primarily with regard
to potential vapor plume impact.

KOP numbers from the AFC and subsequent Data Responses have been retained in

the following discussion but are discussed in different order. In addition new KOPs have
been introduced where appropriate and assigned distinct numbers.
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Unit 1 — Burbank Industrial

As described above, the MPP is located within a General Industrial zone of the City of
Burbank, adjacent to other predominantly single-story industrial facilities designated as
commercial manufacturing, limited industrial, and auto commercial, occupying the
southwest side of U.S. Highway I-5. Highway I-5 northeast of the site forms a strong
visual barrier to this industrial zone from viewpoints in downtown Burbank to the north.
In general this landscape type has low visual quality, low to moderate viewer concern,
varying degrees of visual exposure, and low to moderate overall visual sensitivity, as
described in detail below for each individual KOP.

KOP 4 - View Looking South toward Site from Magnolia Boulevard Overcrossing

VISUAL RESOURCES Figure 2a depicts the view from KOP 4, from the sidewalk
nearest to the project site, on the Magnolia Boulevard overcrossing facing south
approximately 500’ from the site. It is similar to views of motorists traveling southwest
on Magnolia Boulevard, though visual exposure of motorists would be less due to their
location on the opposite (north) side of the street. The extremely wide panoramic view
of this figure substantially reduces the apparent visual magnitude of the existing plant
facilities in this photograph, but does convey the very large physical area and portion of
the field of view occupied by the existing plant, which strongly dominates the view. The
adjoining MetroLink parking lot is visible in the left portion of this figure.

Visual Quality — This view is strongly dominated by the industrial character of the
existing MPP facility, typified by exposed mechanical equipment, lack of visual
coherence or unity, and a general absence of landscaping, painting, or other attention to
visual appearance. The visual quality of this view of the existing MPP would be
considered low, but is seen in the foreground of views of the Santa Monica Mountains,
which are prominently visible behind the plant. Though the mountains are an attractive
scenic feature of high quality, the power plant dominates so strongly in these views that
overall scenic quality is highly compromised. Nevertheless, this view is considered of
low to moderate quality due to the presence of the mountains.

Viewer Concern — Viewer concern of motorists entering this heavily industrial zone is
low. The level of scenic expectation in an area such as this is quite limited.

Viewer Exposure — Visibility from this location is moderate to high. Although visibility
from the sidewalk location from which this photograph was taken is high, the
photograph is atypical due to the very low number of pedestrians who use the sidewalk.
The principal viewers as mentioned are westbound motorists on the north lanes of the
bridge, whose visual exposure to the plant is partly blocked by the roadway and bridge
themselves. The distance zone is foreground, and the number of viewers is high. The
duration of this view is low for motorists. Overall viewer exposure was thus considered
moderate to high.

Overall Visual Sensitivity — Taking into account the overriding influence of low viewer

concern in an industrial area, and low to moderate visual quality, overall sensitivity was
considered Low to Moderate despite the moderate to high degree of viewer exposure.
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KOP 5 - View Looking Southwest toward Site from Olive Avenue Overcrossing

KOP 5 - VISUAL RESOURCES Figure 3a depicts the view from KOP 5 the Olive
Avenue overcrossing facing southwest approximately 500’ east of the site and is
representative of views of southwest-bound motorists on Olive Avenue. Viewer
exposure is actually understated in this figure due to the location of the photo viewpoint
on the south side of the bridge, rather than the near (north) side from which virtually all
viewers would observe the site. From the north side of the bridge, visibility of the site
would be high, and the portion of the field of view occupied by the plant would also be
high, exerting strong visual dominance. The view is very similar in virtually all respects
to KOP 4.

Visual Quality — As discussed under KOP 4, visual quality is low to moderate, due to the
presence of scenically attractive but visually subordinate views of the Santa Monica
Mountains in the background beyond the project site, which enhance the otherwise low
visual quality of the power plant and its industrial setting.

Viewer Concern - Viewer concern of motorists entering this heavily industrial zone is
considered low.

Viewer Exposure - Visibility from this location is moderate to high. The distance zone is
foreground, and the number of viewers is high. The duration of this view is low for
motorists. Overall viewer exposure was thus considered moderate to high.

Overall Visual Sensitivity — As under KOP 5, taking into account the overriding influence
of low viewer concern in an industrial area, together with low to moderate visual quality,
overall sensitivity was considered Low to Moderate despite the moderate to high degree
of viewer exposure.

Other Viewpoints within Industrial Zone

KOPs 4 and 5 offer the worst-case scenarios for views of the proposed project from
within this landscape unit, due to their elevated foreground locations and moderate to
high level of visual exposure. Other views of the site within the industrial area would be
from viewpoints at the same elevation as the power plant. Such lower viewing angles
substantially reduce the visibility of the proposed project features due to the screening
and filtering influence of intervening structures in a highly developed area. KOPs BI-1
through —3 represent key representative viewpoints within foreground distance of the
MPP in the industrial zone, as follows:

KOP BI (Burbank Industrial) -1 — View from Intersection of Lake Street and Olive
Avenue (south corner of site)(VISUAL RESOURCES Figure 4a.

Visual Quality — Visual quality is low to moderate. The existing plant presents a highly
industrial appearance with visually chaotic, exposed mechanical equipment of Olive
Units 1 through 4 and the plant switchyard, numerous power lines and an un-
landscaped street frontage. The surrounding industrial streetscape similarly exhibits
little visual unity or attention to design considerations. However, broad scenic views of
the Verdugo Mountains form the backdrop of views to the east.
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Viewer Concern — Viewer concern and scenic expectation in this industrial setting is
also considered to be low.

Viewer Exposure — Visibility of the MPP is high. Distance is foreground. Viewer number
is high, though duration is generally low. Overall viewer exposure is moderate to high.

Overall Visual Sensitivity — Taking into account the overriding influence of low viewer
concern in an industrial area, and low to moderate visual quality, overall visual
sensitivity is Low to Moderate despite moderate to high viewer exposure.

KOP BI-2 — View from Magnolia Avenue Eastbound near Lake Street (west corner
of site)( VISUAL RESOURCES Figure 4b).

Visual Quality — Visual quality is moderate. The industrial setting is mitigated by mature
street trees, the architectural design and landscaping of the Burbank Water, Light and
Power (BWLP) offices, and views of the Verdugo Mountains.

Viewer Concern — Viewer concern in this industrial setting is considered to be low.

Viewer Exposure — Visibility of the MPP power plant is largely screened from view by
the BWLP offices, and is low to moderate. Distance is foreground. Viewer number is
high, and view duration low. Overall viewer exposure is moderate.

Overall Visual Sensitivity — Taking into account moderate visual quality, low viewer
concern, and moderate viewer exposure, overall sensitivity is Low to Moderate.

KOP BI-3 — View from Metrolink Parking Lot (northeast of site)( VISUAL
RESOURCES Figure 4c).

KOP BI-3 represents the daily view of several hundred MetroLink commuters who park
in this lot directly north of the MPP site while boarding the commuter train.

Visual Quality — Visual quality is low to moderate. The highly industrial, low quality views
of the MPP are enhanced by the parking lot landscaping and attractive station
architectural and landscape design.

Viewer Concern — Viewer concern is considered low. Scenic expectations of viewers
focusing on the activity of boarding the train in this predominantly industrial zone are
expected to be very limited.

Viewer Exposure — Visibility of plant facilities is moderate to high. Distance is
foreground. Viewer number is high. View duration is low. Overall viewer exposure is
therefore considered moderate to high.

Overall Visual Sensitivity — Taking into account both low to moderate visual quality and

the over-riding influence of low viewer concern in this largely industrial setting, overall
sensitivity is Low to Moderate despite moderate to high viewer exposure.
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Unit 2 — Burbank Residential and Urban Parks (Valley)

As indicated in VISUAL RESOURCES Figure 1, considerable numbers of residences
lie within foreground distance of the existing MPP. Residential districts are located
approximately ¥ mile from the project site west of Victory Boulevard and Lake Street. In
addition to residential areas west of the site, substantial numbers of residences are also
located within near-middleground distance (a little over %2 mile) to the northeast, in and
around downtown Burbank across I-5. However, views of the project site and facilities
from residences are so few and limited in nature as to be negligible. This is due mainly
to the fact that in western Burbank, street frontages on major boulevards comprising the
principal view corridors to the site consist of commercial or industrial businesses.
Residences thus lack unobstructed view corridors to the site. In north Burbank views to
the site from residential areas are blocked by mid-rise development of downtown.
Associated urban open space in the vicinity include Olive Avenue Recreation Center
approximately % mile west of the site on Olive Avenue, and McCambridge Park
approximately 1 mile to the north. No views of the site occur from these facilities or
other public open spaces in this area due to intervening vegetation and structures that
completely screen views.

Unit 3 —Burbank Commercial

As shown in VISUAL RESOURCES Figure 1, considerable commercial development
lies within foreground distance of the existing MPP, the nearest located approximately
Y, mile from the project site on Victory Boulevard, and lining major east-west streets
including Olive Avenue and Magnolia Boulevard. In addition to commercial areas west
of the site, downtown Burbank and adjacent Media City Center (Burbank Mall) are also
located within foreground distance to the northeast, across U.S. I-5.

Visual quality of commercial areas in the project vicinity in general is considered
moderate, as described below. Visibility of project structures from all these commercial
areas are very limited, consisting mainly of intermittent views of the Units 3 and 4
exhaust stack amid strong filtering and screening of intervening structures and street
trees. However, even where proposed project structures would not be visible, view
corridors toward the site from commercial areas at foreground distances could be
subject to impacts from visible plumes, depending upon the plumes’ size and frequency.
In general, views from commercial areas were of moderate overall visual sensitivity.

Downtown Burbank and Media City Center (Burbank Mall):

Views to the MPP site from points within the downtown area (northeast of I-5) at
foreground distances to the MPP site were considered comparable in their setting
characteristics. These characteristics are thus described for downtown viewpoints in
general, together, as follows:

KOP BC (Burbank Commercial) -1 — View from Olive Avenue near City Hall Looking
Southwest (VISUAL RESOURCES Figure 5a.)

KOP BC-1 depicts a view toward the site at a distance of approximately 1/3-mile, east of
San Fernando Boulevard near City Hall.
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KOP BC-2 — View from Magnolia Boulevard east of First Street Looking Southwest
(VISUAL RESOURCES Figure 5b).

KOP BC-2 depicts a view toward the site at a distance of approximately 1/4 mile, east of
First Street. The top of the Units 3 and 4 stack may barely be seen in the view, as
indicated in the figure.

KOP BC-3 — View from First Street Looking South (VISUAL RESOURCES Figure 5c¢).

KOP BC-3 depicts a view toward the site from First Street at a distance of
approximately 1/4 mile. The tops of the Units 1, 2, 3 and 4 stacks may be seen in the
view, as indicated in the figure.

Visual Quality — Visual quality of the downtown is considered moderate. Intensive
landscaping, street trees, and strong urban design controls contribute to strong visual

unity.

Viewer Concern — Viewer concern in commercial areas is considered moderate.
Typically, heavy industrial uses are not regarded as compatible with retail commercial
uses.

Viewer Exposure — Visibility of the project site from downtown is very low. Screening
and filtering by intervening development and landscaping is almost total, with views of
the tall Magnolia Units 3 and 4 stack occurring only in intermittent, very isolated
locations where screening is absent. If visibility of project structures were the sole
concern, downtown viewpoints would probably not require assessment, and would
suggest a low to moderate level of overall sensitivity. However, downtown KOPs have
been reviewed because prominent unobstructed foreground views of visible plumes
could occur from major view corridors such as Magnolia, Olive, and First Street. Viewer
exposure to large-scale visible plumes would be low to moderate.

Distance zone of these commercial areas is foreground. The number of potential
commercial viewers is high. The duration of views is low to moderate. Visibility of project
features is very limited and inconspicuous. However, because prominent unobstructed
foreground views of visible plumes could occur from major view corridors such as
Magnolia, Olive, and First Street, overall viewer exposure is considered low to moderate
rather than low.

Overall Visual Sensitivity — Taking into account moderate visual quality, moderate
viewer concern, and low to moderate viewer exposure to visible plume effects, overall
visual sensitivity was considered Moderate.

Southwest Burbank Commercial Streets

KOP 3 - View from Victory Boulevard at Cypress Street Looking East (VISUAL
RESOURCES Figure 6a).

KOP 3 depicts views from Victory Boulevard at a distance of approximately ¥ mile.
Though technically located within the industrial zone, the street is typified by small retail
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and light industrial businesses with a commercial office and storefront character, in
marked contrast to the heavy industry to the east of this street.

Visual Quality — Visual quality in the vicinity is low to moderate, typified by offices and
storefronts of various light industrial businesses which exhibit a lower degree of
attention to appearance than retail commercial districts, but a higher level of quality than
heavy industrial areas like those to the east of Victory Boulevard.

Viewer Concern — Viewer concern is considered to be low to moderate, reflecting a mix
of viewers engaged in industrial and commercial activities.

Viewer Exposure — Visibility of the project site from this area is low. Few views of the
MPP site exist, and where they occur consist primarily of views of the tall Unit 3 and 4
stack, with other features of the facility screened by intervening development, as
illustrated in this photograph. Distance zone is foreground. Number of viewers is high,
but duration of views where they occur, are fleeting. Overall viewer exposure is thus
moderate.

Overall Visual Sensitivity — Taking into account low to moderate visual quality, low to
moderate viewer concern, and low to moderate viewer exposure, overall sensitivity is
Low to Moderate.

KOP BC-4 - View from Magnolia Boulevard Looking Northeast (VISUAL RESOURCES
Figure 7a)

Street-fronts along major east-west streets west of the MPP site are zoned for
commercial use. Two of these, Magnolia and Olive Avenue, are oriented directly toward
the MPP site, creating view corridors directly toward the power plant. Although portions
of the tallest Unit 3 and 4 stack are occasionally visible from Magnolia Street, the stack
is barely noticeable in the absence of visible plumes. The Burbank WLP administration
building can be seen in the center of this photo at a distance of under %2 mile.

Visual Quality — Visual quality along Magnolia Boulevard is moderate, with strong visual
unity from the mature street trees lining both sides of the street, and the scenic element
of the Verdugo Mountains framed in the background.

Viewer Concern — Viewer concern is considered to be moderate, typical of a retail
commercial district.

Viewer Exposure — Visibility of the project from this and other viewpoints on Magnolia is
low overall. Although portions of the tallest Unit 3 and 4 stack are occasionally visible
from the north side of Magnolia Street above the tree canopy, the stack and other
portions of the MPP power plants are barely noticeable in the absence of visible
plumes. Similarly, the BWLP building becomes visible as distance decreases, but also
screens more industrial portions of the MPP facility from view. Nevertheless, views of
visible plumes could be prominent throughout the foreground radius depending upon
their height, due to unobstructed views of the sky above the MPP site down the length
of Magnolia Boulevard.
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Distance zone is foreground. Number of viewers is moderate to high. Duration of views
is low to moderate. Overall, viewer exposure is low to moderate.

Overall Visual Sensitivity —Taking into account moderate visual quality, moderate viewer
concern, and moderate viewer exposure to large-scale plumes, overall sensitivity to
plume impacts was considered Moderate. Due to low viewer exposure to project
structures, sensitivity to structure impacts is Low.

KOP BC-5 - View from Olive Avenue Looking Northeast (VISUAL RESOURCES Figure
7b).

KOP BC-5 depicts the view toward the MPP site from Olive Avenue at a distance of
somewhat over %2 mile.

Visual Quality — Street trees are sporadic and intermittent on Olive Avenue, and
development less unified in form and character, lending it a lower level of visual unity
than commercial areas of Magnolia Boulevard. Nevertheless, mature trees of Olive
Avenue Park enhance foreground distance views, and open, relatively unobstructed
views of the Verdugo Mountains form a scenic backdrop to views toward the east.
Visual quality is considered moderate.

Viewer Concern — Viewer concern in commercial areas is considered moderate.
Typically, heavy industrial uses are not regarded as compatible with retail commercial
uses, which predominate in the study area.

Viewer Exposure — Visibility of the project facilities from foreground commercial portions
of Olive Avenue varies from none to low depending upon the exact location..
Nevertheless, views of visible plumes could be quite prominent throughout the
foreground radius depending upon their height, due to the open, unobstructed views of
the sky above the MPP site.

Distance zones are foreground. The number of potential viewers is high. The duration of
views is low to moderate. Overall viewer exposure is thus low for structures, moderate
for plumes.

Overall Visual Sensitivity — Taking into account moderate visual quality, viewer concern,
and moderate viewer exposure to large-scale plumes, overall sensitivity to plume
impacts was considered Moderate. Due to negligible viewer exposure to project
structures from all locations except the immediate project vicinity (depicted in KOP BI-
1), sensitivity to structure impacts is Low.

Unit 4 — Highway I-5

Highway -5 passes within 200 feet of the MPP site, and represents many thousands of
viewers each day, by far the largest viewer group exposed to the project.

KOP 6 — U.S. I-5 Northbound, Looking West

KOP 6 (VISUAL RESOURCES Figure 8a) is a view of the MPP site from I-5 at
foreground distance, in this case westbound. It is fairly typical in that the view is highly
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filtered and heavily screened by intervening roadside landscaping of substantial stature.
This roadside edge condition predominates within the foreground and near-
middleground radius of the site, which would be most vulnerable to potential impact.

Visual Quality — Existing visual quality on I-5 is low to moderate. Although generally low,
the visual quality of this portion of highway is improved substantially by the roadside
landscaping described previously, and by views of the Verdugo Mountains to the
northeast. The landscape is nevertheless dominated by the highway itself, and by
expanses of typical urban development lacking any special scenic value.

Viewer Concern —Scenic expectations of motorists in a highly urbanized area lacking
highly distinct landscape character such as this are limited. Nevertheless, viewers are
not completely indifferent to major adverse impacts on views under such conditions.
Viewer concern of motorists on I-5 is thus considered to be low to moderate.

Viewer Exposure — Overall, visibility is low, due to the general heavy roadside screening
discussed previously. Viewing distance from I-5 is foreground. The number of potential
viewers is very high. The duration of views is low. However, due to high exposure to the
site at foreground distance from a short segment of highway within foreground distance
to the east of the site, overall viewer exposure is considered moderate.

Overall Visual Sensitivity — Taking into account low to moderate visual quality, low to
moderate viewer concern, and moderate overall viewer exposure, overall visual
sensitivity of foreground views from U.S. I-5 was considered Low to Moderate.

Unit 5 — Verdugo Mountains Residential and Open Space

Scattered views from residences, open space areas, and public streets are located at
various points in canyons of the Verdugo Mountains located approximately 1-1/2 miles
and more from the MPP site. Due to their elevated position, views are unobstructed,
although at these distances the MPP appears visually very subordinate and indistinct.
The area is classified by the City as Mountain Reserve land use, and in addition to
numerous residences, includes several public opens space facilities including Brace
Canyon Park, Stough Park, DeBell Golf Course, Wildwood Canyon Park, and Brand
Park. Views from these public facilities are scattered and limited in number and extent.
Where such views occur, they are essentially similar to the following KOPs:

KOP 1 —View from Tujunga Street (VISUAL RESOURCES Figure 9a)

This view is typical of a substantial number of viewpoints in the Verdugo Mountains at
distances of 1-1/2 to 2 miles.

Visual Quality — Visual quality of these viewpoints is moderate to high, characterized by
intensive landscaping and panoramic views of the valley floor and Santa Monica
Mountains in the distance.

Viewer Concern — Viewers are both residents and visitors to public recreational
destinations. Viewer concern is moderate to high.
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Viewer Exposure — Overall, visibility is moderate to high. Views of the site are
unobstructed by other development due to the elevated viewing angle. Viewing distance
is middleground. At these distances, the MPP site is indistinct, although the prominent
Unit 3 and 4 stack is visible and identifiable due to high line contrast, particularly in clear
weather. The number of residences with unobstructed views of the site is moderate.
Duration of views is high. Overall viewer exposure is thus Moderate to High.

Overall Visual Sensitivity — Taking into account moderate to high visual quality,
moderate to high viewer concern, and moderate to high viewer exposure, overall
sensitivity was considered Moderate to High.

KOP 2 —View from Howard Court near Viewcrest (VISUAL RESOURCES Figure
10)

This view is typical of a moderate number of locations on residential streets to the
northeast of the site at distances of 2 miles or more.

All parameters of the existing visual setting are as described for KOP 1, except distance
is far-middleground (over 2 miles). Thus, overall visual sensitivity is also Moderate to
High.

Unit 6 — Santa Monica Hills Recreational and Cemetery Open Space

These views are typical of a limited number of viewpoints in the Santa Monica
Mountains at distances of 2 or more miles, including Griffith Park, and Mt. Sinai and
Forest Lawn Cemeteries. Relevant viewing characteristics are essentially similar among
viewpoints in the area and are described together as a unit, under the following KOP:

KOP 11 - Forest Lawn Cemetery

Visual Quality — Visual quality of these viewpoints is moderate to high, characterized by
intensive landscaping, natural vegetation, and panoramic views of the valley floor and
Verdugo Mountains in the distance.

Viewer Concern — Viewers are visitors to Griffith Park and Forest Lawn Cemetery.
Viewer concern with visual quality is high.

Viewer Exposure — Overall, visibility is low. Views of the site are largely obstructed by
vegetation and terrain. Viewing distance is middleground to far-middleground. At these
distances, the MPP site, where visible, is relatively indistinct. The number of viewers is
moderate. Duration of views is moderate . Due particularly to the very limited number
and extent of views to the project from this area, overall viewer exposure is Low.

Overall Visual Sensitivity — Taking into account moderate to high visual quality, high

viewer concern, and low viewer exposure, overall visual sensitivity was considered Low
to Moderate.
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POWER PLANT

VISUAL RESOURCES FIGURE 11 depicts architectural elevations of the proposed
power plant. VISUAL RESOURCES FIGURE 12 depicts architectural elevations of the
proposed cooling towers.

The existing MPP is characterized by a highly industrial appearance dominated by the
prominent Olive Units 1 (top of power block structure, 89’; top of stack, 109’); Unit 2
(t.o.structure, 91’; t.0. stack, 109’; Unit 3 (t.o. structure, 47’, t.o stack, 91’); Unit 4 (t.o.
structure, 57.5, t.o. stack, 76.7’); and the Magnolia Units 3 and 4 exhaust stack (150’).
The site is enclosed on Lake Street, Olive Avenue, and the Burbank Western
Channel/MetroLink frontages by approximately 12’ masonry or concrete walls. On
Magnolia Boulevard, views into the site are screened by the existing two-story Burbank
Water Light and Power (BWPL) administration building.

An existing 78,000-barrel storage tank (60’ height) located near the northeastern
boundary of the plant would be removed, as would a 25,000-barrel oil storage tank (52’
height) near the center of the site. The Magnolia Cooling Tower 3 (36’ height) east of
Magnolia Units 3 and 4 would be removed, as would existing Magnolia Units 1 and 2
(41" height).

The proposed MPP would include a new power block, switchyard upgrades to the Olive
switchyard, new control and administrative buildings, new cooling tower structures,
boiler, storage tanks, gas compressors, and other ancillary facilities. As depicted in the
VISUAL RESOURCES Figure 11, the most visually prominent features would include a
150’ HRSG exhaust stack, an enclosed HRSG (82.5’ height), an STG enclosure
structure (71.75’ height), and CTG inlet structure (84’ height), located in the eastern
corner of the MPP site adjacent to the Magnolia Boulevard overcrossing. Six new
cooling tower cells (50’ height) would be placed near the site’s northeastern boundary in
the vicinity of the existing 78,000-barrel storage tank, to be removed. An LM6000
combustion turbine of unspecified height would occupy the center of the site. No new
transmission towers are proposed. Power generated by the new unit would be
conducted to the existing Olive switchyard by a 1,500-foot long underground circuit.

A new 3-story administration building (50.5" height; approximately 60,000 square feet)
would be constructed immediately west of the new generation unit in the location of the
existing Magnolia Units 1 and 2.

Proposed Plant Night Lighting

Under Applicant’s proposed mitigation measure VIS-2 in the AFC, night lighting would
be hooded to direct illumination downward and inward to minimize light, glare and
backscatter, and include use of time- or motion-detector-controlled lighting.

CONSTRUCTION STAGING AREAS

Various off-site construction staging and construction parking areas are proposed.
These would be located adjacent to railroad right-of-ways south of U.S. I-5 within the
industrial zone.
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LINEAR FACILITIES

Transmission Lines

No new on- or off-site, aboveground transmission lines or towers are proposed for the
MPP project.

Water and Gas Supply lines

Natural gas, potable water, and reclaimed water would be supplied by existing on-site
supply lines. No additional off-site linear facilities are proposed.

ANALYSIS OF IMPACTS

A summary of the impact analysis is presented in a table in Appendix VR-1. The impact
assessment methodology and significance criteria utilized in this study are described in
detail in Appendix VR-2.

PROJECT SPECIFIC IMPACTS

As described previously under Visual Analysis Methodology, visual impacts are
assessed as a function of Visual Sensitivity (viewing attributes of the setting) and Visual
Change (anticipated degree of visual change).

Ratings of existing and proposed project contrast, dominance, and view blockage were
made on the basis of field observation, photo documentation, and study of applicant-
and staff-prepared visual simulations and other project information. Applicant KOP
views reproduced in the AFC were reviewed and duplicated by staff in the field, to
confirm the accurate reproduction of visual scale of the simulations when viewed in
tabloid-sized (11" x 17”) format in the AFC.

KOP numbers from the AFC have been retained. However, the order in which they are
discussed has been changed to accord with the structure of this analysis.
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Environmental Checklist

Potentially Less Than Less Than No Impact
Significant  |Significant With |  Significant
VISUAL RESOURCES Impact Mitigation Impact
Incorporated
Would the project:
a) Have a substantial adverse effect on a X
scenic vista?
b) Substantially damage scenic resources, X

including, but not limited to, trees, rock
outcroppings, and hist